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C h a p t e r 4

GLARE SUPPRESSION BY COHERENCE GATED NEGATION

This chapter is adapted from the manuscript Zhou, E.H., Shibukawa, A., Brake,
J.& Yang, C. "Glare suppression by coherence gated negation". Optica 3, 1107
(2016). The contributions of authors are as follows: EHZ, JB and CY conceived the
initial idea. EHZ developed the idea and experimental scheme. The experiments
were designed and performed by EHZ and AS. The data analyses were performed
by EHZ, AS, HR, JB and CY.

Imaging of a weak target hidden behind a scattering medium can be significantly
confounded by glare. We report a method, termed coherence gated negation (CGN),
that uses destructive optical interference to suppress glare and allow improved
imaging of a weak target. As a demonstration, we show that by permuting through
a set range of amplitude and phase values for a reference beam interfering with
the optical field from the glare and target reflection, we can suppress glare by an
order of magnitude, even when the optical wavefront is highly disordered. This
strategy significantly departs from conventional coherence gating methods in that
CGN actively ’gates out’ the unwanted optical contributions while conventional
methods ’gate in’ the target optical signal. We further show that the CGN method
can outperform conventional coherence gating image quality in certain scenarios by
more effectively rejecting unwanted optical contributions.

4.1 Introduction
The ability to optically illuminate and image a target hidden behind a scattering
medium is important inmany applications, including transportation, remote sensing,
biomedicine and astronomy. A classic example is the scenario of driving through
fog at night with the automobile headlights on. The degradation of image quality
in such scenarios can be generally ascribed to two effects: the optical wavefront
distortion caused by the scattering medium and the glare from light backscattered
from the scattering medium. The wavefront distortion limits our ability to perform
diffraction-limited imaging and optical focusing. However, even in cases where the
wavefront distortion does not prohibit imaging of the target, the sheer intensity of
the glare can mask the weak optical reflection from a target and thereby prevent us
from observing the target altogether.
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Recent developments in wavefront shaping and adaptive optics have shown great
promise in addressing the wavefront distortion challenge [1–6]. These methods have
improved the imaging resolution beyond what was thought possible even a decade
ago. However, in almost all of the demonstrations performed so far, the problem of
glare is averted either by choosing a target that emits light at a different wavelength
(fluorescence [4, 7, 8] or second harmonic generation [9, 10]) or by designing
the experiments to operate in a transmission geometry [11, 12]. Glare remains a
challenge largely unaddressed in the context of these developments. Unfortunately,
glare is unavoidable in a variety of practical scenarios—driving in a foggy night is
a good example. In that scenario, the objects you would like to observe are unlikely
to be fluorescent, and you simply cannot rely on having an independent light source
behind the objects to provide you with a transmission imaging geometry.

Glare suppression in principle is possible using time-of-flight methods with the help
of fast imaging systems, such as those based on intensified charge-coupled device
(ICCD) technology [13–15] or single photon avalanche diode (SPAD) arrays [16–
18]. These devices are able to bin the light arriving at the detector with fine temporal
resolution and therefore glare can be suppressed by discarding glare photons selected
by their arrival time. Unfortunately, these instruments are very costly. But perhaps
more importantly, the range to which they can suppress glare is determined by their
response speed. The best commercial instruments available have a response time of
0.5 ns, which translates to a minimum length of 10 cm for which they can suppress
glare by time gating. Recently, SPAD arrays with a temporal resolution of 67 ps
have been demonstrated, which translates to a minimum glare suppression range
of 1 cm. However, they are currently only available in small array sizes (32 x 32
pixels) [17, 19].

There have also been some interesting developments on the use of modulated illu-
mination and post-detection processing in the phase or frequency domain to achieve
time-of-flight based gating [20, 21]. One significant limitation to these methods is
that they need to contend with glare associated noise, as the glare is not suppressed
prior to detection. Moreover, such techniques are limited by the frequency band-
width of the sensors, which leads to a minimum length involved on the order of
meters. This length limitation for all known glare countering methods precludes
useful applications of such time-of-flight methods in biomedicine where the length
scale of interest ranges from microns to millimeters.

The streak camera is yet another fast response optical detection system. Its response



76

speed is on the order of one picosecond. Unfortunately, the streak camera is
intrinsically a one-dimensional imaging system. Recently, it has been demonstrated
that the use of compressed sensing can allow the streak camera to perform fast
two-dimensional imaging with a spatial resolution of 11 mm [22–24]. However,
the object sparsity constraint is too restrictive for the majority of glare suppression
applications.

Here we report a method, termed coherence gated negation (CGN), that is capable
of coherently suppressing glare through the use of destructive interference to allow
improved imaging of a weak target. This method can operate over a length scale span
that is limited only by the coherence length of available optical sources, which can
range from microns (for superluminescent diodes) to kilometers (for fiber lasers).
CGN shares its roots with acoustic noise cancellation [25]. The basic idea is to use
a reference optical field of the same magnitude and opposite phase to destructively
interfere with the glare component of a returning optical field to null out the glare
and its associated noise, thereby allowing the electronic detector to measure only
the optical signal from the hidden target. In the case of acoustic noise cancellation,
the amplitude and phase of the unwanted signal can be separately measured and
used as input in the cancellation process. In CGN, we do not have this luxury as
we do not have prior knowledge of the glare optical field characteristics. Here, we
instead employ a light source of suitable coherence length such that a) the glare
optical field is coherent with the reference optical field, and b) the target reflection is
incoherent. By permuting through a specific set of amplitude and phase values for
the reference field, we ensure that the condition for effective destructive interference
is met within a certain error bound for one of the permutations. By screening for the
minimum detected optical signal through the whole set, we can then determine the
signal reflected from the target. When performed in an imaging context, this allows
us to use a single permutation set operating over all the camera pixels at once to
generate a glare suppressed image even if the optical field is highly disordered and
speckled.

Using this approach, we experimentally demonstrate the ability to suppress the
glare intensity by a factor of 10 times with the use of a permutation set of size 256.
Our experimental design choice also allowed us to demonstrate glare suppression
on the length scale of 2 mm—a regime that conventional time-of-flight methods
are presently unable to reach. Finally, we discuss the advantages and tradeoffs
of CGN versus traditional coherence gating methods and report our experiments
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demonstrating CGN’s ability to image targets at different depths without system
alterations, and several scenarios where CGN can provide better target image quality
than conventional coherence gating methods.

4.2 Principle

Figure 4.1: Principle of the CGN technique: The CGN system uses a laser as the
illumination source for the active imaging system. With the presence of a scattering
medium, a significant portion of the light is backscattered to the camera that images
the target. A plane-wave reference beam, with path length and polarization matched
to the backscattered light (glare), is used to cancel the glare by destructive interfer-
ence. In this case, we step both the amplitude and phase of the reference beam to
cover a significant dynamic range of the glare and combine each of them with the
glare respectively, resulting in a set of speckle images from the camera. By taking
the minimum intensity of each pixel vector along the time axis of the speckle image
set, we can reconstruct the image of the target with significant glare suppression.

A concise setup to explain the principle of CGN is shown diagrammatically in
Fig. 4.1. A laser beam illuminates a two-dimensional target located behind a
scattering sample. The returning light, which consists of light that is back-scattered
by the scattering medium as well as light reflected from the target, is captured by the
imaging system, resulting in an image of the target obscured by glare. On the camera
sensor chip, the captured optical field is the superposition of the glare Eglare(p; q)
and the target reflection Etarget (p; q), where p and q are the pixel numbers in the
x and y directions, respectively. To realize CGN, a collimated reference beam
Er;i (p; q) is added on the camera by a beam splitter to interfere with Eglare(p; q) and
Etarget (p; q). We perform path length matching of the glare contribution and the
reference beam. By choosing the coherence length of the laser source appropriately,
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we can make sure the glare contributions from the extended scattering medium are
in coherence with the reference beam. As long as the optical path length of the target
reflection is substantially different from themajority of the optical path lengths of the
glare components, the target reflection will not be in coherence with the reference
beam. We then permute the reference beam through a series of phase and amplitude
values. The observed image intensity for the ith image can be expressed as

Ii (p; q) = Itarget (p; q) + jEglare(p; q) + Er;i (p; q) j2, (4.2.1)

where Itarget (p; q) = jEtarget j
2 is the target intensity.

We further assume that the imaging is performed in such a way that the image
speckle size is greater than the camera pixel size. This ensures that there are no
phase variations across the surface of any given pixel. In this case, the minimum
value that Ii (p; q) can take is Itarget (p; q), which occurs when Er;i (p; q) is of the
same magnitude and opposite phase of Eglare(p; q) (destructive interference), that
is jEglare(p; q) + Er;i (p; q) j2= 0. As such, by permuting through different phase
and amplitude values for Er;i (p; q), we can determine Itarget (p; q) for each image
pixel simply by taking the smallest measured Ii (p; q) through a set of reference field
permuted images. As the glare cancellation is performed in the optical regime, CGN
can allow detection of the target without any noise consideration from the glare at
all.

In practice, we do not expect complete destructive interference to occur as the
glare optical field’s phase and amplitude are continuously distributed, while the
modulation of the reference phase and amplitude can only be performed in a discrete
fashion. The greater the permutation set, the more effectively we can suppress the
glare at the price of longer data collection time.

4.3 Methods
Sample Preparation
Polystyrene microspheres with a mean diameter of 3 µm (Polybead Microsphere,
Polysciences, Inc.) were mixed with a 1.5% carrageenan gel in aqueous phase.
The mixture was cast in a mold of size 15 mm × 25 mm, with a thickness of 1
mm or 0.5 mm. The medium had a scattering coefficient of �s = �s � N = 1:3
mm�1 and a reduced scattering coefficient of �s

0 = 0:2925mm�1 as calculated via
Mie scattering theory, where the density of the microspheres N was 6:8 � 107 ml�1

and the scattering cross section �s was 18.7 µm2. The ballistic transmission of
the sample was measured to be 23%, which agrees with the theoretically predicted


































