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ABSTRACT

From intelligent transportation systems to the smart grid, the next generation of
cyber-physical systems (CPS) will substantially transform our society. It is vital that
these systems are scalable and robust to uncertainties, with contextual awareness and
fast adaptation. This dissertation presents progress towards addressing key challenges
arising in the control of large-scale CPS, with a special focus on applications in
sustainable energy systems.

Large-scale CPS such as the smart grid often consist of numerous interconnected
and heterogeneous subsystems that must coordinate to achieve global objectives
by exchanging information over a communication network. Therefore, the first
part of this thesis focuses on developing control algorithms that handle crucial
design requirements emerging from scalability and communication constraints, such
as disturbance localization, communication delay conformation, and distributed
implementation.

Sustainable energy systems are crucial for reducing greenhouse gas emissions
and mitigating climate change. However, the inherent unpredictability and large
uncertainties associated with renewable generation pose significant challenges for
maintaining system stability and safety. Traditional control approaches, while robust
and effective for known system models, often fall short when faced with the dynamic
and uncertain nature of modern power systems. In the second part of the thesis, we
address this challenge by integrating machine learning techniques with model-based
control methods using uncertainty sets constructed from real-time data. In particular,
we will introduce and provide convergence guarantees for a classic uncertainty set
estimation method. Building on these uncertainty sets, we combine learning and
control techniques to tackle core CPS control problems, such as adversarial stability
certification for linear time-varying systems as well as networked systems under
communication constraints where the system models are unknown.

The final part of this thesis applies the developed methodologies to address the
voltage control problem in power distribution networks with unknown grid topologies.
We will combine online learning techniques and a robust predictive controller to
achieve provably finite-time convergence to safe voltage limits, despite uncertainties
in network topology and load variations. Our case study on a Southern California
Edison 56-bus distribution system demonstrates the effectiveness of this approach in
nonlinear, partial observation, and partial control settings.
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C h a p t e r 1

INTRODUCTION

From intelligent transportation systems to the smart grid, the next generation of

cyber-physical systems (CPS) will reshape our society. Control theory provides

principled frameworks to design robust, distributed, and performant controllers,

ensuring worst-case stability and constraint satisfaction guarantees for these safety-

critical CPS. However, control methods often rely on accurate model information,

which is increasingly di�cult to obtain due to the growing complexity, scale, and

uncertainty in CPS. For example, smart grid topology can change unpredictably due

to renewable energy supply variations or line failures, while in robotics, di�ering

environmental conditions lead to distinct system dynamics.

On the other hand, recent advancements in machine learning (ML) open up exciting

opportunities to transform current control approaches to data-driven methods with

unprecedented performance, contextual awareness, and �exible adaptation. In

particular, there is now a growing body of research that investigates the incorporation

of ML techniques in control design, often referred to as learning-based control, to

enable e�cient algorithms for complex systems whose dynamics are hard to model

or even unknown.

Despite recent theoretical developments and successful applications of ML in various

domains including games [1], robotics [2], [3], and more recently large language

models [4], principled integration of learning in control tasks for CPS remain open

due to thesafety-critical, large-scale, networked, andresource-constrainednature of

CPS:

ˆ Safety-critical: Safety assumptions in the application of ML in highly-

controlled environments, such as bounded system behavior and unconstrained

exploration, are no longer practical for CPS due to physical limitations,

operational requirements, and the feedback e�ects of algorithms deployed

in the closed loop. For instance, a common assumption in the learning-

based control literature is that the learning algorithm has access to a known

stabilizing controller. This assumption ensures bounded and, therefore, safe

system behavior throughout the learning phase, sidestepping the main technical
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hurdle of safe exploration in uncertain environments. Unfortunately, such

an assumption is often unrealistic, as stabilization itself, a prerequisite for

any other performance objectives, is a signi�cant task even if the dynamics

model is available. For example, the voltage stabilization problem remains

challenging in inverter-based resources dominated microgrids even when the

network is known. It remains a grand challenge to deploy data-driven methods

in critical tasks where incorrect decisions can have catastrophic consequences.

ˆ Large-scale and networked: Centralized control algorithms are often pro-

hibitively expensive to design and execute for large-scale networked CPS,

such as robotic swarms and the smart grid. Moreover, centralized schemes

can expose the system to targeted attacks, creating disastrous vulnerabili-

ties. Therefore, signi�cant e�orts have been made to develop distributed

controllers for such systems, where sub-controllers leverage local information

and computational resources from small neighborhoods in the network and

coordinate among one another to achieve system-level objectives. On the other

hand, most ML algorithms perform centralized data collection and learning.

If learning-based algorithms are to be deployed in real-world systems, it is

imperative to adapt ML to distributed design.

ˆ Resource-constrainedA key characteristic of large-scale CPS is that the

subsystems in the network often face signi�cant resource constraints, including

limited computational power, memory, and communication. Even with dis-

tributed algorithms, these limitations persist, leading to further implementation

challenges. For instance, communication delays can occur due to restricted

communication bandwidth, particularly when substantial volumes of data are

exchanged within the network, as seen in data centers. Therefore, to achieve

robust and reliable CPS operation, it is essential to consider these resource

constraints and the associated implementation challenges during algorithm

design and understand the impact of such constraints.

The goal of this thesis is to provide a uni�ed learning and control framework to

broadly addresses key challenges arising in the control of large-scale CPS, with a

special focus on applications in sustainable energy systems. In the next sections, we

highlight important problems, survey related work, and provide an outline for the

thesis.
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1.1 Major Challenges and Prior Work

Signi�cant progress has been made in algorithm design for large-scale CPS, especially

in the area of learning-based control. Despite the many milestones in the recent

years, we are still in the early stages of developing reliable, scalable, and practical

controllers for future CPS, particularly in the following key problems.

Adversarially Safe Control

Safety in CPS is often modeled by de�ning a set of permissible states and actions

that the system can undertake during operation. A minimum safety criteria is to

maintain system stability, where all internal states of the system remain bounded

or converge to a desired steady state despite exogenous perturbations. Ensuring

safety is of paramount importance to critical CPS infrastructures. However, it has

become increasingly challenging due to various uncertainties stemming from the

growing complexity, scale, and technological advancements in modern CPS. For

instance, intelligent transportation systems have humans in the loop with strategic

behaviors that introduce additional variability and unpredictability. The power

grid now faces more frequent and volatile changes due to the rising penetration of

distributed renewable energy sources. Thus, how to ensure safety despite complex

and dynamic uncertainties is a core challenge.

Handling uncertainty is one of the main goals of classical control design, commonly

referred to as robust control [5]�[7]. Robust control is often formulated to achieve

stability and performance guarantees in the worst-case under all possible uncertainties.

A canonical example is to design a simultaneously stabilizing controller for an entire

set of uncertain models. Naturally, there does not exist such a controller if the

model uncertainty set is too large. Thus, a fundamental challenge of such o�ine

worst-case control design is that the conservativeness limits the feasibility of these

problems to only �small� uncertainty sets. To tackle it, adaptive and online control

literature incorporates online data to signi�cantly reduce the conservativeness [8]�

[11]. Inspired by this line of work, recent progress has been made towards a promising

approach that integrates robust control and machine learning-based online adaptation

to tackle large uncertainties in the system model [12]�[15].

Another common uncertainty modeling is to introduce disturbances into the system.

It is common to model disturbances as stochastic, with simpli�ed distributions that

are amenable to theoretical analysis [16]�[21]. However, such stochastic modeling

does not fully capture many realistic uncertainties such as discretization errors as
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a result of sampling-based digital control, unmodeled nonlinearities, or malicious

attacks. Therefore, an alternative approach is to treat disturbances as deterministic

and arbitrary from a �xed admissible disturbance set, e.g., [22], [23]. However, these

problems do not simultaneously consider large model uncertainties and adversarial

disturbances.

Despite much progress, the fundamental problem of adversarial stability guarantee

for the simplest setting, i.e., linear dynamical systems witharbitrarily large model

uncertaintyunderadversarial disturbances, remained elusive. In this thesis, we will

address this gap with a uni�ed framework that incorporate ML techniques with robust

control design to enable robustness and safety against large uncertainties commonly

seen in CPS. Still, many open questions stand, such as heterogeneous and imperfect

sensing for decision making with adversarial safety. In particular, there is a gap in

our grasp of adversarial robustness in control dynamical systems where uncertainties

and attacks in the perception module lead to compounding errors due to feedback

e�ects. Another important question is how we should de�ne and provide adversarial

safety for human-in-the-loop multi-agent systems. The methodologies and insights

from this thesis will hopefully serve as a step towards a principled understanding in

adversarially safe control design.

Learn and Control with Uncertainty Sets

While adversarial guarantees are crucial for safety-critical CPS, it is well known

that algorithms designed to be robust against adversarial attacks and worst-case

uncertainties can be overly conservative and costly in typical, non-adversarial

scenarios. On the other hand, recent advancements in ML have enabled unprecedented

performance in various domains, but often overlook rare yet plausible worst-case

scenarios, leaving the system open to potentially catastrophic failures. Integrating

learning and robust algorithms with simultaneous worst-case safety and average-case

performance guarantees is an essential step towards real-world applications.

To enable learning-based control methods with such capabilities, a popular approach

is to apply ML techniques for estimation of the system model and parameters

that are relevant for the control tasks, then apply model-based control using the

estimated model [24]�[28]. It is therefore critical to quantify the uncertainty of the

estimations in order for the algorithm to robustly satisfy safety constraints despite

these uncertainties [29], [30]. On the one hand, an uncertainty set that is too large

gives rise to over-conservative control actions, resulting in degraded performance.
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On the other hand, if the uncertainty set is underestimated and fails to contain the

true system model, the resulting controller may lead to unsafe behaviors [30], [31].

Therefore, understanding how we leverage sequentially revealed online data to learn

non-conservative uncertainty sets that guarantee the containment of the true model

is a key step in the integration of ML and control.

Furthermore, given an uncertainty set, it remains unclear how to design controllers

based on the uncertainty set, as most control methods are based on a single model

rather than a set of models. A common approach is to select a point from the

uncertainty set for downstream model-based control design. In particular, the

selection must balance between exploitation (select models that are close to the true

model) and exploration (select models such that the control actions generated based

on the selection reduce the size of the uncertainty set) tradeo�. While a similar

tradeo� has been extensively studied in online learning (see [32] and the references

therein), little has been explored in the control and dynamical system setting.

Scalable Control and Learning under Communication Constraints

New developments in distributed sensing, communication, and computation tech-

nologies, such as Internet of Things and edge computing, create novel opportunities

for distributed algorithm design for CPS that are e�cient, scalable, recon�gurable,

and adaptive [33]�[36]. While many of the algorithms have seen success in high-

�delity simulations and industrial implementation, there is a lack of principled

understanding of potential vulnerabilities and limitations of the algorithms through

theoretical analysis. In particular, many realistic considerations must be taken into

account. One major challenge is that communication constraints, e.g., resulting from

communication delay or privacy considerations, impose structural constraints on

algorithm design. It is known that even for simpler classes of policies such as linear

distributed controllers, such constraints are generally non-convex [37]. For general

controllers, structured optimal control design is intractable [38].

Recent work has focused on special cases of distributed control problems, such as

those satisfying Quadratic Invariance (QI) [39], where exact convex reformulation

can be found. Under QI, substantial progress was made towards control design that

can handle constraints such as communication delay and distributed implementation

[40]�[43]. However, QI requires global information exchange for strongly connected

networks. This imposes major scalability issues on the synthesis procedures based

on QI and the implementation of the resulting distributed controllers. In particular, it
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was observed in [44] that controllers leveraging QI can be more complex to synthesize

than their central counterparts. In order to move beyond QI, researchers have focused

on novel controller parameterization that admits convex formulation [45]�[47]. In

this thesis, we focus on an important class of structured control design problems with

communication delay and localization constraints. We will develop novel optimal

and robust controllers with fully distributed synthesis and implementation.

Even with distributed and scalable control algorithms that conform to various

communication constraints, it is not straightforward to integrate ML into the design

loop for systems to handle large uncertainties, e.g., power grid with heterogeneous

energy storage and high renewables penetration. In particular, the sheer scale

and communication constraints in CPS, such as privacy concerns, often render it

impossible to carry out centralized learning and data collection. However, scalability

and communication constraints have only been considered separately; no general

approach exists in learning-based control literature. Bridging this gap will provide

crucial insights for a uni�ed framework for scalable learning and control algorithms

of CPS.

1.2 Thesis Roadmap and Contributions

Motivated by the key challenges outlined above, the central mission statement of this

thesis is:

To designscalablecontrollers that are capable oflearning and adaptation,

with simultaneous worst-casesafetyand average-caseperformance guarantee,

all while conforming tocommunication constraints.

The remainder of this thesis is structured as follows.

Part I: Distributed Control under Communication Constraints

Large-scale CPS such as the smart grid often consist of numerous interconnected

and heterogeneous subsystems that must coordinate to achieve global objectives.

One of the key challenges in managing such large-scale CPS is the e�ective

design and implementation of distributed controllers that can operate under various

communication constraints while allowing scalable synthesis and implementation.

In this context, the �rst part of this thesis focuses on developing distributed controllers

to address important classes of communication constraints when the system model is



7

known. Speci�cally, we will concentrate on three essential design requirements that

naturally emerge due to communication constraints in large-scale CPS:

1. Localization: It is desirable that the e�ects of disturbances as well as infor-

mation exchange among subsystems are limited to a prede�ned local region

without cascading to the global network. By con�ning the impact of distur-

bances, we can enhance the robustness and reliability of the entire system.

Disturbance localization also facilitates localized communication, where it

becomes unnecessary for subsystems that are far away from one another to

exchange information.

2. Communication delay: Controllers for each subsystem can only access infor-

mation that may be delayed from other subsystems according to the structure

of a given communication network. Handling communication delays is crucial

for maintaining system stability and performance, as delays can signi�cantly

impact the closed-loop stability.

3. Distributed implementation: Controller implementation needs to be distributed,

allowing only sparse information to be exchanged between subsystems within

a local region to reduce communication and computation burdens on local

systems. A distributed approach not only alleviates the load on communication

networks but also enhances the scalability and �exibility of the system, enabling

it to adapt to varying system topologies.

In Chapter 2, we will present the optimal distributedH 2 linear state-feedback

controllers that satisfy the three design requirements for linear systems under a

�xed communication structure. In particular, we develop a state-space controller

under the framework of System Level Synthesis (SLS), an emerging distributed

control framework that enables scalable design of optimal controllers for systems

with locality, communication, and other constraints that made pre-SLS methods

intractable. All previous SLS-based distributed controllers required a ��nite-horizon�

approximation. Such an approximation not only resulted in suboptimality but also

restricted the applicability of the framework since it is well known that such an

approximation is not feasible for many systems of interest such as robotics. In

contrast, we derive the �rst in�nite-horizon solution in this chapter. Building upon

the optimal state-feedback controller, we leverage the separation principle to develop

a suboptimal distributed output-feedback controller that is internally stabilizing and

memory-e�cient.
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In Chapter 3, we focus on linear systems with input and state constraints, which are

essential for safety-critical systems. We develop a distributed nonlinear controller

that not only adheres to the safety constraints but also prevents large oscillations

and ensures graceful performance degradation under input saturation caused by

unexpected disturbances. The resulting nonlinear controller reduces the overall

control cost by 5-35% compared to state-of-the-art linear methods, while conforming

to sparse actuation, disturbance localization, and communication delay constraints.

Part II: Interfacing Learning and Control via Uncertainty Sets

In the second part of this thesis, we will address the key challenge of learning

and adaptation with safety and performance guarantees. We investigate a uni�ed

framework for learning-based control that uses uncertainty sets as the main building

block to interface ML techniques and model-based control approaches like the ones

developed in Part I. Such an uncertainty-set based approach enables novel algorithms

with �rst-of-its-kind, rigorous guarantees, such as adversarially safe learning-based

control as well as scalable and distributed learning-based control.

Set Membership uncertainty sets. We will start by introducing a classic and

popular uncertainty set estimation method, called set membership estimation (SME)

[48]. One of the most popular uncertainty set estimation methods in control literature,

SME identi�es the set of system models that are consistent with observed data.

Despite broad applications and empirical success, even in the basic setting of linear

systems under simple stochastic distributions, the convergence rate of SME remains

open. Quantifying the convergence rate will unlock rigorous performance and safety

analysis of popular control designs based on SME, such as adaptive model predictive

control and robust online control [49]�[55]. Therefore, in Chapter 4 we provide

the �rst non-asymptotic convergence rate for SME in linear dynamical systems.

Moreover, we alleviate the common yet restrictive assumption that a tight upper

bound of disturbances must be known a priori and present a novel upper con�dence

bound based SME method with explicit convergence rate. An immediate implication

of this result is that many state-of-the-art algorithms that were based on alternative

uncertainty set estimation methods can now use SME to enable substantially improved

performance guarantees.

An uncertainty-set centric learning-based control framework. Motivated

by new theoretical insights of SME developed in Chapter 4, we investigate an
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uncertainty-set based framework where ML techniques and model-based control

design interfaces through the uncertainty sets generated by SME, which was �rst

proposed in [13].

The main ideas of the framework is shown in Figure 1.1. At the beginning of the

algorithm, we will have an arbitrarily large uncertainty set for the system model and

parameters. As an example, this is illustrated as a dark gray square denoted asP0.

As the algorithm interacts with the unknown or uncertain system and environment

during deployment, it will observe the resulting state transitioned from the previous

time step as a result of the control actions and any unobservable environmental

changes such as disturbances and measurement noise (step 1). Every such new

observation will provide some information about the uncertainty set. In particular,

the observations will provide new constraints (illustrated as dashed lines) for the

models that are consistent with the data, carving out the set of implausible models.

This is essentially the SME method for constructing uncertainty sets (line 2). In

the pictorial example, the new uncertainty set is denoted asP1. With this latest

SME uncertainty setP1, we will invoke learning algorithms to select a hypothesis

model out of the uncertainty set. The selected hypothesis model is denoted as
b� 1 2 P1 (Step 3). Based on the selected model, we will perform model-based control

synthesis depending on the control objective (step 4). For example, to guarantee

safety constraints satisfaction, one may use model predictive control. If instead only

stability is required, then robust control methods can be used. The control actions

generated based on the currently selected hypothesis model will then be input into

the system dynamics, and the process continues, as illustrated in the third picture

under step 2, where a new uncertainty set is denoted asP2 after a new observation.

Figure 1.1: Overview of the Uncertainty Set-based Framework

This approach di�ers from existing adaptation and learning-based control methods
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such as Thompson sampling [28], [56], [57], online least squares [58], [59], optimism-

based exploration [60]�[62], etc., in that (1) the uncertainty set generated via SME

provides adeterministic uncertainty quanti�cationof the unknown system that

remains valid even with distribution shift of the disturbances, and (2) the selection via

online learning induces a novel exploration-exploitation tradeo� that is particularly

well-suited for systems that are safety-critical where experiments and data collection

can be highly restricted, such as power systems.

Under this general framework, we will illustrate di�erent combinations of ML

techniques (step 3) and control methods (step 4) that unlocks novel algorithms

with rigorous safety and performance guarantees. In Chapter 5, we will discuss

an instantiation of the framework to enable online learning-based control for time-

varying linear systems under adversarial disturbances with guaranteed stability.

Chapter 6 will demonstrate how this framework can �exibly incorporate control

approaches developed in Part I to enable scalable and distributed learning-based

control under communication constraints.

Part III: Application to Sustainable Energy Systems

The expansion of sustainable energy systems is essential for decarbonizing the energy

infrastructure, but a signi�cant challenge lies in managing the unpredictability and

large uncertainties associated with renewable generation as well as the participation

of energy storage systems. For example, the renewable energy leads to faster voltage

variations in the electricity distribution network, causing voltage deviations from

nominal operating limits, which may damage electrical equipment and cause power

outages [63], [64]. Yet, an increasing number of distributed energy resources,

e.g., photovoltaic and storage devices, are not owned or operated by electric utility

companies. This results in a lack of up-to-date information about the grid topol-

ogy [65], [66], making it challenging for grid operators to design control algorithms

which generally require accurate grid topology to respond to the variations from the

renewables.

The last part of this thesis focuses on addressing the problem of voltage control in the

distribution network where there is large uncertainty in both the network topology

as well as load and generation variations. In particular, in Chapter 7, we combine

a nested convex body chasing algorithm with a robust predictive controller under

the framework presented in Part II to achieve provably �nite-time convergence to

safe voltage limits. In an online fashion, our algorithm narrows down the set of
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possible grid models that are consistent with observations and adjusts reactive power

generation accordingly to keep voltages within desired safety limits. Our approach

can also incorporate existing partial knowledge of the network to improve voltage

control performance. We will demonstrate the e�ectiveness of our approach in a case

study on a Southern California Edison 56-bus distribution system. Our experiments

show that in practical settings, the controller is indeed able to narrow the set of

consistent topologies quickly enough to make control decisions that ensure stability

in both linearized and realistic nonlinear models of the distribution grid.



Part I

Distributed Control under

Communication Constraints

12
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C h a p t e r 2

OPTIMAL DISTRIBUTED H2 CONTROL WITH LOCALIZATION
AND DELAY

Large-scale CPS such as data centers often face signi�cant scalability issues and

communication constraints in algorithm design due to the sheer volume of data

exchanged between subsystems and privacy concerns. We will start our investigation

of distributed control design under communication constraints with the classical

control setting of linear quadratic control, also known as the optimalH 2 control,

where the cost is quadratic and the dynamics is linear in states and control inputs.

We describe a variant of the optimalH 2 control problem under localization and

communication delay constraints and present the optimal state-feedback controller

with distributed implementation under this setting. Based on the separation principle

of the optimal linear quadratic Gaussian (LQG) control, we will build upon the state-

feedback controllers and describe a suboptimal but memory-e�cient output-feedback

controller under the same communication constraints. This chapter is mainly based

on the following papers:

[1] J. Yu, Y.-S. Wang, and J. Anderson, �Localized and distributedH 2 state
feedback control,�2021 American Control Conference (ACC), pp. 2732�
2738, 2021.doi: 10.23919/ACC50511.2021.9483301.

[1] O. Kjellqvist* and J. Yu*, �On in�nite-horizon system level synthesis
problems,�2022 IEEE 61st Conference on Decision and Control (CDC),
pp. 5238�5244, 2022.doi: 10.1109/CDC51059.2022.9992443.

2.1 Introduction

Large-scale interconnected systems often demand control designs that comply with

structural requirements induced by communication constraints, such as sparsity for

distributed or localized control [44], [67], and communication delay constraints [44],

[68]. These requirements become especially crucial in engineering applications

such as power grids [69] and vehicle platoons [70]. Such control design problems

are challenging due to the non-convex nature of the problem [39]. Collectively,

the challenge of designing controllers subject to these constraints is referred to as
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distributed or structured control [71]. It is known that distributed control problems

are in general non-convex.

Lately, researchers have focused on novel controller parameterization that admits con-

vex formulation under structural constraints [45]�[47]. These constraints are referred

to as the system-level constraints (SLCs) [45]. Examples of SLCs include sparsity

constraints on the Youla parameter [72], qudratic invariance (QI) [39] subspace

constraints on the feedback controllers, and �nite impulse response constraints on the

closed-loop responses to disturbances [44], [46]. Among these parameterizations,

System Level Synthesis (SLS) emerges as a promising and uni�ed framework for

structured controller synthesis that is capable of handling the largest class of structural

constraints subsuming all previously convexi�able constraints [73]. A vital feature of

the SLS framework is that both the synthesis and the implementation of the structured

controller can be donelocally andin parallel, thus scaling favorably with the number

of subsystems in a network.

All current SLS-based control methods require both the parameterization and

implementation to have �nite impulse responses (FIR), with the exception of

[74] where continuous-time SLS was formulated, and [75] where suboptimal SLS

controllers without structural constraints were presented. This is because optimal

controller synthesis, regardless of the choice of convex reparameterization, remains

an in�nite-dimensional non-convex optimization problem due to system dynamics.

The current method of choice to relax SLS problem into a tractable�nite-dimensional

optimization problem is to restrict the optimization variables to having FIR. Such

relaxation technique is required for many parameterizations other than SLS [76] and

can be used to specify the temporal propagation of the disturbances in the closed loop.

Although previous work almost exclusively uses FIR approximations to make SLS

tractable, we emphasize that FIR is not a requirement for SLS, but rather a convenient

way to use o�-the-shelf optimization software. However, FIR approximations result

in suboptimal control actions, and more importantly, they lead to deadbeat control,

which can cause poorly damped oscillations between discrete sampling intervals and

a lack of robustness to model uncertainties due to the high control gains needed to

reach the origin in a �nite time [75]. Moreover, if the system is only stabilizable but

not controllable, FIR approximations can be infeasible.

Contribution. In this chapter, we lift the FIR constraint of SLS methods to

synthesize theoptimalin�nite-horizon solution to a canonicalH 2 control problem
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under localization and communication delay constraints in thestate-feedbackcase.

To achieve this, we make a connection between the in�nite-horizon state-feedback

SLS problems with the Riccati solution for the classic linear quadratic regulator

(LQR) problems. Our formulation further relieves several assumptions in existing

work, such as the requirement of block diagonal control matrix in the dynamics. The

resulting SLS controller has a distributed state-space form that signi�cantly reduces

the required memory compared to the FIR SLS controllers and obtains optimalH 2

performance compared to FIR approximations.

In the second half of this chapter, we then generalize the state-feedback result and

investigate a class of in�nite-horizonoutput-feedbackSLS problems. In particular, we

study an output-feedback SLS problem that corresponds to a class of LQG problems

with localization and communication delay constraints. Our solution leverages an

analogous separation principle for SLS parameterization, where the in�nite-horizon

state-feedback SLS solution is used. A key advantage of this approach is the ability

to compute the control gains of each subsystem locally in one swoop usinglocal

information, without iterations or communications among subsystems, which were

required by previous methods, e.g., [77]. Furthermore, we demonstrate an internally

stabilizing output-feedback controller that is distributed and localized based on the

proposed suboptimal solution. The proposed state-space controller has a �xed, low

memory requirement, unlike existing FIR-based SLS controllers where the length of

the memory grows linearly with the FIR horizon.

Notation. Latin lettersG 2 R= and � 2 R< � = present vectors and matrices

respectively. � ¹8– 9º refers to the¹8– 9ºth element of the matrix. We use� ¹:– 9º

and � ¹ 9–:º to refer to the9th column and9th row of � respectively. Bold fontx

denotes the signal vector sequencex := f G¹Cºg1
C=0. Transfer matrices are written

asG¹I º 2 C=� < whereG¹I º = � 1
8=0I � 8� »8¼with convolution kernels� »8¼ 2R=� < .

We will omit the dependence on the complex variableI and useG when there

is no ambiguity. The9th standard basis vector is49 2 R=. Sp¹�º is the support

of a matrix. For two binary matrices( 1– (2 2 f0–1g< � =, the operation( 1 [ ( 2

performs an element-wise OR operation. Given the matrix� , we saySp¹ � º � ( 1

if Sp¹ � º [ ( 1 = ( 1. We abbreviate the setf 1–2– • • • – #g as»# ¼for # 2 N. Non-

negative integers are denoted asN¸ . We write � � � (� � � ) to mean that� � � is

a positive (semi)de�nite matrix. We useRH 1 for the space of all proper and real

rational stable transfer matrices and denoteG 2 1
I RH 1 if and only if I G 2 RH 1 .
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Figure 2.1: Scalar chain network for Example 1, 2, and 3.

2.2 The Localized and Distributed H2 Problem

In this section, we describe the system model, and both the state-feedback and

output-feedbackH 2 optimal control design problem subject to localization and

communication delay constraints.

System Model

We consider interconnected systems consisting of# subsystems. For each subsystem

8, let G8 2 R=8, D8 2 R< 8, F8 2 R=8 be the local state, control, and disturbance vectors

respectively. Each subsystem8has discrete-time dynamics:

G8¹Ç 1º =
Õ

92N 1
in ¹8º

� 8 9G9¹Cº ¸ � 8 9D9¹Cº ¸ F8¹Cº–

where we denote92 N :
in¹8º if the states and control actions of subsystem9a�ect

those of subsystem8 in : time steps through the open-loop network dynamics.

Analogously, we write82 N :
out¹ 9º when the states of subsystem8are a�ected by

subsystem9via dynamics in: time steps. Stacking the dynamics of all subsystems,

we can represent the global network dynamics as

G¹Ç 1º = �G¹Cº ¸ �D ¹Cº ¸ F ¹Cº– (2.1)

with G¹Cº 2 R# G andD¹Cº 2 R# D. We will refer to this system as thestate-feedback

dynamics where the statesG¹Cº can be directly observed and used for feedback control

design.

Example 1. Consider a chain network as shown in Figure 2.1. Each subsystem

8has its local plant%8 and controller� 8 with scalar stateG8 and control action

D8. For each8, N 1
in¹8º andN 1

out¹8º only contains its nearest neighbors. The stacked

network dynamics(2.1) for this system has tri-diagonal state propagation matrix�
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and diagonal� matrix:

� =

2
6
6
6
6
6
6
6
6
6
6
4

� � 0 0 0

� � � 0 0

0 � � � 0

0 0 � � �

0 0 0 � �

3
7
7
7
7
7
7
7
7
7
7
5

� =

2
6
6
6
6
6
6
6
6
6
6
4

� 0 0 0 0

0 � 0 0 0

0 0 � 0 0

0 0 0 � 0

0 0 0 0 �

3
7
7
7
7
7
7
7
7
7
7
5

•

In practice, the states of the system(2.1)may not be directly observable. Therefore,

we also consider theoutput-feedbacksystem where in addition to (2.1),

H¹Cº = �G ¹Cº ¸ E¹Cº• (2.2)

Here, H¹Cº 2 R# H is the observable output of the system andE¹Cº 2 R# H is the

measurement noise.

In what follows, we de�ne structural constraints arising from locality and com-

munication delays, which belong to the family of SLCs that can be formulated as

convex sparsity constraints via the SLS parameteration. We denote any such sparsity

constraints asS := f ( »: ¼g1: =1 where each( »: ¼are binary matrices specifying the

sparsity of the kernels of a transfer matrix. Given a transfer matrix� and an SLC

de�ned by the sparsity constraintS, we say� 2 S if Sp ¹� »: ¼º � ( »: ¼for all : .

Localization

It is often desirable to limit the e�ects of disturbances in(2.1) to a local region for

a large network. We can specify the disturbance localization pattern with binary

matrices.

De�nition 2.2.1 (Localization SLCs). An SLCS ! := f ( ! »: ¼g1: =1 is called the

localization SLC if( ! »: ¼for all : are the same binary matrices.

To specify disturbance localization with localization SLCs, we can impose on control

design such that disturbancew9 propagates to the statex8 in the closed loop if and

only if S ! ¹8– 9º < 0. We call the subsystems that can be a�ected byw8 thelocalized

regionof w8. Subsystems in the localized region ofw8correspond to the indices of

the non-zero elements of the8th columnof S ! . A simple way to ensure disturbance

localization per De�nition 2.2.1 is that the �boundary� subsystems of each localized

region must remain at zero to prevent disturbances from propagating outside of

the localized region. To this end, we will formalize the notion of the boundary

subsystems.
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De�nition 2.2.2 (Extended Localization SLCs). Given a localization SLCS ! , the

corresponding extended localization SLC isS !–4 := f Sp
�
Sp¹ � º ( ! »: ¼

�
g1

: =1.

Since any (extended) localization SLCs can be uniquely identi�ed by its binary matrix

components, we will useS ! (S !–4) and its binary matrix component interchangeably

when there is no ambiguity. Sparsity patternS !–4 can be interpreted as the propagation

of S ! according to dynamics(2.1)if no action were to be taken to contain the spread

of disturbances. We now de�ne the boundary subsystems for a given localization

SLC S ! .

De�nition 2.2.3 (Boundary Subsystems). The set of the boundary subsystems for the

localized region ofw8 is

B¹8º := f 92 »# G¼ j S!–4¹ 9– 8º � S ! ¹ 9– 8º < 0g•

Intuitively, the setB¹8º for the localized region ofw8 contains the indices of the

bordering subsystems that controls the spread of the disturbance from within the

localized region to the outside of the region.

Example 2. We continue with Example 1, where we now specifyS ! = Sp¹ � º. With

De�nition 2.2.2 and 2.2.3, we have:

S !–4 =

2
6
6
6
6
6
6
6
6
6
6
4

1 1 1 0 0

1 1 1 1 0

1 1 1 1 1

0 1 1 1 1

0 0 1 1 1

3
7
7
7
7
7
7
7
7
7
7
5

– S !–4 � S ! =

2
6
6
6
6
6
6
6
6
6
6
4

0 0 1 0 0

0 0 0 1 0

1 0 0 0 1

0 1 0 0 0

0 0 1 0 0

3
7
7
7
7
7
7
7
7
7
7
5

•

The boundary index setB¹8º thus corresponds to the position of non-zero elements

on the8th column ofS !–4 � S ! . For instance,B¹3º = f 1–5gandB¹1º = f 3g.

Communication Delay

In addition to disturbance localization, one may wish to additionally incorporate

communication delay SLCsto specify how information exchange happens among

subsystems while each subsystem tries to localize disturbances. Combined together,

suchdelayed localizationSLCs correspond to scenarios when communication delays

allow disturbances to propagate through dynamics, before subsystems are able to

coordinate to completely attenuate and localize them. For ease of exposition, here

we consider a communication delay pattern among subsystems that matches the
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dynamics. The results in this chapter can be generalized to broader classes of

communication patterns.

De�nition 2.2.4 (d-Delayed Localization SLCs). For a �xed integer 3 � 1, a

localization SLCS ! , a delayed localization SLCS3 := f ( 3»: ¼g1: =1 is such that

( 3»: ¼= Sp
�
Sp¹ � º:

�
for : � 3 and( 3»: ¼= Sp

�
Sp¹ � º3

�
[ ( ! »: ¼for all : � 3¸ 1.

This is sometimes called the¹ �– 3º-sparsity [44] and generalizes the localization

SLCs. For the rest of chapter, we consider d-delayed localization SLCs for structured

controller synthesis. We assume that any given SLCs are feasible for the control

design of the underlying system.

Problem Statement

We now state the localized and distributed optimalH 2 problem both in state-feedback

form (P0-SF)and output-feedback form(P0-OF). The objective function is theH 2

performance index of outputz = &
1
2 x ¸ '

1
2 u (&

1
2 y ¸ '

1
2 u) of the state-feedback

(output-feedback) closed loop of(2.1)(and(2.2)), with&
1
2 – '

1
2 � 0. The disturbances

F ¹Cº are assumed to be independently and identically distributed (iid) over di�erent

coordinates as well as time, and drawn from zero-mean Gaussian distributionN ¹ 0– �º

in the state-feedback case. In the output-feedback case, we assume a more general

form whereF ¹Cº � N ¹ 0– , º, andE¹Cº � N ¹ 0–+º iid, with ,– + � 0. The goal

is to synthesize a controller that localizes disturbances and accommodates to the

communication delay among subsystems.

State-feedback control. This problem can be represented as the following opti-

mization problem:

minimize
K

EF ¹Cº�N ¹ 0–�º












"
&

1
2 0

0 '
1
2
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x

u

#










2

2

(P0-SF)

subject to State-feedback dynamics(2.1)

u = Kx– K internally stabilizing

K localizes disturbances according toS ! (2.3a)

K conforms toS3 , (2.3b)

wherekxk2
2 :=

Í 1
: =0 kG¹: ºk2

2. We assume¹ �– � º is stabilizable. Problem(P0-SF)

has practical application in large-scale cyber-physical systems, especially in power

systems [78], [79]. We note that in contrast to all previously formulated SLS
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problems, there is no FIR constraint in(P0-SF), rendering it an in�nite-dimensional

problem.

Output-feedback control. Analogous to the state-feedback problem, the distributed

and localizedH 2 output-feedback control problem is as follows:

minimize
K

EF ¹Cº�N ¹ 0–, º
E¹Cº�N ¹ 0–+º
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(P0-OF)

subject to Output-feedback dynamics(2.1)– (2.2)

u = Ky– K internally stabilizing

K localizes disturbances according toS !

K conforms toS3,

where instead of quadratic costs on the states, we penalize quadratic costs on the

observable outputs.

2.3 System Level Synthesis

It is well known that structured control design problems such as(P0-SF)and(P0-OF)

are in�nite-dimensional problems and non-convex inK. Therefore, we leverage the

System Level Synthesis (SLS) framework [73]. The SLS theory approaches the

constrained state-feedback and output-feedback control problem described above by

characterizing all achievable closed-loop mappings (CLMs) fromw (andv) to x, u

under an internally stabilizing controllerK. Then, using any achievable CLMs, SLS

provides an implementation of the controllerK that realizes the prescribed CLMs.

State-feedback SLS

Consider the closed loop of(2.1)under any linear (potentially dynamic and time-

varying) state feedback policyu = Kx. We denote the closed-loop mappings (CLMs)

from disturbancew to x andu by � GF,� DF respectively, i.e.,

"
x

u

#

=

"
� GF

� DF

#

w.

As an example, consider a �xed static controller 2 R# D� # G such thatD¹Cº =  G ¹Cº.

Then the system (2.1) has the following closed loop dynamics,

G¹Cº =
CÕ

: =1

¹ � ¸ � º: � 1F ¹C� : º– D¹Cº =
CÕ

: =1

 ¹ � ¸ � º: � 1F ¹C� : º– (2.5)

where we absorb the initial stateG¹0º into F ¹� 1º and assumeG¹0º = 0 without loss

of generality. Let� GF»: ¼:= ¹ � ¸ � º: � 1 and� DF»: ¼:=  ¹ � ¸ � º: � 1 be the
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convolution kernels. Then(2.5)can be written asG¹Cº =
Í C

: =1 � GF»: ¼F ¹C� : º and

D¹Cº =
Í C

: =1 � DF»: ¼F ¹C� : º], or equivalently,x = � GFw andu = � DFw.

A main result of SLS is the following characterization of all achievable CLMs

under internally stabilizing state-feedback controllers. Crucially, SLS allows re-

parameterization of any stabilizing controllers to be expressed and implemented with

CLMs.

Theorem 1([45]). For the linear dynamics with� = � andE¹Cº = 0, CLMs� GF

and� DF can be achieved by a linear internally stabilizing controllerK if and only if

h
I� � � � �

i
"
� GF

� DF

#

= �– � GF–� DF 2
1
I
RH 1 • (2.6)

Moreover,K = � DF¹� GFº� 1 achieves the prescribed CLMs, and can be implemented

as

D¹Cº =
CÕ

: =1

� DF»: ¼bF ¹C� : º (2.7a)

bF ¹Cº = G¹Ç 1º �
C� 1Õ

: =1

� GF»: ¸ 1¼bF ¹C� : º – (2.7b)

wherebw is the internal state of the controller.

Controller(2.7)can be regarded as estimating past disturbances in(2.7b)and acting

upon the estimated disturbances according to a speci�ed closed-loop mapping� DF

in (2.7a). An important consequence of Theorem 1 is that any structures imposed on

the closed-loop responses� GF–� DF, such as sparsity constraints on the kernels of

� GF–� DF, trivially translate into structures on the realizing controllers (2.7).

Output-feedback SLS

Similar to the state-feedback SLS, the CLMs of the closed loop of the output-feedback

dynamics(2.1)and(2.2)under an output-feedback linear controller such thatu = Ky

can be fully characterized.

Theorem 2([45]). CLMs� GG, � GH, � DG, � DH2 1
I RH 1 can be achieved by a linear

internally stabilizing output-feedback controllerK if and only if

h
I� � � � �

i
"
� GG � GH

� DG � DH

#

=
h
� 0

i
(2.8a)
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1
I

�

� �¸

1
I

b� GG

b� GH b� DG

� DH

¸

¸

¸ %D

%G

%H

%V u

x

#

y

Figure 2.2: Output-feedback controller architecture adapted from [45]. Here,
b� GG= I ¹� � I � GGº, b� DG= I � DGand b� GH= � I � GH. The controller is internally
stable; the closed-loop mappings from perturbations¹%G–%H–%D–%Vº to internal
signals¹x–y–u–#º are stable.

"
� GG � GH

� DG � DH

# "
I� � �

� �

#

=

"
�

0

#

– (2.8b)

where� GG, � GH, � DG, � DHmapsw–v to x, u under an output-feedback controllerK,

i.e.,

"
x

u

#

=

"
� GG � GH

� DG � DH

# "
w

v

#

. In particular,K can be implemented as the following,

which is illustrated in Figure 2.2:

I # = b� GG# ¸ b� GHy

u = b� DG# ¸ � DHy–
(2.9)

where b� GG= I ¹� � I � GGº, b� DG= I � DG, b� GH= � I � GH, and V is the controller

internal state.

Further, it was shown in [45] that(2.8)is equivalent to stabilizability and detectability

of (2.1) and(2.2). Therefore,(2.9) parameterizes all internally stabilizing linear

controllerK for (2.1)and(2.2). We also note that Theorem 1 is a special case of

Theorem 2.

2.4 Main Results

With the SLS framework introduced in Section 2.3, SLCs in(P0-SF)and(P0-OF)

can be equivalently expressed in terms of the CLMs of the closed loop of (2.1) and

(2.2).
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min
� GF–� DF2 1

I RH 1
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s.t.
h
I� � � � �

i
"
� GF

� DF

#

= �– (SF-SLS)

� GF 2 S ! – � DF 2 S3 –

and

min
� 2 1

I RH 1
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#










2

H 2

s.t.
h
I� � � � �

i
"
� GG � GH

� DG � DH

#

=
h
� 0

i

"
� GG � GH

� DG � DH

# "
I� � �

� �

#

=

"
�

0

#

(OF-SLS)

� GG–� GH2 S ! and � DG–� DH2 S3–

where we used� to collectively refer to the tuple
�
� GG–� DG–� GH–� DH

�
to reduce

notation.

In what follows, we will �rst derive the in�nite-horizon optimal solution to the

state-feedback Problem(SF-SLS)with the corresponding distributed controller

description. Then we build upon the state-feedback solution and leverage separation

principle to synthesize a suboptimal output-feedback solution to(OF-SLS)with

distributed state-space controller implementation.

The State-feedback Solution

We will derive the optimal solution of(SF-SLS)in two steps. First, we will derive the

solution to(SF-SLS)disregarding delay constraints, i.e., we will restrict our attention

to the special case that� GF–� DF 2 S ! . We will decribe an explicit controller

that implements the CLMs that enables distributed computation with only local

information. The solution to this special problem will be used to further solve the

full problem of (SF-SLS) with delay constraints.

Column-wise decomposition

It is known that(SF-SLS)is column-wise separable [73], [78], where the optimization

problem can be decomposed into subproblems involving columns of the CLMs.
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Therefore, we will synthesize the CLMs one column at a time where each subsystem

synthesizes the columns corresponds to its local states, in a parallel fashion. Such

parallel synthesis scales favorably with the number of subsystems in large networks.

From here on, everything will be seen by the9th subsystem. To reduce notation,

we assume each subsystem has scalar dynamics whereG8¹Cº– D8¹Cº– F8¹Cº 2 R1. Let

>x := � GF¹:– 9º and>u := � DF¹:– 9º with kernelsi G»: ¼and i D»: ¼for : 2 N¸ ,

respectively corresponding to the8th column of� GFand� DF. Furthermore we use

BG»: ¼andBD»: ¼to denote the9th column of( ! »: ¼and( 3»: ¼respectively. Each

corresponding column problem to be solved locally by subsystem9becomes

min
>x–>u

1Õ

: =1

i G»: ¼> &i G»: ¼ ¸i D»: ¼> 'i D»: ¼ (P1)

s.t. i G»: ¸ 1¼= �i G»: ¼ ¸�i D»: ¼ (2.10a)

i G»0¼= 0– iG»1¼= 49

i G»: ¼ 2BG»: ¼– iD»: ¼ 2BD»: ¼– 8: 2 N¸ • (2.10b)

This new problem is a constrained linear quadratic optimal control problem, and would

be a standard in�nite-horizon LQR problem if not for the sparsity constraints(2.10b).

The solution to this column problem has two steps. First, we will solve a version

of the problem that only considers localization constraints. Then we will transform

the original column problem to a �nite-horizon LQR problem with time-varying

dynamics. A dynamic programming based solution is proposed based on the solutions

with only localization constraints.

Solution with localization SLCs only

In this section, we will consider the column problem(P1)with only localization

constraints, where(2.10b)is replaced byi G»: ¼ 2( ! »: ¼–andi D»: ¼ 2( ! »: ¼, for

all : 2 N¸ . Therefore, every kernel of>x and>u will now have the same localization

sparsity constraints for all the kernel matrices. Therefore, we can reduce(P1)by

removing zero entries in>x and>u , other than those associated with the indices in

B¹ 9º. We denote the reduced column vectors that contains the entries associated

with B¹ 9º ase>G and e>D. Similarly, the problem parameters� , � , &, ' can be

reduced by selecting submatrices� ¹ 9º, � ¹ 9º, & ¹ 9º, and' ¹ 9º consisting of columns

and rows associated with the boundary entries and non-zero entries of>x and>u.

Note these sub-matrices now contain only dynamics information from subsystems
1One can alleviate this assumption by running the algorithm for multiple columns per subsystem.
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that are allowed to transmit information to the subsystems to whichx9 belong. We

further rearrange the reduced vectors and matrices in(2.10a)by grouping the entries

associated with boundary subsystems as follows:
"
ei G–=

ei G–1

#

»: ¸ 1¼

|            {z            }
ei G»: ¸ 1¼

=

"
� ¹ 9º

== � ¹ 9º
=1

� ¹ 9º
1= � ¹ 9º

11

#

|           {z           }
� ¹ 9º

"
ei G–=

ei G–1

#

»: ¼ ¸

"
� ¹ 9º

=

� ¹ 9º
1

#

|  {z  }
� ¹ 9º

ei D»: ¼– (2.11)

wheree>G–1denotes the entries on column vectore>Gthat are associated withB¹ 9º and

e>G–=represents the entries ofe>Gthat are not associated with boundary subsystems.

Here,� ¹ 9º and� ¹ 9º are partitioned accordingly. With abuse of notation, we overload

e>D to denote the rearranged and reduced vector of>u.

Example 3. Consider the scalar chain example in Figure 2.1 for the local problem

with 9 = 4, i.e., the subproblem(P1) corresponding to the fourth column of

� GF–� DF. We have the constraint>x = »0–0–� GF¹3–4º–� GF¹4–4º–� GF¹5–4º¼>

according to the fourth column of localization patternS ! = Sp¹ � º. According

to Example 2, we havee>x”b = »� GF¹2–4º¼de�ned in De�nition 2.2.3 ande>x”n =

»� GF¹3–4º– � GF¹4–4º– � GF¹5–4º¼> . Therefore, the rearranged and reduced vector

is e>x = »� GF¹3–4º–� GF¹4–4º, � GF¹5–4º, � GF¹2–4º¼> .

Note that constraint(2.10b)now becomes equivalent to the requirement thate>G–1

remains at the origin at all time for the localized region ofw9. By keeping the

entries associated with boundary subsystems at zero, we implicitly impose that for

all : , Sp¹ �i G»: ¼ ¸�i D»: ¼º � S ! ¹:– 9º, which is necessary and su�cient to ensure

>x 2 S ! ¹:– 9º. Therefore, the local problem (P1) after rearrangement becomes

min
e>G–e>D2 1

I RH 1

1Õ

: =0

ei G»: ¼> & ¹ 9º ei G»: ¼ ¸ei D»: ¼> ' ¹ 9º ei D»: ¼ (P2)

subject to ei G»0¼= 0– ei G»1¼= 499 – (2.11) (2.12a)

ei G–1»: ¼= 0–8: 2 N¸ (2.12b)

where98denotes the new position of element� GF¹ 9– 8º in the rearranged and reduced

vectore>G. Vectors498 have the same dimension ase>G. We di�erentiate the position

of element� GF¹ 9– 8º in e>x”n with the notatione98. Vectors4e98 has the same dimension

ase>x”n.

Example 4. Continuing Example 3 where8– 9= 4, then� GF¹4–4º is in the second

position in rearranged and reduced vectore>x. Thus,94 = 2, 494 = »0–1–0–0¼> ,



26

ande94 = 2 with 4e94
= »0–1–0¼> . Consider instead9= 4 and8= 5, then� GF¹4–5º

is in the �rst position ine>G = »� GF¹4–5º–� GF¹5–5º–� GF¹3–5º¼> while it is also

in the �rst position in e>x”n = »� GF¹4–5º–� GF¹5–5º¼> . We then have95 = 1 with

495 = »1–0–0¼> ande95 = 1 with 4e95
= »1–0¼> .

We are now in a position to de-constrain(P2)by characterizing CLMs that satisfy

(2.12b). We �rst substitute(2.12b)into (2.11)in (P2)and conclude that(2.12b)is

equivalent to requiring

� � ¹ 9º
1 e>D = � ¹ 9º

1=e>G–=• (2.13)

Due to the equality constraint(2.12a)and(2.11), the free optimization variable ise>D

in (P2). It is clear(2.13)has solutionse>D if and only if the following assumption

holds:

Assumption 1(existence of solution). � ¹ 9º
1 � ¹ 9ºy

1 = � for all 92 »# G¼.

Recall that constraint(2.12b)is su�cient and necessary for the CLMs to comply to

the localization patternS ! . This means assumption 1 is the minimum requirement

for the each local problems(P2) to be feasible. Further, per De�nition 2.2.3, the

number of boundary subsystems can generally be less than the total dimension of

control actions,i.e., � ¹ 9º
1 can be a wide matrix.

Lemma 1. Under Assumption 1, the parametrization

ei D»: ¼= � � ¹ 9ºy
1 � ¹ 9º

1= ei G–=»: ¼ ¸
�
� � � ¹ 9ºy

1 � ¹ 9º
1

�
` »: ¼ (2.14)

with ` »: ¼a free vector variable characterizes allei D»: ¼that satis�es(2.12b).

Proof. Under Assumption 1,(2.13)has solutions of the form(2.14). This can be

checked by con�rming thatRange
�
� � � ¹ 9ºy

1 � ¹ 9º
1

�
= Kernel

�
� ¹ 9º

1

�
. Substituting

(2.14) in (2.11), one can verify thatei G–1»: ¼= 0, 8: 2 N¸ . �

The reparametrization with variable` »: ¼enables an equivalent local optimization

problem without (2.12b). Substitute (2.14) into (P2), we end up with:

min
e>G–=–`2 1

I RH 1

1Õ

: =0

ei G–=»: ¼> e& ¹ 9º ei G–=»: ¼ ¸` > »: ¼e' ¹ 9º ` »: ¼

subject to ei G–=»0¼= 0– ei G–=»1¼= 4e99
(P3)

ei G–=»: ¸ 1¼= e� ¹ 9º ei G–=»: ¼ ¸e� ¹ 9º ` »: ¼–
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where

e' ¹ 9º =
� �

' ¹ 9º
� 1

2
�
� � � ¹ 9ºy

1 � ¹ 9º
1

� � >

� �
' ¹ 9º

� 1
2

�
� � � ¹ 9ºy

1 � ¹ 9º
1

� �

e& ¹ 9º =
�
¹& ¹ 9ºº

1
2 � ¹ ' ¹ 9ºº

1
2 � ¹ 9ºy

1 � ¹ 9º
1=

� >

�
¹& ¹ 9ºº

1
2 � ¹ ' ¹ 9ºº

1
2 � ¹ 9ºy

1 � ¹ 9º
1=

�

e� ¹ 9º = � ¹ 9º
== � � ¹ 9º

= � ¹ 9ºy
1 � ¹ 9º

1=

e� ¹ 9º = � ¹ 9º
=

�
� � � ¹ 9ºy

1 � ¹ 9º
1

�
•

(2.16)

For each column9with 92 »# G¼, problem(P3)can be treated as an in�nite horizon

LQR problem with which an optimal �control policy�e ¹ 9º
¢ can be computed in

closed form via discrete-time algebraic Riccati equation (DARE):

e ¹ 9º
¢ = �

�
e' ¹ 9º ¸ e� ¹ 9º) e- ¹ 9º

¢
e� ¹ 9º

� � 1
e� ¹ 9º) e- ¹ 9º

¢
e� ¹ 9º– (2.17)

wheree- ¹ 9º
¢ is the Riccati solution to the DARE:

e- ¹ 9º
¢ = e& ¹ 9º ¸ e� ¹ 9º) e- ¹ 9º

¢
e� ¹ 9º � e� ¹ 9º) e- ¹ 9º

¢
e� ¹ 9º

�
e' ¹ 9º ¸ e� ¹ 9º) e- ¹ 9º

¢
e� ¹ 9º

� � 1
e� ¹ 9º) e- ¹ 9º

¢
e� ¹ 9º• (2.18)

With the optimal solutioǹ »: ¼= e ¹ 9º
¢ ei G–=»: ¼to (P3), the solution to(P2)can be

recovered via (2.14) as

ei G–=»1¼= 4e99
(2.19a)

ei D»: ¼=
�
� � ¹ 9ºy

1 � ¹ 9º
1= ¸

�
� � � ¹ 9ºy

1 � ¹ 9º
1

�
e ¹ 9º

¢

�
ei G–=»: ¼ (2.19b)

ei G–=»: ¼=
�
e� ¹ 9º ¸ e� ¹ 9º e ¹ 9º

¢

�
ei G–=»: � 1¼• (2.19c)

Note the optimal solution to(P3)via the Riccati equation is stable, so` ande>G–=

construct stable and strictly proper operators.

In summary, we went through a series of transformations and decompositions from

the original localized and distributed state feedbackH 2 problem(P0-SF)with only

localization SLCs to(P3). Given solutions to the local problems(P3), solutions

to (SF-SLS)can be recovered. In particular, we de�ne embedding operator� G¹�º

and� D¹�º that apply padding of zero's to the reduced vectorsei G–=»: ¼and ei D»: ¼

by assigning entries ofei G–=»: ¼andei D»: ¼to the positions of non-zero elements of
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� GF»: ¼¹:– 9º and� DF»: ¼¹:– 9º such that� G
�
ei G–=»: ¼

�
2 R# G and� D ¹ei D»: ¼º 2 R# D.

We de�ne the application of the embedding operator on the transfer matrices to be

the application of the embedding operator on the kernel matrices.

Theorem 3. Let � ¢
GF be the column-wise concatenation of� G

�
e>G–=

�
and let� ¢

DF

be the column-wise concatenation of� D
�
e>D

�
, wheree>G–='s and e>D's are solutions

to (P3)via (2.19). Then� ¢
GF and� ¢

DF are the unique optimal solution to(SF-SLS)

with localization SLCs only.

Proof. It is straightforward to check that optimization(SF-SLS)is an instance of

column-wise separable problem(see Section III, [78]) where both the objective

function and constraints are column-wise separable and can be partitioned and

solved in columns as in(P1) in parallel. Therefore, solutions to subproblem(P1)

can be concatenated to recover the solution to(SF-SLS). Note that by construction,

� G
�
e>G–=

�
= � GF¹:– 9º and� D

�
e>D

�
= � DF¹:– 9º for all 9 2 »# G¼. Therefore, they

comprise the optimal solution to(P1) for each 9. Concatenate� G
�
e>G–=

�
's and

� D
�
e>D

�
's in a column-wise fashion and the resulting matrices are solutions to

(SF-SLS)when only localization SLCs are considered. The uniqueness of the

optimal solution is given by the fact that the objective function is strongly convex.�

Distributed controller implementation

Given the column-wise state-space description of the in�nite-horizon CLMs� GF¹:– 8º

and� GF¹:– 8º in (2.19), we now describe a state-space agent-level controller that

implements these CLMs.

By Theorem 1, we can directly conclude thattheoretically, K = � DF ¹� GFº� 1

with implementation(2.7) achieves any given CLMs� GF–� DF and conforms to

the localization and delay constraints. This is because the inheritance of sparsity

structures of the controller implementation from CLMs in Theorem 1. Interested

readers are referred to [80] for in-depth discussion on implementation of SLS

controllers for cyber-physical systems. However, due to the state-space form of the

solution with explicit kernel description,practical implementation of a controller

that achieves thetheoreticalglobal CLMs remains elusive.

We will decompose the global SLS controller(2.7) into # Gsub-controllers using the

solution to(SF-SLS). The global control actionD»C¼can be accordingly decomposed

into # G"sub-control actions". These sub-control actions are then assembled together

to recover the global control action. Importantly, the computation of each sub-control
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action conforms to the localization SLCS ! . We now make precise of this high-level

description.

To ease notation, we denoteG� ¹Cº 2 R and F � ¹Cº 2 R, for � 2 »# G¼as the� th

position in the stateG¹Cº and disturbance vectorF ¹Cº in the global dynamics(2.1),

respectively. Furthermore, for general networks with# non-scalar subsystem with

local state vectorG9 2 R=9 andD9 2 R< 9, we de�ne the indices associated withG9

of subsystem9 2 »# ¼asX¹ 9º := f � 2 »# G¼j G� 2 G9g. Thus,X¹ 9º partitions the

global state vectorG¹Cº in (2.1) into # sets containing the coordinates associated

with the# subsystems. Conversely, we useX � 1¹� º to denote the subsystem index to

which stateG� belongs.

For each� 2 »# G¼, we compute the sub-control action vectorD� ¹Cº, which is a vector

with the same dimension as the total number of non-zero elements in the� th column

of � DF»C¼, as:

bF � ¹Cº = G� ¹Cº �
Õ

82N F ¹� º

b8¹Cº
�
e� 8

�
(2.20a)

b� ¹Ç 1º = � �
 b� ¹Cº ¸ � �

 bF � ¹Cº (2.20b)

D� ¹Cº = � �
 b� ¹Cº ¸ � �

 bF � ¹Cº– (2.20c)

wherebF � ¹Cº 2 R can be considered as an estimate of the� th element of the true

disturbance vectorF ¹Cº. The internal stateb� ¹Cº of each sub-controller has the same

dimension as the total number of non-zero elements in the� th column of� GF»C¼and

b8¹Cº
�
e� 8

�
denotes thee� 8th element in the internal state vectorsb8. Note that controller

internal variables have initial conditionbF � ¹0º = G� ¹0º andb� ¹0º = 0. We also de�ne

the setN F ¹� º asN F ¹� º :=
�
82 »# G¼j ( ! �

X � 1¹� º–X � 1¹8º
�

< 0
	

• In particular, the

setN F ¹� º contains global indices82 »# G¼such thatG8 is a state that is allowed to

communicate its information to the subsystem that contains stateG� , conforming

to the localization communication patternS ! . Equation(2.20b)and(2.20c)are

the sub-controller internal dynamics speci�ed by
�
� �

 – � � – � �
 – � �

 

�
that takes in

estimated disturbancebF � and output decomposed control actionsD� . The internal

dynamics for the;th sub-controller are:

� �
 = e� ¹� º ¸ e� ¹� º e ¹� º

¢ – � � =
�
e� ¹� º ¸ e� ¹� º e ¹� º

¢

�
4e� �

� �
 = � � ¹� ºy

1 � ¹� º
1= ¸

�
� � � ¹� ºy

1 � ¹� º
1

�
e ¹� º

¢

� �
 =

�
� � ¹� ºy

1 � ¹� º
1= ¸

�
� � � ¹� ºy

1 � ¹� º
1

�
e ¹� º

¢

�
4e� �

–
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where all matrices in the equations above are de�ned in(2.16) and (2.17). It

is straightforward to see that(2.20) is indeed the state space realization of each

decomposed SLS controller implementing the reduced� th column of� GF¹:– �º and

� DF¹:– �º synthesized from(P2). In particular,(2.20)implements a transfer function

mapping from scalar signalx� to vector signalu� . Further, each sub-controller is

stable since� �
 is Hurwitz. The block diagram of this transfer function is shown in

Figure 2.3, where:

	 �
G=

"
� �

 � �
 

� 0

#

– 	 �
D =

"
� �

 � �
 

� �
 � �

 

#

• (2.21)

For each state� th statex� deviating from the origin due to disturbancew� , it triggers

subsystems92 N F ¹� º to transmit information among each other in order to generate

a collaborativesub-control actionu� from these subsystems. Moreover, internal

dynamics(2.20b), (2.20c)of each� sub-controller involves only the global dynamics

associated with subsystems9 2 N F ¹� º. Therefore, by de�nition ofN F ¹� º, we

conclude that each sub-controller's implementation conforms to the communication

pattern speci�ed byS ! . By the superposition property of the input-output behaviors

of linear systems, we can sum over all the sub-control actions induced by eachw�

and the global control actionD¹Cº 2 R# D is:

D¹Cº =
# GÕ

8=1

� D¹D� ¹Cºº– (2.22)

where each sub-control actionu� , which has the same vector dimension ase� �
D can be

appropriately padded with zeros using the linear operator� D¹�º to recover a vector

dimension inR# D.

Figure 2.3: Column-wise sub-controller implementation for global controllerK =
� DF¹� GFº� 1 where the CLMs are computed column-wise in(P2). x� is the� th state,
bw� is the estimated� th disturbance, andu� is the sub-control actions induced by� th
state's deviation from origin.

The following result con�rms that collectively, the sub-controllers indeed achieve

the prescribed global behaviors.
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Theorem 4. controller implemented(2.20)and(2.22)de�ned by solutions to(P2)

is internally stabilizing for(2.1)and achieves the closed-loop mappings� GF and

� DF constructed by stacking in a column-wise fashion the solutions to(P2).

Proof. Recall Theorem 1, where an internally stabilizing controller that realizes

� GF and� DF has centralized implementation(2.7). Therefore, we establish the

equivalence between global control actionD¹Cº generated from(2.7) and D¹Cº

generated from(2.22). Consider(2.7b)where the controller's internal statebw has

dynamics

bF ¹Cº = G¹Cº �
CÕ

: =1

� GF»: ¼bF ¹C� : º

= G¹Cº �
# GÕ

8=1

CÕ

: =1

� 8
GF»: ¼bF8¹C� : º•

For each� th position inbF ¹Cº, due to the localization sparsity patternS ! imposed on

� GF, the scalar dynamics is

bF � ¹Cº = G� ¹Cº �
Õ

82N F ¹� º

CÕ

: =1

� GF¹�– 8º»: ¼bF8¹C� : º•

Since� 8
GF for all 82 »# G¼are recovered from(2.19)via the linear operators� G¹�º,

it is straightforward to verify that

CÕ

: =1

� GF¹�– 8º»: ¼bF8¹C� : º = b� ¹Cº¹e� 8º– for C= 1–2– • • • •

We therefore conclude that(2.7b) and(2.20a),(2.20b)are equivalent. Similarly,

re-write (2.7a) as

D¹Cº =
# GÕ

8=1

CÕ

: =0

� 8
DF»: ¼bF8¹C� : º•

According to(2.19), one can check that
Í C

: =0 � 8
DF»: ¼bF8¹C� : º = � D¹D� ¹Cºº–thus

verifying the equivalence between (2.7a) and (2.20b), (2.20c), and (2.22). �

The intuition behind sub-controllers is that at every time step, the global controller

actions are decomposed into� th sub-control actions that only attenuate the� th

disturbance,i.e., w� . Therefore, wheneverw� enters the system, only subsystems in

the localized region of this disturbance reacts, computing the sub-control actions

using only local information available according toS ! .
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Solution with delayed localization SLCs

Using the optimal solution to(SF-SLS)with only localization SLCs, we will now

present the solution to the original problem(SF-SLS)with delayed localization

SLCs. In particular, we will follow a similar procedure as in the localization only

problem, then invoke the solution to the localization only problem to derive the full

solution.

Recall BG»: ¼and BD»: ¼denote the9th column of ( ! »: ¼and ( 3»: ¼respectively.

Let =G»: ¼be the number of non-zero elements in the# G-dimensional vectorBG»: ¼

and=D»: ¼be the number of non-zero elements in the# D-dimensional vectorBD»: ¼.

Then there exists a surjective matrix" G»: ¼ 2R¹# G� =G»: ¼º�# G and an injective matrix

" D»: ¼ 2R# D� =D»: ¼such that (2.10b) is equivalent to

" G»: ¼i G»: ¼= 0– iD»: ¼= " D»: ¼@»: ¼– (2.23)

where@»: ¼ 2R=D»: ¼becomes the new variable. In particular, one can construct

" G»: ¼by horizontally stacking standard basis vectors with non-zero positions

corresponding to the positions that are zero ini G»: ¼. On the other hand," D»: ¼can

be obtained similarly but with basis vectors corresponding to the non-zero positions

in i D»: ¼. Sincei G»: ¸ 1¼is uniquely determined byi G»: ¼andi D»: ¼, substitution

of (2.23) into (2.10a) yields

" G»: ¸ 1¼�i G»: ¼ ¸" G»: ¸ 1¼�" D»: ¼
|                   {z                   }

� »: ¼

@»: ¼= 0• (2.24)

The solutions to (2.24) can be expressed as

@»: ¼= � »: ¼y" G»: ¸ 1¼�i G»: ¼ ¸# � »: ¼A»: ¼– (2.25)

where# � »: ¼ 2R=D»: ¼�=A»: ¼is a b¼ection onto the nullspace of� »: ¼. The vector

A»: ¼ 2R=A»: ¼is now our new unconstrained optimization variable. Substituting

i D»: ¼= " D»: ¼@»: ¼and(2.25)into (P1)we get the equivalent time-varying LQR

problem

min
A»: ¼2R=A»: ¼

1Õ

: =1

�
i G»: ¼> e& »: ¼i G»: ¼¸

2A»: ¼> e/ i G»: ¼ ¸A»: ¼> e' »: ¼A»: ¼
�

s.t. i G»: ¸ 1¼= e�i G»: ¼ ¸e� »: ¼A»: ¼ (2.26)
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i G»0¼= 0– iG»1¼= 49–

where

^»: ¼= " D»: ¼� »: ¼y" G»: ¸ 1¼�

e/ »: ¼= # � »: ¼> " D»: ¼> '^ »: ¼– e& »: ¼= & ¸ ^»: ¼> '^ »: ¼

e' »: ¼= ¹" D»: ¼# � »: ¼º> ' »: ¼" D»: ¼# � »: ¼ (2.27)

e� »: ¼= � � �^ »: ¼– e� »: ¼= �" D»: ¼# � »: ¼•

Finally we note that for: � 3 ¸ 1, the localization patterns are constant, implying that

the dynamics matrices of the transformed problem are static for: � 3 ¸ 1. Standard

dynamic programming arguments allow us to �rst solve the Riccati equation for

the time-invariant problem for: � 3 ¸ 1 to get the positive de�nite solutione- ¢

and the feedback gaine ¢ , and then to solve a �nite-horizon time-varying problem

by replacing the cost function of each column problem(2.26)with equivalent cost

function

� =
3Õ

: =1

�
i G»: ¼> e& »: ¼i G»: ¼ ¸2A»: ¼> e/ i G»: ¼ ¸A»: ¼> e' »: ¼A»: ¼

�

¸ i G»3 ¸ 1¼> e- ¢ i G»3 ¸ 1¼• (2.28)

The matricese- ¢ and e ¢ are de�ned to be(2.17) and (2.18) for each column

problem, which is the optimal solution to the time-invariant problem with only static

localization SLCs. Finally, the solution to the time-varying �nite-horizon problem

(2.26)with cost(2.28)is given by the Riccati iteration withe- »3 ¸ 1¼= e- ¢ , and for

: = 1– • • • – 3,

e- »: ¼= e& »: ¼ ¸e� »: ¼> e- »: ¸ 1¼e� »: ¼ �
�
e� »: ¼> e- »: ¸ 1¼e� »: ¼ ¸e/ »: ¼

�

�
�
e' »: ¼ ¸e� »: ¼> e- »: ¸ 1¼� »: ¼

� � 1 �
e� »: ¼> e- »: ¸ 1¼e� »: ¼

�

e »: ¼=
�
e' »: ¼ ¸e� »: ¼e- »: ¸ 1¼e� »: ¼

� � 1
�

�
e� »: ¼> e- »: ¸ 1¼e� »: ¼ ¸e/ »: ¼>

�
•

(2.29)

SubstitutingA»: ¼= e »: ¼i G»: ¼into (2.25)and further into(2.24), one can obtain

the solution to the original problem(P1). We formally state the optimality of the

proposed solution.
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Theorem 5. The optimal solution to the in�nite-horizon state-feedback SLS problem

in (SF-SLS)is given, in a column-wise fashion, by

� ¢
GF¹:– 8º =

"
� 8

SF � 8
SF

� 8
SF 0

#

– � ¢
DF¹:– 8º =

"
� 8

SF � 8
SF

 8
SF 0

#

– (2.30)

where

� 8
SF =

2
6
6
6
6
6
6
6
6
6
6
6
4

0 • • • 0
e� CL–8»1¼ 0 • • • 0

0 e� CL–8»2¼ 0 • • • 0

0 0
•••

•••
e� CL»3¼ e� ¹8º

CL–¢

3
7
7
7
7
7
7
7
7
7
7
7
5

� 8
SF =

h
4>

8 0• • •0
i >

� 8
SF =

h
� � • • • �

i

 8
SF =

h
e 8»1¼ e 8»2¼ • • • e 8»3¼ e ¹8º

¢

i
– (2.31)

with e 8»: ¼and e� CL–8»: ¼:= e� »: ¼ � e� »: ¼e »: ¼computed using(2.27)and(2.29)for

the8th column problem. Matrixe ¹8º
¢ and e� ¹8º

CL–¢ :=
�
e� ¹ 9º ¸ e� ¹ 9º e ¹ 9º

¢

�
are given by

(2.17)and (2.19c)respectively, where with slight abuse of notation, we overload
e ¹8º

¢ and e� ¹8º
CL–¢ to mean both the original matrix and the matrix with appropriately

padded zeros such thate ¹8º
¢ 2 R# D� # G and e� ¹8º

CL–¢ 2 R# G� # G by reversing the reduction

procedure carried out in(2.11).

Proof. The optimality follows directly from the column separable property of

(SF-SLS), and the equivalent transformations between(2.10)and(2.26). The �nite-

horizon LQR problem with cost(2.28)is equivalent to(2.26)by Bellman's optimality

principle. It is straightforward to verify that(2.30)is a state-space realization of the

solution to(2.26)by substituting the optimal solutionA»: ¼via (2.29)into (2.25). �

Compared to the solutions with only localization SLCs, the state-space realization

of the optimal CLMs here has a higher order because of the �rst3-delay pattern.

Given the column-wise state-space description of the optimal CLMs� ¢
GF¹:– 8º and

� ¢
DF¹:– 8º, we can adopt the same state-space agent-level controller described in

Section 2.4 by simply replacing the state-space implementation of the CLMs with

the state space solution (2.30).
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Structured Kalman �lter design

Theorem 5 can also be used to solve the dual problem of optimal structured Kalman

�lter design with delayed localization SLCs for(2.1) [81]. In particular, the optimal

structured in�nite-horizon CLMs that mapw andv to state estimation erroreunder

a linear observerL with respect to the mean estimation error is given by the solution

to the dual problem of (SF-SLS) as shown below:

min
� 4F –� 4E2 1

I RH 1












"
, 1•2 0

0 +1•2

# "
� >

4F

� >
4E

#










H 2

(KF-SLS)

subject to
h
� 4F � 4E

i
"
I� � �

� �

#

= � (2.32)

� 4F 2 S3– � 4E 2 S3•

Readers are referred to [81] for detailed derivation. We highlight the resemblance

between constraints(2.32) and that of(SF-SLS)as well as(OF-SLS). In what

follows, we will use the optimal solutions from the state-feedback and Kalman-�lter

SLS problem to construct a suboptimal solution to the output-feedback SLS problem.

The Output-feedback Solution

It is well known that for a linear system, observer-based feedback is always stabilizing

if the observer error dynamics are stable and the feedback gain stabilizes the state-

feedback case. In [45], the authors pointed out that a similar property holds for

CLMs from state-feedback and Kalman-�lter SLS problems described above.

Theorem 6([73]). Assume there exist stable and strictly proper transfer matrices

� SF = ¹� SF
GF–� SF

DFº and� KF = ¹� KF
4F–� KF

4Eº satisfying

h
I� � � � �

i
"
� SF

GF

� SF
DF

#

= �–

h
� KF

4F � KF
4E

i
"
I� � �

� �

#

= �•

The transfer functions

� GG= � SF
GF¸ � KF

4F � � SF
GF¹I� � � º� KF

4F

� DG= � SF
DF � � SF

DF¹I� � � º� KF
4F

� GH= � KF
4E � � SF

GF¹I� � � º� KF
4E

� DH= � � SF
DF¹I� � � º� KF

4E

(2.33)

are strictly proper and satisfy(2.8).



36

Figure 2.4: Controller implementation of Figure 2.2 after plugging(2.33) in the
output-feedback SLS controller (2.9).

Then, a feasible output-feedback SLS controller satisfying the constraints in(OF-SLS)

can be constructed using(2.33)with CLMs from(SF-SLS)and(KF-SLS)to stabilize

the output-feedback system(2.1)and(2.2)while respecting the prescribed localization

and communication delay constraints.

Local controller implementation

This section describes Algorithm 1, which summarizes the local implementation of

the global controller(2.9)using CLMs in Figure 2.2 using the localized state-feedback

controllers and Kalman �lters of Section 2.4.

Globally, the controller after plugging(2.33) in the controller(2.9) is shown in

Figure 2.4. Consider the intermediate signals in Figure 2.4,

' = � � SF
GF

ev
z            }|             {
¹I� � � º� KF

4Ey ¸

bv
z}|{
� KF

4Ey

) = � � SF
DF¹I� � � º� KF

4Ey

" = � SF
GF

ew
z                     }|                      {
¹# � ¹ I� � � º� KF

4F #º ¸

bw
z}|{
� KF

4F #–

$ = � SF
DF¹# � ¹ I� � � º� KF

4F #º•

(2.34)

With these intermediate signals, we can compute the controller internal state# and

the control signalu in Figure 2.2 fromI # = � I ¹ � " ¸ � 2$º � I ' , andu = I $ ¸ ) .

Locally, due to the communication constraints speci�ed in Section 2.2, one can not

carry out the computation described above in a centralized way. In particular, the

local computation of each signal in(2.34) involves delayed and locally available

information. We now describe the information exchange among subsystems and how

they compute(2.34). Recall that the state-feedback solution� SF := ¹� SF
GF–� SF

DFº and

Kalman-�lters � KF := ¹� KF
4F–� KF

4Eº synthesized using(2.30)are enforced to respect
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the communication and localization constraints expressed as d-delayed localization

SLCs. Denote

� SF
F ¹:– 8º =

2
6
6
6
6
6
4

� 8
SF � 8

SF

� 0

3
7
7
7
7
7
5

• (2.35)

Then � SF
GF¹:– 8º = � 8

SF�
SF
F ¹:– 8º and � SF

DF¹:– 8º =  8
SF�

SF
F ¹:– 8º where� 8

SF and  8
SF

are from(2.31). Computing the local components of" and # requires only one

realization of� SF
F as they can share the same copy of the states within each subsystem.

An analogous statement holds true for' and) . Denote the two realizations of(2.35)

as� SF
F–Uand� SF

F–Z. During each time stepC, every node observes its local outputH8¹Cº

and goes through four stages of computation and communication with its neighbors

leading to an update to the internal controller states and the application of the actuator

signalD8¹Cº. This is summarized in Algorithm 1 with subroutines 2.1�2.4 describing

these computations in detail.

Algorithm 1: Local computation of controller signals

for Each node8= 1– • • • – #do
Input: � SF

F–U¹:– 8º, � SF
F–Z¹:– 8º, � KF

4F ¹:– 8º, � KF
4E¹:– 8º

Initialize : V8¹0º  0, F8¹Cº  0, E8¹Cº  0
end
for C= 0–1– • • •do

for each node8= f 1– • • • – #gdo // parallel

1 ObserveH8¹Cº ReceiveV9¹Cº andH9¹Cº from 92 N 3
in¹8º

2 subroutine1()
3 ReceivebF 9¹Cº andbE9¹Cº from 92 N 1

in¹8º
4 subroutine2()

5 ReceivebU¹N 3
out¹ 9ºº¹Ç 1º, bZ¹N 3

out¹ 9ºº¹Ç 1º, bW¹N 3
out¹ 9ºº¹Ç 1º and

b\ ¹N 3
out¹ 9ºº¹Cº from 92 N 3

in¹8º
6 subroutine3()
7 ReceiveU9¹Ç 1º andW9¹Ç 1º from 92 N 1

in¹8º
8 subroutine4()
9 Apply D8¹Cº

10 end
end

Control signal computation at subsystem8begins by receiving the measurements

from neighbors9at most3 steps away (line 1) and computing the8th element of

the internal signalsbE¹Ç 1º and bF ¹Ç 1º via Subroutine 2.1, where the function
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y8

y91

y9<

•••

•••

� KF
4E¹8–:º bv8y»N3

in ¹8º¼

Figure 2.5: Illustration of subroutine 1. The computation ofbF is similar.

bv8

bv91

bv9<

•••

•••

� ¹8–:º

� I

¸ ev8
bv»N1

in ¹8º¼

� SF
F–Z¹:– 8º � 8

(�

out

out

out

•••

•••

/ 8 b'
¹N 1

out¹8ºº

b'
¹N 1

out¹8ºº
91

b'
¹N 1

out¹8ºº
8

b'
¹N 1

out¹8ºº
9<

 8
(�

b)
¹N 1

out¹8ºº

Figure 2.6: Illustration of subroutine 2.

step¹�– Dº means that the internal dynamics of the system� is propagated one

time-step with the inputD.

Subroutine 2.1:ComputebF8¹Ç 1º andbE8¹Ç 1º

ReceiveV9¹Cº andH9¹Cº from 92 N 3
in¹8º

V»N3
in ¹8º¼¹Cº  vec¹V91 ¹Cº– • • • – V9< ¹Cºº

H»N3
in ¹8º¼¹Cº  vec¹H91 ¹Cº– • • • – H9< ¹Cºº

bF8¹Ç 1º  step¹I � KF
4F ¹8–:º– V»N3

in ¹8º¼¹Cºº

bE8¹Ç 1º  step¹I � KF
4E¹8–:º– H»N3

in ¹8º¼¹Cºº

In the second stage, the node receivesbE9¹Cº andbF 9¹Cº from its closest neighbors

(line 3) and computes the outgoing components of(2.34). The computations are

outlined in Subroutine 2.2 and illustrated in Figure 2.6.

In the third stage, which is demonstrated in Figure 2.7, the node receives the

components pertaining to its element of the signals in(2.33) from other nodes a

distance at most3 steps away with delayed information (line 5) and sums them

to compute the8th element of each signal in(2.34). This step is described in

Subroutine 2.3.

In the �nal stage (Subroutine 2.4) the node receivesU9¹Ç 1º andW9¹Ç 1º from its
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Subroutine 2.2:Compute the outgoing components of (2.34)
bF »N1

in ¹8º¼¹Cº  vec¹bF 91 ¹Cº– • • • –bF 9< ¹Cºº
bE»N1

in ¹8º¼¹Cº  vec¹bE91 ¹Cº– • • • –bE9< ¹Cºº
eF8¹Cº = V8¹Cº ¸ � bF »N1

in ¹8º¼¹Cº � bF8¹Ç 1º
eE8¹Cº = � bE»N1

in ¹8º¼¹Cº � bE8¹Ç 1º

_8¹Ç 1º  step¹� SF
F–U¹:– 8º– 48eF8¹Cºº

b8¹Ç 1º  step¹� SF
F–Z¹:– 8º– 48eE8¹Cºº

bU¹N 3
out¹ 9ºº¹Ç 1º  � 8

(� _8¹Ç 1º
bZ¹N 3

out¹ 9ºº¹Ç 1º  � 8
(� b8¹Ç 1º

bW¹N 3
out¹ 9ºº¹Ç 1º   8

(� _8¹Ç 1º
b\ ¹N 3

out¹ 9ºº¹Cº   8
(� b8¹Ç 1º

in

in

in

•••

•••

¸ ¸

bv8

' 8

b'
¹Nout¹ 91ºº
8

b'
¹Nout¹ 9=ºº
8

b'
¹Nout¹8ºº
8

Figure 2.7: Illustration of subroutine 3.

Subroutine 2.3:Compute the local elements of (2.34)

U8¹Ç 1º  bF8¹Ç 1º ¸
Í

9bU¹N 1
out¹ 9ºº

8 ¹Ç 1º

W8¹Ç 1º  
Í

9bW¹N 1
out¹ 9ºº

8 ¹Ç 1º

Z8¹Ç 1º  bE8¹Ç 1º ¸
Í

9
bZ¹N 1

out¹ 9ºº
8 ¹Ç 1º

\ 8¹Cº  
Í

9
b\ ¹N 1

out¹ 9ºº
8 ¹Cº
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closest neighbors (line 7) and computesV8¹Ç 1º andD8¹Cº. We conclude that the

node has now received information from nodes at most23 ¸ 2 steps away.

Subroutine 2.4:ComputeD8¹Cº andV8¹Ç 1º
U»N1

in ¹8º¼¹Ç 1º  vec
�
U91 ¹Ç 1º– • • • –bU9< ¹Ç 1º

�

W»N1
in ¹8º¼¹Ç 1º  vec

�
W91 ¹Ç 1º– • • • –bW9< ¹Ç 1º

�

V8¹Ç 1º  � � ¹8–:ºU»N1
in ¹8º¼¹Ç 1º � � ¹8–:ºW»N1

in ¹8º¼¹Ç 1º � Z8¹Ç 1º
D8¹Cº  W8¹Ç 1º ¸ \ 8¹Cº

We summarize the stability properties of Algorithm 1 in the following theorem:

Theorem 7. Algorithm 1 with� SF
F as in(2.35), � KF

4F and� KF
4E solved from(KF-SLS)

internally stabilizes system(2.1) and (2.2). Moreover if� SF
F , � KF

4F and � KF
4E are

3-localized, the closed loop is at most23 ¸ 2-localized.

Proof. By Theorem 6 the closed-loop mappings satisfy(2.8a)and(2.8b). Concate-

natingy8, #8 andu8 we get precisely the signals in Figure 2.2 which is internally

stable [73], we need to show that the closed-loop is internally stable for perturbations

entering in the intermediate steps outlined in Subroutines 2.1�2.4. Note that a pertur-

bation entering at any of the intermediate signals can be modeled as a disturbance

entering as%G–%Hor %V pre-�ltered through a stable linear system. Similarly, probing

any of the internal signals can be represented as probingy– u or # post-�ltered

through a stable system. We conclude Algorithm 1 is internally stable in feedback

with the system(2.1), (2.2). Finally, as3-localization is closed under addition, and

composition of a3- and a: -localized operator is at most3 ¸ : -localized,(2.33)

implies that the closed loop is at most23 ¸ 2-localized. �

2.5 Simulation

Consider a bi-directional scalar chain network parameterized byU andd:

G8¹Ç 1º = d¹1 � 2UºG8¹Cº ¸ dU
Õ

92f8� 1g

G9¹Cº ¸ D8¹Cº ¸ F8¹Cº –

whereUis a coupling constant andd is the spectral radius of the global state-transition

matrix � , with d � 1 being unstable. We �rst verify the optimality of the in�nite-

horizon state-feedback solution given in Section 2.4. In this simulation, we choose

the number of scalar subsystems to be 15,U = 0•6 andd = 1. For the quadratic cost

matrices, we let& = � and' = 300� � . For SLCs, we let the delayed localization
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Figure 2.8: The in�nite-horizon SLS solution achieves the optimal cost.

parameter be3 = 3. The result is shown in Figure 2.8, where the optimality of our

approach is clear. Due to the high penalty on the control actions, the performance

degradation under FIR approximation can be signi�cant.

Next, we investigate the optimality gap between the suboptimal in�nite-horizon

output-feedback solution proposed in this work against the FIR output-feedback

solution computed numerically with a �xed FIR horizon of 20. We let all other

parameters remain the same as before, and change the number of subsystems to

10 in this simulation. First, we study how the3 delayed localization parameter

in�uence the optimality gap. This is illustrated in Figure 2.9. As expected, the more

localized the output-feedback problem is, the bigger the optimality gap is between the

constructed solution using separation principle and the direct FIR output-feedback

solution. As the delayed localization pattern becomes more global, the proposed

output-feedback solution becomes more optimal. When the delayed localization

SLCs become non-binding (for3 � 6), we see that the proposed in�nite-horizon

output-feedback solution actually becomes optimal and achieves lower cost than the

FIR solution. This is due to the separation principle of centralized LQG.

Next, we investigate how the optimality gap grows with the number of subsystems

in the network. Here we set� = � and �x the delayed localization parameter

to be3 = 3. As can be seen in Figure 2.10, we observe that the optimality gap

grows apparently linearly in the number of subsystems. However, we highlight the

numerical e�ciency and stability of our approach despite the suboptimality. When

the number of subsystems exceeds 12 with FIR horizon of 20, the FIR solution solved

in MATLAB using CVX renders NaN due to numerical instability (total of 11520

variables).
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Figure 2.9: The proposed in�nite-horizon suboptimal solution to the output-feedback
SLS problem versus the FIR output-feedback solution numerically computed for
(OF-SLS) for varying SLC delayed localization parameter3.

Figure 2.10: The proposed suboptimal solution to the output-feedback SLS problem
versus the FIR output-feedback solution numerically computed for(OF-SLS)for
varying number of subsystems in the network.

2.6 Conclusion

In this chapter, we propose and derive the optimal solution to a structuredH 2 state-

feedback control problem under localization and communication delay constraints. In

particular, our controller is synthesized directly in in�nite-dimensional space, without

the �nite-impulse response relaxation common in related work. Our method can

also be used to construct optimal distributed Kalman �lters with limited information

exchange. We combine the distributed Kalman �lter with state-feedback control

to perform localized LQG control with communication constraints. We provide

agent-level implementation details for the resulting output-feedback state-space

controller. The distributed Riccati solutions presented in this work can be used as

quadratic terminal cost in distributed model predictive control to enable signi�cantly

better performance, as seen in [82].
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C h a p t e r 3

NONLINEAR DISTRIBUTED CONTROL FOR LARGE-SCALE
SYSTEMS WITH CONSTRAINTS

In Chapter 2, we presented the optimal distributed linear controller for linear systems

with quadratic cost under communication constraints. However, it is known that

even the optimal linear controllers can be outperformed by nonlinear controllers

for control design under communication constraints [38]. Moreover, the optimal

linear distributed controllers do not handle safety constraints, such as when states

are constrained to be inside a safe set. Such safety constraints are critical for CPS

such as the power grid.

Therefore, in this chapter, we propose a novel nonlinear distributed control technique

for linear discrete-time systems with input saturation and state constraints that allows

us to simultaneously satisfy performance and safety objectives de�ned for small- and

large-disturbance regimes respectively. Previous methods for this class of systems

trade o� between the two objectives whereas our method allows the controller to

perform well in both regimes by incorporating online information about disturbances

during operation.

[1] J. Yu* and D. Ho*, �Achieving performance and safety in large scale systems
with saturation using a nonlinear system level synthesis approach,�2020
American Control Conference (ACC), pp. 968�973, 2020.doi: 10.23919/
ACC45564.2020.9147577.

3.1 Introduction

Linear systems with input saturation, where control inputs are limited to a certain

range, and state constraints, which require the system states to remain within

prede�ned bounds, are an important class of nonlinear models for many practical

applications, such as robotics, power systems, and automotive systems, where

physical limitations on actuators and safety requirements must be strictly adhered to.

Moreover, even without the state constraints, the input saturation alone can result in

large and sometimes diverging oscillations in the closed loop.

There are generally two approaches to handle the challenge. The �rst approach

is to include these constraints in the overall controller design. Methods following
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such principle include robust Model Predictive Control (MPC) [83]�[85] and

constrained System Level Synthesis (SLS) [86]. However, such methods are often

characteristically conservative. In particular, MPC-based methods may su�er from

recursive feasibility issues in addition to challenges in dealing with disturbances.

The second approach attempts to separately design a desired nominal controller

for small signals and a "compensator" that compensates for saturation-induced

performance degradation or even instability. Generally, the design goal is to have the

saturated closed loop stay as close as possible to the small-signal nominal behavior.

Anti-windup Schemes [87], Reference Governor [88], and other Lyapunov invariant

set-based compensators[89] all belong to this approach. Despite vast literature on

the topics, decentralized schemes that accommodate large-scale systems are few.

Contribution. In this chapter, we propose a novel o�ine distributed nonlinear con-

troller synthesis procedure that outperforms any optimal linear distributed controller

for constrained LQR problem [83]�[86]. In addition, the same controller inherently

prevents windup-instabilities in saturated linear systems which are traditionally

mitigated via additional anti-windup design [88], [90], [91]. Another signi�cant

advantage of the approach, is that despite being a nonlinear synthesis method it

naturally enjoys the same bene�ts as the linear system level approach introduced in

Chapter 2, which makes it scalable in the large-system setting.

[92] describes the system-level characterization of closed loops of general nonlinear

discrete-time systems and introduces a simple universal control structure, called a

system level controller, that has the capacity to stabilize any nonlinear system if

parametrized with the according closed loop maps. In this chapter, we will show

that just using a very special case of the framework presented in [92] provides

new promising tools for control design. In particular, we will illustrate how a

simple projection nonlinearity can become a powerful tool for solving the problems

described above.

The remainder of the chapter starts with preliminaries and notations in Section 3.2,

followed by a review on nonlinear System Level Synthesis (NLSLS) in Section 3.3.

The proposed nonlinear controller is introduced in Section 3.4, followed by Sec-

tion 3.5 where the constrained distributed LQR problem is discussed. We show

in Section 3.6 that the proposed nonlinear controller can be augmented for natural

anti-windup properties and therefore allow for large-scale distributed anti-windup

design. Numerical simulation in Section 3.7 corroborates the presented theory.
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3.2 Preliminaries

We will de�ne � = to be the space of sequences of vectors inR=. Sequences

of vectors will be denoted by small bold lettersx := ¹GCº1
C=0 unless otherwise

speci�ed. Occasionally, we will de�ne sequences explicitly with the tuple notation

x = ¹G0– G1– • • •º andG9
C denotes the9th element of vectorGC. We use theG8:9 to refer

to the truncation of a sequencex to the tuple¹G8– G8̧ 1– • • • – G9º. Furthermore, we

will adopt jGj andj� j for G2 R= and� 2 R=� = as the vector1 -norm and induced

1 -norm onR=, respectively. We reservek � k? to refer to the norm and induced norm

over vector sequence space� ?:

kxk? :=

 
1Õ

: =0

jG: j?
! 1

?

kxk1 := sup
: � 0

jG: j•

Operators

Operators that maps between sequence spaces will be denoted in bold capital letters

T : � = ! � : . Similar to the sequence of vectors, we writeT := f ) Cg1
C=0 with its

component functions) C: � = ! R: . An operatorT will be calledcausalif for any

pair of inputx and its corresponding outputy = T¹xº, the outputHCdoes not depend

on future input sequenceGÇ : – : � 1. More precisely, a causal operatorT is fully

characterized by its component functions) C: R=�¹ Ç 1º ! R: such that

T¹xº = ¹) 0¹G0º– )1¹G1– G0º– )2¹G2– G1– G0º– • • •º•

Note that every component function) Cof a causal operatorT hasÇ 1 arguments

which are populated in reverse-chronological order. If in addition , component

functions) Csatisfy) C¹GC:0º = ) C¹0– GC� 1:0º, thenT will be calledstrictly causal.

We de�ne the space of all causal and strictly causal operators that maps� = ! � ?

as C¹� =– �?º and CB¹� =– �?º, respectively. Moreover, let the space of all linear

causal and strictly causal operators be denoted asLC¹ � =– �?º � C¹ � =– �?º and

LCB¹� =– �?º � C B¹� =– �?º. Occasionally, for two operators with matching domains

such asA 2 C¹� =– �?º and B 2 C¹� =– �@º, we denote the composite operator

¹A–Bº 2 C¹� =– �? � � @º as¹A–Bº : x 7! ¹ A¹xº–B¹xºº.

� ? Stability

Let the vector sequence space� =
? � � = be de�ned as

� =
? := f x 2 � = j kxk? Ÿ 1g •

We de�ne stability for causal operators as follows:
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De�nition 3.2.1 (� ? Stability). An operatorT 2 C¹� =– �< º is said to be� ?-stable, if

T¹xº 2 � <
? for all x 2 � =

?•

Further, if there exist two scalarsW, V � 0 such that for allx 2 � =
?, we have

kT¹xºk? � Wkxk? ¸ V–

thenT is �nite gain � ?-stable.

3.3 An Overview of the Nonlinear System Level Approach

This section will focus on introducing the notion of closed loop maps as causal

operators with respect to a general nonlinear causal system. Moreover, we summarize

necessary and su�cient conditions for operators to be closed loop maps and how

they can be realized by a dynamic controller.

Closed Loop Maps of Nonlinear Systems

Consider a discrete-time nonlinear system with additive disturbances

GC= 5¹GC� 1– DC� 1º ¸ FC– (3.1)

whereGC 2 R=, DC 2 R< , FC 2 R= and 5 : R= � R< ! R= with 5¹0–0º = 0 and

G0 = F0. Let F¹x–uº : � = � � < ! � = be the strictly causal operator representation

of the function5 such thatF¹x–uº := ¹0– 5¹G0– D0º– 5¹G1– D1º– • • •º. Assume thatFC

can not be measured and thatDCis generated by some causal controllerK 2 C¹� =– �< º

such thatDC=  C¹GC:0º. An equivalent operator form of the dynamics (3.1) is

x = F¹x–uº ¸ w (3.2a)

u = K ¹xº• (3.2b)

For a �xed disturbance sequencew, the dynamics(3.1) produces unique closed

loop trajectories for statex and inputu. Therefore, given a �xedK, the dynamics

induce a causal map fromw to ¹x, uº and we will call the corresponding operators

disturbance-to-state and disturbance-to-inputclosed loop map, respectively.

De�nition 3.3.1 (Closed Loop Maps). De�ne � »F–K¼ 2 C¹� =– �= � � < º as the

operator that mapsw to the corresponding response¹x–uº according to the closed-

loop dynamics(3.2). We call � »F–K¼the closed loop maps (CLMs) of(3.2).

Moreover we will refer to the partial mapsw ! x andw ! u with � x»F–K¼and

� u»F–K¼, respectively.
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Without specifying a controllerK, one could alternatively consider therealizable

CLMs of (3.2a) for somecausal controllerK0. We call a composite operator

	 = ¹	 x–	 uº 2 C¹� =– �= � � < º that mapsw 7! ¹	 x¹wº–	 u¹wºº realizable CLMs

for open-loop dynamic(3.2a)if there exists a so-calledrealizingcontrollerK0such

that	 = � »F–K0¼. With this notion of realizable CLMs of an open-loop dynamics,

we de�ne the space of all realizable CLMs:

De�nition 3.3.2 (Space of Realizable CLMs). Given an open-loop dynamics(3.2a),

the set of all feasible closed loop maps� »F¼ 2 C¹� =– �= � � < º for open loop(3.2a)

is de�ned as

� »F¼:= f 	 : 9K 2 C¹� =– �< º such that	 = � »F–K¼g•

The following theorem characterizes the space of realizable CLMs for a given open

loop:

Theorem 8(Characterization of CLMs [92]). A composite operator	 = ¹	 x–	 uº 2

C¹� =– �= � � < º are realizable CLMs of the open loop(3.2a)if and only if they satisfy

the operator equation

	 x = F¹	 º ¸ I • (3.3)

Moreover, for any operators	 satisfying(3.3), the inverse¹	 xº� 1 exists, is a causal

operator, andK = 	 u¹	 xº� 1 is a realizing controller for CLMs	 . If 	 u is

surjective, thenK is unique.

System Level Implementations

Aside from the technical assumption on the codomain of	 u, Theorem 8 states

that there is a one-to-one relation between CLMs¹	 x–	 uº and their realizing

controllersK = 	 u¹	 xº� 1. Nevertheless, di�erent implementations ofK need to be

distinguished: despite realizing the same CLMs with respect to the trajectory¹w–x–uº,

they do not give the same closed loop behavior once we add additional perturbations

to the system. We will denote the following realization ofK = 	 u¹	 xº� 1 as the

System Level(SL)-implementation ofK:

De�nition 3.3.3 (SL Implementation). Given a composite operator	 = ¹	 x–	 uº 2

C¹� =– �= � � < º satisfying(3.3), the realizing controllerK = 	 u¹	 xº� 1 can be

implemented as follows

DC= 	 D
C¹bFC:0º (3.4a)
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bF Ç 1 = GÇ 1 � 	 G
Ç 1¹0–bFC:0º (3.4b)

for C= 0–1– • • •, wherebF denotes the internal state of the controller with initial

conditionbF0 = G0. We will writeK = SL¹	 x–	 uº to underscore that the controller

K = 	 u¹	 xº� 1 is implemented in this fashion.

Now consider the closed loop of(3.1)and controllerK = SL¹	 x–	 uº perturbed by

additional noisev and input disturbanced such that

GC= 5¹GC� 1– DC� 1º ¸ FC (3.5a)

DC= 	 D
C¹bFC:0º ¸ 3C (3.5b)

bFC= GC� 	 G
C¹0–bFC� 1:1º ¸ EC• (3.5c)

The following result characterizes the closed-loop stability under the realizing

controller.

Theorem 9(Internal Stability of Closed Loop [92]). If 5 is uniformly continuous

and the operator¹	 x–	 uº is � =¸ <
? -stable (or� =¸ <

? �nite gain-stable) CLMs of(3.1) ,

then the closed loop dynamics(3.5)are � =¸ <
? -stable (or �nite gain� =¸ <

? -stable) with

respect to the perturbation¹w–d–vº.

Relation to Linear System Level Approach

If we restrict the previous analysis to linear time-invariant (LTI) systems and

controllers, we recover the results of [73] for the state-feedback case. If the open-

loop dynamics now isGC= �GC� 1 ¸ �D C� 1 ¸ FCandK is an LTI operator, then the

corresponding linear CLMs are LTI as well. In this case, we recover the CLMs

introduced in Section 2.3, where the component functions of the CLMs can be

written as

	 G
C¹FC:0º =

Ç 1Õ

: =1

' : F Ç 1� : (3.6a)

	 D
C¹FC:0º =

Ç 1Õ

: =1

" : F Ç 1� : – (3.6b)

where' : 2 R=� = are the kernels of the state-feedback linear Sytem Level Synthesis

(SLS) CLM fromw to x, i.e., � GF, and" : 2 R< � = are the kernels of� DF1(c.f.

Section 2.3). Moreover, the corresponding CLMs characterization condition(3.3)
1In this chapter, we adopted the convention of causal relationship betweenx andu in (3.1), where

GCis in�uenced byFC, in order to simplify arguments regarding operators. This causes a one-step time
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reduces to the a�ne constraint on the matrices' : , " : which coincides with the

linear SLS feasibility conditions(2.6). In particular, if we further restrict	 to have

Finite Impulse Response (FIR) with horizon) , i.e., component functions	 G
C and	 D

C

only depend on the pastminf )– Ç 1g inputs, then (3.6) becomes

	 G
C¹FC:0º =

minf Ç 1–)gÕ

: =1

' : F Ç 1� : (3.7a)

	 D
C¹FC:0º =

minf Ç 1–)gÕ

: =1

" : F Ç 1� : • (3.7b)

The CLMs characterization(3.3) in the FIR LTI case reduces to the following

conditions on the kernel matrices' : , " : for : = 1– • • • – )� 1:

' 1 = � (3.8a)

' : ¸ 1 = �' : ¸ �" : (3.8b)

�' ) ¸ �" ) = 0• (3.8c)

Further,K = SL¹	 x–	 uº results in the implementation below, which also coincides

with the linear SLS controller (2.7):

DC=
minf Ç 1–)gÕ

: =1

" : bF Ç 1� :

bF Ç 1 = GÇ 1 �
minf Ç 2–)gÕ

: =2

' : bF Ç 2� : –

for all : = 0–1– • • •with bF0 = G0.

3.4 Nonlinear Blending of Linear System Level Controllers

As introduced in the previous section, system level controllers de�ned in De�ni-

tion 3.3.3 can implement arbitrary CLMs for nonlinear systems of the form(3.1). The

results in [92] motivate a new approach for nonlinear control synthesis: Searching for

stable operators	 x, 	 u that satisfy(3.3)and constructing a corresponding system

level controllerSL¹	 x–	 uº by De�nition 3.3.3.

It is conceivable that the generality of this approach could lead to an entirely new

direction of nonlinear dynamic control methods. Serving as a �rst step towards

index shift from the classic convention whereGC is in�uenced byFC� 1, which is used in Chapter 2.
Therefore, the NLSLS CLMs are de�ned to be causal, while the linear SLS CLMs are strictly causal.
However, di�erent indexing conventions do not a�ect the equivalence between the two since one can
simply re-label the indices of the disturbances and the kernel matrices in one convention without loss
of generality to match the other convention.
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exploring the potential of this new perspective, the remainder of this chapter focuses

on a subset of nonlinear system level controllersSL¹	 x–	 uº that proves particularly

useful for controlling large-scale linear systems subject to state/input constraints and

input saturation.

In particular we will restrict ourselves to the class of controllersSL¹	 x–	 uº where

	 x and	 u are structured as

	 G
C¹�º =

#Õ

8=1

minf )–Ç1gÕ

: =1

' ¹8º
: ¹P[ 8 � P[ 8� 1º¹F Ç 1� : º

	 D
C¹�º =

#Õ

8=1

minf )–Ç1gÕ

: =1

" ¹8º
: ¹P[ 8 � P[ 8� 1º¹F Ç 1� : º• (3.9)

We choose[ # � [ # � 1 � � � � � [ 0 = 0 and the operatorP[ 8¹�º : R= ! R= as

any nonlinear function with a projection-like property de�ned for parameter[ 8.

' ¹8º
: 2 R=� =, " ¹8º

: 2 R< � = are the kernel matrices associated with linear FIR CLMs

	 x–i,	 u–i, 82 »# ¼with FIR horizon) for a linear system of interests:

GC= �GC� 1 ¸ �D C� 1 ¸ FC– (3.10)

with GC2 R=,FC2 R=, D2 R< such that for each82 f # g, 	 x–i,	 u–i satis�es(3.8).

Concretely, we consider two speci�c nonlinear projections:

De�nition 3.4.1 (Saturation Projection). Let vectorF = »F1– • • • – F=¼> 2 R=. The

saturation projection is an element-wise projection:

P[ ¹Fº :=

2
6
6
6
6
6
6
4

sat¹F1– [º
•••

sat¹F=– [º

3
7
7
7
7
7
7
5

(3.11)

wheresat¹F– [º = sign¹Fº maxfj F j– [g.

De�nition 3.4.2 (Radial Projection). The radial projection is de�ned as

P[ ¹Fº :=
sat¹jF j•[–1º

jF j•[
F (3.12)

Unless otherwise speci�ed, the results derived in the rest of the chapter hold for both

projections.

Remark 1. For = = 1, radial projection and saturation projection coincide with each

other. The radial and saturation projection operator act as the identity whenever

jF j � [ . Otherwise, the radial projection re-scalesF such thatjP[ ¹Fºj = [ whereas

the saturation projection performs element-wise radial projection.
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The proposed nonlinear controllerSL¹	 x–	 uº can be thought of as anonlinear

blendof thelinear FIR controllersSL¹	 x–i–	 u–iº, 82 »# ¼. Although the nonlinear

operator	 x, 	 u di�ers from its linear components	 x–i, 	 u–i only by the static

nonlinear functionP[ 8¹Fº, the upcoming sections will demonstrate that this simple

additional nonlinearity proves surprisingly useful. In particular,[ 8's separate any

disturbanceFCinto # zones such that for each8th linear controllerSL¹	 x–i–	 u–iº,

only the portion ofFCthat "falls" between[ 8 and[ 8� 1 is acted upon. Intuitively,

one could choose di�erent behaviors for various portions of the disturbance signal,

specifying either performance or safety properties. The explicit expression of the

dynamic controllerSL¹	 x–	 uº with CLMs de�ned in (3.9) is

DC=
#Õ

8=1

minf )–Ç1gÕ

: =1

" ¹8º
: ¹P[ 8 � P[ 8� 1º¹bF Ç 1� : º

bF Ç 1 = GÇ 1 �
#Õ

8=1

minf )–Ç2gÕ

: =2

' ¹8º
: ¹P[ 8 � P[ 8� 1º¹bF Ç 2� : º–

with : = 0–1– • • •, andbF0 = G0.

For ease of exposition, we focus on the two-zone case of the proposed controller

SL¹	 x–	 uº though all the analysis extends naturally to the# -zone case. Thus,(3.9)

simpli�es to

	 G
C¹FC:0º =

minf )–Ç1gÕ

: =1

' ¹1º
: P[ 1 ¹F Ç 1� : º¸

' ¹2º
: ¹P[ 2 ¹F Ç 1� : º � P[ 1 ¹F Ç 1� : ºº

	 D
C¹FC:0º =

minf )–Ç1gÕ

: =1

" ¹1º
: P[ 1 ¹F Ç 1� : º¸

" ¹2º
: ¹P[ 2 ¹F Ç 1� : º � P[ 1 ¹F Ç 1� : ºº• (3.13)

Note that system level controllerSL¹	 x–	 uº of the two-zone CLM is internally

stabilizing and achieves the two-zone CLM behavior for(3.10)as long askwk1 � [ 2.

In the remainder of this chapter we will explore the consequence of this blending

technique for distributed control design with respect to input saturation and state

constraints in linear systems. we show that the simple nonlinearity in(3.13)o�ers

a variety of advantages over linear controllers, including the ones presented in

Chapter 2.
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3.5 A General Framework for Constrained LQR

We present a novel synthesis procedure for a class of constrained LQR problems using

the proposed SL controller with CLMs(3.13). In particular, we will show that the

synthesized nonlinear blending system level controller is guaranteed to outperform

any linear controller for the class of constrained LQR problems to be discussed.

Additionally, we comment on how structural constraints for large-scale systems such

as delay, actuation sparsity, and localization can be easily accommodated.

Consider a control problem where we wish to minimize anaverageLQR cost,

but also want that the closed loop meets certain safety guarantees against a set of

rare yet possibleworst-casedisturbances. Ideally, we would like to synthesize a

controller that can guarantee the necessary safety constraints without too much loss

in performance compared to the unconstrained LQR controller. We will phrase this

design goal as the following constrained LQR problem:

min
K

lim
) !1

1
)

)Õ

C=1

EF8
C� ?¹Fº»J ¹GC– DCº¼ (3.14a)

B•C• GC= �GC� 1 ¸ �D C� 1 ¸ FC (3.14b)

DC=  C¹GC:0º (3.14c)

8w : jjwjj1 � [ <0G : (3.14d)

sup
:

jG: j � G<0G sup
:

jD: j � D<0G–

whereJ abbreviates the quadratic stage costJ ¹ G– Dº = G> &G¸ D%Dwith &,%� 0.

We will assume that the disturbance is stochastic but bounded such thatkwk1 � [ <0G

with known distribution which satis�es the following

Assumption 2. DisturbanceF8
Care i.i.d. drawn from the scalar centered distribution

?¹Fº and uncorrelated in timeCand coordinate8.

We can equivalently phrase the optimal control problem(3.14)in terms of closed-loop

mappings as de�ned in Section 3.3. Recalling De�nition 3.3.1, the optimal control

problem(3.14)can be described as an optimization over the set of feasible CLMs

¹	 x–	 uº 2 � ¹Ax ¸ Buº and by using the characterization in Theorem 8:

min
	 x–	 u

lim
) !1

1
)

)Õ

C=1

E»J ¹ 	 G
C¹FC:0º–	 D

C¹FC:0ºº¼ (3.15a)

B•C• 	 G
C¹FC:0º = 	 G

C¹0– FC� 1:0º ¸ FC (3.15b)
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	 G
Ç 1¹0– FC:0º = � 	 G

C¹FC:0º ¸ � 	 D
C¹FC:0º

8C–jFCj � [ <0G : j	 G
C¹FC:0º j � G<0G (3.15c)

8C–jFCj � [ <0G : j	 D
C¹FC:0º j � D<0G• (3.15d)

As in the linear SLS case [73], we do not need to have the controllerK be a decision

variable, since we can always realize the optimal solution¹	 x–¢–	 u–¢º to (3.15)with

a system level controllerSL¹	 x–¢–	 u–¢º.

Conservativeness of Linear Solutions

We will �rst discuss properties of solutions to our original problem(3.14), if we

restrict ourselves to only LTI controllersK. Consider the equivalent problem

formulation(3.15)with the CLMs¹	 x–	 uº restricted to be linear. This poses a

convex problem and as shown in [86], it can be approximately solved by searching

over FIR CLMs¹	 x–	 uº. Yet, the corresponding linear CLMsf 	 x–lin–¢–	 u–lin–¢g

come with undesirable restrictions:

ˆ f 	 x–lin–¢–	 u–lin–¢g impose stricter safety constraints than the required con-

straints (3.15c) and (3.15d).

ˆ f 	 x–lin–¢–	 u–lin–¢gdo not depend on the disturbance distribution?¹Fº.

To see the �rst point, we have the following result as a consequence of linearity:

Lemma 2. For any linearf 	 x–lin –	 u–lin g, the constraint(3.15c),(3.15d)is equivalent

to

sup
C

j	 G–;8=
C ¹FC:0º j � sup

C

G<0G

[ <0G
jFCj (3.16a)

sup
C

j	 D–;8=
C ¹FC:0º j � sup

C

D<0G

[ <0G
jFCj• (3.16b)

Proof. Clearly,(3.16)implies(3.15c),(3.15d). The reverse implication follows by

the assumed linearity off 	 x–lin –	 u–lin gand homogeneity of norms. �

Lemma 2 shows that the restriction of linearity in CLMs imposes stricter safety

conditions(3.16) than(3.15c),(3.15d). To elaborate on the second point, notice

that for linear CLMs	 x–lin –	 u–lin our objective function(3.15a)can be expressed

equivalently as

(3.15a)= f 2












&1•2	 x

%1•2	 u












2

H 2

– f 2 := EF� ?¹Fº»F
2¼ (3.17)
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wheref 2 denotes the variance of the scalar distribution?¹Fº andk•kH 2 denotes

theH 2 norm for linear operators. Since the objective function only gets scaled by a

constant factorf 2 for di�erent distributions?¹Fº, this shows that for linear CLMs,

the solutionsf 	 x–lin –	 u–lin g to (3.15) are independent of the distribution?¹Fº.

A NLSLS Take

Consider the general problem(3.15), where now we search over CLMs¹	 x–	 uº of

the form presented in(3.13)with the choice of[ 2 = [ <0G, some[ 1 Ÿ [ 2, and an FIR

horizon) . Recall that¹	 x–	 uº is a blending of two linear CLMs and has the form

(3.13). Restricting ourselves to this form of CLMs allows us to derive the following

convex problem which is a relaxation of the general problem (3.15):

min
' ¹8º–" ¹8º














"
& 0

0 %

#1•2 "
' ¹1º ' ¹2º

" ¹1º " ¹2º

#

� 1•2
F














2

�

(3.18a)

B•C• [1j' ¹1º j ¸ ¹ [ 2 � [ 1º j' ¹2º j � G<0G (3.18b)

[ 1j" ¹1º j ¸ ¹ [ 2 � [ 1º j" ¹2º j � D<0G (3.18c)

' ¹8º
: ¸ 1 = �' ¹8º

: ¸ �" ¹8º
: (3.18d)

' ¹8º
1 = �– ' ¹8º

) = 0–

where

� F =

"
U1� U2�

U2� U3�

#

with U1 = E»P[ 1 ¹Fº2¼, U2 = E»P[ 1 ¹Fº¹P[ 2 ¹Fº � P[ 1 ¹Fºº¼, andU3 = E»¹P[ 2 ¹Fº �

P[ 1 ¹Fºº2¼, whereF � ?¹Fº andkwk1 � [ <0G. Moreover' ¹8º and" ¹8º are abbrevia-

tions for the horizontal concatenation of the kernel matrices associated with the linear

CLMs 	 x–i, 	 u–i, i.e, ' ¹8º = »' ¹8º
) – ' ¹8º

) � 1– • • • – '¹8º1 ¼, " ¹8º = »" ¹8º
) – " ¹8º

) � 1– • • • – "¹8º1 ¼.

Hereby, only constraints(3.18b), (3.18c)are su�cient condition of the constraint

(3.15c), (3.15d)via norm multiplicativity. All other equations in the above opti-

mization are equivalent to the original problem(3.15)restricting the search over

CLMs of the form(3.13). Finally, solving the convex problem(3.18) gives the

suboptimal nonlinear CLMsf 	 ¢x–	 ¢ugfor the system dynamics(3.14b), which can

be realized with the internally stabilizing system level controllerSL¹	 ¢x–	 ¢uº. The

next theorem states a main result of this chapter:
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Theorem 10.For all [ 1 2 »0– [2¼, the nonlinear system level controllerSL¹	 ¢x–	 ¢uº

synthesized from(3.18)achieves lower optimal LQR cost for(3.14)than any linear

solutions.

Proof. First, recall that restrictingK to be linear in problem(3.14)is equivalent to

restricting	 x and	 u to be linear in the equivalent formulation(3.15). Furthermore,

notice that under the restriction of linear¹	 x–	 uº, problem(3.15)is equivalent to

(3.18)with the added constraint' ¹1º = ' ¹2º, " ¹1º = " ¹2º, which shows that any

solution¹	 ¢x–	 ¢uº of problem(3.18)achieve smaller cost than a linear solution

¹	 x–lin–¢–	 u–lin–¢º of (3.15). �

The above argument also extends directly to the N-blend case.

Distributed Controller for Constrained LQR

Thanks to the particular form of(3.9), when the projection is chosen to be the

saturation projection De�nition 3.4.1, structural constraints of controller such as

sparsity and delay constraints can be added in a convex way to the synthesis

procedure described in Section 3.5. This is because imposing structural constraints

on the nonlinear controller(3.9) is equivalent to imposing them on the linear CLM

components of(3.9). As discussed in Chapter 2, localization of disturbances, as well

as communication and actuation delays are all convex constraints in terms of linear

CLMs in the linear SLS framework. Speci�cally, all mentioned constraints could be

cast as a convex system level constraints (SLCs) for linear CLMs	 x–i ,	 u–i , 82 »# ¼.

The corresponding system level controllerSL¹	 u–	 xº can then be implemented in

a localized fashion conforming to the SLCs on	 x–i,	 u–i. Therefore, the nonlinear

controller synthesis in Section 3.5 naturally inherits all capabilities of the linear system

level controllers in terms of distributed controller synthesis and implementation.

3.6 Distributed Anti-windup Controller for Saturated Systems

Now consider a linear input saturated system where the disturbances and initial

condition arenot necessarily constrained to have a known norm bound[ <0G. The

control actions are projected via saturation projector:

GC= �GC� 1 ¸ � PD<0G ¹DC� 1º ¸ FC– (3.19)

In this scenario, controllerSL¹	 x–	 uº previously constructed with(3.13)no longer

realizes the designed closed-loop response(3.13)for (3.19). Nevertheless, we would

like the saturated system to degrade gracefully and preserve stability. Such property
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is traditionally achieved via anti-windup design[91]. Here, we show that the proposed

nonlinear controller achieves natural anti-windup property with little modi�cation.

Anti-windup Controller

Inspired by internal model control (IMC) [93], we modifySL¹	 x–	 uº and consider

an augmented controllerSL¹	 x–a–	 uº where the operator	 x–a is constructed from

(3.13) with augmentation:

	 x–a
C ¹FC:0º =

#Õ

8=1

 
minf )–Ç1gÕ

: =1

' ¹8º
: ¹P[ 8 � P[ 8� 1º¹F Ç 1� : º

!

¸
g¸ 1Õ

: =1

� : � 1 �
F Ç 1� : � P[ # ¹FC� : ¸ 1º

�
– (3.20)

whereg is a positive integer. Recall that by design, we have chosen[ # = [ <0G,

the expected norm bound on disturbances. Compared to(3.13) for the two-zone

case (# = 2) and(3.9) for the N-zone case, we note that(3.20)has the additional

"open-loop" dynamics term. This extra term accounts for the residual disturbances

that are not attenuated by the original controllerSL¹	 x–	 uº because the disturbances

are larger than expected by the projection mapping,i.e., jFCj ¡ [ <0G. Therefore,

SL¹	 x–a–	 uº considers theg-step propagation of the unaccounted disturbances from

SL¹	 x–	 uº. Note that when the disturbances satisfy the assumptionkwk1 � [ <0G,

augmented controllerSL¹	 x–a–	 uº is identical toSL¹	 x–	 uº constructed from

(3.9) and (3.13).

The IMC-like structure of the augmented controllerSL¹	 x–a–	 uº helps the saturated

system to degrade gracefully and preserve stability even when	 x–a–	 u are not the

exact CLMs for the closed-loop system. The closed-loop dynamics of(3.19)under

augmented controllerSL¹	 x–a–	 uº from (3.20) can be checked to be

bFC= � g¸ 1¹bFC� g � P[ <0G ¹bFC� gºº ¸ FC• (3.21)

As shown in [92], the stability of the overall closed loop is equivalent to the stability of

(3.21). We now certify the anti-windup property ofSL¹	 x–a–	 uº with the following

result.

Lemma 3. If g satis�es j � g¸ 1j Ÿ 1, then internal dynamics(3.21) is globally

�nite-gain � 1 -stable where for allw 2 � =
1 ,

kbwk1 �
1

1 � j � g¸ 1j
kwk1 •
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Proof. We �rst present an operator small-gain theorem.

Theorem 11 (Small-gain Theorem[92]). Let � 2 CB¹� =– �=º. If for all x 2 � =
?,

k� ¹xºk? � Wkxk? ¸ Vwith 0 Ÿ W Ÿ1, V � 0, ? = 1–2– • • • –1 , then for allw 2 � =
?,

kbwk? � 1
1� W¹kwk? ¸ Vº wherebw = ¹� � � º� 1w.

Note that the inverse exists because� 2 C¹� =– �=º [92]. We are now in a position to

prove the lemma. We can write (3.21) in the operator form as

bw = ¹� � � º� 1w– (3.22)

where� is a strictly causal operator with component function� C¹bFC:0º := � g¸ 1¹bFC� g�

P[ <0G ¹bFC� gºº. For all bw 2 � =
1 , k� ¹bwºk1 � j � g¸ 1jkbwk1 where we have choseng

such thatj � g¸ 1j Ÿ 1. Therefore, invoking Theorem 11 gives the desired result in

Lemma 3. �

In particular, if � is schur, then there exists: 2 N such thatk� : k Ÿ 1 for any

norm. Therefore, if(3.19)is open-loop stable,SL¹	 x–a–	 uº guarantees graceful

degradation when the closed loop is saturated.

Localized Implementation

Similar to the large-scale constrained LQR case in Section 3.5, since the anti-windup

controllerSL¹	 x–a–	 uº for the saturated linear system(3.19)is composed of linear

CLMs synthesized from(3.18)with locality constraints, localization can be easily

imposed as a convex subspace constraint on the composing linear CLMs. When the

the information structure of the controllers are constrained to the state propagation

pattern according to open-loop dynamicsi.e., the sparsity of� , the anti-windup

controllerSL¹	 x–a–	 uº can be implemented in a localized fashion where information

is exchanged and disturbance is contained in a local controller patch [44]. As will be

illustrated in Section 3.7, this allows for distributed anti-windup controller design for

large-scale saturated systems.

3.7 Simulation

Constrained LQR

To corroborate the results presented in the previous sections, we demonstrate the

performance of a four-zone nonlinear blending controller with radial projection

compared against the optimal linear controller for the constrained LQR problem of
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an open-loop unstable system:

G: ¸ 1 =

2
6
6
6
6
6
4

1 1 0

1 2 1

0 1 1

3
7
7
7
7
7
5

G: ¸

2
6
6
6
6
6
4

0

0

1

3
7
7
7
7
7
5

D: ¸ F : (3.23)

with D<0G = 40, G<0G = 15, [ <0G = 1, & = �3, %= 10. The disturbancesF : are

chosen to be a truncated i.i.d. gaussian random variables with variancef 2. Figure 3.1

shows the optimal cost improvement of the presented nonlinear approach over the

optimal linear controller for di�erent choices of variancef 2. Figure 3.1 showcases

that the proposed controller can exploit the knowledge of the disturbance distribution

to achieve performance improvement over the linear optimal linear controller: for

small f the proposed controller gains more than 30% cost reduction over safe

controller. On the other hand, with increasingf , large disturbances in the system

become more likely, and therefore the opportunity to improve upon the linear optimal

controller is reduced.

Figure 3.1: Performance improvement of optimal nonlinear controllerSL¹	 ¢x–	 ¢uº
over optimal linear controllerSL¹	 x–lin–¢–	 u–lin–¢º for di�erent variancesf 2 of the
non-truncated disturbance. The nonlinear blending controller synthesizes over 4
linear controllers w.r.t. to the projection parameters[ 1 = 0•05– [2 = 0•1– [3 =
0•2– [4 = [ <0G = 1.

Localized Anti-Windup Controller

Consider a bi-directional chain system with8th node's dynamics being

G8
Ç 1 = ¹1 � 0•4jN ¹8ºjºG8

C¸ 0•4
Õ

92N8

G9
C ¸ sat¹D8

C– D<0Gº ¸ F8
C–

whereN ¹8º denotes the set of vertices that has an edge connected to8th vertex and

F8
Cis the8th coordinate of disturbance vector at timeC. In particular,kwk1 � 1 and

G0 = 0. One can check that the overall chain system is open-loop marginally stable.
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(a) Integral Controller (b) Non-integral Controller (c) Nonlinear Controller

(d) Integral Controller (e) Non-integral Controller (f) Nonlinear Controller

Figure 3.2:Worst-case (top row) and Staggered Step Input (bottom row) Response
under Saturation for a marginally stable 20-node Chain System with Sparse Actuation.
Top Row: The heatmaps show how a worst-case disturbance is propagated through
space-time for the saturated chain system. The integral controller becomes unstable
due to saturation and the naive blending controller possesses has the anti-windup
property of the non-integral controller. In addition to anti-windup, the proposed
controller is localized and accommodates sparse actuation, communication delay,
and controller sparsity constraints. Here every other node has a control input
(50% actuation) with 1 time step actuation delay and 1 time step communication
delay between nodes, while enforcing a controller sparsity that conforms to the
communication pattern of dynamics matrix� . Bottom Row: Response to small
step disturbances at node 8,10,12 entering at time 2,6,10, respectively. As in the
scalar case, the proposed blending controller not only stabilizes under saturation
but also recovers the performance objective of rejecting small step disturbances.
This contrasts against the non-integral controller, which sacri�ces small-signal
performance for stability.
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We illustrate the anti-windup property of the nonlinear controller(3.9) in the

decentralized setting with additional sparsity, locality, and delay constraints. First,

a nominal integral controller for this system is designed and dubbed theIntegral

Controller. Due to its integral structure, theIntegral Controllerfor the unconstrained

closed loop guarantees convergence of the state to the origin under persistent

disturbance,i.e, step rejection. In comparison, a second linear controller synthesized

from standard constrained LQR problem that guarantees stability for all admissible

w under saturation is generated. We refer to this linear controller as theNon-integral

Controllersince the states only stay bounded under persistent admissable disturbance.

The nonlinear controller with saturation projection here is chosen to be a two-zone

blending controller consisted of CLMs of the form(3.13). The simulation shows

the anti-windup property as well as preservation of step rejection in both large-

and small-disturbance schemes of the proposed method. Figure 3.2 shows that the

blending controller stabilizes the system while integral controller becomes unstable

under worst-case bounded disturbance. On the other hand, the proposed blending

controller preserves performance of step rejection while the linear Non-integral

Controllers forfeits the performance objective in order to preserve stability in the

saturated closed loop. In this chain example, we allow 1 time step communication

delay between nodes and actuation delay with 50% control authority. The localization

pattern imposed on the system response allowsSL¹	 x–	 uº to be implemented in

local patches, therefore making the controller distributed.

3.8 Conclusion

Int his chapter, we propose a tractable nonlinear distributed control synthesis method

that outperforms any optimal linear controllers for the distributed and localized LQR

problems under input saturation and state constraints. It was further shown that

such controller naturally possesses anti-windup property for linear systems with

input saturation. A key highlight is that the presented approach enjoys the same

compatibility with locality and communication delay constraints and distributed

implementation, as the linear system level synthesis approach presented in Chapter 2.
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C h a p t e r 4

NON-ASYMPTOTIC LEARNING OF UNCERTAINTY SETS VIA
SET MEMBERSHIP

In this chapter, we present the uncertainty set estimation method that will serve as

a link between machine learning techniques and model-based control methods as

introduced in Chapter 1. Uncertainty sets are crucial for the quality of robust learning

and control since they directly in�uence the conservativeness and the safety of the

algorithm.

Departing from the con�dence region analysis of least squares estimation, which is

one of the most common estimation methods in learning-based control literature,

this chapter investigates properties of the set membership estimation (SME) method

commonly seen in robust adaptive control. Though good numerical performance

have attracted applications of SME in many domains including energy systems and

robotics, the non-asymptotic convergence rate of SME for linear systems remains an

open question. In this chapter, we will provide the �rst convergence rate bounds for

SME and propose novel variations of SME under relaxed assumptions that improve

the practicality and performance of SME. Interestingly, in some settings, SME breaks

through the theoretical lower bound on sample complexity of the estimation task of

linear dynamical systems previously shown for the popular ordinary least squares

estimation, enabling improved performance for a range of safety-critical tasks over

previous approaches.

[1] Y. Li*, J. Yu*, L. Conger, T. Kargin, and A. Wierman, �Learning the uncer-
tainty sets of linear control systems via set membership: A non-asymptotic
analysis,�Forty-�rst International Conference on Machine Learning (ICML),
2024. [Online]. Available:https : / / openreview . net / forum ? id =
n2kq2EOHFE.

4.1 Introduction

The problem of estimating unknown linear dynamical systems of the formGÇ 1 =

� ¢GC¸ � ¢DC¸ FCwith unknown parameters¹ � ¢– �¢º has seen considerable progress

recently [26], [58]�[60], [94]�[96]. Most literature focuses on the analysis of the least

squares estimator (LSE) and its variants, where sharp bounds on the convergence

rates for subGaussian disturbancesFChave been obtained [59], [96]. Building on
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this, there is a rapidly growing body of literature on �learning to control" unknown

linear systems that leverages LSE to achieve various control objectives, such as

stability and regret [17], [24], [25], [28], [59], [97].

However, for successful application of learning-based control methods to safety-

critical applications, it is crucial to quantify the uncertainties of the estimated system

and to robustly satisfy safety constraints and stability despite these uncertainties [29],

[30]. A promising framework for achieving this is to estimate the uncertainty set of

the unknown system parameters and to utilize robust controllers to satisfy the robust

constraints under any parameters in the uncertainty set [30], [98]. Uncertainty set

estimation is crucial for the success of robust control: on the one hand, too large of an

uncertainty set gives rise to over-conservative control actions, resulting in degraded

performance; on the other hand, if the uncertainty set is underestimated and fails to

contain the true system, the resulting controller may lead to unsafe behaviors [30],

[31].

To estimate uncertainty sets, a popular method is to construct LSE's con�dence

regions [24], [59]. However, this approach yields a con�dence region for a point

estimate rather than directly estimating the uncertainty set of the model. Further, the

con�dence regions are usually derived from concentration inequalities, which allows

convergence rate analysis but may su�er conservative constant factors [31], [59].

In this chapter, we instead focus on a direct uncertainty set estimation method: set

membership estimation (SME), which estimates the uncertainty set without relying

on the concentration inequalities underlying the approaches based on LSE. SME

has a long history in the control community [48], [49], [99]�[102]. SME has

primarily been proposed for scenarios with bounded disturbances, which is common

in safety-critical systems, e.g. power systems [103], unmanned aerial vehicles (UAV)

[104], [105], and building control [106]. Further, the bounded disturbance is a

standard assumption in control when certain safety requirements are desired, such as

robust (adaptive) constrained control [24], [49], [107], online (constrained) control

[14], [108]�[110].

Consequently, SME has been widely adopted in the robust (adaptive) constrained

control literature [49]�[54] and the online control literature [13], [55], [99], [111].

Figure 4.1 provides a toy example illustrating SME's promising performance under

bounded disturbances.

On the theory side, the convergence analysis of SME generally considers a simple
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(a) Diameters of uncertainty sets (b) ) = 5 (c) ) = 250

Figure 4.1: A visualized toy example of uncertainty set comparison between SME
in (4.2) and LSE con�dence regions in [59], [60] for a one-dimensional system
GÇ 1 = � ¢GC¸ � ¢DC¸ FC, with FC– DC 2 »� 1–1¼generated i.i.d. from a truncated
Gaussian distribution. Detailed experiment settings are in Section 4.I.Figure (a)
compares the diameters of the uncertainty sets from SME and LSE 90% con�dence
bounds.Figure (b) and (c)visualize the the uncertainty sets after) = 5 and) = 250
data points.

regression problem:HC= \ ¢GC¸ FCwith a deterministic sequence ofGCand bounded

i.i.d. disturbancesFC[112]�[116]. This regression problem does not capture the

correlation betweenGCand the historyFC� 1– • • • – F0 in the dynamical systems. This

issue was largely overlooked in the vast literature of empirical algorithm design

related to SME (for example, see [49], [117], etc.). It was not until recently that

[118] provided the �rstasymptotic convergenceguarantees for SME in linear systems.

However, thenon-asymptotic convergence ratestill remains open for SME in linear

dynamical systems.

Contributions. This chapter tackles the open question above by providing non-

asymptotic bounds on the convergence rates of SME for linear systems. To the best

of our knowledge, this is the �rst convergence rate analysis of SME for dynamical

systems in the literature.

We consider two scenarios in our analysis. Firstly, when atight boundW on the

support ofFCis known, we provide an instance-dependent convergence rate for SME.

Interestingly, for several common distributions ofFC, SME enjoys a convergence

rate e$ ¹=1•5
G ¹=G ¸ =Dº2•) º, which is faster than the LSE's error bound$ ¹

p
=Ģ =Dp

)
º

in terms of the number of samples) but is worse in terms of the dependence on

state and control dimensions=G– =D. The improved convergence rate of SME with

respect to) is enabled by leveraging the additional boundedness property ofFC,
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which is a common assumption in robust constrained control but is not utilized in

LSE's analysis. Secondly, when a tight bound ofFCis unknown, we introduce a

UCB-SME algorithm that learns conservative upper bounds ofFCfrom data and

constructs uncertainty sets based on the conservative upper bounds. We also provide

a convergence rate of UCB-SME, which has the same dependence on) but has

worse dependence on=Gby a factor of
p

=Gcompared with the convergence rate with

a known tight bound.

Our estimation error bound relies on a novel construction of an event sequence based

on designing a sequence of stopping times. This construction, together with the

BMSB condition in [96], addresses the challenge caused by the correlation between

GC– DC, and the history disturbances (see the proof of Theorem 12 for more details).

Moreover, our results lay a foundation for future non-asymptotic analysis of control

designs based on SME. To illustrate this, we apply our results to robust-adaptive

model predictive control and robust SLS and discuss the novel non-asymptotic

guarantees enabled by our convergence rates of SME.

Finally, we conduct extensive simulations to compare the numerical behaviors of

SME, UCB-SME, and LSE's con�dence regions, which demonstrates the promising

performance of SME and UCB-SME.

4.2 Problem Formulation and Preliminaries

This chapter focuses on the identi�cation of uncertainty sets of unknown system

parameters in the linear dynamical system:

GÇ 1 = � ¢GC¸ � ¢DC¸ FC– (4.1)

where� ¢– �¢ are the unknown system parameters,GC2 R=G– DC2 R=D. For notational

simplicity, we de�ne\ ¢ = ¹ � ¢– �¢º by matrix concatenation andI C= ¹G>
C– D>Cº> 2

R=I by vector concatenation, where=I = =G¸ =D. Accordingly, the system(4.1)can

be written asGÇ 1 = \ ¢ I C¸ FC.

The goal of the uncertainty set identi�cation problem is to determine a set� ) that con-

tains the true parameters\ ¢ = ¹ � ¢– �¢º based on a sequence of dataf GC– DC– GÇ 1g) � 1
C=0 .

Set� ) is called an uncertainty set since it captures the remaining uncertainty on the

system model after the revelation of the data sequencef GC– DC– GÇ 1g) � 1
C=0 .

Uncertainty sets play an important role in robust control, where one aims to achieve

robust constraint satisfaction [49], [107], robust objective optimization [119], and/or
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robust stability [120] for any model in the uncertainty set.1 Therefore, the diameter

of the uncertainty sets heavily in�uences the conservativeness of robust controllers

and thus the control performance. Formally, we de�ne the diameter as follows.

De�nition 4.2.1 (Diameter of a set of matrices). Consider a setS of matrices\ 2

R=G� =I . We de�ne the diameter ofS in Frobenius norm asdiam¹Sº = sup\–\02S k\ �

\ 0k� .

Set Membership Estimation (SME)

In this section, we review set membership estimation (SME), which is an uncertainty

set identi�cation method that has been studied in the control literature for decades

[102], [107]. SME primarily focuses on systems withboundeddisturbances, i.e.

FC2 W for some boundedW for all C� 0. WhenW is known, SME computes an

uncertainty/membership set by

� ) =
) � 1Ù

C=0

f b\ : GÇ 1 � b\I C2 Wg• (4.2)

It is straightforward to see that\ ¢ 2 � ) whenFC2 W .

The bounded disturbance assumption may seem restrictive, considering that the

uncertainty set identi�cation based on the con�dence region of LSE only requires

subGaussian disturbances [96]. However, in many control applications, it is reason-

able and common to assume boundedFC. For example, bounded disturbances is

a standard assumption in the robust constrained control literature, such as robust

constrained LQR [24], [49], [107], [118], and online constrained control of linear

systems [108], [110]. This is di�erent from unconstrained control, where unbounded

subGaussian disturbances are usually considered [120]. The di�erence in the dis-

turbance formulation is largely motivated by the applications: constrained control

is mostly applied to safety-critical applications, where the disturbances are usually

bounded. For example, in UAV and �ight control, the disturbances are mostly caused

by wind gusts, and wind disturbances are bounded in practice [104], [105]. Similarly,

in building thermal control, the disturbances are caused by external heat exchanges,

which are also bounded [106].

Ideally, one hopes that� ) converges to the singleton of the true modelf \ ¢ g or at

least a small neighborhood of\ ¢ . This usually calls for additional assumptions, such
1In addition to model uncertainties, robust control may also consider other system uncertainties,

e.g., disturbances, measurement noises, etc.
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as the persistent excitation property on the observed data and additional stochastic

properties onFC. In this chapter, we consider the following assumptions to establish

convergence rate bounds on the diameter of� ) , which, to the best of our knowledge,

is the �rst non-asymptotic guarantee of SME for linear dynamical systems.

The �rst assumption formalizes the bounded disturbance assumption discussed above

and introduces stochastic properties ofFCfor analytical purposes.

Assumption 3(Bounded i.i.d. disturbances). The disturbances are box-constrained,

FC2 W := f F 2 R=G : kF k1 � Fmaxg for all C� 0. Further,FCis i.i.d., has zero

mean and positive de�nite covariance matrix� F .

Assumption 3 is common in SME literature, e.g. [113], [116], [118]. In terms of

generality, boundedness is essential for SME. The stochastic properties, such as i.i.d.,

zero mean, positive de�nite covariance, are standard in the recent learning-based

control literature and allow the use of statistical tools utilized and developed in

the recent literature for non-asymptotic analysis [96], [121]. Besides, it is worth

mentioning that SME still works in non-stochastic settings. In particular, as long as

FC2 W , even without the stochastic properties in Assumption 3, the SME algorithm

(4.2) still generates a valid uncertainty set that contains\ ¢ . It is an interesting

future direction to study the convergence rate of SME without assuming stochastic

disturbances.

Next, we introduce the assumptions onDC, which relies on the block-martingale

small-ball (BMSB) condition proposed in [96]. It can be shown that the BMSB

guarantees persistent excitation (PE) with high probability under proper conditions

(see Proposition 2.5 in [96] and Lemma 4). The PE condition requires thatI Cexplores

all directions, which is essential for system identi�cation [122].

De�nition 4.2.2 (Persistent excitation). There existsU ¡ 0 and< 2 N¸ , such that

for anyC0 � 0,

1
<

C0¸ < � 1Õ

C=C0

 
GC

DC

!

¹G>
C– D>Cº � U2�=Ģ =D•

De�nition 4.2.3 (BMSB [96]). Consider a �ltrationfFCgC� 1 and anfFCgC� 1-adapted

random processf / CgC� 1 in R3. f / CgC� 1 satis�es the¹:–� B1– ?º-block martingale

small-ball (BMSB) condition for: ¡ 0, a positive de�nite� B1, and0 � ? � 1, if the

following holds: for any �xed_ 2 R3 with k_k2 = 1, we have1
:

Í :
8=1 P¹j_> / Ç 8j �

p
_> � B1_ j FCº � ? for all C� 1.
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The following is the assumption onDC.

Assumption 4(BMSB and boundedness). With �ltration FC= F ¹F0– • • • – FC� 1– I0– • • • – ICº,

the FC-adapted stochastic processf I CgC� 0 satis�es ¹1– f 2
I �=I – ?I º-BMSB for some

f I – ?I ¡ 0. Besides, there exists1I � 0 such thatkI Ck2 � 1I almost surely for all

C� 0.

Assumption 4 requiresDCto guarantee both BMSB and boundedI C. This can be

satis�ed by several robust (adaptive) constrained control policies, such as robust

(adaptive) model predictive control [49], [107], [118], system level synthesis [24],

and control barrier functions [123]. In the following, we brie�y discuss robust

(adaptive) MPC as an example. The other approaches can be similarly shown to

satisfy Assumption 4.

Example 5 (Robust (adaptive) MPC). Robust MPC is a popular method for the

robust constrained control [124], which aims to optimize the control objective while

satisfying robust safety constraints,

I C2 Zsafe–whereGÇ 1= \I C¸ FC–8 \ 2 � 0– FC2W – (4.3)

where� 0 is an initial uncertainty set known a priori, and the safety constraintZsafe

is usually bounded. The robust MPC policy, denoted byDC= cRMPC¹GC; � 0–Wº ,

satis�es the constraints(4.3) for any \ 2 � 0. Therefore, it naturally guarantees

boundedI Cunder the true\ ¢ . Further, as shown in [125], BMSB can be achieved

by adding a random disturbance, i.e.DC= cRMPC¹GC; � 0–Wº ¸ [ C, where[ Cis i.i.d.,

bounded, and has positive de�nite covariance. Therefore, the randomly perturbed

robust MPC can satisfy Assumption 4. Robust adaptive MPC is based on the same

control design,DC= cRMPC¹GC; � C–Wº , but utilizes adaptively updated uncertainty

sets� C. Notice that� Cis usually updated by SME in the literature of robust adaptive

MPC [49], [107], [117].

We also note that BMSB and boundedI Cwith high probability are assumed in

LSE literature (Theorem 2.4 [96]), and boundedI Cwith high probability under

subGaussian disturbances corresponds to boundedI Cunder bounded disturbances

for linear systems (see bounded-input-bounded-output stability in Sec. 9 of [126]).

Finally, we assume that the boundFmax on FC is tight in all directions, which is

common in the literature on SME analysis [112], [113], [118].
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Assumption 5(Tight bound onFC). For anyn ¡ 0, there exists@F ¹nº ¡ 0, such that

for any1 � 9 � =, we have

min¹P¹F 9
C � n � Fmaxº–P¹F 9

C � Fmax � nºº � @F ¹nº–

whereF 9
C denotes the9th entry of vectorFC. Without loss of generality, we can

further assume@F ¹nº to be non-decreasing withn and@F ¹2Fmaxº = 1.2

In essence, Assumption 5 requires that ahyper-cubicW = f F : kF k1 � Fmaxg

should betight on the support ofFCin all coordinate directions, that is, there exists a

positive probability@F ¹nº such thatFCvisits ann-neighborhood ofFmax and� Fmax,

respectively, on all coordinates.

When the support ofFC is indeedW = f F : kF k1 � Fmaxg, many common

distributions enjoy@F ¹nº � 
 ¹nº.3 For example, for the uniform distribution onW ,

we have@F ¹nº = n
2Fmax

; for the truncated Gaussian distribution with zero mean,f 2
F �=

covariance, and truncated regionW , we have@F ¹nº = n
2Fmaxf F

exp¹ � F2
max

2f 2
F

º; and for

the uniform distribution on the boundary ofW (a generalization of Rademacher

distribution), we have@F ¹nº � 1
2=G

� 
 ¹nº (see Section 4.C for more details).

However, knowing a tight bound on the support ofFCcan be challenging in practice.

Therefore, we will discuss how to relax this assumption and learn a tight bound from

data in Section 4.3.

Further, the requirement of a hyper-cubicW can be restrictive because di�erent

entries of disturbances may have di�erent magnitudes, resulting in a hyper-rectangular

support that violates Assumption 5. Our follow-up work [127] relaxes this assumption

and generalizes the results in this chapter.

4.3 Set Membership Convergence Analysis

Convergence Rate of SME with KnownFmax

We now present the main result (Theorem 12) of this chapter, which is a non-

asymptotic bound on the estimation error of SME given bounded i.i.d. stochastic

disturbances.

2This is becauseP¹F 9
C � n � Fmaxº andP¹F 9

C � Fmax � nº are non-decreasing withn, and
P¹F 9

C � � Fmaxº = P¹F 9
C � Fmaxº = 1 by Assumption 3.

3The
 ¹�º notation is the lower bound version of$ ¹�º.
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Theorem 12(Convergence rate of SME). For any< ¡ 0 anyX ¡ 0, when) ¡ < ,

we have

P¹diam¹� ) º ¡ Xº �
)
<

e$ ¹=2•5
I º0=I

2 exp¹� 03< º
|                            {z                            }

T1

¸ e$ ¹¹=G=I º2•5º0=G=I
4

�
1 � @F

�
01X

4
p

=G

� � d) •< e

|                                                  {z                                                  }
T2¹Xº

where01 = f I ?I
4 , 02 = 6412

I

f 2
I ?2

I
, 03 = ?2

I
8 , 04 = 41I

p
=G

01
, ?I – fI – 1I are de�ned in

Assumption 4,d�edenotes the ceiling function, anddiam¹�º is de�ned in De�nition

4.2.1, the factors hidden ine$ ¹�º are provided in Appendix 4.D.

Theorem 12 provides an upper bound on the �failure� probability of SME, i.e., the

probability that the diameter of the uncertainty set is larger thanX. In this bound,

T1 decays exponentially with< , so for any smalln ¡ 0, < can be chosen such that

T1 � n, which indicates< � $ ¹=I ¸ log) ¸ log¹1•nºº. For anyX ¡ 0, T2¹Xº decays

exponentially with the number of data points) and involves a distribution-dependent

function@F ¹�º, which characterizes how likely it is forFCto visit the boundary of

W as de�ned in Assumption 5. To ensure the probability upper bound in Theorem

12 to be less than 1, one can choose< = $ ¹log) º and a large enough) such that

) � $ ¹< º = $ ¹log¹) ºº. If FCis more likely to visit the boundary, (a larger@F ¹�º),

then SME is less likely to generate an uncertainty set with a diameter bigger thanX.

Estimation error bounds when @F ¹nº = 
 ¹nº. To provide intuition forT2¹Xº

and discuss the estimation error bound in Theorem 12 more explicitly, we consider

distributions satisfying@F ¹nº = 
 ¹nº for all n ¡ 0. Notice that several common

distributions satisfy this additional requirement, such as uniform distribution and

truncated Gaussian distribution as discussed after Assumption 5.

Corollary 12.1 (Estimation error bound when@F ¹nº = 
 ¹nº). For anyn ¡ 0, let

< � $ ¹=I ¸ log) ¸ log¹1•nºº

in the following.4 If FCis generated i.i.d. by a distribution satisfying@F ¹nº = 
 ¹nº

for all n ¡ 0, then with probability at least1 � 2n, for anyb\ ) 2 � ) , we have

kb\ ) � \ ¢ k� � diam¹� ) º � e$
�
=1•5

G ¹=G¸ =Dº2

)

�
•

4A detailed formula is provided in Appendix 4.E.
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Corollary 12.1 indicates that the estimation error of any point in the uncertainty set

� ) can be bounded bye$
�

=1•5
G ¹=Ģ =Dº2

)

�
when@F ¹nº � 
 ¹nº.

Dynamical systems without control inputs.SME also applies to dynamical systems

with no control inputs, i.e.,GÇ 1 = � ¢GC¸ FC, where the uncertainty set of� ¢ can be

computed byA) =
Ñ ) � 1

C=0 f b� : kGÇ 1 � b�GCk1 � Fmaxg• Its convergence rate can be

similarly derived via the proof of Theorem 12.

Corollary 12.2 (Convergence rate with� ¢ = 0 (informal)). For stable� ¢ , for any

< ¡ 0– X ¡0– ) ¡ < , we have

P¹diam¹A) º ¡ Xº �
)
<

e$ ¹=2•5
G º0=G

2 exp¹� 03< º

¸ e$ ¹=5
Gº0=2

G
4 ¹1 � @F ¹

01X

4
p

=G
ººd) •< e

Consequently, when@F ¹nº = 
 ¹nº, e.g. uniform or truncated Gaussian, we have

diam¹A) º � e$ ¹=3•5
G •) º.

Note that [96] have shown a lower bound
 ¹
p

=G•
p

) º for the estimation of linear

systems with no control inputs whenFCfollows an (unbounded) Gaussian distribution.

Interestingly, Corollary 12.2 reveals that, for some bounded-support distributions of

FC, e.g. Uniform and truncated Gaussian, SME is able to converge at a faster rate
e$ ¹1•) º in terms of the sample size) . This does not con�ict with the lower bound in

[96] because SME's rate only holds for bounded disturbances. In fact, from(4.2), it is

straightforward to see that SME does not even converge under Gaussian disturbances.

Therefore, SME is mostly useful in applications with bounded disturbances, e.g.

robust constrained control, safety-critical systems, etc., while LSE's con�dence

regions are preferred for unbounded disturbances.

Lastly, Corollary 12.2 shows that SME's convergence rate has a poor dependence

with respect to=G: e$ ¹=3•5
G º. This is likely a proof artifact because we do not observe

such poor dimension scaling in simulation (see Figure 4.3). It is left as future work

to re�ne the dimension dependence.

SME with Unknown Fmax

Next, we discuss the convergence rates of SME without knowing a tight boundFmax

in three steps: 1) only knowing a conservative upper bound ofFmax, 2) learning

Fmax from data, and 3) a variant of SME that converges without prior knowledge of

F<0G.
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1) SME with a conservative upper bound forFmax. In many practical scenarios, it

is easier to obtain an over-estimation of the range of the disturbances instead of a

tight upper bound, i.e.,bFmax � Fmax. In this case, we can show that the uncertainty

set converges to a small neighborhood around\ ¢ of size$ ¹
p

=G¹bFmax � Fmaxºº at

the same convergence rate as Theorem 12.

Theorem 13(Convservative bound onFmax). WhenFmax in Assumption 5 is unknown

but an upper boundbFmax � Fmax is known, consider the following SME algorithm:

b� ) ¹bFmaxº =
) � 1Ù

C=0

f b\ : kGÇ 1 � b\I Ck1 � bFmaxg•

For any< ¡ 0, X ¡ 0, ) ¡ < , we have

P¹diam¹b� ) º ¡ X ¸ 05
p

=G¹bFmax � Fmaxºº � T1¸ T2¹Xº –

where05 = 4
01

, T1–T2¹Xº are de�ned in Theorem 12.

2) Learning Fmax. WhenFmax is not accurately known, we can try to learn it from

the data. Let's �rst consider the learning algorithm studied in [112].

�F ¹) º
max = min

\
max

0� C� ) � 1
kGÇ 1 � \I Ck1 • (4.4)

Though algorithm(4.4)cannot provide an upper bound onFmax under �nite samples

because�F ¹) º
max � Fmax for �nite ) ,5it can be shown that�F ¹) º

max converges toFmax as

) ! ¸1 . The convergence for linear regression has been established in [112]. The

following theorem establishes the convergence and convergence rate of algorithm

(4.4) for linear dynamical systems. Based on this convergence rate, we will design

an online learning algorithm (4.5) that generates converging upper bounds ofFmax.

Theorem 14. The estimation�F ¹) º
max of Fmax satis�es:

0� Fmax � �F ¹) º
max� 1I diam¹� ) º

|          {z          }
T3

¸ Fmax� max
0� C� ) � 1

kFCk1

|                    {z                    }
T4

Therefore, for anyX ¡ 0,

P¹Fmax � �F ¹) º
max ¡ Xº � T1 ¸ T2

�
X

21I

�
¸ T5

�
X
2

�
–

whereT5¹Xº = ¹1 � @F ¹Xºº) .
5If SME does not use an upper bound onFmax, the generated uncertainty set may not contain the

true parameter\ ¢ .
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Notice thatT4 is the smallest possible learning error ofFmax from historyFC, which

can be achieved if one can directly measureFC. However, with unknown\ ¢ , it is

challenging to measure/computeFCexactly, then Theorem 14 shows that the learning

error ofFmax has an additional termT3 that depends on the uncertainty around\ ¢ .

Therefore, the convergence rate of�F ¹) º
max can be obtained by our non-asymptotic

analysis of SME in Theorem 12.

Further, when@F ¹nº = 
 ¹nº, the convergence rate of�F ¹) º
max can be explicitly bounded

by e$ ¹=1•5
G =2

I •) º, which is of the same order as the convergence rate of the diameter

of � ) .

Corollary 14.1. For any0 Ÿ n Ÿ1•3 and any) � 1, there existsX) ¡ 0 satisfying

lim) !1 X) = 0 such that

0 � Fmax � �F ¹) º
max � X)

with probability at least1 � 3n.

In particular, when@F ¹Xº = $ ¹Xº, with probability1 � 3n,

0 � Fmax � �F ¹) º
max � X) = e$ ¹=1•5

G =2
I •) º

3) SME with unknown Fmax. Unfortunately, �F ¹) º
max cannot be directly applied

to SME because�F ¹) º
max � Fmax, which may cause\ ¢ 8 b� ) ¹ �F ¹) º

maxº. However, by

leveraging our convergence rate bound in Theorem 14, we can construct an upper

con�dence bound (UCB) ofFmax and a corresponding UCB-SME algorithm:

bF ¹) º
max = �F ¹) º

max ¸ X) – b� ucb
) = b� ) ¹bF ¹) º

maxº– (4.5)

whereX) is de�ned in Corollary 14.1.

Then, by combining Theorem 13 and Corollary 14.1, we can verify the well-

de�nedness of UCB-SME and obtain its convergence rate.

Theorem 15. For any0 Ÿ n Ÿ1•3, any) � 1, with probability at least1 � 3n, we

have

\ ¢ 2 b� ucb
) – diam¹b� ucb

) º � $ ¹
p

=GX) º•

In particular, if @F ¹nº = 
 ¹nº, thendiam¹b� ucb
) º � $ ¹=2

G=2
I •) º with probability at

least1 � 3n.

Notice that UCB-SME converges at the same rate in terms of) but
p

=G-worse in

terms of dimensionality when compared with SME knowing a tight boundFmax.
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Remark 2 (Computation complexity). SME can be computed by linear programming

since all constraints are linear in(4.2). Further, UCB-SME can also be computed

by linear programming because(4.4) can be reformulated as a linear program.

However, the number of constraints for SME and UCB-SME increases linearly with) .

To address the computation issue of SME, many computationally e�cient algorithms

have been proposed based on approximations of(4.2), e.g. [55], [115], [118]. The

convergence rates of these approximate algorithms are unknown and how to design

computationally e�cient UCB-SME remains open.

4.4 Proof Sketch

The major technical novelty of this chapter is the proof of Theorem 12, thus we

describe the key ideas here. The complete proof is provided in Appendix 4.D. For

ease of notation and without loss of generality, we assume) •< is an integer in the

following.

Speci�cally, we �rst de�ne a set� ) on the model estimation errorW= b\ � \ ¢ by

leveraging the observation thatGB̧ 1 � b\I B = FB � ¹ b\ � \ ¢ºI B,

� C=
C� 1Ù

B=0

f W: kFB � WIBk1 � Fmaxg– 8 C� 0• (4.6)

Notice that� C= \ ¢ ¸ � C, sodiam¹� Cº = diam¹� Cº, and

diam¹� Cº = sup
W–W02� C

kW� W0k� � 2 sup
W2� C

kWk� •

Thus, we can de�neE1 B f9 W2 � ) –s.t. kWk� � X
2gsuch thatP¹diam¹� ) º ¡ Xº �

P¹E1º.

Next, we de�ne an eventE2 below, which is essentially PE on every time segments

:< ¸ 1 � C� :< ¸ < for : � 0, where the choice of< will be speci�ed later.

E2 =

(
1
<

<Õ

B=1

I :< ¸ BI >
:< ¸ B � 02

1�=I –8 0 � : �
�
)
<

�
� 1

)

–

where01 = f I ?I
4 . Now, by dividing the eventE1 based onE2, we obtain

P¹diam¹� ) º ¡ Xº � P¹E1º � P¹E2
2º ¸ P¹E1 \ E 2º•

The proof can be completed by establishing the following bounds onP¹E2
2º and

P¹E1 \ E 2º.
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(a) Truncated Gaussian (b) Uniform Distribution (c) bF ¹) º
max and �F ¹) º

max in UCB-SME

Figure 4.2:Figures (a)-(b)compares the diameters of SME, UCB-SME, and SME
with loose disturbance upper bounds that are 2, 3, 5, and 10 times larger than the
true disturbance boundFmax, as well as the baseline uncertainty set from the 90%
con�dence region of LSE.Figure (c) shows the convergence to the true boundFmax
of the lower estimation�Fmax in (4.4)and the UCBbFmax generated by the UCB-SME
algorithm inFigures (a)-(b).

Lemma 4(Bound onP¹E2
2º). P¹E2

2º � T1, where02 = 6412
I

f 2
I ?2

I
and03 = ?2

I
8 .

Lemma 5(Bound onP¹E1\E 2º). P¹E1\E 2º � T2¹Xº, where04 = max¹1–41I
p

=G•01º.

Roughly, Lemma 4 indicates that PE holds with high probability, which is proved by

leveraging the BMSB assumption and set discretization. The proof of Lemma 5 is

more involved and is our major technical contribution. On a high level, the proof

relies on two technical lemmas below.

Lemma 6(Discretization ofE1\E 2 (informal)). LetM = f W1– • • • – WEWgdenote annW-

net off W: kWk� = 1g. Under a proper choice ofnW, we haveEW= e$ ¹=2•5
G =2•5

I º0=G=I
4 .6

We can constructe� ) such that

P¹E1 \ E 2º � P¹f9 1 � 8� EW– 3� 0–s.t. 3W8 2 e� ) g \ E 2º

�
EWÕ

8=1

P¹E1–8\ E 2º

whereE1–8= f9 3 � 0–s.t. 3W8 2 e� ) g.

Lemma 6 leverages �nite set discretization to bound the existence of a feasible

element in an in�nite continuous set. The formal version of Lemma 6 is provided as

Lemma 15 in the appendix.
6The exact formulas ofEWandnWare in Lemma 11.
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Lemma 7(Construction of event� 8–:via stopping times (informal)). ConsiderFC

as de�ned in Assumption 4. Under the conditions in Lemma 6, we construct� 8–:for

all 8and all 0 � : � ) •< � 1 by

� 8–:=
�

18–:<̧ ! 8–:F
98–:<¸ ! 8–:

:< ¸ ! 8–:
�

01X
4
p

=G
� Fmax–and

1
<

<Õ

B=1

I :< ¸ BI >
:< ¸ B � 02

1�=I

)

–

where18–C– 98–Care measurable inFC, and ! 8–: is constructed as a stopping time

with respect tofF :< ¸ ;g; � 0. The formal de�nitions of18–C– 98–C– !8–:are provided in

Appendix 4.D.

Then, we have

P¹E1–8\ E 2º � P

 
) •< � 1Ù

: =0

� 8–:

!

�
�
1 � @F

�
01X

4
p

=G

�� )
<

The constructions of� 8–:and! 8–:in Lemma 7 are our major technical contribution.

With the constructions above, the proof can be completed by leveraging the conditional

independence property of stopping times, which is brie�y discussed below. Notice

that by conditioning on the eventf ! 8–:= ;g, we haveF :< ¸ ! 8–: = F :< ¸ ; andF :< ¸ ; is

independent ofF:< ¸ ; . Consequently,F :< ¸ ; is also independent of18–:<̧ ! 8–:– 98–:<̧ ! 8–:

conditioning onf ! 8–:= ;gsince18–:<̧ ;– 98–:<̧ ; are measurable inF:< ¸ ; . Therefore,

the probability of� 8–:conditioning onf ! 8–:= ;gcan be bounded by the probability

distribution ofFC, which enjoys good properties such as Assumption 5. More details

of the proof are in Appendix 4.D.

In conclusion, Lemma 5 follows directly from Lemma 6 and Lemma 7. Combining

Lemma 5 and Lemma 4 completes the proof of Theorem 12.

Remark 3 (Convergence rate of SME for general time series). Similar to Theorem

2.4 in [96], our results for linear dynamical systems can also be generalized to

general time series with linear responses:

HC= \ ¢ I C¸ FC– C� 0–

whereF H
C = F ¹F0– • • • – FC– I0– • • • – ICº, HC2 R=H is measurable inF H

C but not inF H
C� 1.

The SME algorithm is

� H
) =

) � 1Ù

C=0

f b\ : HC� b\I C2 Wg•
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Under Assumptions 3, 4, and 5, we have

P¹diam¹� H
) º ¡ Xº �

)
<

e$ ¹=2•5
I º0=I

2 exp¹� 03< º

¸ e$ ¹¹=H=I º2•5º0
=H=I

4

�
1 � @F

�
01X

4p =H

� � d) •< e

–

where01– 02– 03 are de�ned in Theorem 12 and04 =
41I

p =H

01
.

4.5 Applications to Robust Adaptive Control

Robust adaptive control usually involves two steps: updating the uncertainty set

estimation, and designing robust controllers based on the updated uncertainty set.

SME can be naturally applied to robust adaptive control as the updating rule of the

uncertainty set estimation. To illustrate this, we discuss the applications of SME

to two popular controllers, robust adaptive MPC and robust SLS. We focus on the

implications of our convergence rates.

Application of SME to robust adaptive MPC. SME has long been adopted

in the robust adaptive MPC design (see e.g., [49], [107], [117]). Despite the

regret analysis for unconstrained MPC and its variants (e.g. [128], [129]), the

non-asymptotic analysis for robust adaptive MPC remains unsolved. Applying

Theorem 12 straightforwardly, we can obtain a non-asymptotic estimation error

bound for robust adaptive MPC below, which lays a foundation for future regret

analysis. For simplicity, we consider a tight boundW is known below, but our

results for unknownW can also be applied similarly.

Corollary 15.1. Consider the robust adaptive MPC controller introduced in Example

5, where� Cis updated by SME andW is known.7 Under the conditions of Corollary

12.1, the estimation error for anyb\ ) 2 � ) can be bounded bykb\ ) � \ ¢ k� � e$ ¹ =1•5
G =2

I
) º

with high probability.

Application of SME to robust SLS. Robust SLS has been proposed in [24] for

robust constrained control under system uncertainties [24]. Since [24] assumes

bounded disturbances, one can apply SME for the uncertainty set estimation in place

of the LSE's con�dence regions in [24]. Then, by leveraging Theorems 3.1, 4.1 in

[24] and our Theorem 12, we can directly obtain a non-asymptotic suboptimality

gap for learning-based robust SLS with SME as the uncertainty set estimation. For
7WhenW is unknown, Theorems 13-15 all apply.
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simplicity, we consider a known tight boundW , but our results for unknownW can

also be similarly applied here.

Corollary 15.2. Under the conditions in Theorem 3.1 in [24] and Corollary 12.1,

for large enough) , we have� ¹ � ¢ –�¢ –bKº� � ¢

� ¢ � e$ ¹=1•5
G =2

I •) º, wherebK denotes the

robust SLS controller in [24] under the uncertainty set� ) constructed by SME,

� ¹ � ¢– �¢–bKº = lim) !¸1 E 1
)

Í ) � 1
C=0 ¹G>

C&GC¸ D>
C 'D Cº denotes the in�nite-horizon

averaged total cost by implementing the robust SLS controllerbK, and� ¢ denotes the

optimal in�nite-horizon averaged total cost.

4.6 Simulation

We evaluate the empirical performance of SME on various systems and applications.

For all experiments, we use the90%con�dence regions of LSE computed by Lemma

E.3 in [59] and Theorem 1 in [60] as the baseline. The details of the simulation

settings are provided in Appendix 4.I.8

Comparison of SME, SME with loose bound, UCB-SME, and LSE. This

experiment is based on the linearized longitudinal �ight control dynamics of Boeing

747 as studied in recent literature on learning-based control of linear systems [17],

[130].

In Figure 4.2, we show the diameters of SME, SME with loose disturbance bounds,

and UCB-SME on the identi�cation problem of the Boeing 747 dynamics with

i.i.d. truncated Gaussian (Figure 4.2(a)) and uniform (Figure 4.2(b)) disturbances.

We use control actions sampled from a uniform distribution in both cases. In

Figure 4.2(c), we show that both the upper boundbFmax used for UCB-SME and

the lower bound�Fmax in (4.4)converge to the true boundFmax as) increases. The

quantitative behaviors of SME and its variants are consistent with those predicted by

our theoretical results. In particular, in Figure 4.2(a) and Figure 4.2(b), SME and

UCB-SME outperform the90%con�dence regions of LSE in both the magnitude

and the convergence rate. In Figure 4.2(c), we verify that the UCB estimationbF ¹) º
max

converges to the true disturbance boundFmax from above, while the estimation�F ¹) º
max

converges from below. It is worth noting that�F ¹) º
max converges toFmax very quickly

in the simulations, allowing�F ¹) º
max to be another potential approximation ofFmax for

SME when) is very large.
8The code to reproduce all the experimental results can be found athttps://github.com/

jy-cds/non-asymptotic-set-membership .
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Figure 4.3: Diameters of the uncertainty sets constructed by SME, UCB-SME, and
LSE for systems with di�erent dimensions.

Scaling with dimension. We compare the scaling of SME, SME-UCB, and LSE

with respect to the system dimensions in Figure 4.3. We use an autonomous system

GÇ 1 = � ¢GC¸ FC, where� 2 R=G� =G has varying=G. DisturbancesFCare sampled

from a truncated Gaussian distribution and uniform distribution withFmax = 2.

Surprisingly, the scaling of SME with respect to the dimension of the system is

not signi�cantly worse than that of LSE in the simulation. This suggests that the

convergence rate in Corollary 12.1 can potentially be improved in terms of the

dimension dependence, which is left for future investigation.

Figure 4.4: Linear quadratic tracking of robust adaptive MPC based on SME, LSE's
con�dence regions, and the accurate model (OPT).

Application to robust adaptive MPC. We provide an example of the quantitative
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impact of using SME for adaptive robust MPC in Figure 4.4. We consider the task of

constrained linear quadratic tracking problem as in [125]. The model uncertainty set

is estimated online with SME and LSE's 90 % con�dence region. Control actions are

computed using the tube-based robust MPC [131], [132] with the uncertainty sets.

We also plot the optimal MPC controller with accurate model information. Thanks

to the fast convergence of SME, the tracking performance of the tube-based robust

MPC with SME estimation quickly coincides with OPT, while the same controller

based on LSE's con�dence region estimation converges more slowly.

4.7 Conclusion

This work provides the �rst convergence rates for SME in linear dynamical systems

with bounded disturbances and discusses variants of SME with unknown bound

on FC. Numerical experiments demonstrate SME's promising performance under

bounded disturbances.

Regarding future directions, this work only considers box constraints onFC, so it

is worth extending the analysis to more general constraints. In this work, we only

measure the size of the uncertainty sets by their diameters. We leave for future

work to consider other metrics, such as volume. Further, our bounds su�er poor

dependence on the system dimension, which is not re�ected in simulations. Hence, it

is important to re�ne the bounds and discuss the fundamental limits. Another exciting

direction is to speed up the computation of SME since the current computation

complexity increases linearly with the sample size. The convergence rate of such

algorithms is an importantopen question. Other interesting directions include the

extensions of the SME analysis to nonlinear systems, where recent nonlinear system

identi�cation literature [133], [134] may provide insights; and analyzing SME in the

presence of other uncertainties, e.g. measurement noises [135].

SME is a valid estimation for bounded non-stochastic disturbances [48], [100],

[101], [136]. Thus, a fruitful direction is to study SME's convergence rates under

non-stochasticFC. Another method for uncertainty set estimation is the credible

regions of Bayesian approaches, e.g. Thompson sampling for linear systems [28],

[137] and Gaussian processes for nonlinear systems [138]. A future direction is to

study the convergence rates of credible regions.

Roadmap for the Appendix

ˆ Section 4.A introduces additional notation used throughout the Appendix.
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ˆ Section 4.B provides more literature review on LSE and SM, and a more

detailed discussion on the technical contributions of this chapter.

ˆ Section 4.C provides more discussions on examples that satisfy Assumptions

4 and 5.

ˆ Section 4.D presents the proof of Theorem 12. In particular, we provide

helper lemmas in Section 4.D and prove Lemma 4, Lemma 5 in Section 4.D

and Section 4.D respectively. A more precise upper bound for Theorem 12

(without thee$ ¹�º notation) is provided in Appendix 4.D.

ˆ Section 4.E presents a proof of Corollary 12.1

ˆ Section 4.F provides a proof of Corollary 12.2.

ˆ Section 4.G presents a proof of Theorem 13.

ˆ Appendix 4.H provides proofs of Theorem 14, Corollary 14.1, and Theorem 15.

ˆ Section 4.I provides details of the simulation.

4.A Additional Notations

Let S=¹0–1º denote the unit sphere inR= in ;2 norm, i.e.,S=¹0–1º = f G2 R= : kGk2 =

1g. Let S=� < ¹0–1º denote the unit sphere inR=� < with respect to the Frobenius

norm, i.e.,S=� < ¹0–1º = f " 2 R=� < : k" k� = 1g. Let �� =¹0–1º denote the closed

unit ball in R= in ;2 norm, i.e., �� =¹0–1º = f G2 R= : kGk2 � 1g. Let �� =� < ¹0–1º

denote the closed unit ball inR=� < in Frobenius norm, i.e.,�� =� < ¹0–1º = f " 2

R=� < : k" k� � 1g. For a matrix" 2 R=� < , vec¹" º is the vectorization of" .

Moreover, we de�ne the inverse mapping ofvec¹�º as mat¹�º, i.e., for a vector

3 2 R=< , mat¹3º 2 R=� < . Consider af -algebraF and a random variable- , we

write - 2 F if - is measurable with respect toF , i.e., for all Borel measurable

sets� � R, we have- � 1¹� º 2 F . We can similarly de�neF -measurable random

matrices and random vectors. Further, consider a polyhedralD = f G: �G � 1g, we

write D 2 F if matrix � and vector1 are measurable with respect toF . Consider

two symmetric matrices�– � 2 R=� =, we write � � � if � � � is a positive de�nite

matrix. We de�nemin ; = ¸1 . For a setE, let 1E denote the indicator function on

E• For a vectorG2 R=, we useG9 to denote the9th coordinate ofG. Throughout the

chapter, we useTrunGauss¹0– fF–»� Fmax– Fmax¼ºto refer to the truncated Gaussian

distribution generated by Gaussian distribution with zero mean andf 2
F variance
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with truncated range»� Fmax– Fmax¼. The same applies to multi-variate truncated

Gaussian distributions.

4.B Dicussion on Least Squares and SME

System identi�cation studies the problem of estimating the parameters of an unknown

dynamical systems from trajectory data. There are two main classes of estimation

methods: point estimator such as least squares estimation (LSE), and set estimator

such as set membership estimation (SME). In the following, we provide more

discussions and literature review on LSE and SME. We will also discuss the major

technical novelties of this work.

Least Squares Estimation

For linear dynamical systemsGÇ 1 = � ¢GC¸ � ¢DC¸ FC= \ ¢ I C¸ FC, given a trajectory

of dataf GC– DCgC� 0, least squares estimation generates a point estimator that minimizes

the following quadratic error [139], [140]:

b\ LSE = min
b\

) � 1Õ

C=0

kGÇ 1 � b\I Ck2
2•

Least-square estimation is widely used and its convergence (rate) guarantees have

been investigated for a long time. In particular, non-asymptotic convergence rate

guarantees of LSE has become increasingly important as these guarantees are the

foundations for non-asymptotic performance analysis of learning-based/adaptive

control algorithms. Earlier non-asymptotic analysis of LSE focused on the simpler

regression modelHC= \ ¢GC¸ FC, whereGCandHCare independent [141]�[143].

Recently, there is one major breakthrough in [96] that provides LSE's convergence rate

analysis for linear dynamical systemGÇ 1 = \ ¢ I C¸ FC, whereGÇ 1 andI C= »G>
C– D>C¼>

are correlated. More speci�cally, [96] establishes a fundamental property,block-

martingale small-ball (BMSB), to analyze LSE under correlated data. BMSB enables

a long list of subsequent literature on LSE's non-asymptotic analysis for di�erent

types of dynamical systems, e.g., [19], [95], [109], [144]�[149].

Though LSE is a point estimator, one can establish con�dence region of LSE based

on proper statistical assumptions onFC. The pioneer works on the con�dence

region of LSE for linear dynamical systems are [27], [60], which construct ellipsoid

con�dence regions for LSE. Moreover, the non-asymptotic bounds on estimation

errors established in [24], [96] can also be viewed as con�dence bounds. Further,

the estimation errore$ ¹
p

=Ģ =Ip
)

º has been shown to match the fundamental lower
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bound for any estimation methods for unbounded disturbances in [96]. However,

these con�dence bounds all rely on statistical inequalities, which may result in

loose constant factors despite an optimal convergence rate. When applying these

con�dence bounds to robust control, where the controller is required to satisfy

certain stability and constraint satisfaction properties for every possible system in the

con�dence region, a loose constant factor will result in a larger con�dence region

and a more conservative control design. Finally, in robust control and many practical

applications, the disturbances are usually bounded, and it will be interesting to see

how the knowledge of the boundedness will improve the uncertainty set estimation.

On a side note, this chapter is also related with the ambiguity set estimation for the

transition probabilities in robust Markov decision processes [31]. There are attempts

on improving the ambiguity set estimation based on LSE for less conservative robust

MDP [31].

Set Membership Estimation

Set membership is commonly used in robust control for uncertainty set estimation

[50]�[54], [150]�[152]. There is a long history of research on SME for both

deterministic disturbances, such as [48], [100], [101], [115], [136], [153], and

stochastic disturbances, such as [112]�[115], [118]. For the stochastic disturbances,

both convergence and convergence rate analysis have been investigated under the

persistent excitation (PE) condition. However, the existing convergence rates are

only established for simpler regression problems,HC= \ ¢GC¸ FC, whereHCandGCare

independent [112]�[115].

Recently, [118] provided an initial attempt to establish the convergence guarantee of

SME for linear dynamical systemsGÇ 1 = \ ¢ I C¸ FCfor correlated dataGÇ 1 andI C.

However, [118] assumes that PE holds deterministically, and designs a special control

design based on constrained optimization to satisfy PE deterministically. Therefore,

the convergence for general control design and the convergence rate analysis remain

open questions for correlated data arising from dynamical systems.

In this work, we establish the convergence rate guarantees of SME on linear dynamical

systems under the BMSB conditions in [96]. Compared with [118], BMSB condition

can be satis�ed by adding an i.i.d. random noise to a general class of control designs

[109].

Technically, one major challenge of SME analysis compared with the LSE analysis

is that the diameter of the membership set does not have an explicit formula,
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which is in stark contrast with LSE, where the point estimator is the solution to a

quadratic program and has explicit form. A common trick to address this issue in the

analysis of SME is to connect the diameter bound with the values of disturbances

subsequencesf FB: g: � 0: it can be generally shown that a large diameter indicates

that a long subsequence of disturbances are far away from the boundary ofW .

However, existing construction methods off FB: g: � 0 will cause the time indices

f B: g: � 0 to correlatewith the realization of the sequencesf GC– DC– FCgC� 0 [113], [115],

[118].9 Consequently, in the correlated-data scenario and when PE does not hold

deterministically, under the existing construction methods in [113], [115], [118],

the probability off FB: g: � 0 with correlated time indicescannotbe bounded by the

probability of theindependentsequencef FCgC� 0. One majortechnical contribution

of this chapter is to provide a novel construction off FB: g: � 0 based on a sequence of

stopping times and establish conditional independence properties despite correlated

data and stochastic PE condition (BMSB). More details can be found in Lemma 7

and the proof or Lemma 5.

Though we only consider box constraints forFC, it is worth mentioning that SME

can be applied to much more general forms of disturbances. For example, a common

alternative is the ellipsoidal-bounded disturbance whereW := f F 2 R=G : F> %F�

1g with positive de�nite % 2 R=G� =G [115], [154]�[156] and polytopic-bounded

disturbanceW := f F 2 R=G : �F � � g for positive de�nite � 2 R=G� =G and

� 2 R=G [48], [107], [118]. There are also SME literature assuming bounded energy

of the disturbance sequences [115]. It is an interesting future direction to extend the

analysis in this chapter to more general disturbance constraints.

Further, exact SME involves the intersection of an increasing number of sets, thus

causing the computation complexity increases with timeC, which can become

prohibitive whenCis large. There are many methods trying to reduce the computation

complexity by approximating the membership sets (see e.g., [101], [118], etc.). It is

an exciting future direction to study the diameter bounds of the approximated SME

methods.

Lastly, it is worthing mentioning that SME can also be applied to the uncertainty set

estimation in perception-based control [157], [158].
9In [118], the correlation betweenf B: g: � 0 andf GC– DC– FCgC� 0 is via the PE condition, but [118]

assume deterministic PE to avoid this correlation issue.
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4.C Discussion on Assumptions

Assumption 4

The BMSB condition has been widely used in learning-based control. It has

been shown that BMSB can be satis�ed in many scenarios. For example, [96],

[120] showed that linear systems with i.i.d. perturbed linear control policies, i.e.,

GÇ 1 = �GC¸ � ¹ GC¸ [ Cº ¸ FC,10satisfy BMSB if the disturbancesFCand[ Care

i.i.d. and follow Gaussian distributions with positive de�nite covariance matrices.

Later, [24] showed thatGÇ 1 = �GC¸ � ¹ GC¸ [ Cº ¸ FCcan still satisfy BMSB even

for non-Gaussian distributions ofFC– [C, as long asFCand[ Chave independent

coordinates and �nite fourth moments. Recently, [109] extended the results to linear

systems with nonlinear policies, i.e.,GÇ 1 = �GÇ � ¹cC¹GCº ¸ [ Cº ¸ FC, and showed that

BMSB still holds as long as the nonlinear policiescCgenerate bounded trajectories

of states and control inputs, andFC– [Care bounded and follow distributions with

certain anti-concentrated properties (a special case is positive de�nite covariance

matrix).

Assumption 5

In this subsection, we provide two example distributions, truncated Gaussian and

uniform distributions, and discuss their corresponding@F ¹nº functions. It will be

shown that for both distributions below,@F ¹nº = $ ¹nº.

Lemma 8(Example of uniform distribution). ConsiderFCthat follows a uniform

distribution on»� Fmax– Fmax¼=G. Then,@F ¹nº = n
2Fmax

.

Proof. SinceUnif ¹Wº is symmetric, we only need to consider one direction9= 1.

P¹F 9 ¸ Fmax � nº =
¹

F1¸ Fmax� n

¹

F2–•••–F=G2»� Fmax–Fmax¼

1
¹2Fmaxº=G

1 ¹F2Wº dF

=
¹

F1� n� Fmax

1
2Fmax

1 ¹F2Wº dF1 =
n

2Fmax

Similarly, P¹Fmax � F1 � nº =
¯
F1� Fmax� n

1
2Fmax

1 ¹F2Wº 3F1 = n
2Fmax

. �

Lemma 9(Example of truncated Gaussian distribution). ConsiderFCfollows a trun-

cated Gaussian distribution on»� Fmax– Fmax¼=G generated by a Gaussian distribution

with zero mean andf F �=G covariance matrix. Then,@F ¹nº = 1
min¹

p
2cf F –2Fmaxº

exp¹ � F2
max

2f 2
F

ºn.

10Though we only describe a static linear policyDC =  GChere, the results in [24], [96], [120]
hold for dynamic linear policies.
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Proof. Since this distribution is symmetric and each coordinate is independent, we

only need to consider one direction9. Let - denote a Gaussian distribution with

zero mean andf 2
F variance. By the de�nition of truncated Gaussian distributions,

we have

P¹F 9 ¸ Fmax � nº =
P¹� Fmax � - � � Fmax ¸ nº

P¹� Fmax � - � Fmaxº
•

Notice that- • f F follows the standard Gaussian distribution, so we can obtain the

following bounds,

P¹� Fmax � - � � Fmax ¸ nº =
¹ ¹� Fmax̧ nº•f F

� Fmax• f F

1
p

2c
exp¹�

I 2

2
º dI

�
1

p
2c

exp¹� F2
max•¹ 2f 2

F ºº
n

f F

and

P¹� Fmax � - � Fmaxº =
¹ Fmax• f F

� Fmax• f F

1
p

2c
exp¹�

I 2

2
º dI

� min¹1–
1

p
2c

2Fmax

f F
º •

Therefore, we obtain

P¹F 9 ¸ Fmax � nº =
P¹� Fmax � - � � Fmax ¸ nº

P¹� Fmax � - � Fmaxº

� max¹
1

p
2c

exp¹� F2
max• f 2

F º
n

f F
–

n
2Fmax

exp¹
� F2

max

2f 2
F

ºº

=
1

min¹
p

2cf F–2Fmaxº
exp¹

� F2
max

2f 2
F

ºn •

Finally, P¹Fmax � F1 � nº can be bounded similarly. �

Lemma 10(Example of uniform distribution on the boundary ofW (a generalization

of Rademacher distribution)). ConsiderFCfollows a uniform distribution onf F :

kF k1 = Fmaxg. Then@F ¹nº = 1
2=G

.

Proof. Since the hyper-cubef F : kF k1 = Fmaxghas2=Gfacets, the probability on

each facet is 1
2=G

. Therefore,P¹F 9 � n � Fmaxº � P¹F 9 = � Fmaxº = 1
2=G

for all 9.

The same applies toP¹F 9 � � n ¸ Fmaxº. �



87

4.D Proof of Theorem 12

The section provides more details for the proof of Theorem 12. In particular, we �rst

provide technical lemmas for set discretization, then prove Lemma 4 and Lemma 5

respectively. The proof of Theorem 12 follows naturally by combining Lemma 4 and

Lemma 5.

Technical Lemmas: Set Discretization

This subsection provide useful technical lemmas for the proofs of Lemma 4 and

Lemma 5. The results are based on a �nite-ball covering result that is classical in the

literature [159] [160].

Theorem 16(Theorem 1.1 and 1.2 in [160] and Theorem 2 in [159] (revised to match

the setting of this chapter)). Consider a closed ball�B=¹0–1º = f G2 R= : kGk2 � 1g

in ;2 norm. Considering covering this ball�B=¹0–1º with smaller closed balls�B=¹I– nº

for I 2 R=. Let En–=denote the minimal number of smaller balls needed to cover
�B=¹0–1º. For = � 1 and0 Ÿ n Ÿ1•2, we have

En–=� 544=2•5 log¹=•nº¹
1
n

º=

Proof. Theorem 1.1 and 1.2 in [160] and Theorem 2 in [159] discuss the upper

bounds ofEn–=in several di�erent cases. These upper bounds in these di�erent cases

are uni�ed by the upper bound in the theorem above by algebraic manipulations.�

We apply Theorem 16 to obtain the number of covering balls in the two settings below.

These two settings will be considered in the proofs of Lemma 4 and 5 respectively.

Corollary 16.1. There exists a �nite setM 0 = f _1– • • • – _E_ g � S=I ¹0–1º such that

for any_ 2 R=I with k_k2 = 1, there exists_8 2 M 0such thatk_ � _8k2 � 2n_.

In the following, we considern_ = f 2
I ?2

I •¹ 6412
I º = 1•02. Notice thatn_ Ÿ 1•2.

Accordingly,

E_ � 544=2•5
I log¹02=I º0

=I
2 • (4.7)

Proof. n_ � 1•64 Ÿ 1•2 because?I � 1 andf I � 1I by the de�nitions of BMSB

and1I . Then, the bound onE_ follows from Theorem 16. �

Lemma 11. There exists a �nite setM = f W1– • • • – WEWg � S=G� =I ¹0–1º such that

for anyW2 R=G� =I and kWk� = 1, there existsW8 2 M such thatkW� W8k� � 2nW.

ConsidernW= 01
41I

p
=G

= 1•04. Notice thatnWŸ 1•2. Accordingly,

EW� 544=2•5
G =2•5

I log¹04=G=I º0
=I =G
4 •
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Proof. The proof is basically by mapping the matrices to vectors based on matrix

vectorization, then mapping the vectors back to matrices. These two mappings are

isomorphism.

Speci�cally, consider a closed unit ball inR=G=I . There existEn–=G=I smaller

closed balls to cover it, denoted byB1– • • • –BEn –=G=I
. Consider the non-empty

sets fromB1 \ S=G=I ¹0–1º– • • • –BEn –=G=I
\ S=G=I ¹0–1º. For any1 � 8 � En–=G=I ,

if B8 \ S=G=I ¹0–1º < ; , select a pointvec¹Wº 2 B8 \ S=G=I ¹0–1º. Notice that

kvec¹Wºk2 = 1. In this way, we construct a �nite sequencef vec¹W1º– • • • –vec¹WEWºg

whereEW� EnW–=G=I .11

For anyW2 R=G� =I , we havevec¹Wº 2 R=G=I andkvec¹Wºk2 = 1. Hence, there exists

1 � 8� EWsuch thatvec¹Wº 2 B8 \ S=G=I ¹0–1º. Hence,kvec¹Wº � vec¹W8ºk2 � 2nW.

Moreover, kW8k� = kvec¹W8ºk2 = 1. Therefore,kW8 � Wk� � 2nW. So the set

M = f W1– • • • – WEWgsatis�es our requirement. �

Proof of Lemma 4

Essentially, Lemma 4 shows that PE holds with high probability under the BMSB

condition. This result has been established in Proposition 2.5 in [96], though in a

di�erent form. The rest of this subsection will prove the PE condition needed in this

chapter based on Proposition 2.5 in [96].

Firstly, we review Proposition 2.5 in [96] for the convenience of the reader.

Theorem 17(Proposition 2.5 in [96] when: = 1). Let f / CgC� 1 be anfF /
C gC� 1-

adapted random process taking values inR. / 0 is given. Iff / CgC� 0 is ¹1– E– ?º-BMSB,

then

P¹
)Õ

C=1

/ 2
C � E2?2) •8º � exp¹� ) ? 2•8º

Next, we prove the PE in one segment of data sequence.

Lemma 12(Probability of PE in one segment). For any< � 1, for any: � 0, we

have

P¹
:< ¸ <Õ

C=:< ¸ 1

I CI >
C � ¹ f 2

I ?2
I < •16º�=I j F:< º � 1 � E_ exp¹� <? 2

I •8ºº

11Here, without loss of generality, we considerB1 \ S=G=I ¹0–1º– • • • –BEW \ S=G=I ¹0–1º are not
empty.
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Proof. ConsiderM 0 = f _1– • • • – _E_ g de�ned in Corollary 16.1. For any_8 2 M 0,

_>
8 I Csatis�es the¹1– fI – ?I º-BMSB condition. Therefore, by Theorem 17, we have

P¹
)Õ

C=1

_>
8 I CI >

C_8 � f 2
I ?2

I ) •8º � exp¹� ) ? 2
I •8º•

Notice that the horizon length) is arbitrary and the starting stageC= 1 can also

be di�erent because we consider a time-invariant dynamical system in this chapter.

Therefore, for any< � 1– : � 0, for any_8 2 M 0, we have

P¹
<Õ

8=1

_>
8 I :< ¸ 8I >

:< ¸ 8_8 � f 2
I ?2

I < •8 j F:< º � exp¹� <? 2
I •8º–

where we condition onF:< to make sureI :< is known underF:< , which is required

by Theorem 17.

For arbitrary_ such thatk_k2 = 1, there exists_8 2 M 0such thatk_ � _0k2 � 2n_.

Therefore, we can bound
Í :< ¸ <

C=:< ¸ 1 _> I CI >
C_ by

Í :< ¸ <
C=:< ¸ 1 _>

8 I CI >
C_8.

:< ¸ <Õ

C=:< ¸ 1

_> I CI >
C_ =

:< ¸ <Õ

C=:< ¸ 1

_>
8 I CI >

C_8¸
:< ¸ <Õ

C=:< ¸ 1

¹_ ¸ _8º> I CI >
C¹_ � _8º

�
:< ¸ <Õ

C=:< ¸ 1

_>
8 I CI >

C_8 �
:< ¸ <Õ

C=:< ¸ 1

k_ ¸ _8k2kI Ck2
2k_8 � _k2

¹0º
�

:< ¸ <Õ

C=:< ¸ 1

_>
8 I CI >

C_8 �
:< ¸ <Õ

C=:< ¸ 1

412
I n_

=
:< ¸ <Õ

C=:< ¸ 1

_>
8 I CI >

C_8 � 412
I n_<

¹1º
�

:< ¸ <Õ

C=:< ¸ 1

_>
8 I CI >

C_8 � f 2
I ?2

I < •16–

where¹0º is by Assumption 4,k_ � _8k2 � 2n_, andk_k2 = k_8k2 = 1; and¹1º is

by choosingn_ � f 2
I ?2

I •¹ 6412
I º.

Therefore, by the de�nition of positive de�niteness and the inequalities above, we

can complete the proof by the following:

P¹
:< ¸ <Õ

C=:< ¸ 1

I CI >
C � ¹ f 2

I ?2
I < •16º�=I j F:< º = P¹8 k_k2 = 1–

:< ¸ <Õ

C=:< ¸ 1

_> I CI >
C_ ¡ f 2

I ?2
I < •16 j F:< º

� P¹81 � 8� E_–
:< ¸ <Õ

C=:< ¸ 1

_>
8 I CI >

C_8 ¡ f 2
I ?2

I < •8 j F:< º

� 1 �
E_Õ

8=1

P¹
:< ¸ <Õ

C=:< ¸ 1

_>
8 I CI >

C_8 � f 2
I ?2

I < •8 j F:< º
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� 1 � E_ exp¹� <? 2
I •8ºº–

which completes the proof. �

Now, we are ready for the proof of Lemma 4.

Proof of Lemma 4. Recall thatE2 = f 1
<

Í <
B=1 I :< ¸ BI >

:< ¸ B � 02
1�=I – 8 0 � : �

d) •< e � 1g, where01 = f I ?I •4. Hence

E2 =
) •< � 1Ù

: =0

f
:< ¸ <Õ

C=:< ¸ 1

I CI >
C � ¹ f 2

I ?2
I < •16º�=I g•

Therefore,

P¹E2º � 1 �
) •< � 1Õ

: =0

P¹
:< ¸ <Õ

C=:< ¸ 1

I CI >
C � ¹ f 2

I ?2
I < •16º�=I º

� 1 �
)
<

E_ exp¹� <? 2
I •8º

= 1 �
)
<

¹544=2•5
I log¹02=I º0

=I
2 º exp¹� <? 2

I •8º–

where we use Lemma 12 and the fact that ifP¹
Í :< ¸ <

C=:< ¸ 1 I CI >
C � ¹ f 2

I ?2
I < •16º�=I j

F:< º � E_ exp¹� <? 2
I •8ºº, thenP¹

Í :< ¸ <
C=:< ¸ 1 I CI >

C � ¹ f 2
I ?2

I < •16º�=I º � E_ exp¹� <? 2
I •8ºº.

�

Proof of Lemma 5

This proof takes four major steps:

(i) De�ne 18–C– 98–C– !8–:.

(ii) Provide a formal de�nition ofE1–: based on18–C– 98–C– !8–:and prove a formal

version of Lemma 6.

(iii) Prove Lemma 7.

(iv) Prove Lemma 5 by the formal version of Lemma 6 and Lemma 7.

It is worth mentioning that the formal de�nition ofE1–: is slightly di�erent from the

de�nition in Lemma 6, but we still haveP¹E1 \ E 2º �
Í EW

8=1 P¹E1–: \ E 2º, which is

the key property that will be used in the proof of Lemma 5.
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Step (i): de�nitions of 18–C– 98–C– !8–:.

Recall the discretization ofS=G� =I ¹0–1º in Lemma 11, which generates the set

M = f W1– • • • – WEWg. We are going to de�ne18–C– 98–C– !8–: for W8 2 M for each

1 � 8� EW. Notice thatM is a deterministic set of matrices.

Lemma 13 (De�nition of 18–C– 98–C). For any W8 2 M , any0 � C� ) , there exist

18–C2 f� 1–1gand1 � 98–C� =Gsuch that18–C– 98–C2 F ¹I Cº � F Cand

kW8I Ck1 = 18–C¹W8I Cº98–C•

Note that one way to determine18–C– 98–Cfrom I Cis by the following: �rst pick the

smallest9such thatj¹W8I Cº9j = kW8I Ck1 , then let18–C= sgn¹¹W8I Cº9º, wheresgn¹�º

denotes the sign of a scalar argument.

Proof. For anyW8 2 M , any0 � C� ) , we have

kW8I Ck1 = max
1� 9� =G

max
12f� 1–1g

1¹W8I Cº9•

Hence, there exist18–C– 98–Csuch thatkW8I Ck1 = 18–C¹W8I Cº98–C. Further,18–C– 98–Conly

depend onW8andI C, so they areF ¹ I Cº-measurable, andF ¹ I Cº � F C. �

Lemma 14(De�nition of stopping times! 8–:). Let [ = 01p
=G

. For anyW8 2 M , any

0 � : � ) •< � 1, we can de�ne a random time index1 � ! 8–: � < ¸ 1 by

! 8–:= min¹< ¸ 1–minf ; � 1 : kW8I :< ¸ ; k1 � [ gº•

Then, we have1 � ! 8–: � < ¸ 1. Further, for any1 � ; � < , f ! 8–:= ;g 2 F:< ¸ ; ,

andf ! 8–:= < ¸ 1g 2 F:< ¸ < � F :< ¸ < ¸ 1. In other words,! 8–:is a stopping time with

respect to �ltrationf � :< ¸ ;g; � 1.

Proof. For any8and any: , it is straightforward to see that! 8–:is well-de�ned and

1 � ! 8–: � < ¸ 1.

When ! 8–: = ; � < , this is equivalent withkW8I :< ¸ ; k1 � [ but kW8I :< ¸ Bk Ÿ [

for 1 � B Ÿ ;. Notice that this event is only determined byI :< ¸ ;– • • • – I:< ¸ 1, so

f ! 8–:= ;g 2 F:< ¸ ; .

When! 8–:= < ¸ 1, this is equivalent withkW8I :< ¸ Bk Ÿ [ for 1 � B� < . Notice that

this event is only determined byI :< ¸ < – • • • – I:< ¸ 1, sof ! 8–:= < ¸ 1g 2 F:< ¸ < .

Therefore, by de�nition,! 8–:is a stopping time with respect to �ltrationfF :< ¸ ;g; � 1.

�
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Step (ii): a formal version of Lemma 6 and its proof

Lemma 15(Discretization ofE1 \ E 2 (Formal version of Lemma 6)). Let M =

f W1– • • • – WEWg be annW-net of f W: kWk� = 1g as de�ned in Lemma 11, where

nW= min¹ 01
41I

p
=G

–1º, EW= e$ ¹=2•5
G =2•5

I º0=G=I
4 , and04 = 41I

p
=G

01
. De�ne

E1–8= f9 W2 � ) –s.t. 18–:<̧ ! 8–:¹WI:< ¸ ! 8–:º
98–:<¸ ! 8–: �

01X

4
p

=G
–8 : � 0g•

Then, we have

P¹E1 \ E 2º �
EWÕ

8=1

P¹E1–8\ E 2º•

The rest of this subsubsection is dedicated to the proof of Lemma 15. As an

overview: �rstly, we will discuss the implications ofE2 on W8 2 M . Then, we

discuss the implications ofE2 on anyW. Lastly, we prove Lemma 15 by combining

the implications ofE2 on anyWandkWk� � X•2.

Lemma 16(The implication ofE2 on W8). If E2 happens, then for anyW8 2 M , any

0 � : � ) •< � 1, we have

max
1� B� <

kW8I :< ¸ Bk1 �
01p
=G

•

Therefore, almost surely, we have1 � ! 8–: � < and

18–:<̧ ! 8–:¹W8I :< ¸ ! 8–:º
98–:<¸ ! 8–: �

01p
=G

•

Proof. If E2 happens, then by de�nition, we have

1
<

<Õ

B=1

I :< ¸ BI >
:< ¸ B � 02

1�=I –

for all 0 � : � ) •< � 1.

Now, for anyW8 2 M , we have that

1
<

<Õ

B=1

W8I :< ¸ BI >
:< ¸ BW

>
8 � 02

1W8W>
8 • (4.8)

Therefore, by taking trace at each side of (4.8), we obtain

1
<

<Õ

B=1

tr¹W8I :< ¸ BI >
:< ¸ BW

>
8 º � 02

1tr¹W8W>
8 º • (4.9)
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SinceW8 2 S=G� =I ¹0–1º, we havekW8k� = 1, sotr¹W8W>
8 º = tr¹W>

8 W8º = kW8k2
� = 1.

Further, we have

tr¹W8I :< ¸ BI >
:< ¸ BW

>
8 º = tr¹I >

:< ¸ BW
>
8 W8I :< ¸ Bº = I >

:< ¸ BW
>
8 W8I :< ¸ B = kW8I :< ¸ Bk2

2•

Consequently, we have
1
<

<Õ

B=1

kW8I :< ¸ Bk2
2 � 02

1

for all : .

By the pigeonhole principle, we have that

max
1� B� <

kW8I :< ¸ Bk2
2 � 02

1•

This is equivalent withmax1� B� < kW8I :< ¸ Bk2 � 01•

Notice that kW8I :< ¸ Bk2 �
p

=GkW8I :< ¸ Bk1 , so max1� B� <
p

=GkW8I :< ¸ Bk1 � 01,

which completes the proof of the �rst inequality in the lemma statement.

Next, we prove the second inequality in the lemma statement. Notice that by

the de�nition of ! 8–: in Lemma 14 and by[ = 01p
=G

, we have1 � ! 8–: � < and

kW8I :< ¸ ! 8–:k1 � 01p
=G

for all : . Further, by Lemma 13, we havekW8I :< ¸ ! 8–:k1 =

18–:<̧ ! 8–:¹W8I :< ¸ ! 8–:º
98–:<¸ ! 8–: almost surely. Hence, we have18–:<̧ ! 8–:¹W8I :< ¸ ! 8–:º

98–:<¸ ! 8–: �
01p
=G

, which completes the proof.

�

Lemma 17(The implication ofE2 on WIC). If E2 happens, then for anyW2 R=G� =I ,

there exists1 � 8� EW, such that

18–:<̧ ! 8–:¹WI:< ¸ ! 8–:º
98–:<¸ ! 8–: �

01

2
p

=G
kWk� –

for all 0 � : � ) •< � 1.

Proof. Firstly, whenW= 0, the inequality holds because both sides are 0.

Next, whenW< 0, it su�ces to prove 18–:<̧ ! 8–:¹
W

kWk�
I :< ¸ ! 8–:º

98–:<¸ ! 8–: � 01
2
p

=G
.

Therefore, we will only considerW2 S=G� =I ¹0–1º. By Lemma 11, there exists

W8 2 M such thatkW� W8k� � 2nW= min¹ 01
21I

p
=G

–2º. Notice that by Lemma 16, if

E2 happens, for all: , we have

18–:<̧ ! 8–:¹W8I :< ¸ ! 8–:º
98–:<¸ ! 8–: �

01p
=G

•
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Therefore,

18–:<̧ ! 8–:¹WI:< ¸ ! 8–:º
98–:<¸ ! 8–: = 18–:<̧ ! 8–:¹W8I :< ¸ ! 8–:º

98–:<¸ ! 8–:

� 18–:<̧ ! 8–:¹¹W8 � WºI :< ¸ ! 8–:º
98–:<¸ ! 8–:

�
01p
=G

� j 18–:<̧ ! 8–:¹¹W8 � WºI :< ¸ ! 8–:º
98–:<¸ ! 8–:j

�
01p
=G

� k¹ W8 � WºI :< ¸ ! 8–:k2

�
01p
=G

� k W8 � Wk2kI :< ¸ ! 8–:k2

�
01p
=G

� 2nW1I �
01

2
p

=G
•

�

Proof of Lemma 15. By Lemma 17, underE2, for any W2 R=G� =I , there exists

1 � 8� EW, such that

18–:<̧ ! 8–:¹WI:< ¸ ! 8–:º
98–:<¸ ! 8–: �

01

2
p

=G
kWk� –

for all 0 � : � ) •< � 1. Therefore, ifE1 \ E 2 happens, there existsW2 � ) and a

corresponding8, such that

18–:<̧ ! 8–:¹WI:< ¸ ! 8–:º
98–:<¸ ! 8–: �

01

2
p

=G
kWk� �

01X

4
p

=G
•

Therefore,

P¹E1 \ E 2º � P¹
EWØ

8=1

E1–8\ E 2º �
EWÕ

8=1

P¹E1–8\ E 2º–

which completes the proof. �

Proof of Lemma 7

Notice that Lemma 7 states two inequalities: in the following, we will �rst prove the

�rst inequality P¹E1–8\ E 2º � P¹\ ) •< � 1
: =0 � 8–:º, then prove the second inequality on

P¹� 8–: j \ : � 1
: 0=0� 8–:0º.

Lemma 18(BoundE1–8\ E 2 by � 8–:). Under the conditions in Lemma 7, for any

1 � 8� EW, we have

P¹E1–8\ E 2º � P¹
) •< � 1Ù

: =0

� 8–:º•
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Proof. Firstly, for anyW2 � ) , we havekFC� WICk1 � Fmax for all C� 0. This

suggests that, for any1 � 9 � =G, we have

� Fmax � F 9
C � ¹ WICº9 � Fmax•

Hence, we have1¹WICº9 � 1F 9
C ¸ Fmax for any1 2 f� 1–1g, 1 � 9 � =G, andC� 0.

Next, byE1–8, there existsW2 � ) such that18–:<̧ ! 8–:¹WI:< ¸ ! 8–:º
98–:<¸ ! 8–: � 01X

4
p

=G
for

all : � 0. Therefore,18–:<̧ ! 8–:F
98–:<¸ ! 8–:

:< ¸ ! 8–:
¸ Fmax � 01X

4
p

=G
for all : .

Finally,E1–8\E 2 implies that18–:<̧ ! 8–:F
98–:<¸ ! 8–:

:< ¸ ! 8–:
¸ Fmax � 01X

4
p

=G
and 1

<
Í <

B=1 I :< ¸ BI >
:< ¸ B �

02
1�=I for all : , which is

Ñ
: � 8–:by the de�nition of � 8–:.

�

Lemma 19(Bound onP¹� 8–: j \ : � 1
: 0=0� 8–:0º). Under the conditions in Lemma 7, for

any1 � 8� EWand any: � 0, we have

P¹� 8–: j
: � 1Ù

: 0=0

� 8–:0º � 1 � @F ¹
01X

4
p

=G
º•

Proof. Firstly, notice that when1<
Í <

B=1 I :< ¸ BI >
:< ¸ B � 02

1�=I , we have1 � ! 8–: � <

by the proof of Lemma 16. Therefore, we have

P¹� 8–: j
: � 1Ù

: 0=0

� 8–:0º � P¹18–:<̧ ! 8–:F
98–:<¸ ! 8–:

:< ¸ ! 8–:
¸ Fmax �

01X
4
p

=G
–1 � ! 8–: � < j

: � 1Ù

: 0=0

� 8–:0º

�
<Õ

;=1

P¹18–:<̧ ;F
98–:<¸ ;

:< ¸ ; ¸ Fmax �
01X

4
p

=G
– !8–:= ; j

: � 1Ù

: 0=0

� 8–:0º

�
<Õ

;=1

P¹18–:<̧ ;F
98–:<¸ ;

:< ¸ ; ¸ Fmax �
01X

4
p

=G
j ! 8–:= ;–

: � 1Ù

: 0=0

� 8–:0ºP¹! 8–:= ; j
: � 1Ù

: 0=0

� 8–:0º

¹0º
� ¹ 1 � @F ¹

01X

4
p

=G
ºº

<Õ

;=1

P¹! 8–:= ; j
: � 1Ù

: 0=0

� 8–:0º

� 1 � @F ¹
01X

4
p

=G
º •

The inequality¹2º is proved in the following:

P¹18–:<̧ ;F
98–:<¸ ;

:< ¸ ; ¸ Fmax �
01X

4
p

=G
j ! 8–:= ;–

: � 1Ù

: 0=0

� 8–:0º

=
¹

E0::< ¸ ;

P¹18–:<̧ ;F
98–:<¸ ;

:< ¸ ; ¸ Fmax �
01X

4
p

=G
– F0::< ¸ ; = E0::< ¸ ; j ! 8–:= ;–

: � 1Ù

: 0=0

� 8–:0ºdE0::< ¸ ;
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=
¹

E0::< ¸ ; 2( :< ¸ ;

P¹18–:<̧ ;F
98–:<¸ ;

:< ¸ ; ¸ Fmax �
01X

4
p

=G
j F0::< ¸ ; = E0::< ¸ ;º

� P¹F0::< ¸ ; = E0::< ¸ ; j ! 8–:= ;–
: � 1Ù

: 0=0

� 8–:0ºdE0::< ¸ ;

¹1º
� ¹ 1 � @F ¹

01X

4
p

=G
ºº

¹

E0::< ¸ ; 2( :< ¸ ;

P¹F0::< ¸ ; = E0::< ¸ ; j ! 8–:= ;–
: � 1Ù

: 0=0

� 8–:0ºdE0::< ¸ ;

= 1 � @F ¹
01X

4
p

=G
º–

where we de�ne a shorthand notationF0::< ¸ ; = ¹F0– • • • – F:< ¸ ;� 1º, and we use

E0::< ¸ ; to denote a realization ofF0::< ¸ ; , then we de�ne the set of values of

F0::< ¸ ; as ( :< ¸ ; such that! 8–: = ;–
Ñ : � 1

: 0=0 � 8–:0 holds. Notice that! 8–: = ; can

be determined by a set of values ofF0::< ¸ ; because! 8–: is a stopping time of

f � :< ¸ ;g; � 1 and thusf ! 8–: = ;g 2 F:< ¸ ; . The inequality¹1º above is because

of the following: �rstly, notice that18–:<̧ ;– 98–:<̧ ; 2 F:< ¸ ; , so18–:<̧ ;– 98–:<̧ ; are

deterministic values whenF0::< ¸ ; = E0::< ¸ ; . Further, sinceF :< ¸ ; is independent

of F0::< ¸ ; , we haveP¹F<0G ¸ 1F 9
:< ¸ ; � n j F0::< ¸ ; = E0::< ¸ ;º � 1 � @F ¹nº

for any deterministic1– 9and anyn ¡ 0 by Assumption 5. Hence, we have

P¹18–:<̧ ;F
98–:<¸ ;

:< ¸ ; ¸ Fmax � 01X
4
p

=G
j F0::< ¸ ; = E0::< ¸ ;º � 1 � @F ¹ 01X

4
p

=G
º. �

Proof of Lemma 5

The proof is by leveraging Lemma 15 and Lemma 7.

P¹E1 \ E 2º �
EWÕ

8=1

P¹E1–8\ E 2º

�
EWÕ

8=1

P¹
) •< � 1Ù

: =0

� 8–:º

=
EWÕ

8=1

P¹� 8–0ºP¹� 8–1 j � 8–0º � � � P¹� 8–)•< � 1 j
) •< � 2Ù

: =0

� 8–:º

�
EWÕ

8=1

¹1 � @F ¹
01X

4
p

=G
ºº) •<

� 544=2•5
G =2•5

I log¹04=G=I º0
=I =G
4 ¹1 � @F ¹

01X

4
p

=G
ºº) •< •
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A More Precise Upper Bound for Theorem 12

By the proof of Lemma 4 and Lemma 5 above, we have

P¹diam¹� ) º ¡ Xº � 544
)
<

=2•5
I log¹02=I º0

=I
2 exp¹� 03< º

¸ 544=2•5
G =2•5

I log¹04=G=I º0
=I =G
4 ¹1 � @F ¹

01X

4
p

=G
ºº) •< (4.10)

4.E Proof of Corollary 12.1

The proof involves two parts. Firstly, we will show thatTerm 1� n under our choice

of < . Secondly, we will letTerm 2= n, then we will showX � e$ ¹=1•5
G =2

I •) º, which

completes the proof.

Step 1: showTerm 1 � n. Notice that when< � 1
03

¹log¹ )
nº ¸ =I log¹02º ¸

2•5 log¹=I º¸ log log¹02=I º¸ 7º = $ ¹=I ¸ log) ¸ log¹1•nºº, we have) e$ ¹=2•5
I º0=I

2 exp¹� 03< º �

n. Since< � 1, we obtain Term 1� n.

Step 2: let Term 2 = n and show X � e$ ¹=1•5
G =2

I •) º. Let Term 2 = n, then

we have¹1 � @F ¹ 01X
4
p

=G
ºº) •< = n

e$ ¹=2•5
G =2•5

I º0=G=I
4

. Then, we obtain¹1 � @F ¹ 01X
4
p

=G
ºº =

�
n

e$ ¹=2•5
G =2•5

I º0=G=I
4

� < •)

, which is equivalent with

@F ¹
01X

4
p

=G
º = 1 �

 
n

e$ ¹=2•5
G =2•5

I º0=G=I
4

! < •)

•

When@F ¹ 01X
4
p

=G
º = $ ¹ 01X

4
p

=G
º, we obtain

X= $ ¹
4
p

=G

01
º ©
­
«

1 �

 
n

e$ ¹=2•5
G =2•5

I º0=G=I
4

! < •)
ª
®
¬

� $ ¹
� 4

p
=G

01
º log©

­
«

 
n

e$ ¹=2•5
G =2•5

I º0=G=I
4

! < •)
ª
®
¬

= $ ¹
4
p

=G<
01)

º¹log¹1•nº ¸ =G=I ¸ log¹=G=I ºº

= e$

 
=1•5

G =2
I

)

!

•

Step 3: prove Corollary 12.1.By leveraging the bounds above and Theorem 12, we

haveP¹diam¹� ) º � e$
�

=1•5
G =2

I
)

�
º � P¹diam¹� ) º � Xº � 1 � 2n.

Since\ ¢ 2 � ) by de�nition, for anyb\ ) 2 � ) , we havekb\ ) � \ ¢ k� � diam¹� ) º �
e$

�
=1•5

G =2
I

)

�
with probability at least1 � 2n.
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4.F Proof of Corollary 12.2

We provide a formal version of Corollary 12.2 and its proof below.

Corollary 17.1 (Convergence rate when� ¢ = 0 (formal version)). When� ¢ is

¹^– dº-stable, i.e.,k¹� ¢ºCk2 � ^¹1 � dºCfor all Cwith d Ÿ 1, for any< ¡ 0 and any

X ¡ 0, when) ¡ < , we have

P¹diam¹A) º ¡ Xº �
)
<

e$ ¹=2•5
G º0=G

2 exp¹� 03< º ¸ e$ ¹=5
Gº0=2

4 ¹1 � @F ¹
01X

4
p

=G
ººd) •< e

where1G = ^kG0k2 ¸ ^
p

=G• d, ?G = 1•192, f G =
p

_min¹� F º•2, 01 = f G?G
4 , 02 =

64Fmax

f 2
G?2

G
, 03 = ?2

G
8 , 04 = 41G

p
=G

01
.

Consequently, when the distribution ofFCsatis�es@F ¹nº = $ ¹nº, e.g. uniform or

truncated Gaussian, we havekb\ � \ ¢ k � e$ ¹=3•5
G •) º.

The proof of Corollary 12.2 is exactly the same as the proofs of Theorem 12 and

Corollary 12.1. When� ¢ is stable, we can show thatkGCk2 � 1Gfor all C. Further,

by [24], the sequencef GCgC� 0 satis�es the¹1– fG– ?Gº-BMSB condition. Therefore,

we complete the proof.

4.G Proof of Theorem 13

Speci�cally, we de�nen0 = 4
p

=G
01

¹bFmax � Fmaxº.

The proof is similar to the proof of Theorem 12. Firstly, we de�neb� ) as a translation

of the setb� ) :

b� C=
C� 1Ù

B=0

f W: kFB � WIBk1 � bFmaxg– 8 C� 0• (4.11)

Notice that
b� ) = \ ¢ ¸ b� )

by consideringW = b\ � \ ¢ . Therefore, we can upper bound our goal event

f diam¹b� ) º ¡ X ¸ n0gby the eventE3 de�ned below.

P¹diam¹b� ) º ¡ X ¸ n0º � P¹E3º–whereE3 := f9 W2 b� ) –s.t. kWk� �
X¸ n0

2
g•

(4.12)

Next, notice that

P¹diam¹b� ) º ¡ X ¸ n0º � P¹E3º � P¹E3 \ E 2º ¸ P¹E2
2º •

By Lemma 4, we have already shownP¹E2
2º � Term 1. So we only need to discuss

P¹E3 \ E 2º.
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Lemma 20.

P¹E3 \ E 2º � Term 2

Proof. Firstly, de�ne

E3–8= f9 W2 b� ) –s.t. 18–:<̧ ! 8–:¹WI:< ¸ ! 8–:º
98–:<¸ ! 8–: �

01¹X¸ n0º

4
p

=G
–8 : � 0g•

We haveP¹E3 \ E 2º �
Í EW

8=1 P¹E3–8\ E 2º based on the same proof ideas of Lemma

15.

Next, we will show that

Pr¹E3–: \ E 2º � P¹
) •< � 1Ù

: =0

� 8–:º • (4.13)

This is because for anyW2 b� ) , we have1¹WICº9 � 1F 9
C ¸ bFmax for any 1 2

f� 1–1g, 1 � 9 � =G, and C � 0. By E3–8, there existsW 2 b� ) such that

18–:<̧ ! 8–:¹WI:< ¸ ! 8–:º
98–:<¸ ! 8–: � 01¹X̧ n0º

4
p

=G
for all : � 0. Thus,18–:<̧ ! 8–:F

98–:<¸ ! 8–:

:< ¸ ! 8–:
¸

bFmax � 01¹X̧ n0º
4
p

=G
for all : . Notice that this is equivalent with18–:<̧ ! 8–:F

98–:<¸ ! 8–:

:< ¸ ! 8–:
¸

Fmax � 01X
4
p

=G
for all : becausen0 = 4

p
=G

01
¹bFmax � Fmaxº. In this way, we can prove

(4.13).

Finally, we can complete the proof by the following:

P¹E3 \ E 2º �
EWÕ

8=1

P¹E3–8\ E 2º �
EWÕ

8=1

P¹
) •< � 1Ù

: =0

� 8–:º

=
EWÕ

8=1

P¹� 8–0ºP¹� 8–1 j � 8–0º � � � P¹� 8–)•< � 1 j
) •< � 2Ù

: =0

� 8–:º

�
EWÕ

8=1

¹1 � @F ¹
01X

4
p

=G
ºº) •< � Term 1–

where the second last inequality is by Lemma 19 and the last inequality uses the

de�nition of EWin Lemma 11. �

4.H Proofs of Theorem 14, Corollary 14.1, and Theorem 15

This section provides proofs of the main results related to the SME with unknown

Fmaxas discussed in section 4.3. Namely, Theorem 14 and Corollary 14.1 provide the

rate of convergence of the estimator�F ¹) º
max de�ned in (4.4) to Fmax, and Theorem 15

states the rate of convergence of UCB-SME algorithm introduced in (4.5).
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For ease of notation, we introduce the following function indexed by the time horizon

) ¡ 0,

, ) : \ 7! max
0� C� ) � 1

kGÇ 1 � \I Ck1 • (4.14)

The estimator�F ¹) º
max is simply the in�mum of this function, i.e.,�F ¹) º

max = inf \ , ) ¹\ º.

Proof of Theorem 14

The proof of Theorem 14 involves two steps:

ˆ Step 1:We demonstrate that the learning error ofFmax incurred by the estimator

�F ¹) º
max is governed by the diameter of the uncertainty set� ) and the minimum

learning error achievable if\ � were known.

ˆ Step 2: We then provide an upper bound the probability of learning error

exceeding a �xed threshold.

Before we proceed with the proof of Theorem 14, we present the the following

technical lemma.

Lemma 21. Consider the sequence of functionsf , ) g) ¡ 0 de�ned in (4.14). The

following holds:

i. , ) is convex inR=G� =I ,

ii. The sequencef inf \ , ) ¹\ ºg) ¡ 0 is bounded and monotonically non-decreasing,

i.e.,

0 � inf
\

, ) ¹\ º � inf
\

, ) ¸ 1¹\ º � Fmax–

for all ) ¡ 0,

iii. , ) attains its minimum in� ) , i.e.,arg min\ , ) ¹\ º � � ) .

Proof. ¹8•º For 0 � C� ) � 1, the function\ 7! k GÇ 1 � \I Ck1 is convex due

to convexity of norms. Since the maximum of convex functions is convex [161],

convexity of, ) follows.

¹88•º Notice that, ) ¸ 1 can be de�ned in terms of, ) recursively as, ) ¸ 1¹\ º =

max¹, ) ¹\ º–kG) ¸ 1 � \I ) k1 º. Thus,, ) ¹\ º � , ) ¸ 1¹\ º for all \ 2 R=G� =I , implying

monotonicity off inf \ , ) ¹\ ºg) ¡ 0. To see boundedness, �rst notice that

, ) ¹\ ¢º = max
0� C� ) � 1

kGÇ 1 � \ ¢ I Ck1 = max
0� C� ) � 1

kFCk1 � Fmax–
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sinceGÇ 1 = \ ¢ I C¸ FC. Therefore, for any) ¡ 0, we have that

inf
\

, ) ¹\ º = inf
\

max
0� C� ) � 1

kGÇ 1 � \I Ck1 � max
0� C� ) � 1

kGÇ 1 � \ ¢ I Ck1 � Fmax

.

¹888•º First, we show that, ) attains its minimum onR=G� =I . If I C= 0 for C2 ») ¼, then

, ) is a constant function and any\ 2 R=G� =I is a minimum of, ) . Now, suppose

I C< 0 for someC2 ») ¼. Then,, ) diverges at the in�nity, i.e.,lim : !1 , ) ¹\ : º = 1

for any sequencef \ : g: 2N such thatk\ : k ! 1 as: ! 1 . Since, ) is convex and

bounded below with �nite in�mum, there exists a global minimizer�\ ) 2 R=G� =I

such that, ) ¹ �\ ) º = inf \ , ) ¹\ º = �F ¹) º
max. Furthermore, by¹88º, we have that

kGÇ 1� �\ ) I Ck1 � Fmax for all C2 ») ¼and any global minimizer�\ ) 2 arg min\ , ) ¹\ º,

hence�\ ) 2 � ) by de�nition. �

Step 1 of the proof of Theorem 14:We �rst show that the error margin of the

estimate�F ¹) º
max from Fmax is governed by the sum of two factors: (i) the diameter of

� ) , which arises due to the lack of knowledge of\ � , and (ii) the minimum learning

error achievable if\ � were known, namely

0 � Fmax � �F ¹) º
max � 1I diam¹� ) º ¸ Fmax � max

0� C� ) � 1
kFCk1 • (4.15)

First, 0 � Fmax � �F ¹) º
max is simply due to Lemma 21. Next, we prove the second

inequalityFmax� �F ¹) º
max � 1I diam¹� ) º ¸ Fmax� max0� C� ) � 1 kFCk1 . By Lemma 21,

there exists�\ ) 2 � ) such that, ) ¹ �\ ) º = Fmax and

Fmax = max
0� C� ) � 1

kGÇ 1 � �\ ) I Ck1 –

= max
0� C� ) � 1

kGÇ 1 � \ ¢ I C¸ ¹ \ ¢ � �\ ) ºI Ck1 –

� max
0� C� ) � 1

�
kGÇ 1 � \ ¢ I Ck1 � k¹ \ ¢ � \ : ºI Ck1

�
–

where the inequality is due to reverse triangle inequality. Furthermore, by using

the equivalence of� 2 and� 1 norms, i.e.,kGk2 � k Gk1 for G2 R=G, we boundFmax

further below by

Fmax � max
0� C� ) � 1

�
kGÇ 1 � \ ¢ I Ck1 � k¹ \ ¢ � �\ ) ºI Ck2

�
–

� max
0� C� ) � 1

�
kGÇ 1 � \ ¢ I Ck1 � k \ ¢ � �\ ) k2kI Ck2

�
–

� max
0� C� ) � 1

kFCk1 � 1I diam¹� ) º–



102

where the second inequality is due tok\ ¢ � �\ ) k2 B supI <0
k¹\ ¢ � �\ ) ºI k2

kI k2
� k¹\ ¢ � �\ ) ºI Ck2

kI Ck2

and the third inequality follows from the assumptionkI Ck2 � 1I , the equivalence

of Frobenius and spectral normsk\ ¢ � �\ ) k2 � k \ ¢ � �\ ) k� , and \ ¢–�\ ) 2 � ) .

Consequently,

Fmax � �F ¹) º
max � Fmax � max

0� C� ) � 1
kFCk1 ¸ 1I diam¹� ) º•

This completes the proof of the �rst step. �

Step 2 of the proof of Theorem 14:Using the learning error bound in(4.15), we

obtain an upper bound on the probability of learning error exceeding a �xedX ¡ 0 as

shown below

P¹Fmax � �F ¹) º
max ¡ Xº � T1 ¸ T2

�
X

21I

�
¸ T5

�
X
2

�
– (4.16)

whereT5¹Xº B ¹1 � @F ¹Xºº) .

First, using the the fact thatf FCg) � 1
C=0 are iid, we show that

P
�
Fmax � max

0� C� ) � 1
kFCk1 ¡ X

�
= P¹Fmax � X ¡ kFCk1 –8 0 � C� ) � 1º–

=
) � 1Ö

C=0

P¹Fmax � X ¡ kFCk1 º–

�
) � 1Ö

C=0

P¹Fmax � X ¡ F 1
Cº–

� ¹ 1 � @F ¹Xºº) –

where the �rst inequality is due toF1
C � k FCk1 and the second inequality is from

Assumption 5. Finally, we obtain the desired convergence rate using the error bound

in (4.15) as follows:

P¹Fmax � �F ¹) º
max ¡ Xº � P

�
1I diam¹� ) º ¸ Fmax � max

0� C� ) � 1
kFCk1 ¡ X

�

� P
�
1I diam¹� ) º ¡ X •2 or Fmax � max

0� C� ) � 1
kFCk1 ¡ X •2

�

� P
�
diam¹� ) º ¡

X
21I

�
¸ P

�
Fmax � max

0� C� ) � 1
kFCk1 ¡ X •2

�

� T1 ¸ T2

�
X

21I

�
¸ T5¹X•2º•

where the last inequality is by Theorem 12.

This completes the second and the last step of the proof. �
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Proof of Corollary 14.1

First, by the proof of Corollary 12.1 in section 4.E, we have thatT1= )
<

e$ ¹=2•5
I º0=I

2 exp¹� 03< º �

n whenever< � $ ¹=I ¸ log) ¸ log 1
nº.

Next, we showT5¹X) •2º � T2¹ X)
21I

º. Since1I � f I by the de�nition of BMSB, we

have 01X)
8
p

=G1I
� X)

2 . Since@F ¹�º is a non-decreasing function, we have1� @F ¹ 01X)
8
p

=G1I
º �

1� @F ¹ X)
2 º. Notice that< � 1, and the constant factors in front of the¹1� @F ¹�ººd¹) •< ºe

in T2 is also larger than 1. Consequently,T2¹ X)
21I

º � T5¹X•2º. Therefore, the choice

of X) for the second termT2 also guaranteesT5¹X) •2º � n.

Therefore, it su�ces to ensureT2¹ X)
21I

º � n. Notice that, whenX)
21I

= 2Fmax, then

T2¹ X)
21I

º = 0 � n, so there existsX) such thatT2¹ X)
21I

º � n.

Next, we will show that there exists suchX) that diminishes to zero as) goes to

in�nity. Notice that we need

1 � @F

�
01X)

81I
p

=G

�
�

 
n

e$ ¹¹=G=I º2•50=G=I
4 º

! 1•d) •< e

–

so that

@F

�
01X)

81I
p

=G

�
� 1 �

 
n

e$ ¹¹=G=I º2•50=G=I
4 º

! 1•d) •< e

–

where the right hand side converges to zero as) ! 1 .

Now, considerX¹: º = 1• : . Since@F

�
01X¹: º
81I

p
=G

�
¡ 0, there exists a large enough) :

for any : ¡ 0 such that for any) � ) : , we have that

@F

�
01X¹: º
81I

p
=G

�
� 1 �

 
n

e$ ¹¹=G=I º2•50=G=I
4 º

! 1•d) : •< e

•

Furthermore, for any) ¡ 0, we can de�ne

X) =

8>><

>>
:

X¹: º– if ) : � ) Ÿ ) : ¸ 1–for : ¡ 0–

2Fmax– if ) Ÿ ) 1•

In this way,X) satis�esT2¹ X)
21I

º � n andX) ! 0 as) ! ¸1 .

Finally, using the proof of Corollary 12.1, we can show that there existsX)
21I

=
e$ ¹=1•5

G =2
I •) º such thatT2¹ X)

21I
º � n whenever@F ¹Xº = $ ¹Xº. This impliesX) =

e$ ¹=1•5
G =2

I •) º and completes the proof. �
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Proof of Theorem 15

We �rst show that the unknown\ ¢ is a member of USC-SME uncertainty setb� ucb
)

with high probability. By Theorem 14, Corollary 14.1, and the de�nition in(4.5),

we have

P¹Fmax ¡ bF ¹) º
maxº = P¹Fmax � �F ¹) º

max ¡ X ) º � 3n–

which implies1 � 3n � P¹Fmax � bF ¹) º
maxº � P¹\ ¢ 2 b� ucb

) º•

Next, we show that the diameter of the UCB-SME uncertainty set is controlled by

X) with high probability. Notice thatb� ucb
) � � ) ¹Fmax ¸ X) º because�F ¹) º

max � Fmax.

Therefore, by Theorem 13, the following holds for any constantA ¡ 0:

P¹diam¹b� ucb
) º ¡ A ¸ 05

p
=GX) º � P¹diam¹� ) ¹Fmax ¸ X) ºº ¡ A ¸ 05

p
=GX) º–

� T1 ¸ T2¹Aº•

Let A= X) , then, using the inequalityT2¹X) º � T2¹X) •21I º, we have that

P¹diam¹b� ucb
) º ¡ X ) ¸ 05

p
=GX) º � P¹diam¹� ) ¹Fmax ¸ X) ºº ¡ X ) ¸ 05

p
=GX) º–

� 2n•

Therefore, with probability1 � 2n, the diameter ofb� ucb
) is bounded above by

diam¹b� ucb
) º � X) ¸ 05

p
=GX) = $ ¹

p
=GX) º•

Finally, we can verify that the eventf diam¹b� ucb
) º � X) ¸ 05

p
=GX) = $ ¹

p
=GX) ºg

and the eventf \ ¢ 2 b� ucb
) gsimultaneously happen with probability at least1 � 3n as

follows:

P
�
\ ¢ 8 b� ) ¹bF ¹) º

maxº– or diam¹b� ) ¹Fmax ¸ X) ºº ¡ X ) ¸ 05
p

=GX)

�

� P
�
Fmax� max

0� C� ) � 1
kFCk1 � X) •2– or diam¹� ) º ¡ X ) •21I – or diam¹b� ) ¹Fmax ¸ X) ºº ¡ X ) ¸ 05

p
=GX)

�

� n ¸ P¹E2º ¸
EWÕ

8=1

P

 
Ù

:

� 8–:¹min¹X) •21I – X) ºº

!

� 3n•

The third inequality follows from

ˆ the proof of Theorem 14 in section 4.H,

ˆ Theorem 13,
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ˆ the fact that the probabiltiesP¹diam¹� ) º ¡ X ) •21I º andP¹diam¹b� ) ¹Fmax ¸

X) ºº ¡ X ) ¸ 05
p

=GX) º are bounded by the same eventsE2,

ˆ and � 8–:¹X) º– � 8–:¹X) •21I º � � 8–:¹min¹X) •21I – X) ºº, where� 8–:¹Xº is de-

�ned in Lemma 7 as a function ofX.

This completes the proof. �

4.I Simulation Details

This section provides the details on the simulation experiments, along with some addi-

tional results. The code for replicating the presented results can be found in the github

repository:https://github.com/jy-cds/non-asymptotic-set-membership .

Baseline: LSE Con�dence Regions

In all our experiments, we use the 90% con�dence region of the LSE as the baseline

uncertainty set. The diameters of LSE's con�dence regions are computed by taking

minimum of the formulas provided in the following two papers: Lemma E.3 in

[59] and Theorem 1 in [60]. To apply Theorem 1 in [60], we used regularization

parameter_ = 0•1, X = 0•1 for 90% con�dence,( =
p

tr ¹\ ¢–> \ ¢º, variance proxy

! = 1 for truncated Gaussian distribution and! = 4•3 for uniform distribution.

To determine the parameters in Lemma E.3 of [59], we approximately optimize the

projection matrix%in Lemma E.3 as follows. First, we consider an orthogonal

transformation of the empirical covariance matrix� =
Í )

C=1 I CI >
C with � = � "� >

where� is unitary. This transforms the eventE in Lemma E.3 to" � _1%0 ¸

_2¹� � %0º, where�% 0� > = %. We select%0 as a block matrix»»� ?–0¼–»0–0¼¼,

then optimize over the block size? in search of the tightest LSE con�dence bound.

Figure 4.1: SME and LSE Uncertainty Set Visualization

In this experiment, we considerGÇ 1 = � ¢GC¸ � ¢DC¸ FC, where � ¢ = 0•8 and

� ¢ = 1 are unknown.FC � TrunGauss¹0– fF–»� Fmax– Fmax¼ºis i.i.d. andDC �

TrunGauss¹0– fD–»� Dmax– Dmax¼ºare also i.i.d generated, wheref F = f D = 0•5,

andFmax = Dmax = 1. We compare SME that knowsFmax = 1 and LSE's 90%

con�dence region computed based on Section 4.I.

Figure 4.2

In this experiment, we consider the the linearized longitudinal �ight control dynamics

of Boeing 747 [17], [130] with i.i.d. bounded inputs and disturbances sampled from
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truncated Gaussian and uniform distribution. The dynamics isGÇ 1 = � ¢GÇ � ¢DÇ FC

with

� =

2
6
6
6
6
6
6
6
6
4

0•99 0•03 � 0•02 � 0•32

0•01 0•47 4•7 0

0•02 � 0•06 0•4 0

0•01 � 0•04 0•72 0•99

3
7
7
7
7
7
7
7
7
5

� =

2
6
6
6
6
6
6
6
6
4

0•01 0•99

� 3•44 1•66

� 0•83 0•44

� 0•47 0•25

3
7
7
7
7
7
7
7
7
5

•

Disturbances are sampled fromTrunGauss¹0– �–»� Fmax– Fmax¼4º andUnif ¹»� Fmax– Fmax¼4º,

while control inputs are samples fromTrunGauss¹0– �–»� Fmax– Fmax¼2º in both dis-

turbance settings, withFmax = 2. To compute the UCB for SME using(4.5), we

heuristically de�neX) = V =1•5
G �=2

I �¹maxCkGCkº
) , where=G= 4 and=I = 6 are the system

dimension, whileVis a tunable parameter. This de�nition matches the dimension

and time order of the theoretical analysis in Corollary 14.1. In both experiments of

Figure 4.2, we �xV = 0•01.

In Figure 2(a)-(b), we plot SME with accurate and conservative bounds ofFmax,

UCB-SME, and LSE's 90% con�dence regions computed by Section 4.I. We use

10 di�erent seeds to generate the disturbance sequences for each plot, and use the

shaded region to denote 1 standard deviation from the mean (colored lines).

Figure 4.3

In this experiment, we consider autonomous systems of the formGÇ 1 = � ¢GC¸ FC,

where� ¢ 2 R=G is randomly sampled and its spectral radius is normalized to be

0•9. We simulate SME and LSE for=G = 5–10–15–20–25. The disturbances are

sampled fromTrunGauss¹0– �–»� Fmax– Fmax¼=Gº as well asUnif ¹»� Fmax– Fmax¼=Gº

with Fmax = 2. This simulation is run on 10 random seeds and the total length of the

simulation is set to be) = 1000across all=Gexperiments. The mean is plotted as

solid lines and the shaded regions denote 1 standard deviation from the mean.

Though SME's theoretical bound with respect to the dimension ise$ ¹=1•5
G =2

I º from

Corollary 12.2, which is much worse than LSE's bound, it is not re�ected in Figure 4.3.

Therefore, it is promising that the dimension scaling in the analysis in Section 4.3

can be further tightened. We leave this for future work.

Figure 4.4

To illustrate the quantitative impact of using SME for adaptive tube-based robust

MPC, we study tube-based robust MPC for a systemGÇ 1 = � ¢GC¸ � ¢DC¸ FC

with nominal system� ¢ = 1•2, � ¢ = 0•9 with an initial model uncertainty set
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� 0 := »1–1•2¼ � »0•9–1•1¼. We use the basic tube-based robust MPC method

[131], [132] and parameterize the control policy asD: =  G : ¸ E: ¸ [ : , where

 = � 1, E: is determined by the tube-based robust MPC algorithm, and[ : is a

bounded exploration injection with[ : � Unif ¹»� 0•01–0•01¼º. The disturbanceF :

has a known bound ofFmax = 0•1 and is generated to be i.i.d.Unif ¹»� 0•1–0•1¼º.

The horizon of the tube-based robust MPC is set to be 5. The state and input

constraints are such thatG: 2 »� 10–10¼andD: 2 »� 10–10¼for all : � 0. We

consider the task of constrained LQ tracking problem with a time-varying cost

function2C:= ¹GC� 6Cº> & ¹GC� 6Cº ¸ D>
C 'D Cwhere the target trajectory is generated

as6C= 8 sin¹C•20º.

We compare the performance of an adaptive tube-based robust MPC controller that

uses the SME for uncertainty set estimation against one that uses the LSE 90%

con�dence region (LSE). For better visualization of the trajectory di�erence as a

result of di�erent estimation methods, we used the minimum of the the dominant

factors in Dean, Mania, Matni,et al.[58, equation C.12] and the LSE 90% con�dence

region for the LSE uncertainty set. We also plot the o�ine optimal RMPC controller,

i.e., the controller that has knowledge of the true underlying system parameters

(OPT).

Since the controller has to robustly satisfy constraints against the worst-case model

in the uncertainty set, smaller uncertainty set for the tube-based robust MPC means

more optimal trajectories can be computed. This observation is consistent with the

extensive empirical results in the control literature [49], [117], [118].
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C h a p t e r 5

ONLINE ADVERSARIAL STABILIZATION OF UNKNOWN
TIME-VARYING SYSTEMS

In the previous chapter, we introduced SME, an uncertainty set estimation method.

We demonstrated that for linear control dynamical systems, the uncertainty sets

generated by SME converge linearly (with respect to the number of samples) to the

true model under stochastic perturbations. Importantly, even when the stochastic

assumptions in Chapter 4 fail to hold, SME still guarantees that the uncertainty sets

contain the true model, provided we have an upper bound on the disturbances. This

makes SME an ideal method for estimating uncertainty sets in both stochastic and

non-stochastic settings when perturbations are bounded.

Recall that in Chapter 1 (Figure 1.1), we introduced a learning-based control

framework that leverages SME uncertainty sets to integrate learning algorithms with

model-based control design. Thanks to the robustness of SME as discussed above,

the framework can be used to guarantee safety of the closed loop system despite

learning under potentially adversarial disturbances.

In this chapter, we will study the canonical problem of online stabilization of

unknown linear time-varying(LTV) system under bounded non-stochastic (potentially

adversarial) disturbances. The study of LTV systems are crucial for CPS such as

sustainable energy systems. For instance, as power systems continue to adopt more

renewable energy supply, the system dynamics for frequency regulation will become

time-varying due to the intermittency of the renewables. Moreover, LTV system

can be used to approximate practical applications where system dynamics are often

nonlinear.

To address this, we instantiate the framework introduced in Chapter 1 and propose a

novel algorithm based on convex body chasing (CBC), an online learning technique,

and classical linear qudratic regulator (LQR) control. Assuming infrequently

changing or slowly drifting dynamics, our algorithm guarantees bounded-input-

bounded-output stability for the unknown LTV system. Our approach avoids system

identi�cation and requires minimal disturbance assumptions. This chapter is based

on the following paper:
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5.1 Introduction

Learning-based control of linear-time invariant (LTI) systems in the context of

linear quadratic regulators (LQR) has seen considerable progress. However, many

real-world systems are time-varying in nature. For example, the grid topology in

power systems can change over time due to manual operations or unpredictable line

failures [66]. Therefore, there is increasing recent interest in extending learning-based

control of LTI systems to the linear time-varying (LTV) setting [162]�[166].

LTV systems are widely used to approximate and model real-world dynamical

systems such as robotics [167] and autonomous vehicles [168]. In this chapter, we

consider LTV systems with dynamics of the following form:

GÇ 1 = � CGC¸ � CDC¸ FC– (5.1)

whereGC2 R=, DC2 R< andFCdenotes the state, the control input, and the bounded

and potentially adversarial disturbance, respectively. We use\ C = »� C � C¼to

succinctly denote the system matrices at time stepC.

On the one hand,o�ine control design for LTV systems is well-established in the

setting where the underlying LTV model isknown[169]�[173]. Additionally, recent

work has started focusing on regret analysis and non-stochastic disturbances for

known LTV systems [162], [174].

On the other hand,online control design for LTV systems where the model is

unknownis more challenging. Historically, there is a rich body of work on adaptive

control design for LTV systems [175]�[177]. Also related is the system identi�cation

literature for LTV systems [178]�[180], which estimates the (generally assumed to

be stable) system to allow the application of the o�ine techniques.

In recent years, the potential to leverage modern data-driven techniques for controller

design of unknown linear systems has led to a resurgence of work in both the LTI and

LTV settings. There is a growing literature on �learning to control� unknown LTI

systems under stochastic or no noise [17], [24], [181]. Learning under bounded and

potentially adversarial noises poses additional challenges, but online stabilization

[99] and regret [26] results have been obtained.
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In comparison, there is much less work on learning-based control design for unknown

LTV systems. One typical approach, exempli�ed by [163], [182], [183], derives

stabilizing controllers under the assumption thato�ine data representing the input-

output behavior of(5.1) is available and therefore ano�ine stabilizing controller

can be pre-computed. Similar�nite-horizon settings where the algorithm has access

to o�ine data [184], or caniterativelycollect data [185] were also considered. In

the context ofonlinestabilization, i.e., when o�ine data is not available, work has

derived stabilizing controllers for LTV systems through the use of predictions of

\ C, e.g., [18]. Finally, another line of work focuses on designing regret-optimal

controllers for LTV systems [164]�[166], [186], [187]. However, with the exception

of [18], existing work ononlinecontrol of unknown LTV systems share the common

assumption of either of open-loop stability or knowledge of an o�ine stabilizing

controller. Moreover, the disturbances are generally assumed to be zero or stochastic

noise independent of the states and inputs.

In this chapter, we propose an online algorithm for stabilizing unknown LTV systems

under bounded, potentially adversarial disturbances. Our approach uses convex

body chasing (CBC), which is an online learning problem where one must choose

a sequence of points within sequentially presented convex sets with the aim of

minimizing the sum of distances between the chosen points [188], [189]. CBC has

emerged as a promising tool in online control, with most work making connections

to a special case callednestedconvex body chasing (NCBC), where the convex sets

are sequentially nested within the previous set [190], [191]. In particular, [13] �rst

explored the use of NCBC for learning-based control of time-invariant nonlinear

systems. NCBC was also used in combination with System Level Synthesis to design

a distributed controller for networked systems [99] and in combination with model

predictive control [55] for LTI system control as a promising alternative to system

identi�cation based methods. However, this line of work depends fundamentally on

the time invariance of the system, which results in nested convex sets. LTV systems

do not yield nested sets and therefore represent a signi�cant challenge.

This work addresses this challenge and presents a novel online control scheme

(Algorithm 2) based on CBC (non-nested) techniques that guarantees bounded-

input-bounded-output (BIBO) stability as a function of the total model variation
Í 1

C=1 k\ C� \ C� 1k, without predictions or o�ine data under bounded and potentially

adversarial disturbances for unknown LTV systems (Theorem 18). This result

implies that when the total model variation is �nite or growing sublinearly, BIBO
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stability of the closed loop is guaranteed (Corollaries 18.1 and 18.2). In particular,

our result depends on a re�ned analysis of the CBC technique (Lemma 22) and is

based on the perturbation analysis of the Lyapunov equation. This contrasts with

previous NCBC-based works for time-invariant systems, where the competitive ratio

guarantee of NCBC directly applies and the main technical tool is the robustness of

the model-based controller, which is a proven using a Lipschitz bound of a quadratic

program in [99] and is directly assumed to exist in [13].

We illustrate the proposed algorithm via numerical examples in Section 5.4 to

corroborate the stability guarantees. We demonstrate how the proposed algorithm

can be used for data collection and complement data-driven methods like [163],

[183], [184]. Further, the numerics highlight that the proposed algorithm can be

e�ciently implemented by leveraging the linearity of(5.1)despite the computational

complexity of CBC algorithms in general (see Line 5 for details).

Notation. We useS=� 1 to denote the unit sphere inR= andN¸ for positive integers.

ForC– B2 N¸ , we use»C: B¼as shorthand for the set of integersf C– Ç1– • • • – Bgand

»C¼for f 1–2– • • • – Cg. Unless otherwise speci�ed,k�k is the operator norm. We use

d¹�º for the spectral radius of a matrix.

5.2 Preliminaries

In this section, we state the model assumptions underlying our work and review key

results for convex body chasing, which we leverage in our algorithm design and

analysis.

Stability and model assumptions

We study the dynamics in(5.1)and make the following standard assumptions about

the dynamics.

Assumption 6. The disturbances are bounded:kFCk1 � , for all C� 0.

Assumption 7. The unknown time-varying system matricesf \ Cg1
C=0 belong to a

known (potentially large) polytope� such that\ C 2 � for all C. Moreover, there

exists^ ¡ 0 such thatk\ k � ^ and\ is stabilizable for all\ 2 � .

Bounded and non-stochastic (potentially adversarial) disturbances is a common

model both in the online learning and control problems [115], [192]. Since we

make no assumptions on how large the bound, is, Assumption 6 models a variety

of scenarios, such as bounded and/or correlated stochastic noise, state-dependent
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disturbances, e.g., the linearization and discretization error for nonlinear continuous-

time dynamics, and potentially adversarial disturbances. Assumption 7 is standard

in learning-based control, e.g. [23], [193].

We additionally assume there is a quadratic known cost function of the state and

control input at every time stepCto be minimized, e.g.G>
C&GC¸ D>

C 'D C, with

&– ' � 0. For a given LTI system model\ = »� � ¼and cost matrices&– ' ,

we denote = LQR¹\ ; &– ' º as the optimal feedback gain for the corresponding

in�nite-horizon LQR problem.

Remark 4. Representing model uncertainty as convex compact parameter sets where

every model is stabilizable is not always possible. In particular, if a parameter set

� has a few singular points where¹ �– � º loses stabilizability such as when� = 0,

a simple heuristic is to ignore these points in the algorithm since we assume the

underlying true system matrices\ Cmust be stabilizable.

Convex body chasing

Convex Body Chasing (CBC) is a well-studied online learning problem [190], [191].

At every roundC2 N¸ , the player is presented a convex body/setKC � R=. The

player selects a point@C2 KCwith the objective of minimizing the cost de�ned as

the total path length of the selection for) rounds, e.g.,
Í )

C=1 k@C� @C� 1k for a given

initial condition@0 8 K1. There are many known algorithms for the CBC problem

with a competitive ratioguarantee such that the cost incurred by the algorithm is

at most a constant factor from the total path length incurred by the o�ine optimal

algorithm which has the knowledge of the entire sequence of the bodies. We will use

CBC to select\ C's that are consistent with observed data.

The nested case

A special case of CBC is thenestedconvex body chasing (NCBC) problem, where

KC � K C� 1. A known algorithm for NCBC is to select theSteiner pointof KCat

C[191]. The Steiner point of a convex setK can be interpreted as the average

of the extreme points ofK and is de�ned asst¹Kº := EE:kEk� 1 »6K ¹Eº¼, where

6K ¹Eº := argmaxG2K E> Gand the expectation is taken with respect to the uniform

distribution over the unit ball. The intuition is that Steiner point remains �deep�

inside of the (nested) feasible region so that when this point becomes infeasible due

to a new convex set, this convex set must shrink considerably, which indicates that

the o�ine optimal must have moved a lot. Given the initial condition@0 8 K1, the



113

Steiner point selector achieves competitive ratio ofO¹=º against the o�ine optimal

such that for all) 2 N¸ ,
Í )

C=1 kst¹KCº � st¹KC� 1ºk � O¹ =º � OPT, whereOPTis the

o�ine optimal total path length. There are many works that combine the Steiner

point algorithm for NCBC with existing control methods to perform learning-based

online control for LTI systems, e.g., [13], [55], [99].

General CBC

For general CBC problems, we can no longer take advantage of the nested property

of the convex bodies. One may consider naively applying NCBC algorithms when

the convex bodies happen to be nested and restarting the NCBC algorithm when

they are not. However, due to the myopic nature of NCBC algorithms, which try to

remain deep inside of each convex set, they no longer guarantee a competitive ratio

when used this way. Instead, [188] generalizes ideas from NCBC and proposes an

algorithm that selects thefunctional Steiner pointof thework function.

De�nition 5.2.1 (Functional Steiner point). For a convex function5 : R= ! R, the

functional Steiner point of5 is

st¹ 5º = � = � �
¹

E:kEk=1
5� ¹Eº E 3E– (5.2)

where �
¯
G2S 5¹Gº3Gdenotes the normalized value

¯
G2S 5¹Gº3G
¯

G2S 13G
of 5¹Gº on the setS,

and

5� ¹Eº := infG2R= 5¹Gº � hG– Ei (5.3)

is the Fenchel conjugate of5.

The CBC algorithm selects the functional Steiner point of thework function, which

records the smallest cost required to satisfy a sequence of requests while ending in a

given state, thereby encapsulating information about the o�ine-optimal cost for the

CBC problem.

De�nition 5.2.2 (Work function). Given an initial point@0 2 R=, and convex sets

K1– • • • –KC � R=, the work function at time stepCevaluated at a pointG2 R= is

given by:

l C¹Gº = min
@B2KB

kG� @Ck ¸
CÕ

B=1

k@B � @B� 1k • (5.4)

Importantly, it is shown that the functional Steiner points of the work functions are

valid, i.e.,st¹l Cº 2 KCfor all C[188]. On a high level, selecting the functional Steiner
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point of the work function helps the algorithm stay competitive against the currently

estimated o�ine optimal cost via the work function, resulting in a competitive ratio

of = against the o�ine optimal cost (OPT) for general CBC problems,

)Õ

C=1

kst¹l Cº � st¹l Ç 1ºk � = � OPT• (5.5)

Given the non-convex nature of(6.3) and (5.4), we note that, in general, it is

challenging to compute the functional Steiner point of the work function. However,

in the proposed algorithm, we are able to leverage the linearity of the LTV systems

and numerically approximate both objects with e�cient computation in Line 5.

5.3 Main Results

We present our proposed online control algorithm to stabilize the unknown LTV

system(5.1)under bounded and potentially adversarial disturbances in Algorithm 2.

After observing the latest transition fromGC– DCto GÇ 1 at Ç 1 according to(5.1)

(line 2), the algorithm constructs the set of all feasible modelsb\ C's (line 3) such

that the model isconsistentwith the observation, i.e., there exists an admissible

disturbancebFCsatisfying Assumption 6 such that the state transition fromGC– DCto

GÇ 1 can be explained by the tuple (b\ C, bFC). We call this set theconsistent model

set PCand we note that the unknown true dynamics\ C = »� C � C¼belongs toPC.

The algorithm then selects ahypothesismodel out of the consistent model setPC

using the CBC algorithm by computing the functional Steiner point(6.3) of the

work function (5.4) with respect to the history of the consistent parameter sets

P1– • • • –PC(line 4). In particular, we present an e�cient implementation of the

functional Steiner point chasing algorithm in Line 5 by taking advantage of the fact

that PC's are polytopes that can be described by intersection of half-spaces. The

implementation is summarized in Algorithm 3. Based on the selected hypothesis

model b\ C, a certainty-equivalent LQR controller is synthesized (line 5) and the

state-feedback control action is computed (line 6).

Note that, by construction, at time stepC2 N¸ we perform certainty-equivalent

control b C� 1 based on a hypothesis modelb\ C� 1 computed using retrospective data,

even though the control action (DC= b C� 1GC) is applied to the dynamics (\ C) that we do

not yet have any information about. In order to guarantee stability, we would like for
b C� 1 to be stabilizing the �future� dynamics (\ C). This is the main motivation behind

our choice of the CBC technique instead of regression-based techniques for model

selection. Thanks to the competitive ratio guarantee(5.5)of the functional Steiner
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point selector, when the true model variation is �small,� our previously selected

hypothesis model will stay �consistent� in the sense thatb C� 1 can be stabilizing for

\ Cdespite the potentially adversarial or state-dependent disturbances. On the other

hand, when the true model variation is �large,�b C� 1 does not stabilize\ C, and we

see growth in the state norm. Therefore, our �nal state bound is in terms of the total

variation of the true model.

We show in the next section that, by drawing connections between the stability

of the closed-loop system and the path length cost of the selected hypothesis

model via CBC, we are able to stabilize the unknown LTV system without any

identi�cation requirements, e.g., the selected hypothesis models in Algorithm 2

need not be close to the true models. It is observed that even in the LTI setting,

system identi�cation can result in large-norm transient behaviors with numerical

stability issues if the underlying unknown system is open-loop unstable or under

non-stochastic disturbances, thus motivating the development of NCBC-based online

control methods [13], [26], [99]. In the LTV setting, it is not su�cient to use NCBC

ideas due to the time-variation of the model; however, the intuition for the use of

CBC is similar. In fact, it can be additionally bene�cial to bypass identi�cation in

settings where the true model is a moving target, thus making identi�cation more

challenging. We illustrate this numerically in Section 5.4.

Algorithm 2: Unknown LTV stabilization

Input: , ¡ 0, � � R=�¹ =¸ < º

Initialize : D0 = 0, b\ 0 2 �
1 for Ç 1 = 1–2– • • •do
2 ObserveGÇ 1
3 Construct consistent set

PC:= f \ = »�– � ¼: kGÇ 1 � �GC� �D Ck1 � , g\ �
4 Select hypothesis modelb\ C CBC¹fP BgC

B=1; b\ 0º

5 Synthesize controllerb C LQR
�
b\ C; &– '

�

6 Compute feedback control inputDÇ 1 = b CGÇ 1

7 end

Stability Analysis

The main result of this paper is the BIBO stability guarantee for Algorithm 2 in terms

of the true model variation and the disturbance bound. We sketch the proof in this

section and refer Section 5.C for the formal proof. This result depends on a re�ned
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Algorithm 3: CBC

Input: P1, • • •, PC, b\ 0, #
Output: b\ C

1 for : = 0–1– • • • #do
2 SampleE8uniformly fromS=� 1

3 � 8  (5.12)
4 end

5 b\ C proj� \P C

�
� =

#
Í #

8=1 � 8E8

�

analysis of the competitive ratio for the functional Steiner point chasing algorithm

introduced in [188], which is stated as follows.

Lemma 22(Partial-path competitive ratio). For C2 N¸ , let B– 42 »C¼andB Ÿ 4, and

let � � R= be a convex compact set. Denoteb� »B–4¼:=
Í 4

g=B̧ 1 kst¹l gº � st¹l g� 1ºk�

as the partial-path cost of the functional Steiner point selector during interval»B– 4¼

andf OPTggC
g=1 as the (overall) o�ine optimal selection forK1– • • • –KC� � . The

functional Steiner point chasing algorithm has the following competitive ratio,

b� »B–4¼� =

 

dia¹� º ¸ 2^ ¸
4Õ

g=B̧ 1

kOPTg � OPTg� 1k�

!

on interval»B– 4¼, wheredia¹� º := max\ 1– \22� k\ 1 � \ 2k� denotes the diameter of

� and^ := max\ 2� k\ k� .

Proof. See Section 5.A. �

Theorem 18(BIBO Stability). Under Assumption 6 and 7, the closed loop of(5.1)

under Algorithm 2 is BIBO stable such that for allC� 0,

kGCk � , � 21

C� 2Õ

B=0

2
� »B–C� 1¼

2 dC� B
!

where� »B–C� 1¼ :=
Í C� 1

g=B̧ 1 k\ g � \ g� 1k� is the true model variation,, is the dis-

turbance bound, and21– 22 ¡ 0– d! 2 ¹0–1º are constants that depend on the

system-theoretical quantities of the worst-case model in the parameter set� .

Proof Sketch:At a high level, the structure of our proof is as follows. We �rst use

the fact that our time-varying feedback gainb Cis computed according to a hypothesis

model from theconsistentmodel set. Therefore, we can characterize the closed-loop
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dynamics in terms of the consistent modelsb\ Cand b C. Speci�cally, consider a time

stepCwhere we take the actionDC= b C� 1GCafter observingGC. Then, we observe

GÇ 1 = � CGC¸ � CDC¸ FCand select a new hypothesis modelb\ C = »b� C b� C¼that is

consistent with this new observation. Since we have selected a consistent hypothesis

model, there is some admissible disturbancebFCsatisfying Assumption 6 such that

GÇ 1 =
�
� C¸ � Cb C� 1

�
GC¸ FC=

�
b� C¸ b� Cb C� 1

�
GC¸ bFC•

Without loss of generality, we assume initial conditionG0 = 0. We therefore have

GC= bFC� 1 ¸
C� 2Õ

B=0

Ö

g2»C� 1:B̧ 1¼

�
b� g ¸ b� g b g� 1

�
bFB• (5.6)

We have two main challenges in boundingkGCk in (5.6):

1. b Cis computed usingb\ Cin Algorithm 2, but is applied to the next time step
b\ Ç 1. While we knowd¹ b� C¸ b� Cb Cº Ÿ 1, in (5.6) we haveb C� 1 instead ofb C.

2. Naively applying submultiplicativity of the operator norm for(5.6) results in

bounding






�
b� g ¸ b� g b g� 1

� 




 . However, even ifb C� 1 satis�esd¹ b� C¸ b� Cb Cº Ÿ 1,

in general the operator norm can be greater than 1.

To address the �rst challenge, our key insight is that by selecting hypothesis models

via CBC technique, in any interval where the true model variation is small, our

selected hypothesis model also vary little. Speci�cally, by Lemma 22, we can bound

the partial-path variation of the selected hypothesis models with the true model

partial-path variation� »B–4¼as follows:

b� »B–4¼� =

 

dia¹� º ¸ 2^ ¸
4� 1Õ

g=B

kOPTg¸ 1 � OPTgk�

!

� =
�
dia¹� º ¸ 2^ ¸ � »B–4¼

�
– (5.7)

where� and^ are from Assumption 7. A consequence of(5.7)is that, during intervals

where the true model variation is small, we have
�
b� C¸ b� Cb C� 1

�
�

�
b� C¸ b� Cb C

�
.

For the second challenge, we leverage the concept of sequential strong stability

[21], which allows bounding






Î

g2»C� 1:B̧ 1¼

�
b� g ¸ b� g b g� 1

� 




 approximately with

Î
g2»C� 1:B̧ 1¼d

�
b� g ¸ b� g b g

�
timesO

�
exp¹� »B–C� 1¼º

�
.
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We now sketch the proof. The helper lemmas are summarized in Section 5.B and the

formal proof can be found in Section 5.C. Consider! C– � C2 R=� = with � C� 0 such

that

b� C¸ b� Cb C� 1 := � 1•2
C ! C�

� 1•2
C •

We use�Bas shorthand for the interval»C� 1 : B¸ 1¼. Then each summand in(5.6)

can be bounded as











Ö

g2�B

�
b� g ¸ b� g b g� 1

�











�





 � 1•2

C� 1













 � � 1•2

B̧ 1








|              {z              }
¹0º

Ö

: 2� B̧ 1






 � � 1•2

: � 1•2
: � 1








|                   {z                   }
¹1º

Ö

g2�B

k! gk

|     {z     }
¹2º

• (5.8)

Therefore showing BIBO stability comes down to bounding individual terms in

(5.8). In particular we will show that by selecting appropriate� Cand! C, term (a)

is bounded by a constant� � that depends on system theoretical properties of the

worst-case parameter in� . For (b) and (c), we isolate the instances when





 b\ C� b\ C� 1








�
� n (5.9)

for some chosenn ¡ 0. For instances where(5.9) holds, we use the perturbation

analysis of the Lyapunov equation involving the matrixb� C¸ b� Cb C� 1 (Lemma 27 for

(b) and Lemma 25 for (c)) to bound (b) and (c) in terms of the partial-path movement

of the selected parametersb� »B–4¼ :=
Í 4

g=B̧ 1 kst¹l g¸ 1º � st¹l gºk� . Speci�cally,

Lemma 27 implies






 � � 1•2

C � 1•2
C� 1






 �

8>><

>>
:

4
Vkb\ C� b\ C� 1k�

2 – if (5.9) holds

�� otherwise–
(5.10)

whereV– �� ¡ 1 are constants. We also show that from Lemma 25,

k! Ck �

8>><

>>
:

d! if (5.9) holds

�! otherwise–
(5.11)

for d! 2 ¹0–1º and �! ¡ 1 a constant.

We now plug(5.10)and(5.11)into(5.8). Denote by=»B–C¼the number of pairs¹g– g� 1º

with B¸ 1 � g � C� 1 where(5.9) fails to hold. Let� »B–4¼:=
Í 4

g=B̧ 1 k\ g � \ g� 1k�
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be the true model partial-path variation. Then (5.8) can be bounded as













Ö

g2»C� 1:B̧ 1¼

�
b� g ¸ b� g b g� 1

�













� � � � �� =»B–C¼� 4
Vb� »B̧ 1–C� 1¼

2 � �! =»B–C¼� d
C� B� b=»B–C¼� 1
!

� � �

� �! ��
d!

� b� »B–C� 1¼
n�

4
Vb� »B̧ 1–C� 1¼

2 � dC� B� 1
!

� � �

� �! ��
d!

� �=¹dia¹� º¸ 2^¸ � »B–C� 1¼º
n�

4
V�=¹dia¹� º¸ 2^¸ � »B̧ 1–C� 1¼º

2 � dC� B� 1
!

=: 2 � 2
� »B–C� 1¼

2 dC� B
! –

for constants2– 22 and �= := =¹= ¸ < º for the dimension of the parameter space for

� C– �C. In the second inequality, we used the observation that=»B–C¼�
b� »B–C� 1¼

n and in

the last inequality we used Lemma 22. Combined with(5.6)and Assumption 6, this

proves the desired bound. �

An immediate consequence of Theorem 18 is that when the model variation in(5.1)

is bounded or sublinear, Algorithm 2 guarantees BIBO stability. This is summarized

below.

Corollary 18.1 (Bounded variation). Suppose(5.1)has model variation� »0–C¼� "

for a constant" . Then,

sup
C

kGCk �
21 � 2"

2

1 � d!
•

Corollary 18.2 (Unbounded but sublinear variation). Let U 2 ¹0–1º andC2 N¸ .

Suppose(5.1) is such that for each: � C, � »:–:¸ 1¼ � XC := 1•C¹1� Uº, implying a

total model variation� »0–C¼= O¹CUº. Then for large enoughC, d! 2XC
2 � 1¸ d!

2 , and

therefore

kG: k � 21

:Õ

8=0

�
d! 2XC

2

� 8
�

221

1 � d!
•

Corollary 18.1 can be useful for scenarios where the mode of operation of the system

changes infrequently and for systems such that\ ¹Cº ! \ ¢ asC! 1 [194]. As an

example, consider power systems where a prescribed set of lines can potentially

become disconnected from the grid and thus change the grid topology. Corollary 18.2

applies to slowly drifting systems [195].
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E�cient implementation of CBC

In general, implementation of the functional Steiner point of the work function may

be computationally ine�cient. However, by taking advantage of the LTV structure,

we are able to design an e�cient implementation in our setting. The key observation

here is that for eachC, PC(Algorithm 2, line 3) can be described by the intersection

of half-spaces because the ambient parameter space� is assumed to be a polytope

and the observed online transition data fromGC– DCto GÇ 1 speci�es two half-space

constraints at each time step due to linearity of(5.1). Our approach to approximate

the functional Steiner point for chasing the consistent model sets is inspired by [189]

where second-order cone programs (SOCPs) are used to approximate the (nested set)

Steiner point of the sublevel set of the work functions for chasing half-spaces.

Denotef¹ 08– 18ºg?C
8=1 as the collection of?Chalf-space constraints describingPC, i.e.,

0>
8 \ � 18. To approximate the integral for the functional Steiner point(6.3)of l C, we

sample# number of random directionsE2 S=� 1, evaluate the Fenchel conjugate of

the work functionl �
Cat eachEwith an SOCP, and take the empirical average. Finally

we project the estimated functional Steiner point back to the set of consistent model

PC\ � . Even though the analytical functional Steiner point(6.3) is guaranteed to

be a member of the consistent model set, the projection step is necessary because

we are integrating numerically, which may result in an approximation that ends up

outside of the set. We summarize this procedure in Algorithm 3. Speci�cally, given

a directionE2 S=� 1, the Fenchel conjugate of the work function at time stepCis

l �
C¹Eº = inf

G2R=
l C¹Gº � hG– Ei

= min
G2R=

@B2KB

CÕ

B=1

k@B � @B� 1k ¸ kG� @Ck � hG– Ei •

This can be equivalently expressed as the following SOCP with decision variables

G– @1– • • • – @C– _– _1– • • • – _C:

min
G–@1–•••–@C
_–_1–•••–_C

_ ¸
CÕ

B=1

_B � hE– Gi

s.t. k@B � @B� 1k � _B– for B2 »C¼

kG� @Ck � _

0>
8 @B � 18– for 82 »?B¼– B2 »C¼•

(5.12)

Another potential implementation challenge is that the number of constraints in the

SOCP(5.12)grows linearly with time due to the construction of the work function
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(5.4). This is a common drawback of online control methods based on CBC and

NCBC techniques and can be overcome through truncation or over-approximation in

of the work functions in practice. Additionally, if the LTV system is periodic with a

known period, then we can leverage Algorithm 2 during the initial data collection

phase. Once representative (persistently exciting) data is available, one could employ

methods like [163] to generate a stabilizing controller for the unknown LTV system.

In Section 5.4, we show that data collection via Algorithm 2 results in a signi�cantly

smaller state norm than random noise injection when the system is unstable.

5.4 Simulation

In this section, we demonstrate Algorithm 2 in two LTV systems. Both of the systems

we consider are open-loop unstable, thus the algorithms must work to stabilize

them. We use the same algorithm parameters for both, with� = »� 2–3¼2, LQR cost

matrices& = � and' = 1.

Example 1: Markov linear jump system

We consider the following Markov linear jump system (MLJS) model from [196],

with

� 1 =

"
1•5 1

0 0•5

#

– �2 =

"
0•6 0

0•1 1•2

#

– �1 =

"
0

1

#

–

� 2 =

"
1

1

#

– � =

"
0•8 0•2

0•1 0•9

#

–

where� is the transition probability matrix from\ 1 to \ 2 and vice versa. We

inject uniformly random disturbances such thatFC2 f� 101–� 31–31gwhere1 is

the all-one vector. We set the disturbances to be zero for the last 10 time steps to

make explicit the stability of the closed loop. We implement certainty-equivalent

control based on online least squares (OLS) with di�erent sliding window sizes

! = 5–10–20and a exponential forgetting factor of0•95 [197] as the baselines.

We show two di�erent MLJS models generated from 2 random seeds and show the

results in Figure 5.1. For both systems, the open loop is unstable. In Figure 5.1(a) the

OLS-based algorithms fail to stabilize the system for window size of! = 20, while

stabilizing the system but incurring larger state norm than the proposed algorithm for

! = 5–10. On the other hand, in Figure 5.1(b), OLS with! = 5 results in unstable

closed loop. This example highlights the challenge of OLS-based methods, where

the choice of window size is crucial for the performance. Since the underlying LTV

system is unknown and our goal is to control the systemonline, it is unclear how to
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(a) closed loop of seed # 1 (b) closed loop of seed # 2

Figure 5.1: Markov linear jump system for two di�erent random seeds. For each
seed:Top plot shows the state norm trajectories of the proposed algorithm, certainty-
equivalent control based on online least squares (OLS) with di�erent sliding window
sizes, and the open loop.Middle plot shows the norm of the selected hypothesis
model via Algorithm 3.Bottom plot shows the true model switches.

select the appropriate window size to guarantee stability for OLS-based methods a

priori. In contrast, Algorithm 2 does not require any parameter tuning.

We note that while advanced least-squares based identi�cation techniques that

incorporate sliding window withvariable length exist, e.g. [164], [197], due to

the unknown system parameters, it is unclear how to choose the various algorithm

parameters such as thresholds for system change detection. Therefore, we only

compare Algorithm 1 against �xed-length sliding window OLS methods as baselines.

Example 2: LTV system

Our second example highlights that Algorithm 2 is a useful data-collection alternative

to open-loop random noise injection. We consider the LTV system from [163], [184],

with

� ¹: º =

"
1•5 0•0025:

� 0•1 cos¹0•3: º 1 ¸ 0•053•2 sin¹0•5: º
p

:

#

–

� ¹: º = 0•05

"
1

0•1: ¸ 2
0•1: ¸ 3

#

•

where we modi�ed� ¹1–1º from 1 to 1.5 to increase the instability of the open loop

in the beginning; thus making it more challenging to stabilize. We consider no

disturbances here, which is a common setting in direct data-driven control, e.g., [163],

[182], [183]. In particular, we compare the proposed algorithm against randomly

generated bounded inputs fromUNIF»� 1–1¼. We also modify the control inputs from

Algorithm 2 to beDC= b C� 1GC¸ [ C� 1 with [ C� UNIF»� 1–1¼so that we can collect
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Figure 5.2: Simulation result for the LTV system in example 2. Here we plot the the
state and control norm, as well as the selected hypothesis model via CBCb\ Cand true
models\ C.

rich data in the closed loop. This is motivated by the growing body of data-driven

control methods such as [163], [183], [184] that leverage su�ciently rich o�ine data

to perform control design for unknown LTV systems. However, most of these works

directly inject random inputs for data collection. It is evident in Figure 5.2 that when

the open-loop system is unstable it may be undesirable to run the system without any

feedback control. Therefore, Algorithm 2 complements existing data-driven methods

by allowing safe data collection with signi�cantly better transient behavior.

5.5 Conclusion

In this chapter, we propose a model-based approach for stabilizing an unknown

LTV system under arbitrary non-stochastic disturbances in the sense of bounded

input bounded output under the assumption of infrequently changing or slowly

drifting dynamics. Our approach uses ideas from convex body chasing (CBC),

which is an online problem where an agent must choose a sequence of points

within sequentially presented convex sets with the aim of minimizing the sum of

distances between the chosen points. The algorithm requires minimal tuning and

achieves signi�cantly better performance than the naive online least squares based

control. Future work includes sharpening the stability analysis to go beyond the

BIBO guarantee in this work, which will require controlling the di�erence between

the estimated disturbances and true disturbances. Another direction is to extend the

current results to the networked case, similar to [99].
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5.A Proof of Lemma 22

We have

4Õ

g=B̧ 1






 b\ g � b\ g� 1








�
=

4Õ

g=B̧ 1

kst¹l gº � st¹l g� 1ºk�

¹0º
� = �

¹

E

 
4Õ

g=B̧ 1

�
�l �

g¹Eº � l �
g� 1¹Eº

�
�

!

E 3E

¹1º
= = �

¹

E

 
4Õ

g=B̧ 1

l �
g¹Eº � l �

g� 1¹Eº

!

E 3E

= = �
¹

E

�
l �

4¹Eº � l �
B¹Eº

�
E 3E

¹2º
� = � ¹min

G
l 4¹Gº � min

H
l B¹Hº ¸ 2^º – (5.13)

where (a) is due to the de�nition(6.3). For (b), we used the observation thatl �
C¹Eº is

non-decreasing in time. For (c), by de�nition of the Fenchel conjugate(5.3), we have

thatl �
4¹Eº = infGl 4¹Gº � hG– Ei . Denote¹G¢– @¢1– • • • – @¢

4º as the optimal solution to

the problemminGl 4¹Gº. It is clear thatl �
4¹Eº � l 4¹G¢º �



G¢– E

�
� minGl 4¹Gº ¸ ^

where in the last inequality we used Cauchy-Shwarz and^ := max\ 2� k\ k� . Similarly,

we also havel �
B¹Eº � inf Hl B¹Hº � ^.

DenoteOPT»0–4¼as the minimizing trajectory¹OPT0– • • • –OPT4º to minGl 4¹Gº

whereargminGl 4¹Gº = OPT4. This last equality is by the observation that if

G¢ := argminGl 4¹Gº < OPT4, thenl 4¹OPT4º � l 4¹G¢º by de�nition (5.4), thus

contradicting thatG¢ is de�ned to be the minimizer ofl 4. We also denoteINT»0–B¼

as the minimizing trajectory tominHl B¹Hº. To reduce notation, we denote� OPT
»B–4¼:=

Í 4
g=B̧ 1 kOPTg � OPTg� 1k� and� INT

»B–4¼:=
Í 4

g=B̧ 1 kINTg � INTg� 1k� . Then we have

(5.13)= = �
�
� OPT

»0–4¼� � INT
»0–B¼¸ 2^

�

¹2º
� = �

�
� OPT

»0–4¼� � OPT
»0–B¼¸ dia¹� º ¸ 2^

�

= = �
�
� OPT

»B–4¼¸ dia¹� º ¸ 2^
�

–

where (c) holds because if
Í B

g=1 kOPTg � OPTg� 1k� ¡
Í B

g=1 kINTg � INTg� 1k� ¸

dia¹� º and OPT»0–B¼ < INT»0–B¼, then we can replace the»0– B¼portion of the

optimal trajectoryOPT»0–4¼with INT»0–B¼and achieve a lower cost forl 4¹OPT4º,

thus contradicting the optimality ofOPT»0–4¼. To see why the �ctitious trajectory
�
INT»0–B¼–OPT»B̧ 1–4¼

�
achieves lower cost thanOPT»0–4¼, we compare the total
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movement cost during the interval»0– B̧ 1¼,

BÕ

g=1

kINTg � INTg� 1k� ¸ kOPTB̧ 1 � INTBk�

�
BÕ

g=1

kINTg � INTg� 1k� ¸ kOPTB̧ 1 � OPTBk�

¸ kOPTB � INTBk�

�
BÕ

g=1

kINTg � INTg� 1k� ¸ kOPTB̧ 1 � OPTBk� ¸ dia¹� º

Ÿ
BÕ

g=1

kOPTg � OPTg� 1k� ¸ kOPTB̧ 1 � OPTBk� –

which means the �ctitious trajectory achieves lower overall cost. Therefore (c) must

hold. �

5.B Auxiliary Results

Here we summarize the helper lemmas used in the proof sketch of Theorem 18. First,

we de�ne some useful notation.

Lyapunov equation. Let -– . 2 R=� = with . = . > � 0 and d¹- º Ÿ 1. De�ne

dlyap¹-– . º to be the unique positive de�nite solution/ to the Lyapunov equation

- > / - � / = . . For a stabilizable system¹ �– � º with optimal in�nite-horizon LQR

feedback :=  � ¹»� � ¼ºwith cost matrices&– ' = � , we de�ne

%¹�– � º = dlyap¹ � ¸ � � ¹»� � ¼º– �= ¸  � ¹»� � ¼º>  � ¹»� � ¼ºº

and

� ¹ �– � º = dlyap¹ � ¸ � � ¹»� � ¼º– �=º•

We also de�ne the shorthand for the following:

%C:= %¹ b� C–b� Cº– � C:= � ¹ b� C–b� Cº• (5.14)

Constants. Throughout the proof, we will reference the following system-theoretical

constants for the parameter set� de�ned in Assumption 7:

k � k := sup
»� � ¼2�

k � ¹»� � ¼ºk– W� := max
»� � ¼2�

k� ¸ � � ¹»� � ¼ºk •

We also quantify the stability of every model in� under its corresponding optimal

LQR gain. Let

� � ¡ 0– A� 2 ¹0–1º
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be such that for all\ := »� � ¼ 2� ,  :=  � ¹\ º, and8 2 N¸ ,










�
¹ � ¸ � º)

� 8







 �




 ¹ � ¸ � º8




 � � � A28

� . By Lemma 23 which is stated below and Assumption 7, such

� � andA� always exist. Further, we de�ne

k%� k := sup
»� � ¼2�

k%¹ �– � ºk– k� � k := sup
»� � ¼2�

k� ¹ �– � ºk–

n� := 1•
�
54k%� k5

�
– 2� := max

»� � ¼2�

_max� ¹ �– � º
_min� ¹ �– � º

–

� � := sup
»� 1 � 1¼–»� 2 � 2¼2�






 � ¹ � 1– �1º1•2













 � ¹ � 2– �2º� 1•2






 •

To justify the existence of these constants, note that discrete-time optimal LQR

controller has guaranteed stability margin [198] and that by Lemma 23 and the fact

that the solution to Lyapunov equation has the following closed form:

%¹ �– � º =
1Õ

8=0

�
¹ � ¸ � º> �8¹� ¸  >  º ¹� ¸ � º8– (5.15)

we have that for all»�– � ¼ 2� ,

k%¹ �– � ºk �
�
1 ¸ k k2

�
 

1 ¸
1Õ

8=1







�
¹ � ¸ � º> �8











 ¹ � ¸ � º8






!

�

�
1 ¸ k � k2

� �
1 � A2

� ¸ � �
�

1 � A2
�

=: k%� k •

We can similarly derivek� � k. By de�nition of the Lyapunov solution(5.15),

k%� k � k� � k � 1.

Lemma 23([199, page 183]). For a matrix � 2 R=� =, with d := d¹ � º, there exist

constantŝ 1– 2̂ such that for any positive integer8

^1d88=1� 1 �



 � 8




 � ^2d88=1� 1

where=1 is the size of the largest Jordan block corresponding to eigenvalue ofd in

Jordan block form representation of� .

Lemma 24([59, Proposition 6]). Let� = »� � ¼be a stabilizable system, with optimal

controller  :=  � ¹\ º and%:= %¹�– � º. Letb\ = »b� b� ¼be an estimate of\ , b :=

 � ¹b\ º the optimal controller for the estimate, andn := max
n




 � � b�






 –






 � � b�







o
.

Then ifU := 8 k%k2 n Ÿ1:





 �

�
b �  

� 




 � 8¹1 � Uº� 7•4 k%k7•2 n•
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Lemma 25 ([59, Theorem 8]). Let \ = »� � ¼be a stabilizable system, with

% := %¹�– � º, and � = � ¹ �– � º. Let b\ = »b� b� ¼be an estimate of\ satisfying

max
n




 � � b�






 –






 � � b�







o

� n. Consider certainty equivalent controllerb =  � ¹b\ º.

Then ifn is such that54k%k5 n � 1, we have

¹ � ¸ � b º> � ¹ � ¸ � b º �
�
1 �

1
2

k� k� 1
�

� �
�
1 �

1
2

k%k� 1
�

�•

Lemma 26([200]). Let - be the solution to the Lyapunov equation- � � > - � = " ,

and let- ¸ � - be the solution to the perturbed problem

/ � ¹ � ¸ � � º> / ¹� ¸ � � º = "•

The following inequality holds for the spectral norm:

k� - k
k- ¸ � - k

� 2












¸1Õ

: =0

�
� > � : � :












� ¹2k� k ¸ k� � kº � k� � k•

Lemma 27. SupposenÇ 1 := max
n




 b� Ç 1 � b� C






 –






 b� Ç 1 � b� C







o

andU := 8 k%� k2 nÇ 1 �

1•2, . Then� Cde�ned in(5.14)satis�es

� C� � Ç 1¹1 ¸ [ Ç 1º

for [ Ç 1 := 2� V� nÇ 1, and

V� :=
2� �

1 � A2
�

¹2W� ¸ 3 ¸ k � kº
�
1 ¸ 32k%� k2 ¸ k � k

�
•

Proof of Lemma 27.For notational brevity, we drop the time index forn and[ in

the proof. Applying Lemma 26 with- = � C, - ¸ � - = � Ç 1 and� = b� C¸ b� Cb C

and� � = ¹ b� Ç 1 � b� Cº ¸ ¹ b� Ç 1 b Ç 1 � b� Cb Cº, and" = �= we have

k� Ç 1 � � Ck
k� Ç 1k

� 2












¸1Õ

: =0

�
¹ b� C¸ b� Cb Cº>

� :
¹ b� C¸ b� Cb Cº:












�
�
2






 b� C¸ b� Cb C






 ¸






 b� Ç 1 � b� Cº






 ¸






 b� Ç 1¹ b Ç 1 � b Cº






 ¸






 ¹ b� Ç 1 � b� Cº b C








�

�
� 




 b� Ç 1 � b� Cº






 ¸






 b� Ç 1¹ b Ç 1 � b Cº






 ¸






 ¹ b� Ç 1 � b� Cº b C








�

� n
2� �

1 � A2
�

�
2W� ¸ n

�
1 ¸ 32k%� k2 ¸ k � k

� �
�

�
1 ¸ 32k%� k2 ¸ k � k

�
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� n
2� �

1 � A2
�

¹2W� ¸ 3 ¸ k � kº
�
1 ¸ 32k%� k2 ¸ k � k

�

=: n V–

where in the second inequality we used Lemma 24 to bound





 b� Ç 1¹ b Ç 1 � b Cº






 �

32k%Ç 1k7•2 n and in the last inequality we use the assumption8n k%� k2 � 1•2.

To show� C� � Ç 1¹1¸ [ º for some[ , it su�ces to show that for all vectorsE2 '' =,

E> ¹� C� � Ç 1ºE � [E> � Ç 1E. With the preceding calculation, we have

E> ¹� C� � Ç 1ºE � k Ek2 k� C� � Ç 1k

� n V� kEk2 k� Ç 1k

� n V� 2� _min¹� Ç 1ºkEk2

� n V� 2� E> � Ç 1E •

This proves the desired bound, with[ = 2� V� n and

V� =
2� �

1 � A2
�

¹2W� ¸ 3 ¸ k � kº
�
1 ¸ 32k%� k2 ¸ k � k

�
•

�

5.C Proof of Theorem 18

Recall that the closed loop dynamics can be characterized as (5.6). Therefore,

kGCk � , ¸ ,
C� 2Õ

B=0














Ö

g2»C� 1:B̧ 1¼

�
b� g ¸ b� g b g� 1

�













• (5.16)

De�ne

! C:= � � 1•2
C ¹ b� C¸ b� Cb C� 1º� 1•2

C –

where� Cis de�ned in (5.14). This gives,

b� C¸ b� Cb C� 1 := � 1•2
C ! C�

� 1•2
C •

Therefore, each summand in (5.16) can be bounded as











Ö

g2�B

�
b� g ¸ b� g b g� 1

�











�





 � 1•2

C� 1













 � � 1•2

B̧ 1








|              {z              }
¹0º

Ö

: 2� B̧ 1






 � � 1•2

: � 1•2
: � 1








|                   {z                   }
¹1º

Ö

g2�B

k! gk

|     {z     }
¹2º

(5.17)
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where we used�Bas shorthand for the interval»C� 1 : B¸ 1¼.

Bounding (a). We directly use the system-theoretical constant introduced in

Section 5.B so that (a)� � � .

Bounding (b). Lemma 27 directly implies that for allC2 N¸ , � C� 1� � 1
C � ¹ 1 ¸ [ Cº� .

Therefore, we have





 � 1•2

C� 1� � 1•2
C






 � ¹ 1 ¸ [ Cº1•2 � 1 ¸ [ C•2 � 4[ C•2•

Hence with the fact that� C's are symmetric,






 � � 1•2

C � 1•2
C� 1






 �

8>><

>>
:

4
2� V� kb\ C� b\ C� 1k�

2 –





 b\ C� b\ C� 1








�
� n�

� � otherwise•
(5.18)

Bounding (c). Lemma 25 implies that if





 b\ C� b\ C� 1








�
� n� then

�
b� C¸ b� Cb C� 1

� >
� C

�
b� C¸ b� Cb C� 1

�
�

�
1 �

1
2

k%Ck� 1
�

� C•

This in turn implies that

! >
C ! C= � � 1•2

C ¹ b� C¸ b� Cb C� 1º> � C¹ b� C¸ b� Cb C� 1º� � 1•2
C

� � � 1•2
C

�
1 �

1
2

k%Ck� 1
�

� C�
� 1•2
C

�
�
1 �

1
2

k%Ck� 1
�

�=•

This in turn implies thatk! Ck �
�
1 � 1

2k%� k

� 1•2
. To summarize,

k! Ck �

8>><

>>
:

d! :=
�
1 � 1

2k%� k

� 1•2
Ÿ 1–






 b\ C� b\ C� 1








�
� n�

� � otherwise–
(5.19)

for some constant� � such that for allC2 N¸ ,





 � 1•2

C ¹ b� C¸ b� Cb C� 1º� � 1•2
C






 � � �

Combining (a,b,c). We now plug in the bounds(5.18) and(5.19) into (5.17).

Let b� »B–4¼ :=
Í 4

g=B̧ 1






 b\ g � b\ g� 1








�
be the partial-path movement of the selected

hypothesis models and� »B–4¼:=
Í 4

g=B̧ 1 k\ g � \ g� 1k� be the true model partial-path
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variation. We also denote by=B–Cthe number of pairs¹g– g� 1º with B̧ 1 � g � C� 1

where





 b\ g � b\ g� 1








�
¡ n � . Note that=B–C� b� »B–C� 1¼•n� . Therefore,














Ö

g2»C� 1:B̧ 1¼

�
b� g ¸ b� g b g� 1

�













� � � � � =B–C
� � 4

2� V� b� »B̧ 1–C� 1¼
2 � � =B–C

� � dC� B� 1� =B–C
!

� � �

�
� � � �

d!

� b� »B–C� 1¼
n�

4
2� V� b� »B̧ 1–C� 1¼

2 � dC� B� 1
!

� � �

�
� � � �

d!

� �=¹dia¹� º¸ 2^¸ � »B–C� 1¼º
n�

� 4
2� V� �=¹dia¹� º¸ 2^¸ � »B̧ 1–C� 1¼º

2 � dC� B� 1
!

=: 20 � 2
� »B–C� 1¼

1 dC� B� 1
! –

where �= := =¹= ¸ < º is the dimension of the parameter space for»� C� C¼. Finally

plugging the above in (5.16) gives

kGCk � ,

 

1 ¸ 20

C� 2Õ

B=0

2
� »B–C� 1¼

1 dC� B� 1
!

!

•

�
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C h a p t e r 6

ONLINE ADVERSARIAL STABILIZATION OF UNKNOWN
NETWORKED SYSTEMS

In this chapter, we continue to explore the SME uncertainty set-based learning and

control framework. In particular, we will instantiate the framework for another

important class of problems where the goal is to stabilizeunknown networked

systems under communication constraints and non-stochastic (potentially adversarial)

perturbations. Networked systems model a variety of CPS, such as power systems,

connected vehicles, and building control systems. As sensing, actuation, and

communication technologies continue to expand for CPS, these network models will

be too large-scale and complex to model accurately. Moreover, due to the sheer scale

of such systems, communication constraints, such as delay and locality as introduced

in Part I, must be considered in the algorithm design. To add to the challenge,

CPS are increasingly susceptible to attacks. These considerations motivate us to

devise an algorithm that can guarantee network stability for unknown systems under

communication constraints against adversarial attacks.

We will propose the �rst provably stabilizing algorithm for this setting. The algorithm

uses a distributed version of nested convex body chasing to maintain a consistent

estimate of the network dynamics and applies SLS to determine a distributed

controller based on the selected model. Our approach accommodates a broad class

of communication delays while enabling fully distributed execution and scaling

favorably with the number of subsystems in the network.

[1] J. Yu, D. Ho, and A. Wierman, �Online adversarial stabilization of unknown
networked systems,�Proceedings of the ACM on Measurement and Analysis
of Computing Systems (SIGMETRICS), vol. 7, no. 1, pp. 1�43, 2023.doi:
10.1145/3579452.

6.1 Introduction

Large-scale networked dynamical systems play a crucial role in many emerging

engineering systems such as the power grid [69], autonomous vehicles [70], and

swarm robots [201]. Motivated by the success of learning-based control methods for

single-agent (centralized) linear systems, there has been growing interest in learning
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distributed controllers for unknown networked systems composed of interconnected

and spatially distributed linear time-invariant (LTI) subsystems [121], [202]�[205].

However, since most existing literature ports centralized learning-based control

techniques over to the distributed setting, almost all previous work assumes that the

underlying dynamics are stable, or that a stabilizing and distributed controller is

known. For a large-scale networked system, such assumptions are often unrealistic,

because designing stabilizing distributed controllers itself is a signi�cant task even if

the dynamics model is available [39], [44], [71], [73], [206], [207].

Recent work has begun to lift the assumption of the knowledge of a stabilizing

controller in the centralized case, e.g. [26], [96], [208]. This line of work follows the

approach of system identi�cation, either by letting the unstable system run open-loop

or by exciting the system via control inputs. However, such approaches induce

explosive transient behaviors due to the instability of the underlying system. Without

proper generalization to the networked setting, such explosive behavior can cause

catastrophic system degradation before a proper stabilizing controller can be learned.

Further, until now, scalability and information constraints have only been considered

separately in learning-based distributed controller design; no general approach

exists. On the other hand, information constraints and scalability have been the

central topics in distributed control for the past decade due to their theoretical

challenge and practical importance [40]�[43], [78]. Therefore, it is crucial to

simultaneously consider such constraints when designing learning-based distributed

control algorithms for networked systems.

Contribution

We overcome the aforementioned challenges by leveraging recent advances in online

learning and distributed control. In particular, we propose an approach that combines

a distributed version of nested convex body chasing (NCBC), in order to maintain a

consistent estimate of the network dynamics, with system level synthesis (SLS), in

order to determine a distributed controller based on the selected consistent model.

This combination yields the �rst online algorithm that provably stabilizes a networked

LTI system with information constraints under adversarial disturbances (Theorem

22). The proposed algorithm (Algorithm 5) is distributed and scales favorably to the

number of subsystems in the network.

The approach in this chapter is fundamentally di�erent than traditional system

identi�cation based methods, which may incur prohibitively large state norm under



133

Table 6.1: Maximum and top90%in�nity norm of the state (kG¹Cºk1 ) for di�erent
disturbance pro�les averaged over 10 runs. The goal of the controller is to minimize
the size of the state. Simulation details are provided in Section 6.5.

Algorithm Correlated Gaussian (Top90%) Uniform (Top90%) State-dependent (Top90%)

This work 1•21� 101 (0•31� 101) 2•30� 101 (0•36� 101) 7•14� 101 (0•54� 101)
SysID 5•12� 1011 (1•71� 1011) 5•12� 1011 (1•71� 1011) 5•12� 1011 (1•71� 1011)

adversarial disturbances, even in the simplest setting (see Table 6.1). The reason is

that system identi�cation-based approaches seek to learn the full system dynamics,

which requires full excitation of the system against worst-case disturbances. On the

other hand, our approach does not require precise knowledge of the system. Instead,

we maintain model estimates that are consistent with the observations generated by the

unknown system at all times. A consequence of focusing on consistency is a natural

endogenous exploration-exploitation scheme where our algorithm performs well

(small state norm) while the selected model stays consistent, and gains information

about the system whenever it observes a large state norm that renders the selected

model inconsistent.

The main result of this chapter is an input-to-state stability guarantee (Theorem 22),

where we draw novel connections between the path length property of NCBC

techniques and system stability analysis. This follows from a set of novel technical

results for SLS in the learning-based control context. In particular, we generalize a

previous result [73] on the characterization of the closed loop under SLS controllers

that are synthesized from an arbitrary and potentially incorrect system model

(Lemma 28). This result enables the analysis of our algorithm when each subsystem

uses local, asynchronous, and wrong model information for local controller synthesis.

Further, we derive a novel perturbation result with explicit constants for �nite-

horizon SLS synthesis (Theorem 21) that globally bounds the sensitivity of the

optimal solution to the SLS problem (a quadratic program with equality and sparsity

constraints) with respect to the model. This result is also applicable in other contexts

such as a class of MPC problems under sparsity constraints [209]�[211].

Related Work

This work contributes to a large and growing body of work on the topics related to

learning-based control design, online control, and distributed control. We brie�y

review the literature most related to this work below.

Stabilization of unknown systems. Stabilizing unknown linear systems has long
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been a fundamental problem studied in adaptive control theory [212]. It recently

reemerged as a learning problem and received considerable attention from the

machine learning community [208], [213]�[215]. Most works have been developed

under single-agent setting, with a no-noise assumption [181], [216] or Gausssian

noise models [17], [147]. Under the adversarial noise setting, which is the focus of

this chapter, the only work that guarantees stabilization for LTI systems is [26], with a

system identi�cation-based approach that achieves order-optimal regret. In contrast,

we propose a novel framework for stabilization under adversarial noise that does not

rely on accurate identi�cation of the true dynamics. In particular, our method is the

�rst algorithm to stabilize a networked LTI system under adversarial disturbances with

information constraints while simultaneously achieving magnitudes of improvement

in empirical performance over the state-of-the-art identi�cation-based approach [26]

in the single-agent setting, despite the regret-optimal guarantee in [26].

Distributed control. Motivated by large-scale cyberphysical systems that are

composed of physically distributed subsystems with local dynamical interactions,

there is a large body of work on control design for networked systems [73], [207],

[217]. Cyberphysical systems such as the power grid are commonly constrained

by a communication layer that allows speci�c structure of information exchange

among the subsystems. Such information structure imposes signi�cant challenges

for optimal control design, often rendering the problem NP-hard [218]. In [39], it

was shown that a large class of practically relevant distributed control problems is

convex and tractable to solve. Since then, many works have focused on this class of

problems [206], [219]. However, [45] observes that the complexity of computation

and implementation of distributed controllers developed under this setting can be

prohibitively expensive, and thus not scalable to large-scale systems. The System

Level Synthesis (SLS) framework is developed as a scalable alternative to distributed

control design [73]. In particular, SLS allows order-constant complexity for synthesis

and implementation, due to its special parameterization and implementation of the

feedback controller. As a result, many works have adopted SLS as the basis for novel

(learning-based) control algorithms in both distributed and centralized setting [61],

[210], [220], [221]. We contribute to the literature on SLS by developing a suit of

technical results for SLS controllers that can �nd applications beyond the setting of

this work.

Learning distributed controllers. Many learning-based control algorithms for

networked systems adopt a centralized learning or computational approach with
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the objective of regret minimization, e.g., [202]�[205], [222]. All prior work use

the stochastic noise or no-noise model and assume a known stabilizing distributed

controller is given [121], [210], [223]�[226]. As far as we are aware, no previous work

accommodates communication delay while doing both learning and control. The

most related to our work are [227] and [203], where learning-based SLS controllers

are designed to control unknown networked systems. Both of the methods require

the knowledge of a stabilizing and distributed controller. [227] is only applicable to

small-uncertainty scenarios, while [203] requires a stabilizing distributed controller

and performs centralized learning. In this work, we focus on stabilization and propose

the �rst distributed learning-based control algorithm that guarantees stability for

unknown networked systems under adversarial disturbances.

Online learning. The problem of online stabilization for unknown dynamical

systems is an instance of online decision making problems, where an agent makes a

sequence of decisions based on the feedback from an unknown environment with

the goal of cost minimization. Online decision making is studied extensively in

the online learning literature, with a line of work [55], [165], [228], [229] that

makes interesting connections between convex function and body chasing [230],

[231] and linear control theory. In particular, [13] proposes an online nonlinear

robust control method based on convex body chasing that guarantees �nite mistakes

under adversarial disturbances without the need for system identi�cation. While

[13] considers binary cost functions for general nonlinear systems, we present novel

technical results that establish the �rst connection between convex body chasing and

stability analysis for both single-agent and networked multi-agent linear dynamical

systems.

Notation. Let k � kbe the� 2 norm andk � k� be the Frobenius norm. We denote the

¹8– 9ºth position of a matrix" as" ¹8– 9º and use" ¹:– 9º– " ¹8–:º for the 9th column

and8th row of " respectively. We use»# ¼for the set of positive integers up to# .

Positive integers are denoted asN¸ . Bold face lower cases are reserved for vector

signal of the formx := f G¹Cºg1
C=0 with G¹Cº 2 R=. We reserve bold face capital letters

for causal linear operators/transfer matrices with components »0¼–  »1¼– • • • –such

that

K :=

2
6
6
6
6
6
6
4

 »0¼ 0 • • •

 »1¼  »0¼ 0 • • •
•••

••• ••• •••

3
7
7
7
7
7
7
5

•

We writey = Gx to mean thatH¹Cº =
Í C

: =0 � »: ¼G¹C� : º. Given any binary matrix
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(a) System with communication graphG� . (b) � , � matrix
with parameter� .

(c) Adjacency ma-
trix C.

Figure 6.1: Example networked LTI system with information constraints.

C 2 f1–0g# � # , we say" 2 C for a matrix" 2 R# � # if the sparsity of" is C. We

usef 49g=
9=1 for the standard basis inR=.

6.2 Preliminaries and Problem Setup

We consider the task of stabilizing an unknown networked system made up of#

interconnected, heterogeneous linear time-invariant (LTI) subsystems, illustrated in

Figure 6.1(a). For each subsystem82 »# ¼, let G8¹Cº 2 R=8, D8¹Cº 2 R< 8, F8¹Cº 2 R=8

be the local state, control, and disturbance vectors respectively. Each subsystem8

has dynamics,

G8¹Ç 1º =
Õ

92N ¹8º

�
� 8 9G9¹Cº ¸ � 8 9D9¹Cº

�
¸ F8¹Cº– (6.1)

where we write92 N ¹8º if the states or control actions of subsystem9a�ect those

of subsystem8through the open-loop network dynamics (82 N ¹8º). Concatenating

all the subsystem dynamics, we can represent the global dynamics as

G¹Ç 1º = �G¹Cº ¸ �D ¹Cº ¸ F ¹Cº– (6.2)

whereG¹Cº 2 R# G, D¹Cº 2 R# D, F ¹Cº 2 R# G, with # G =
Í #

8=1 =8 and# D =
Í #

8=1 < 8,

and we de�ne� 8 9– �8 9� 0 for all 9 8 N ¹8º. The networked LTI model(6.1) has

been extensively studied in the networked control literature for various applications

such as robotic swarms [232], voltage control for the distribution network of the

power grid [55], and many other large-scale cyber-physical systems [37], [233]. An

example is the linearized swing equation for power systems, where the global system

is composed of a mesh of interacting buses [234], [235]. In this setting, the statesG8

of each bus8is two-dimensional and corresponds to the phase angle relative to some

given setpoint and the associated frequency. The inputD8at bus8is the controllable

load, whileF8 is the bounded load disturbances that are often correlated in space

and time.
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We assume that the topology among the subsystems is known,i.e., the setsN ¹8º for

82 »# ¼are known. However, the parameters of the dynamics (entries of matrices

� 8 9, � 8 9) are unknown. Let\ 8denote the unknownlocal parameterfor subsystem8,

i.e., \ 8 :=
�
� 8 9– �8 9�

92N ¹8º. Further, let� := ¹\ 1– • • • – \# º be theglobal parameter.

We write � ¹� º and� ¹� º (equivalently� 8 9¹\ 8º, � 8 9¹\ 8º) to emphasize that� and�

are matrices constructed with appropriate zeros according to the network topology

(known), and the nonzero entries speci�ed by� (unknown).

Example 6. Consider the networked system in Figure 6.1(a) where each subsystem

8 2 »6¼has G8¹Cº 2 R and D8¹Cº 2 R. For each8, the setN ¹8º contains the

subsystems that has a dashed arrow pointing towardsG8 in the �gure. For example,

N ¹ 6º = f 1–3–5–6g. Each� 8 9and � 8 9for 92 N ¹8º is a scalar. The stacked global

dynamics has matrix� and � with structure shown in Figure 6.1(b). The unknown

local parameter\ 8corresponds to the� entries of the8th row of � and � , while the

global parameter� is a vector containing� entries in matrix� and � .

We now introduce three core assumptions needed for our algorithm and analysis. As

we highlight below, these are standard assumptions in the learning-based control

literature.

Assumption 8(Adversarial disturbances). kF ¹Cºk1 � , for (6.2).

Assumption 9(Compact Parameter Set). The network structureN ¹8º for 82 »# ¼is

known. The true system parameter� ¢ :=
�
\ 1–¢– • • • – \#–¢� is an element of a known

compact convex setP0 = P1
0 � � � � � P #

0 , which is a product space of local parameter

sets where\ 8–� 2 P8
0. The known parameter set is bounded such that there exists a

known constant̂ ¡ 0 wherek»� ¹� º � ¹� º¼k� � ^ for all � 2 P0.

Assumption 10(Controllability). For all � 2 P0, ¹ � ¹� º– � ¹� ºº is controllable.

Bounded adversarial disturbances is a common model in the adversarial online

learning and control problems [12], [23], [221]. Since we make no assumptions

on how large the bound on the disturbance, is, Assumption 8 models a variety

of disturbance models, such as bounded and correlated stochastic noise or state-

dependent disturbances such as the linearization and discretization error for nonlinear

continuous dynamics [120]. Moreover, the known bound, can be relaxed to an

unknown parameter[ with [ � , for a known constant, to reduce conservatism

for large, . Assumptions 9 and 10 are standard in the learning-based control
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literature, e.g., see [23], [193]. We impose controllability in Assumption 10 for

ease of exposition but it can be relaxed to stabilizability by adjusting the choice of

model-based controller to an in�nite-horizon controller such as the one proposed in

[236] for the algorithm.

Stability

One of the fundamental goals for control design is to ensure stability. In this chapter,

we aim to learn a stabilizing controller for the networked linear system(6.2) in the

sense of input to state stability (ISS) [237]. ISS is one of the main notions of stability

for both linear and nonlinear systems [238], [239]. Here we adapt the ISS de�nition

to the� 1 -norm.

De�nition 6.2.1 (ISS). A dynamical system of the form(6.2) is said to be input to

state stable (ISS) if there exist functionsV : R¸ � N ! R¸ that is continuous, strictly

increasing, and b¼ective with respect to the second argument withlimC!1 V¹0– Cº = 0

for all 0 � 0, C2 N, andW: R¸ ! R¸ that is continuous, strictly increasing, and

b¼ective such that for all initial stateG¹0º, disturbance sequencew, and timeC� C0
for C0 2 N¸ , we havekG¹Cºk1 � V¹kG¹C0ºk1 – C� C0º ¸ W¹supC� C0 kF ¹Cºk1 º.

Distributed Design and Information Constraints

For large-scale networks such as the power grid with state dimension in the orders

of thousands to millions, it is unrealistic and prohibitively costly for a central agent

to learn a global policy online. A promising remedy is to decompose the global

policy learning into alocal one, where each subsystem in the network learns a local

policy in a distributed fashion. In this work, we propose a distributed learning-based

control algorithm for the networked linear system(6.2) that guarantees stability of

the global system.

In addition to distributed design, networks of the form(6.1) are often modelled

with additional information constraints that require careful consideration. In this

work we consider two common information constraints. The �rst iscommunication

delay, where the dynamical system is endowed with a communication network that

specify delayed information transmission among subsystems. The second islocal

information, where each subsystem only computes with (delayed) local information

within a speci�ed neighborhood, and discard information outside of the neighborhood.

We come back to these information constraints and present de�nitions in Section 6.4.
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Algorithm Preliminaries

Our proposed algorithm makes use of two emerging techniques, one from the learning

community, i.e., nested convex body chasing (NCBC), and one from the control

community, i.e., system level synthesis (SLS). We provide important background on

each below before introducing our algorithm in the next section.

Preliminaries on NCBC

The Nested Convex Body Chasing (NCBC) problem is a well-studied online learning

problem [189], [191]. At every roundC, the player is presented a convex body

KC� R= which is nested in the previous body, e.g.,KC� K C� 1. The player selects a

point @C2 KCwith the objective of minimizing the total path length of the selection

for ) rounds, e.g.,
Í )

C=0 k@Ç 1 � @Ck. There are many algorithms for the NCBC

problem such as greedy projection of the previously selected point onto the current

body [240]. Among these, the Steiner point selector has been shown to achieve

optimal competitive ratio against the o�ine optimal selector [191]. The Steiner point

of a convex bodyK can be interpreted as the average of the extreme points and is

de�ned as

St¹Kº := EE:kEk� 1 »6K ¹Eº¼–

where6K ¹Eº := argmaxG2K E> Gand the expectation is taken with respect to the

uniform distribution over the unit ball. The Steiner point selector achieves the

following total path length:

)Õ

C=0

kSt¹KCº � St¹K Ç 1ºk � = � diam¹K0º–for all ) 2 N¸ • (6.3)

We note that the Steiner point can be approximated with any accuracy by solving

sampling based linear programs [189, Algorithm 3].

Distributed control via SLS

Even when the dynamics(6.1) is known, it remains challenging to design distributed

and localized control policies that accommodates communication delay and infor-

mation constraints due to non-convexity and computational scalability issues. In

Section 2.3, we introduced the SLS framework that synthesizes distributed controllers

by via convex parameterization of feedback controllers with the closed-loop mappings

induced by the controllers. For ease of notation, we will denote the CLMs fromw to

x andu as� x : w ! x and� u : w ! u.
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Recall that by Theorem 1, for any� x–� u satisfying(2.6), controllerK = � u¹� xº� 1

achieves the prescribed closed-loop responses and internally stabilizes the system

with implementation (2.7).

In this chapter, we will restrict our attention to the space of linear causal operators

with FIR up to horizon� , instead of the entire space of linear causal operators

as presented in Theorem 1. This is because FIR allows temporal localization of

disturbances, in addition to the spatial localization which can be encoded as sparsity

constraints as shown in Chapter 2. Such temporal localization implies that any

introduced errors from asynchronous learning will only have an e�ect on the system

up to �nite number of time steps. For completeness, we present the SLS theorem

Theorem 1 specialized to linear operators with �nite impulse responses (FIR) here.

Theorem 19(Adapted from [73]). For system(6.2), any linear causal operators

� x–� u with �nite impulse response of horizon� and satisfying the following

� G»0¼= �– � G»: ¸ 1¼= � � G»: ¼ ¸� � D»: ¼– for : = 0– • • • – �� 1 (6.4a)

� G»g¼= 0 for g � � (6.4b)

are closed-loop mappings for(6.2)under a stabilizing linear controllerK. Moreover,

given any linear causal operators� x, � u that satisfy(6.4), the following SLS

controller constructed using� x, � u,

bF ¹Cº = G¹Cº �
� � 1Õ

: =1

� G»: ¼bF ¹C� : º (6.5a)

D¹Cº =
� � 1Õ

: =0

� D»: ¼bF ¹C� : º (6.5b)

with bF ¹0º = G¹0º achieves the desired closed-loop response prescribed by� x, � u.

The horizon� is a system-dependent design parameter relating to controllability of

(6.2). Under Assumption 10,� � # G. We note that here we have shifted the indices

of the kernels of the CLMs to allow for causal operators rather than strictly causal

operators without loss of generality. Moreover,(6.4)provides a�ne constraints on

�nite number of nonzero parameters of the closed-loop responses. Therefore, one

can tractably optimize the closed-loop responses with respect to a convex cost. A

common choice is the Linear Quadratic Regulator (LQR) cost on the state and input

expressed in terms of the closed-loop responses, e.g.,

min
� x–� u

1Õ

: =0












"
&1•2 0

0 ' 1•2

# "
� G»: ¼

� D»: ¼

#










2

�

s.t. (6.4)• (6.6)
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In this work, we leverage theSLS controllers(6.5) that is parameterized by and

constructed from the operators� x, � u. The interpretation of(6.5)is intuitive. When

� x, � u satisfy(6.4), they are valid closed-loop responses, mappingw to x andu

under(6.2). Then equation(6.5a)estimates the disturbance entering the state in the

last time step by computing the di�erence between the currently observed stateG¹Cº

and the counterfactual state
Í � � 1

: =1 � G»: ¼bF ¹C� : º that should have been observed

according to the closed-loop respsonse� x if there were no disturbance. Indeed, a

simple calculation using substitution will reveal thatbF ¹Cº = F ¹C� 1º, i.e., that the

estimated disturbance from an SLS controller constructed with operators that satisfy

(6.4) is the perfect one-step delayed estimation of the true disturbances. Then(6.5b)

computes the control action to attenuate the estimated disturbance according to the

prescription of the closed-loop responses� u.

Recall from Chapter 2 that a feature of SLS is that both the closed-loop response

synthesis(6.6) and the controller implementation(6.5) can be performed in a

distributedmanner, unlike the commonly adopted optimal LQR control method via

the Riccati equation [59]. This is crucial for scalability of the control algorithm for

large-scale systems.

In particular(6.6) is a column separable problem, which means that we can parti-

tion matrix variables� G»: ¼–� D»: ¼into columns such as� G»: ¼¹:– 8º–� D»: ¼¹:– 8º

corresponding to each subsystem8. We refer to [78] for the de�nition of column

separability and the veri�cation of(6.6)as a column separable problem. Thus, sub-

system8only needs to solve the column subproblems corresponding to its dynamics

(6.1) in the global dynamics(6.2)as follows. Let� 8–Gand� 8–Ddenote the8th column

of � x and� u respectively and let� 8collectively stand for� 8–G, � 8–D. The8th column

subproblem is

min
� i

1Õ

: =0












"
&1•2 0

0 ' 1•2

# "
q8–G»: ¼

q8–D»: ¼

#










�

s.t. q8–G»: ¸ 1¼= �q 8–G»: ¼ ¸�q 8–D»: ¼ for : = 0– • • • – �� 1

q8–G»0¼= 48– q8–G»� ¼= 0–

(6.7)

where the constraints in(6.7) is the column-wise decomposition of the constraints

(6.4) for the closed-loop repsonse synthesis(6.6). It is straightforward to see that

stacking the solutions to the column subproblems recovers the optimal solution to

(6.6).

When the dynamics interaction among subsystems(6.1) is sparse, additional sparsity
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can be imposed on the closed-loop responses during synthesis(6.6). With sparse� x

and� u, the implementation of the controller(6.5) can be distributed in a similar

decomposition as the synthesis procedure. In particular, each subsystem computes a

disjoint subset of coordinates ofbF ¹Cº. Due to sparsity, such local computation for

subsystem8only requires the solutions to the column subproblems from the local

neighbors of8via communication instead of from the entire network.

6.3 Online Stabilization under Adversarial Sisturbances

In this section, we propose a novel online algorithm presented in Algorithm 4 that

stabilizes an unknown networked linear system(6.2)under bounded and potentially

adversarial disturbances. The algorithm selects hypothesis models using methods for

NCBC and constructs an SLS distributed controller based on the hypothesis model.

Our approach is distinguished from prior learning-based control methods in that it

does not perform system identi�cation as part of the algorithm.

We �rst introduce our algorithm without any communication or localization con-

straints. Then, in Section 6.4, we extend the algorithm to a distributed one that

accommodates communication delay and local information (Algorithm 5). Though

inspired by the approach in [13], Algorithms 4 and 5 are the �rst to consider the con-

trol goal of stabilization, which can not be subsumed under the framework proposed

in [13] where only binary cost functions are considered. To cast stabilization in

terms of a binary cost function, one needs to specify the largest norm of the state and

control input of the closed-loop system, which is unavailable a priori1. Moreover,

our algorithms perform both the parameter selection and the model-based control

designdistributedlyfor each local subsystem based ondelayedinformation from

other subsystems, whereas [13] is a single-agent algorithm.

Algorithm 4 starts with the construction of a set of candidate models that are

consistent with the online data (line 3) after observing the latest state transition

(line 2). A hypothesis model is selected from the set of candidate models with NCBC

techniques (line 5) if the previously selected hypothesis model is invalidate by the

new observation (line 4). Based on the selected hypothesis model, model-based

control design is performed using the SLS procedure introduced in Section 2.3 (line

6 - 7). We discuss the details of Algorithm 4 in the following subsections.
1A crude approximation of the largest norm can be achieved by computing the worst-case state

norm over all systems in the initial parameter setP0, but such approximation results in signi�cant
conservatism and requires the knowledge of control theoretical constants of the controller, e.g., SLS
controllers, that may not always be available.
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Algorithm 4: Online stabilization under adversarial disturbances
Input: Parameter setP0
Initialize: C= 0, D¹0º = 0

1 for C= 1–2– • • •do
2 ObserveG¹Cº

/* CONSIST: Select consistent models */

3 ConstructPCwith (6.8)
4 if � C� 1 2 PCthen � C � C� 1
5 else� C St¹PCº

/* CONTROL: Perform model-based control with SLS */

6 Synthesize� x
t , � u

t using (6.6) based on� C
7 ComputeD¹Cº using the SLS controller (6.5) with� x

t , � u
t

8 end

CONSIST: Consistent Hypothesis Model Selection

The �rst component of Algorithm 4 is to select a hypothesis model� C in order

to perform model-based control. We name this component CONSIST. Due to

the potentially adversarial disturbances such as state-dependent noise, standard

identi�cation methods such as linear regression do not guarantee accurate estimation

of the model. Instead, we leverage NCBC for hypothesis model selection.

After observing the latest state transition fromG¹C� 1º, D¹C� 1º to G¹Cº, the algorithm

constructs the set of all� 's such that� ¹� º– � ¹� º satisfy(6.2)with some admissible

disturbances de�ned in Assumption 8. In particular, each observed transition de�nes

a set of linear constraints on� and we construct theconsistent parameter set, PC

at each timeCusing the set membership estimation (SME) method introduced in

Chapter 4, namely,

PC:= f � 2 PC� 1 : kG¹Cº � ¹ � ¹� ºG¹C� 1º ¸ � ¹� ºD¹C� 1ººk1 � , g (6.8)

with P0 as the local initial parameter set de�ned in Assumption 9. Recall that by

construction, the consistent parameter setPCis always convex, and nested within the

parameter setPC� 1 recursively. Moreover,PCis nonempty for allC2 N¸ because the

true parameter� ¢ belongs to everyPC. The key property of SME is that for allC,

any� C2 PCcould have generated the observed trajectory up toG¹Cº and is equally

likely to be the true system model. By construction, the observed state trajectory can

be written as

G¹Cº = � ¹� ¢ºG¹C� 1º ¸ � ¹� ¢ºD¹C� 1º ¸ F¢ ¹C� 1º (6.9a)

= � ¹� CºG¹C� 1º ¸ � ¹� CºD¹C� 1º ¸ eF ¹C� 1º– (6.9b)
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whereF¢ ¹Cº is the true disturbance andf eF ¹: ºg1
C=0 is some admissible disturbance

sequence such thatkeF ¹Cºk1 � , . We say a model isconsistentwith observations

up to timeCif it belongs toPC. Among all consistent models, we need to select a

hypothesis model� Cin order to perform model based control. An ideal candidate

is one that can remain inside offuture consistent parameter sets. To see why,

consider an extreme case where the �rst selected parameter� 1 stays consistent for

the entire online operation as we apply control actions generated based on� 1. Since

the consistent model(6.9b)generates the same trajectory as the true model(6.9a),

any guarantees that the model-based control policy has for� 1 will manifest in the

observation. Note� 1 does not necessarily have to be close to� ¢ .

This intuition motivates us to select a� Cthat could remain an element of the (yet

unknown) future consistent parameter set. In particular, if the hypothesis model

selected at a previous time is consistent for the current observation, we continue to

use it. If the previous hypothesis model is invalidated by the new observation, then

we want to select a new� C's from the nested and convex bodyPCwith the objective of

moving as little as possible for future bodies. This is an instance of NCBC introduced

in Section 6.2. The total path length cost function in NCBC formalizes a measure of

model consistencyin our case: the less the a selector moves, the longer the selected

points stay consistent overall. In Algorithm 4, we select the Steiner point ofPCas

the hypothesis model. The �nite path length guarantee of Steiner point in(6.3)can

be interpreted as a �nite budget for the adversarial disturbances: if the disturbances

try to make the state norm large, then the selected (wrong) hypothesis model will be

quickly invalidated thanks to the excitation from the disturbances. This will make

CONSIST frequently re-select new hypothesis models. However, such inconsistent

model selection has bounded occurrences due to the �nite path length guarantee(6.3)

of the Steiner point, i.e., CONSIST gains information and stops moving eventually.

CONTROL: Model-based Control with SLS

After the selection of a hypothesis model� Cfrom the consistent parameter set, Algo-

rithm 4 performs the SLS closed-loop response synthesis(6.6)and implementation

(6.5) based on� C. We name this component of the algorithm CONTROL.

Distributed Implementation of Algorithm 4

Per discussion in Chapter 2, it is straightforward to see that Algorithm 4 can be

implemented by each subsystem in a distributed fashion. In particular, in the

CONSIST component, subsystem8constructs a local consistent parameter setP8
C
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based on the local observations generated from the local dynamics(6.1). Subsystem

8 then selects the Steiner point ofP8
C as its local hypothesis model\ 8

C. In the

CONTROL component, all subsystems collects the local hypothesis models from

other subsystems and construct a global estimate� C= ¹\ 1
C– • • • – \#

Cº since we assume

no communication delay here. Based on� C, each subsystem synthesizes columns of

� x
t and� u

t by solving the subproblems decomposed from(6.6). After collecting and

assembles the column solutions via instantaneous communication, each subsystem

computes a disjoint subset of coordinates ofbF ¹Cº andD¹Cº, corresponding to the

positions of the local statesG8¹Cº and inputD8¹Cº in the global dynamics(6.2)

respectively.

Stability Guarantee

The main result in this section is the following ISS guarantee for Algorithm 4.

Theorem 20. Under Assumption 8-10, Algorithm 4 guarantees the stability of the

closed loop of(6.2) in the sense of ISS such that for allC� C0

maxfkG¹Cºk1 –kD¹Cºk1 g � O
�
4# G

5•2
�

�

 

4�¹ C� C0º• � G¹C0º ¸ sup
C0� :ŸC

kF ¹: ºk1

!

–

whereG¹C0º is the initial condition,# G is the total state dimension of the global

network(6.2), and� is the �nite impulse response horizon for the SLS model-based

control synthesis.

We remark that the decay factor4� C• � corroborates the fact that� quanti�es the

controllability of the parameter setP0. Intuitively, the smaller� can be for the SLS

synthesis(6.18)to be feasible, the easier the systems in the set can be learned and

controlled.

Proof. The main idea of the proof is as follows. First, we characterize the closed

loop dynamics of(6.2)underanySLS controllers constructed with arbitrary linear

causal operators (Lemma 28). We then relax the original SLS condition(6.4) in

Theorem 19 to a su�cient condition for ISS of the closed-loop dynamics under

bounded adversarial disturbances (Lemma 29). Crucially, we show that the bounded

path length property(6.3)of the selected hypothesis models in Algorithm 4 implies

the satisfaction of the su�cient condition for closed-loop stability. This implication

is established through a novel perturbation analysis (Theorem 21) of the SLS closed-

loop response synthesis problem(6.6). We defer the proofs of the helper lemmas

used here to Section 6.B.
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Speci�cally, we show that given arbitrary� x–� u with FIR horizon� , the closed-loop

dynamics of(6.2)under an SLS controller constructed from� x–� u is characterized

as follows.

Lemma 28(Closed-loop characterization). The closed loop of(6.2)under Algorithm

4 is characterized as follows for all timeC2 N:

G¹Cº =
� � 1Õ

: =0

� G
C»: ¼bF ¹C� : º– D¹Cº =

� � 1Õ

: =0

� D
C»: ¼bF ¹C� : º (6.10a)

bF ¹Cº =
�Õ

: =1

�
� � G

C� 1»: � 1¼ ¸� � D
C� 1»: � 1¼ � � G

C»: ¼
�

bF ¹C� : º ¸ F ¹C� 1º –

(6.10b)

where�– � are the true model parameters from(6.2)while F ¹Cº is the true unknown

bounded disturbances withkF ¹Cºk1 � , . The linear causal operators� x
t , � u

t are

synthesized via(6.6) based on the selected hypothesis model atCand bF ¹Cº is the

estimated disturbance from the SLS controller(6.5).

This result generalizes Theorem 19 where we characterize the closed loop behaviour

of SLS controllers constructed fromany linear casual operators, not necessarily

those satisfying(6.4a). Under Algorithm 4, we can further replace the true model in

(6.10b)with the selected hypothesis model (Steiner point of the consistent set)� C,

i.e.,

(6.10b)=
�Õ

: =1

�
� ¹� Cº� G

C� 1»: � 1¼ ¸� ¹� Cº� D
C� 1»: � 1¼ � � G

C»: ¼
�

bF ¹C� : º ¸ eF ¹C� 1º–

with admissible disturbances such thatkeF k1 � , due to the consistency property

(6.9) of � C.

Moreover, Lemma 28 leads to a simple su�cient condition for stability of the closed

loops under any SLS controllers. To see this, we �rst argue that there exist constants

that bound the decay rate of the closed loop responses synthesized from(6.6). In

particular, due to the �nite impulse response property imposed by(6.4b) of the

synthesized closed-loop responses, there always exists a large enough� ¡ 0 and

d 2 ¹0–1º such that











"
q8–G»: ¼

q8–D»: ¼

#










�

� �d : for all closed-loop responses satisfying (6.4b)•



147

This property is commonly employed in SLS-based analysis [24], [203], [220]. We

use� andd for the sake of proof here and does not require the knowledge of them

for Algorithm 4 to execute.

With the decay property, according to Lemma 28, ifkbF ¹Cºk1 � b, 1 for some
b, 1 ¡ 0, then we can bound the global state via (6.10a) as follows:

kG¹Cºk1 � b, 1

� � 1Õ

: =0




 � G

C»: ¼





1 � b, 1 � 1•2# G
1•2 1

1 � d1•2
•

The bound on control inputkD¹Cºk1 follows analogously. Therefore, the stability

of the closed loop reduces to the boundedness ofbF ¹Cº in (6.10b). To show this, we

prove the following.

Lemma 29(Su�cient condition for � -convolution ISS). Let � 2 N¸ . For : 2 »� ¼,

let f 0C»: ¼g1
C=1 andf FCg1

C=0 be positive sequences. Letf BCg1
C=0 be a positive sequence

such that

BC�
�Õ

: =1

0C� 1»: ¼ �BC� : ¸ FC� 1 • (6.11)

Thenf BCg1
C=0 is ISS if

Í 1
C=0

Í �
: =1 0C»: ¼ � ! for some! 2 R¸ . In particular, for all

C� C0,

BC� 4�¹ C� C0º• � � 4! BC0 ¸

�
4! ¸ 4 � 1

�

4 � 1
sup

C0� :ŸC
F : • (6.12)

The above su�cient condition is suitable for analyzing dynamical evolution under

adversarial inputs. Consider taking the norm on both sides of(6.10b). Then

Lemma 29 is immediately applicable withBC= kbF ¹Cºk1 , and

0C»: ¼=



 � ¹� Cº� G

C� 1»: � 1¼ ¸� ¹� Cº� D
C� 1»: � 1¼ � � G

C»: ¼





1 • (6.13)

Therefore, a su�cient condition for ISS of(6.2)under Algorithm 4 is the boundedness

of (6.13)summing over timeC2 N¸ and horizon: � � . This quantity represents

the total error of the implemented closed-loop responses� x
t –� u

t synthesized from

the selected hypothesis dynamics model� C, with respect to thecorrectclosed-loop

responses generated from the true model� ¢ .

To bound(6.13), we make a crucial connection between the total path length of the

Steiner point model selection in Algorithm 4 and(6.13). This is established via the

following perturbation result for the SLS closed-loop response synthesis problem

(6.6), where the formal statement (Theorem 26) and proof is presented in Appendix

6.D.
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Theorem 21(Informal, Perturbation bound). Let q¢ ¹ �– � º := »x¢–> –u¢–> ¼> denote

the concatenated optimal solution to the following optimization problem

min
G–D

�Õ

C=0

G¹Cº> &G¹Cº ¸ D¹Cº> 'D ¹Cº

s.t. G¹Ç 1º = �G¹Cº ¸ �D ¹Cº– G¹0º = G0– G¹� º = 0–

(6.14)

with &– ' � 0. Let ¹ � 1– �1º and ¹ � 2– �2º be two system matrices such that(6.14)

is feasible. Then the corresponding optimal solutionsq¢ ¹ � 1– �1º andq¢ ¹ � 2– �2º

satisfy

kq¢ ¹ � 1– �1º � q¢ ¹ � 2– �2ºk� � �












"
� 1 � � 2

� 1 � � 2

#










�

–

where



 q¢ ¹ �– � º






� :=
Í �

: =0 k»G¹: º> – D¹: º> ¼k� . Constant� ¡ 0 involves the system

theoretical quantities for� 1– �2– �1– �2– &– '.

The quadratic program(6.14)corresponds to the column-wise decomposed sub-

problems of the SLS closed-loop response synthesis(6.6). Therefore,(6.13)can be

bounded as follows:

(6.13)=



 � ¹� Cº¹� G

C� 1»: � 1¼ � � G
C»: � 1¼º �̧ ¹� Cº¹� D

C� 1»: � 1¼ � � D
C»: � 1¼º






1

� 2# Ĝ












"
� G

C� 1»: � 1¼ � � G
C»: � 1¼

� D
C� 1»: � 1¼ � � D

C»: � 1¼

#










�

–

where the equality is due to the constraint(6.4)during the model-based control step

in Line 5 of Algorithm 4. The inequality invokes Assumption 9. Finally we show

the total error summing(6.13)over all time stepCand horizon: � � is bounded by

the total path length of the selected hypothesis models via the Steiner point.

1Õ

C=0

�Õ

: =1

(6.13) � 2# Ĝ

1Õ

C=0

�Õ

: =1












"
� G

C� 1»: � 1¼ � � G
C»: � 1¼

� D
C� 1»: � 1¼ � � D

C»: � 1¼

#










�

� 2# 3•2
G ^�

1Õ

C=0

k� C� 1 � � Ck� � 2# 5•2
G ^� diam¹P0º– (6.15)

where we use Theorem 21 for the second inequality and the total path length bound

(6.3)of the Steiner point selector for the last inequality. Finally, we plug the total

bound(6.15)in (6.12)for an ISS bound onbF ¹Cº, which gives the desired state and

control input bound in Theorem 20. �
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Remark 5. NCBC algorithms other than the Steiner point selector can be substituted

in Algorithm 4 as long as the �nite path length guarantee(6.3)holds. Therefore, we

can use a more computationally e�cient algorithm with respect to the number of

constraints in(6.8), such as greedy projection, at the expense of a larger worst-case

path length bound. Such trade-o� is potentially important since the number of

constraints in(6.8)grows linearly with time. A topic of continuing work is to �nd an

e�cient representation of(6.8) that does not involve linear growth in the number of

constraints.

Comparison of Theorem 20 with previous results Compared to the state-of-art

system identi�cation-based algorithm for online control under adversarial distur-

bances given in [26], which induces
 ¹2=º state and control input norm, our algorithm

also incurs state norms that are exponential-polynomial in the global dimension.

However, our bound is a worst-case guarantee which is on average not achieved

during deployment. On the other hand, the exponential bound in [26] is qualitatively

obtained, since system identi�cation-based methods require full excitation of the

system despite adversarial disturbances [26, Lemma 14]. This is the reason behind

the orders of magnitude of performance improvement of our algorithm over system

identi�cation-based methods observed in the numerical study shown in Table 6.1.

Comparison of Theorem 21 with previous results The Lipschitz continuity of

optimal control problems, similar to(6.14), has been investigated in learning-based

LQR literature, e.g., [241], [242]. However, our perturbation result Theorem 21

(formal statement in Theorem 26) is with regard to a �nite-horizon quadratic program

with terminal state constraints, whereas previous Lipschitz continuity analysis is

performed with respect to the in�nite-horizon LQR optimal gain. As a result, we use

a di�erent set of tools from matrix theory, unlike the Riccati equation (value function)

based analysis for in�nite-horizon LQR problems in previous works. In Section 6.4,

we further generalize the perturbation result to handle sparsity constraints.

6.4 Adversarial Stabilization with Information Constraints

The implementation of Algorithm 4 assumes that each subsystem has instantaneous

access to the information from other subsystems, such as the local consistent

hypothesis models, and the column solutions to the subproblems decomposed from

(6.6). Such instantaneous information sharing is often unrealistic in large-scale

networked control systems. Therefore, in this section we extend the presentation
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in Section 6.3 to a fully distributed algorithm, shown in Algorithm 5, that for the

�rst time guarantees the stability of unknown interconnected LTI systems with

information constraints under bounded adversarial disturbances. These results are

the main contribution of this chapter.

Speci�cally, we consider two classes of information constraints, namelycommunica-

tion delayandlocal information, which we de�ne formally below. After de�ning

these information constraints, we describe the adjustments to Algorithm 4 and present

our main result.

Communication Delay

A key feature of large-scale networked systems is that information observed locally

at each subsystem cannot be immediately available to the global network. Instead,

information sharing among subsystems is constrained by communication limitations.

Such limitations often lead to delayed partial observation and pose further challenges

for learning-based algorithm design [121], [205], [210]. To formalize the communi-

cation constraints, we de�ne a communication graphG� = ¹+ � – � � º for (6.2), where

+ � = »# ¼and� � is the set of directed communication link from one subsystem

to the other. Self-loops at all vertices are included in� � and they represent zero

delay. The communication graph is demonstrated by the solid blue lines in Figure

6.1(a). We useC 2 f1–0g# � # to denote the adjacency matrix associated with the

communication graphG� . Moreover, we de�ne the information delay induced by

G� as follows.

De�nition 6.4.1 (Information delay). The information delay from subsystem8to 9is

de�ned to be the total distance of the shortest path from8to 9according toG� and

is denoted as3¹8! 9º.

Globally, the: th power of the adjacency matrixC: has nonzero¹8– 9ºth entry if

subsystem8gets: -delayed information from subsystem9. Locally, at time stepC,

subsystem8has access to subsystem9's full information up to timeC� 3¹ 9 ! 8º.

Moreover,3¹ 9! 8º is the smallest integer such thatC3¹ 9! 8º ¹8– 9º < 0. With slight

abuse of notation, we writeC: to mean the support of the matrix soC: 2 f1–0g# � # .

Example 7. Consider the system in Figure 6.1(a) where the solid blue line denotes

the communication among subsystems. The adjacency matrixC is depicted in Figure

6.1(c). Observe thatC¹1–3º = 0 but C2¹1–3º < 0. Therefore, the delay from

subsystem 3 to subsystem 1 is3¹3 ! 1º = 2.
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GivenG� , we make a mild assumption on the communication delay. This assumption

ensures that the graph describing the global dynamics is a subgraph of the communi-

cation graph. Such an assumption ensures nested information structure [243] and is

commonly adopted [205], [219]. It holds true for systems where communication

operates at least as fast as the dynamical propagation.

Assumption 11(Communication Topology). C¹8– 9º = 1 for all 92 N ¹8º.

The communication delay model considered here is well-established in the distributed

control literature [219], [244], [245] and is applicable to many engineering systems

[246], [247]. We refer interested readers to [40] for a detailed discussion on

information structures and their consequences for distributed control design. While

we specify the communication delay to be synchronous with the discrete time

dynamics propagation for ease of exposition, our results can be readily applied to

systems with faster communication than the dynamics propagation.

Local Information

Even though communication delay causes asynchronous partial information for each

subsystem, eventually each subsystem can obtain the delayed global information.

However, due to the scale of the global network, it can be prohibitively costly

for subsystems to compute their local control actions using such delayed global

information. Moreover, a larger delay between subsystems means, intuitively, that

they are more dynamically decoupled due to Assumption 11. Therefore, by discarding

information from far-away subsystems, each subsystem has a smaller and more up-

to-date information set. A common approach is to require each subsystem8to only

use delayed information from a local neighborhood. In this work, we de�ne three

neighborhoods,D in ¹8º, D out ¹8º, andM ¹8º that subsystem8is allowed to access

information from. This is sometimes referred to as localized control in multi-agent

reinforcement learning [248]�[250] and distributed control [78], [210] as a method

for ensuring a scalable implementation of the control policy in large-scale networked

systems. Below we de�ne each of the neighborhoods.

De�nition 6.4.2 ( �3-incoming/outgoing neighbors). The �3-incoming and outgoing

neighbors of subsystem8according toG� are respectively

D in ¹8º = f 92 »# ¼: 3¹ 9! 8º � �3g– D out ¹8º = f 92 »# ¼: 3¹8! 9º � �3g•

The localization parameter�3 is a design choice that is network structure dependent.

Here we focus on the cases where the dynamics topology and communication graph
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have sparse enough edges that the network structure can be leveraged to design a

localization parameter�3 (given) that is much smaller than the size of the global

network and scales well with the number of subsystems.

De�nition 6.4.3 ( �3-interaction neighbors). The �3-interaction neighbors of subsystem

8according to local interaction(6.1)andG� is de�ned as

M ¹8º = f � 2 »# ¼: 92 N ¹ � º for some92 Dout ¹8ºg•

The intuition behindM ¹8º is that any subsystem� 2 M ¹8º is dynamically in�uence

by subsystem9because9 2 N ¹ � º. Furthermore,9makes local decisions such as

D9¹Cº based on the information from subsystem8because92 Dout ¹8º. Therefore, it

is sensible for subsystem8to take the information from� into consideration during

decision making, since� will be indirectly a�ected by decisions made at8through

information sharing and dynamical interaction via9.

Finally, we make the following feasibility assumption.

Assumption 12(Feasibility). For all � 2 P0, there exists a stabilizing controller for

� ¹� º– � ¹� º such that each agent with local dynamics(6.1)uses delayed and locally

available information from its�3-interaction, incoming, and outgoing neighbors

according toG� .

Assumption 12 ensures the well-posedness of the distributed controller learning

problem and is commonly employed [60], [109], [251]. If a parameter setP0 has a few

singular points where¹ �– � º loses feasibility such as when� = 0, a simple heuristic

is to ignore these points in the algorithm since we assume the underlying system is

controllable. We discuss the case of non-convex parameter sets in Section 6.E.

A Fully Distributed and Localized Algorithm

We now describe how to extend Algorithm 4 to handle communication delay and

localized control constraints. To do this we add additional information exchange

steps to Algorithm 4 in each of the two components. The full algorithm is shown

in Algorithm 5. For ease of exposition, we let the subsystems have scalar state

and fully actuated control actions (# G = # D = # ) in order to minimize notation.

It is straightforawrd to generalize the presented algorithm and analysis to vector

subsystems.
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Algorithm 5: Distributed online stabilization under information constraints
Input: Parameter setP0
Initialize: C= 0, D¹0º = 0, I ¹ 8–0º = ; for 82 »# ¼

1 for C= 1–2– • • •do
2 for Subsystem8= 1–2– • • • – #do
3 ObserveG8¹Cº

/* CONSIST: Select consistent models */

4 ConstructP8
Cwith (6.16)

5 if \ 8
C� 1 2 P8

Cthen \ 8
C \ 8

C� 1
6 else\ 8

C St¹P8
Cº

/* CONTROL: Perform model-based control with SLS */

7 Assemble local estimate of the global model�
�
b� 8

C

�
– �

�
b� 8

C

�
with (6.17)

8 Synthesize closed-loop response columns� 8
Cusing (6.18) based on

�
�
b� 8

C

�
– �

�
b� 8

C

�

9 Assemble delayed local column solutions
Ð

92D in ¹8º � 9
C� 3¹ 9! 8º

10 Compute local control actionD8¹Cº using (6.19) with the assembled
column solutions

11 end
12 end

CONSIST

This component of Algorithm 5 is identical to that of the distributed implementation

of Algorithm 4 discussed in Line 8. Formally, subsystem8constructs thelocal

consistent parameter set, P8
Caccording to local dynamics (6.1) as

P8
C :=

8>><

>>
:

\ 8 2 P8
C� 1 :













G8¹Cº � ©

­
«

Õ

92N ¹8º

� 8 9¹\ 8ºG9¹C� 1º ¸ � 8 9¹\ 8ºD9¹C� 1ºª®
¬














1

� ,

9>>=

>>
;

(6.16)

with P8
0 as the local initial parameter set de�ned in Assumption 9. The communication

delay pattern allows the construction ofP8
Cbecause each subsystem8precisely has

access toG9¹C� 1º andD9¹C� 1º from its immediate dynamical interaction neighbors

N ¹8º by Assumption 11.

Analogous to Algorithm 4, each subsystem8selects the Steiner point ofP8
Cas thelocal

hypothesis modelif the previous selection is invalidated by the latest observation.
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CONTROL

Since the local hypothesis models are no longer shared instantly among subsystems

due to the communication delay and local information constraints, we modify

the model-based control component of Algorithm 4 and carefully keep track of

the available information. To give an overview, at every stepC, subsystem8�rst

assembles a local estimate of the �global� model using delayed information from other

subsystems (line 7). Based on the estimated global model, subsystem8synthesizes

the8th column of the SLS closed-loop responses by solving the column subproblem

of (6.6)as discussed in Line 8 (line 8). Then, subsystem8assembles a local SLS

controller with the local column solutions� 8
Ccomputed from the previous step and

the delayed column solutions from other subsystems (line 9). Finally, the local

control action is computed using the locally assembled SLS controller(6.19)(line

10).

Local estimate of the global model (line 7). After selecting a local hypothesis

model, Subsystem8assembles a local estimate of the �global� parameter by collecting

the available (delayed) local hypothesis models from its neighbors inM ¹8º,

b� 8
C:=

�
\ 9

C� 3¹ 9! 8º

�

92M ¹8º
– (6.17)

where the local neighborhoodM ¹8º (De�nition 6.4.3) represents the the set of

neighbors whose model information8needs for synthesizing its local column solution

later in (6.18).

Local column synthesis (line 8). Analogous to line 6 in Algorithm 4, subsystem8

now performs model-based control via SLS by solving the column subproblem(6.7)

with additional communication delay and local information constraints based on

the locally estimated �global� parameterb� 8
C. It is well-established that information

constraints described in Section 6.4 becomes convex sparsity constraints on� x and

� u [45]. In particular, these information constraints can be represented as binary

matricesC: (for delay) andC �3 (for local information) with: 2 »� ¼. Now, the

column subproblem for subsystem8changes from (6.7) to

min
� 8–G

C –� 8–D
C

1Õ

: =0












"
&1•2 0

0 ' 1•2

# "
q8–G

C »: ¼

q8–D
C »: ¼

#










�

(6.18a)

s.t. q8–G
C »: ¸ 1¼= �

�
b� 8

C

�
q8–G

C »: ¼ ¸�
�
b� 8

C

�
q8–D

C »: ¼– for : 2 »� � 1¼ (6.18b)

q8–G
C »0¼= 48– q8–G

C »� ¼= 0 (6.18c)

q8–G
C »: ¼– q8–D

C »: ¼ 2 C: ¹:– 8º \ C �3¹:– 8º – for : 2 »� � 1¼– (6.18d)
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where(6.18a)-(6.18b)are the same LQR cost and closed-loop response characteriza-

tion in (6.7). The communication and local information constraints are introduced

via (6.18d). We refer interested readers to [235], [236] for a standard derivation on

how(6.18d)is equivalent to the information constraints speci�ed in Section 6.4. The

problem (6.18) is always feasible due to Assumption 10 and 12.

Delay in the local parameter information results in di�erently synthesized columns

of di�erent � x–� u for di�erent subsystems. This contrasts Algorithm 4 where all

subsystems use the same global model as input to the local synthesis problems and

output a column of the same� x–� u.

Asynchronous closed-loop response assembly (line 9).Once local closed-loop

columns are synthesized, subsystem8has to assemble other relevant columns from

subsystem9from D in ¹8º in order to perform the downstream task of local control

action computation via the local version of the SLS controller(6.5), shown in(6.19).

In particular,(6.19)requires the8th element of every column9such thatC �3¹8– 9º < 0.

By de�nition, D in ¹8º (De�nition 6.4.2) is the set of9's such thatC �3 has nonzero

¹8– 9ºth element. Thus, only closed-loop columns from92 D in ¹8º are required. The

assembled closed-loop responses for each subsystem has asynchronous columns with

varying delays.

Local Control Action Computation (line 10). The �nal step in CONTROL is

to compute a local control action, where each subsystem8plugs the assembled

closed-loop responses into the SLS controller(6.5). Due to the sparsity constraints

(from information constraints) enforced on the column solutions during the synthesis

(6.18), the matrix-vector computation in(6.5)does not require the entire network's

delayed column solution. Instead, subsystem8computes a local version of (6.5),

bF8¹Cº = G8¹Cº �
Õ

92D in ¹8º

� � 1Õ

: =1

q9–G
C� 3¹ 9! 8º»: ¼¹8º � bF 9¹C� : º (6.19a)

D8¹Cº =
Õ

92D in ¹8º

� � 1Õ

: =0

q9–D
C� 3¹ 9! 8º»: ¼¹8º � bF 9¹C� : º– (6.19b)

where G8¹Cº– D8¹Cº–bF8¹Cº 2 R are the local state, control action, and estimated

disturbance respectively. The local controllers are initiated withbF8¹0º = G8¹0º.

Similar to the global controller(6.5), the intuition behind(6.19) is that each

subsystem8counterfactuallyassumes that the global closed loop of(6.2)behaves

exactly as the columns� 9
C� 3¹ 9! 8º prescribe. In particular, the8th position of the9th

column solution5 j
t� d¹ j ! i º maps the9th position ofw (w9) to the8th position ofx
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andu (x8andu8). Therefore,(6.19a)estimates the local disturbances by comparing

observed local stateG8¹Cº and the counterfactual state computed with� 9
C� 3¹ 9! 8º's.

Then (6.19b) acts upon the computed disturbance.

In this step, the errors caused by the delayed information propagate further during

(6.19)when each subsystem computes control action using the assembled closed-loop

column solutions from di�erent sets of sub-controllers in(6.17). This contrasts the

setting in Algorithm 5, where without communication delay, all subsystems use the

globally agreed closed-loop operators� x,� u to compute the local control action

using (6.5).

Thanks to(6.18d), regardless of the delay, all closed-loop columns has the correct

sparsity required by the communication and locality constraints. Consequently,

any assembled closed loop columns used for(6.19)at each subsystem preserve the

required sparsity. Therefore, the SLS controller implemented with these column

solutions conforms to the information constraints.

Stability Guarantee

We now present the main result of this chapter. This is the �rst stabilization result for

a distributed policy (Algorithm 5) in a networked setting with unknown dynamics,

communication delay, local information constraint, and adversarial disturbances.

Theorem 22(Stability). Under Assumptions 8-12, Algorithm 5 guarantees the ISS

of the closed loop of(6.2)such that for allC� C0,

maxfkG¹Cºk1 –kD¹Cºk1 g � O
�
4¹ �=º9•2 �3

�
 

4�¹ C� C0º• � G¹C0º ¸ sup
C0� : � C

kF ¹: ºk1

!

–

whereG¹C0º is the initial condition, local dimension�= = maxfkC �3k1–kC �3k1 –max9 jM ¹ 9ºjg

represents the total state dimension in the�3-neighborhood speci�ed by the dynamics

interaction(6.1)and the communication graphG� . Parameter �3 is the largest local

delay each subsystem allows for delayed information, and� is the SLS closed-loop

response �nite impulse horizon.

Theorem 22 highlights that only the local constants�3 and �= impact the stability

guarantee, in contrast to the dependence on the global network dimension in

Algorithm 4 and in system-identi�cation based approaches [26]. Further, the result

makes explicit that communication delay adds an exponential factor of error on the

state deviation from the desired steady state compared to Theorem 20. When the
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network connectivity is sparse, local constants�= and �3 can remain small even if the

number of subsystems in the network is large and growing [235], [252].

Proof Outline. The proof of Theorem 22 follows a similar structure as that of

Theorem 20. We defer formal proofs to Section 6.C. The main challenge here is to

characterize the error caused by asynchronous information at di�erent subsystems

throughout the algorithm due to delay.

To begin, we use Lemma 28 and show that despite the fact that each subsystem in

Algorithm 5 uses di�erently delayed information to compute the local parameter,

sub-controller, and control actions, the closed loop for the global system under

such distributed policy can be characterized with a simple global representation. In

particular, denote the actual closed-loop response implemented by Algorithm 5 as

� x
t , � u

t . By observation, each element of� G
C»: ¼, � D

C»: ¼is

� G
C»: ¼¹8– 9º := q9–G

C� 3¹ 9! 8º»: ¼¹8º– � D
C»: ¼¹8– 9º := q9–D

C� 3¹ 9! 8º»: ¼¹8º •

Therefore, the closed loop of(6.2)under Algorithm 5 can be characterized by(6.10)

with � x
t , � u

t . It follows from Lemma 29 that as long as the error term

1Õ

C=1

�Õ

: =1




 � ¹� Cº� G

C� 1»: � 1¼ ¸� ¹� Cº� D
C� 1»: � 1¼ � � G

C»: ¼





1 (6.20)

is bounded, then the closed loop is ISS. Here� C is the consistent global model

constructed from thelocal consistent hypothesis models selected by all subsystems

at timeC. In Section 6.C, we quantify the e�ect of delay that manifests in� x
t and� u

t .

To bound(6.20), we extend the perturbation bound in Theorem 21 to accommodate

the additional sparsity constraints in(6.18)(Corollary 23.1). This result allows us

to make a connection between(6.20)and the total path length of each subsystem's

local parameter selection. Furthermore, Corollary 23.1 has potential application for

a class of SLS-based distributed and localized MPC problems [210], [211].

6.5 Simulation

The main contribution of this work focuses on deriving a stability guarantee for the

proposed method under adversarial disturbances and information constraints. In

this section, we provide a preliminary numerical exploration of the performance

improvement of our approach compared the state-of-the-art adversarial control

method in the single-agent case in Section 6.5. We further test our method on a mesh

network of discretized swing dynamics for power systems, where we demonstrate
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near-optimal performance of Algorithm 4 and Algorithm 5 compared to the o�ine

optimal controller synthesized according to the true dynamics in Section 6.5. Further,

we study the e�ect of the localization parameter and the network size under correlated

Gaussian noise.

Single-agent: Double Integrator Dynamics

We consider the classic double integrator dynamics [253],
"
G1

G2

#

¹Ç 1º =

"
1 1

0 1

# "
G1

G2

#

¹Cº ¸

"
0

1

#

D¹Cº ¸

"
F1

F2

#

¹Cº–

whereG¹Cº = »G1– G2¼> ¹Cº 2 R2, D¹Cº 2 R. DisturbanceF ¹Cº 2 R2 is the bounded

(kF ¹Cºk1 � 1). The system models a unit mass vehicle with position (G1) and

velocity (G2) as its state under forceD.

To the best of our knowledge, the only online algorithm that guarantees stability

under bounded adversarial disturbances is [26], where system identi�cation is

performed before a certainty-equivalent controller is synthesized based on the

estimated dynamics. Therefore, we study the performance of our algorithm and that

of [26]. The results are summarized in Table 6.1, where we report the averaged

maximum and top90%state deviation from origin, i.e.maxCkG¹Cºk1 across 10 runs

under three di�erent disturbance pro�les. In particular, we generate correlated (across

coordinates) Gaussian noise projected to� 1 and1, the uniform disturbance, and

the projected state-dependent adversarial disturbance, where the adversary chooses

F ¹Cº = sign
�
� ¹� ¢ºG¹Cº ¸ � ¹� ¢ºD¹Cº

�
.

To instantiate [26], we use exact system theoretical constants required for the algorithm

and perform the black-box system identi�cation algorithm in [26, Algorithm 2]

with identi�cation accuracy set to be10� 2 (largest error tolerable by the algorithm).

Then, we generate a stabilizing controller with [26, Algorithm 3]. For the proposed

approach, we use the optimal LQR feedback gain in place of the centralized SLS

controller(6.6)and(6.5), since under Assumption 10, the SLS controller synthesized

under with LQR cost is equivalent to the optimal LQR feedback [73]. We remark

that for all disturbance pro�les and regardless of the choice of stabilizing controller,

the system identi�cation algorithm of [26] always requires control inputs in the order

of 1011. Therefore, across all disturbances, the trajectories generated by [26] are

nearly identical.
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Figure 6.2: State trajectory of the optimal distributed controller, Algorithm 4, and
Algorithm 5 for the5 � 5 mesh network.

Multi-agent:Discretized Swing Dynamics in Power Systems

We now consider a power network with randomly generated sparse edges representing

dynamical interactions over a 5 by 5 mesh, where each vertex represents a bus,

illustrated at the right lower corner of Figure 6.2. The local dynamics at bus8is

given by the two-state discretized swing equations [73],

G8¹Ç 1º =

"
1 � C

�
Í

92N¹8º : 8 9

< 8
� C 1

#

G8¹Cº ¸
Õ

92N ¹8º

"
0 0

� : 8 9

< 8
� C 0

#

G9¹Cº ¸

"
0

1

#
�
D8¹Cº ¸ F8¹Cº

�

where the states are the phase angle (�rst state) and frequency (second state)

deviation from the set point (origin),� C= 0•1s is the discretization time step, and

< 8– :8 9– D8– F8–are the inertia, line susceptance between bus8and 9, control action,

and external disturbance respectively. We assume each bus has a phase measurement

unit and a frequency sensor to measureG8.

We randomly generate each: 8 92 »0•1–1¼and< 8 between»0•1–10¼, and assume

these parameters are unknown to the algorithm except their bounds. The global

network is generated to be open-loop unstable. We use correlated (across buses)

Gaussian disturbances with a known bound. In Figure 6.2 we compare the perfor-

mance of Algorithm 4 (information shared globally and without delay), Algorithm 5,

and the o�ine optimal distributed SLS controller synthesized from(6.6)with the

knowledge of: 8 9's and < 8's, all subject to the same distributed control design

requirements. Speci�cally, the communication network is assume to be the same

as the dynamical interaction mesh graph, and we choose the localization parameter

to be �3 = 3, which is much smaller compared to the network size of 25. The

centralized algorithm where no communication delay is present matches closely with

the trajectory generated by the o�ine optimal controller, whereas the presence of

the information constraints for Algorithm 5 degrades the performance. However,

we highlight that despite the exponential dependency on the local dimensions in
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Theorem 22, the actual performance of Algorithm 5 in this case is signi�cantly better

than the theoretical guarantee.

Localization parameter Mean Top 95%Network Size Mean Top 95%

�3 = 3 3•98 14•02 # = 9 2.96 10.28
�3 = 5 3•85 14•18 # = 25 3.98 14.02
�3 = 10 4.19 14.08 # = 36 4.27 14.05

Table 6.2: Comparison of the state norm (kG¹Cºk1 ) for di�erent localization parame-
ters3 on the 5 by 5 network (left) and comparison for di�erent network sizes with#
agents with �xed localization parameter3 = 3 (right).

Furthermore, we compare the e�ects of di�erent localization parameter choices. On

the one hand, larger�3 results in larger worst-case guarantee in Theorem 22 due

to delayed information for local computation. On the other, larger�3 means that

each agent in the network can access more (delayed) information. This trade-o�

manifests on the left of Table 6.2, where�3 = 5 appears to achieve lower average state

norm over 4 random runs with correlated Gaussian noises, slightly outperforming

controllers with �3 = 3 (too little information) and�3 = 10 (too much delay from

far-away neighbors). On the right of Table 6.2, we corroborate Theorem 22 where the

stability guarantee only depends on local constants�3 and �=. We randomly generate

3x3, 5x5, and 6x6 mesh networks of similar network structure, and the resulting state

norm does not scale with the network size.

6.6 Conclusion

In this chapter, we instantiated the SME uncertainty set-based learning and control

framework and propose the �rst learning-based algorithm that provably achieves

online stabilization for networked LTI systems subject to communication delays under

adversarial disturbances. We leverage nested convex body chasing and distributed

control. The novel approach achieves orders of magnitude of improvement in

performance over state-of-the-art methods for single-agent systems and handles

information delays in networked multi-agent systems. Since most systems are

time-varying in nature, an immediate extension of this work is to combine general

convex body chasing and model-based control methods to handle time-varying

dynamical systems. Future directions include extending the communication model

to incorporate stochastic and time-varying delays among agents.
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6.A Notation Summary

Table 6.3: Notations and de�nitions for the model setup, algorithms, and proofs

Notation Meaning

G8¹Cº– D8¹Cº– F8¹Cº State (R=8), action (R< 8), disturbances (R=8) at subsystem8;
N ¹8º Dynamical neighbors of subsystem8whereG9¹C� 1º a�ects G8¹Cº for 92 N ¹8º;
G¹Cº, D¹Cº, F ¹Cº Global state, control action, and disturbance vector concatenated from the local

ones in (6.1);
� 8 9, � 8 9 Local dynamics matrices describing how states and control action of subsystem9

a�ects subsystem8for 92 N ¹8º in (6.1);
� , � Concatenated global dynamics matrices from� 8 9's and� 8 9's ;
\ 8 The parameters for the nonzero locations in local dynamics matrices and we write

� 8 9¹\ 8º, � 8 9¹\ 8º. In particular,\ 8 \ \ 9 = ; for all 8< 9;
� The concatenated local parameters for the global dynamics with� :=

Ð
82»# ¼\ 8;

P0 The known initial compact convex parameter set where the true dynamics
parameter lies;

G� Communication graph de�ned over system(6.2)with vertices+ � corresponding
to subsystems and directed edges� � ;

C The adjecency matrix ofG� ;
3 ¹8! 9º Communication delay from subsystem8to subsystem9 de�ned as the graph

distance from8to 9according toG� ;
D in ¹8º �3-incoming neighbors of subsystem8whereD in ¹8º := f 92 »# ¼: 3¹ 9! 8º � �3g.

In particular,92 D in ¹8º if C �3 ¹8– 9º < 0;
D out ¹8º �3-outgoing neighbors of subsystem8whereD out ¹8º := f 92 »# ¼: 3¹8! 9º �

�3g. In particular,92 D in ¹8º if C �3 ¹ 9– 8º < 0;
M ¹8º Subsystems whose model information is needed for sub-controller

synthesis at subsystem8 with Algorithm 5 where M ¹8º =
f � 2 »# ¼: 92 N ¹ � º for some92 Dout ¹8ºg;

�3-neighbor of8 The union of all subsystems inD in ¹8º, D out ¹8º, M ¹8º;
P8

C Local consistent parameter set constructed by subsystem8at timeCwith (6.16);
\ 8

C Local consistent parameter for subsystem8for � 8 9and � 8 9constructed with
Algorithm 5;

b� 8
C The assembled local estimate of the "global" parameter whereb� 8

C :=
Ð

92M ¹8º \ 9
C� 3 ¹ 9! 8º ;

� 8
C Local column solutions generated by subsystem8at timeCfrom (6.18);

� 8–G
C , � 8–D

C TheGandDcomponents of� 8
C, respectively. They are synthesized from (6.18);

� C The collection of all local consistent parameters at timeCwhere� C=
Ð #

8=1 \ 8
C;

� C– �C, eF ¹Cº The global consistent matrices� ¹� Cº– � ¹� Cº, and corresponding admissible
disturbance;

08
C, 18

C The8th row of � C, � Crespectively;
bF ¹Cº Concatenated global estimated disturbance frombF8¹Cº in (6.19);
� x

t Concatenated global closed loop operators where� G
C»: ¼¹8– 9º := q 9–G

C� 3 ¹ 9! 8º »: ¼¹8º
from (6.19) ;

� u
t Concatenated global closed loop operators where� D

C»: ¼¹8– 9º := q 9–D
C� 3 ¹ 9! 8º »: ¼¹8º

from (6.19) ;

6.B Proofs for Section 6.3

Below we restate and prove the auxiliary results needed for the proof of Theorem 20

in Section 6.3.
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Table 6.4: Constants used throughout the chapter

Constants Meaning

# Number of subsystems in the global dynamics (6.2);
=8– <8 Local state and control action dimension for subsystem8in (6.1);
=G– =D Global state and control dimension with=G =

Í #
8=1 =8 and=D =

Í #
8=1 < 8;

, The known bound on the true disturbances such thatkF ¹Cºk1 � , ;
^ The bound on all possible system matrices wherek� ¹� ºk2, k� ¹� ºk2 � ^ for all

� 2 P0;
�3 The localization parameter such that each subsystem is constrained to only use

information from its �3-neighbors in Algorithm 5;
�= The largest total local state dimension for the�3-neighbors of the subsystems

where�= = maxfkC �3 k1–kC �3 k1 –max9 jM ¹ 9ºjg ;
� , d The decay rate for the closed-loop columns� 8

Csynthesized in(6.18)such that


 q8

C»: ¼





2 � �d : ;

Lemma 30(Closed loop Dynamics). The closed loop of(6.2)under Algorithm 4 is

characterized as follows for all timeC2 N¸ :

G¹Cº =
� � 1Õ

: =0

� G
C»: ¼bF ¹C� : º– D¹Cº =

� � 1Õ

: =0

� D
C»: ¼bF ¹C� : º (6.21a)

bF ¹Cº =
�Õ

: =1

�
� ¹� Cº� G

C� 1»: � 1¼ ¸� ¹� Cº� D
C� 1»: � 1¼ � � G

C»: ¼
�

bF ¹C� : º ¸ F ¹C� 1º –

(6.21b)

where�– � are the true model parameters from(6.2)while F ¹Cº is the true unknown

bounded disturbances withkF ¹Cºk1 � , . The linear causal operators� x
t , � u

t are

synthesized via(6.6) based on the selected hypothesis model atCand bF ¹Cº is the

estimated disturbance from the SLS controller(6.5).

Proof. First, we write out the global closed-loop dynamics of(6.2)under the SLS

controller (6.5) with the synthesized closed-loop responses,

G¹Cº = �
�
� ¢ �

G¹C� 1º ¸ �
�
� ¢ �

D¹C� 1º ¸ F ¹C� 1º (6.22a)

bF ¹Cº = G¹Cº �
� � 1Õ

: =1

� G
C»: ¼bF ¹C� : º (6.22b)

D¹Cº =
� � 1Õ

: =0

� D
C»: ¼bF ¹C� : º– (6.22c)

where(6.22a)is the global dynamics(6.2)while (6.22b)and(6.22c)are the imple-

mented SLS controller. Now, we use theconsistencyproperty of all the consistent
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hypothesis model� Cselected by Algorithm 4 and represent dynamics(6.22a)in

terms of the global consistent parameter� C:= � ¹� Cº– �C:= � ¹� Cº,

G¹Cº = � CG¹C� 1º ¸ � CD¹C� 1º ¸ eF ¹C� 1º– (6.23)

with admissible consistent disturbanceskeF ¹Cºk1 � , for all timeC. The replacement

of (�
�
� ¢ �

, �
�
� ¢ �

º, F ¹Cº) with (� C, � C, eF ¹Cº) is by de�nition of the consistent set

(6.8). Next, observe that by movingG¹Cº to the left side, (6.22b) becomes

G¹Cº =
� � 1Õ

: =1

� G
C»: ¼bF ¹C� : º ¸ bF ¹Cº

=
� � 1Õ

: =0

� G
C»: ¼bF ¹C� : º – (6.24)

where in the last equality we used the fact that each� G
C»0¼= � by the constraint(6.4).

Now we substitute (6.23) into (6.22b) to get

bF ¹Cº = G¹Cº �
� � 1Õ

: =1

� G
C»: ¼bF ¹C� : º (6.25a)

= � CG¹C� 1º ¸ � CD¹C� 1º �
� � 1Õ

: =1

� G
C»: ¼bF ¹C� : º ¸ eF ¹C� 1º (6.25b)

= � C

� � 1Õ

: =0

� G
C� 1»: ¼bF ¹C� 1 � : º ¸ � C

� � 1Õ

: =0

� D
C� 1»: ¼bF ¹C� 1 � : º �

� � 1Õ

: =1

� G
C»: ¼bF ¹C� : º

¸ eF ¹C� 1º (6.25c)

=
� � 1Õ

: =1

�
� C� G

C� 1»: � 1¼ ¸� C� D
C� 1»: � 1¼ � � G

C»: ¼
�

bF ¹C� : º

¸
�
� C� G

C� 1»� � 1¼ ¸� C� D
C� 1»� � 1¼ � � G

C� 1»� ¼
�

bF ¹C� � º ¸ eF ¹C� 1º

(6.25d)

=
�Õ

: =1

�
� C� G

C� 1»: � 1¼ ¸� C� D
C� 1»: � 1¼ � � G

C»: ¼
�

bF ¹C� : º ¸ eF ¹C� 1º–

(6.25e)

where in (6.25c) we substituted(6.24) and (6.22c) into G¹C� 1º and D¹C� 1º

respectively. In(6.25d), we grouped the terms according tobF ¹C� : º and used the

fact that the closed-loop responses are synthesized in(6.6)such that� G
C� 1»� ¼= 0

for all C. Together, (6.22c),(6.24), and (6.25e) are as requested. �
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Lemma 31(Su�cient condition for � -convolution ISS). Let � 2 N. For : 2 »� ¼,

let f 0C»: ¼g1
C=1 andf FCg1

C=1 be positive sequences. Letf BCg1
C=0 be a positive sequence

such that

BC�
�Õ

: =1

0C� 1»: ¼ �BC� : ¸ FC� 1 • (6.26)

Thenf BCg1
C=0 is bounded if

Í 1
C=0

Í �
: =1 0C»: ¼ � ! for some! 2 R¸ . In particular, for

all C� C0,

BC� 4�¹ C� C0º• � � 4! BC0 ¸

�
4! ¸ 4 � 1

�

4 � 1
sup

C0� :ŸC
F : •

Proof. Fix C0 andC� C0. Denotef I C8gas a �nite subsequence off BggC
g=C0 such that

I C# = BC

I C8� 1 = max
C8� � � g� C8� 1

Bg – for 8= #– # � 1– • • • –1–

with C# = CandI C8 = BC8. This construction of thef I C8ghas to terminate atI C0 = BC0.

Therefore,# is at least¹C� C0º
� and at mostC� C0. By the recursive relationship ofBCin

(6.26), we have for any8,

I C8 = BC8 �
�Õ

: =1

0C8� 1»: ¼BC8� : ¸ FC8� 1

�

 
�Õ

: =1

0C8� 1»: ¼

!

I C8� 1 ¸ FC8� 1

= b0C8� 1 � I C8� 1 ¸ FC8� 1– (6.27)

where we use the fact that0C»: ¼ � 0 for all Cand : . We also denoteb0C8� 1 =� Í �
: =1 0C8� 1»: ¼

�
for the last equality. By the recursion (6.27), we have

BC= I C# �
#Ö

8=1

b0C8� 1 � I C0 ¸

 

sup
C0� :ŸC

F :

!
©
­
«

1 ¸
#Õ

9=1

#Ö

8=9

b0C8� 1
ª
®
¬

• (6.28)

Now,
Î #

8= 9b0C8� 1 =
Î #

8= 9
� �

b0C8� 1 � 1
�

¸ 1
�

�
Î #

8= 94b0C8� 1� 1 = 4
Í #

8= 9¹b0C8� 1� 1º � 4! �¹ # � 9̧ 1º,

where the last inequality is due to the hypothesis that
Í 1

C=0 b0C� ! . Plug this inequality

for
Î #

8= 9b0C8� 1 back to (6.28), we continue with

BC� 4�¹ C� C0º• � � BC04
! ¸

 

sup
C0� :ŸC

F :

!
©
­
«

1 ¸
#Õ

9=1

4! �¹ # � 9ºª®
¬
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� 4�¹ C� C0º• � � BC04
! ¸

 

sup
C0� :ŸC

F :

!
©
­
«

1 ¸ 4!
# � 1Õ

9=0

4� 9ª®
¬

� 4�¹ C� C0º• � � BC04
! ¸

 

sup
C0� :ŸC

F :

! �
1 ¸ 4! 1

4 � 1

�
–

where we usedI C0 = BC0 and that# is at least¹C� C0º• � . This is the required bound,

which holds for anyC– C0 2 N. �

6.C Proof of Theorem 22

Theorem 23(Stability, Scalar Subsystems). Under Assumptions 8-12, Algorithm 5

guarantees the ISS of the closed loop of(6.2)with

maxfkG¹Cºk1 –kD¹Cºk1 g � O
�
4¹ �=º9•2 �3

�
 

4�¹ C� C0º• � G¹C0º ¸ sup
C0� : � C

kF ¹: ºk1

!

–

whereG¹C0º is the initial condition, local dimension�= = maxfkC �3k1–kC �3k1 –max9 jM ¹ 9ºjg

represents the total state dimension in the�3-neighborhood speci�ed by the dynamics

interaction(6.1)and the communication graphG� . Parameter �3 is the largest local

delay each subsystem allows for delayed information, and� is the SLS closed-loop

response �nite impulse horizon.

Proof. We �rst characterize the closed loop dynamics of(6.2)under Algorithm 5. In

particular, despite the fact that each subsystem uses di�erently delayed information

to compute the local parameter, column solutions to the closed-loop responses, and

control actions, the closed loop for the global system under such distributed policy

can be simply characterized as

G¹Cº =
� � 1Õ

: =0

� G
C»: ¼bF ¹C� : º– D¹Cº =

� � 1Õ

: =0

� D
C»: ¼bF ¹C� : º (6.29a)

bF ¹Cº =
�Õ

: =1

�
� C� G

C� 1»: � 1¼ ¸� C� D
C� 1»: � 1¼ � � G

C»: ¼
�

bF ¹C� : º ¸ eF ¹C� 1º–

(6.29b)

by Lemma 30. HereD¹Cº–bF ¹Cº are concatenated control action and estimated

disturbance from(6.19). � C– �Care the global consistent parameter concatenated

with the local consistent parameters� 8 9¹\ 8
Cº– �8 9¹\ 8

Cº. VectoreF ¹Cº are the admissible

consistent disturbances corresponding to� C, � Cwith the property thatkeF ¹Cºk1 � ,
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for all timeC. Operators� x
t –� u

t are shorthand for global closed-loop operators when

(6.19) is implemented, with

� G
C»: ¼¹8– 9º := q9–G

C� 3¹ 9! 8º»: ¼¹8º– � D
C»: ¼¹8– 9º := q9–D

C� 3¹ 9! 8º»: ¼¹8º •

We follow similar procedure in the proof of Theorem 20 and boundkbF ¹Cºk1 from

(6.29b) by examining the following dynamical evolution,

kbF ¹Cºk1 �
�Õ

: =1




 � C� G

C� 1»: � 1¼ ¸� C� D
C� 1»: � 1¼ � � G

C»: ¼





1 kbF ¹C� : ºk1 ¸ keF ¹C� 1ºk1 •

(6.30)

By Lemma 31, as long as
Í 1

C=1
Í �

: =1




 � C� G

C� 1»: � 1¼ ¸� C� D
C� 1»: � 1¼ � � G

C»: ¼





1 �

! for some positive constant! , then we can bound (6.30) with

kbF ¹Cºk1 � 4�¹ C� C0º• � � 4! G¹C0º ¸ sup
C0� :ŸC

keF ¹Cºk1

�
4! ¸ 4 � 1

�

4 � 1
•

Therefore, what's left is to show

1Õ

C=1

�Õ

: =1




 � C� G

C� 1»: � 1¼ ¸� C� D
C� 1»: � 1¼ � � G

C»: ¼





1 � ! –

which is proved in Proposition 32 where! = O
�
poly ¹ �=º �3

�
. This concludes the

proof. �

Lemma 32(Bounded error for closed loop operators). Let � x
t –� u

t denote the global

closed loop operators concatenated from sub-controllers generated with Algorithm

5 where� G
C»: ¼¹8– 9º := q9–G

C� 3¹ 9! 8º»: ¼¹8º and� D
C»: ¼¹8– 9º := q9–D

C� 3¹ 9! 8º»: ¼¹8º. Denote

matrices� C– �Cas the global consistent parameter concatenated with local consistent

parameters� 8 9¹\ 8
Cº– �8 9¹\ 8

Cº. Then we have

1Õ

C=1

�Õ

: =1




 � C� G

C� 1»: � 1¼ ¸� C� D
C� 1»: � 1¼ � � G

C»: ¼





1 (6.31)

� ¹ �3 ¸ 3º �=3diam¹P0º
�
^ �=

3
2 � � ¸

�
1 � d

�
–

where �= = maxfkC �3k1–kC �3k1 –max9 jM ¹ 9ºjg, and �3 is the largest local delay

each subsystem considers for the algorithm, while� is SLS controller horizon. Here,

� is a system-theoretical constant that does not depend on the global dynamics

properties detailed in Theorem 26.
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Proof. To ease notation, we use08
C and 18

C to denote the8th row of � C and � C

respectively.

Our strategy is to bound each term in(6.31)for a �xed Cand: . We will see that the

summation of these terms over all: andCremain bounded. Each term in(6.31)can

be bounded as follows:



 � C� G

C� 1»: � 1¼ ¸� C� D
C� 1»: � 1¼ � � G

C»: ¼





1

= max
82»# ¼

Õ

92D in ¹8º

�
�
�
�
�
�
�
�
�
�

�
08

C
� )

� G
C� 1»: � 1¼¹:– 9º ¸

�
18

C
� )

� D
C� 1»: � 1¼¹:– 9º � � G

C»: ¼¹8– 9º
|         {z         }

De�ned to beq 9–G
C� 3 ¹ 9! 8º »: ¼¹8º

�
�
�
�
�
�
�
�
�
�

•

(6.32)

Due to the sparsity constraints that correspond to the information constraints placed

on the closed-loop responses during synthesis(6.18), the only nonzero elements in a

particular row8of � G
C»: ¼are the positions at92 D in ¹8º. Hence, we can write sum

of each row8as sum of the elements in position¹8– 9º where92 D in ¹8º in (6.32).

Recall thatq9–G
C� 3¹ 9! 8º are synthesized in (6.18) such that

q9–G
C� 3¹ 9! 8º»: ¼¹8º =

�
08

C� 3¹ 9! 8º� 3¹8! 9º

� )
q9–G

C� 3¹ 9! 8º»: � 1¼

¸
�
18

C� 3¹ 9! 8º� 3¹8! 9º

� )
q9–D

C� 3¹ 9! 8º»: � 1¼ (6.33)

becauseq9–G
C� 3¹ 9! 8º is synthesized by9 at timeC� 3 ¹ 9! 8º. The8th position of

q9–G
C� 3¹ 9! 8º in particular uses model information from subsystem8, which is transmitted

to 9from 8with delay3 ¹8! 9º. Therefore, we substitute (6.33) into (6.32) to get

(6.32)= max
82»# ¼

Õ

92D in ¹8º

�
�
�
�
�
�
08

C
� )

� G
C� 1»: � 1¼¹:– 9º �

�
08

C� 3¹ 9! 8º� 3¹8! 9º

� )
q9–G

C� 3¹ 9! 8º»: � 1¼

¸
�
18

C
� )

� D
C� 1»: � 1¼¹:– 9º �

�
18

C� 3¹ 9! 8º� 3¹8! 9º

� )
q9–D

C� 3¹ 9! 8º»: � 1¼

�
�
�
�
�
• (6.34)

Adding and subtracting
�
08

C
� ) q9–G

C� 3¹ 9! 8º»: � 1¼and
�
18

C
� ) q9–D

C� 3¹ 9! 8º»: � 1¼in (6.34),

we can group terms and get

(6.34) � max
82»# ¼

Õ

92D in ¹8º

�
�
�
�
�
�
08

C
� )

�
� G

C� 1»: � 1¼¹:– 9º � q9–G
C� 3¹ 9! 8º»: � 1¼

�

¸
�
18

C
� )

�
� D

C� 1»: � 1¼¹:– 9º � q9–D
C� 3¹ 9! 8º»: � 1¼

�
�
�
�
�
�

(6.35a)
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¸ max
82»# ¼

Õ

92D in ¹8º

�
�
�
�
�

�
08

C� 08
C� 3¹ 9! 8º� 3¹8! 9º

� )
q9–G

C� 3¹ 9! 8º»: � 1¼

¸
�
18

C� 18
C� 3¹ 9! 8º� 3¹8! 9º

� )
q9–D

C� 3¹ 9! 8º»: � 1¼

�
�
�
�
�
• (6.35b)

We now consider(6.35a)and(6.35b)separately. For the remainder of the proof, we

use� 9–G
C and� 9–D

C as shorthand for the9th column of� x
t and� u

t respectively. Apply

Cauchy-Schwarz,

(6.35a)� max
82»# ¼

Õ

92D in ¹8º




 08

C






2






 q9–G

C� 1»: � 1¼ �q9–G
C� 3¹ 9! 8º»: � 1¼








2

¸



 18

C






2






 q9–D

C� 1»: � 1¼ �q9–D
C� 3¹ 9! 8º»: � 1¼








2

(6.36a)

(by Assumption 9) � ^ � max
82»# ¼

Õ

92D in ¹8º






 q9–G

C� 1»: � 1¼ �q9–G
C� 3¹ 9! 8º»: � 1¼








2

¸





 q9–D

C� 1»: � 1¼ �q9–D
C� 3¹ 9! 8º»: � 1¼








2
(6.36b)

= ^ � max
82»# ¼

Õ

92D in ¹8º

©
­
«

Õ

� 2Dout¹ 9º

�
�
�q9–G

C� 1»: � 1¼¹� º � q9–G
C� 3¹ 9! 8º»: � 1¼¹� º

�
�
�
2ª
®
¬

1•2

¸ ©
­
«

Õ

� 2Dout¹ 9º

�
�
�q9–D

C� 1»: � 1¼¹� º � q9–D
C� 3¹ 9! 8º»: � 1¼¹� º

�
�
�
2ª
®
¬

1•2

(6.36c)

= ^ � max
82»# ¼

Õ

92D in ¹8º

©
­
«

Õ

� 2Dout¹ 9º

�
�
�q9–G

C� 1� 3¹ 9! � º»: � 1¼¹� º � q9–G
C� 3¹ 9! 8º»: � 1¼¹� º

�
�
�
2ª
®
¬

1•2

¸ ©
­
«

Õ

� 2Dout¹ 9º

�
�
�q9–D

C� 1� 3¹ 9! � º»: � 1¼¹� º � q9–D
C� 3¹ 9! 8º»: � 1¼¹� º

�
�
�
2ª
®
¬

1•2

–

(6.36d)

where to arrive at(6.36c)we used the fact that the nonzero elements in any column/sub-

controller synthesized or assembled at subsystem9corresponds to the elements in

D out ¹ 9º. The last equality comes from the de�nition of� x
t� 1,� u

t� 1. Continuing, we

bound any sum using the largest summand multiplied by the number of summands:

(6.35a)� (6.36d)

� ^ � max
82»# ¼

Õ

92D in ¹8º

�
�= � max

� 2Dout¹ 9º






 q9–G

C� 1� 3¹ 9! � º»: � 1¼ �q9–G
C� 3¹ 9! 8º»: � 1¼








2

2

� 1•2
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¸
�
�= � max

� 02Dout¹ 9º






 q9–D

C� 1� 3¹ 9! � 0º»: � 1¼ �q9–D
C� 3¹ 9! 8º»: � 1¼








2

2

� 1•2

(6.37a)

= ^ �=3•2 max
82»# ¼

max
92D in ¹8º

 �
max

� 2Dout¹ 9º






 q9–G

C� 1� 3¹ 9! � º»: � 1¼ �q9–G
C� 3¹ 9! 8º»: � 1¼








2

2

� 1•2

¸
�

max
� 02Dout¹ 9º






 q9–D

C� 1� 3¹ 9! � 0º»: � 1¼ �q9–D
C� 3¹ 9! 8º»: � 1¼








2

2

� 1•2
!

• (6.37b)

Recall thatq9
C� 1� 3¹ 9! � º are generated by subsystem9 using model information

b� 9
C� 1� 3¹ 9! � º during synthesis procedure ((6.17), Algorithm 5). Similarly,q9

C� 3¹ 9! 8º

are generated usingb� 9
C� 3¹ 9! 8º. Therefore, we can invoke Corollary 23.1 and arrive at

(6.35a)� (6.36d)� (6.37b)

� ^ �=3•2� max
82»# ¼

max
92D in ¹8º

 �
max

� 2Dout¹ 9º






 b� 9

C� 1� 3¹ 9! � º � b� 9
C� 3¹ 9! 8º








2

�

� 1•2

¸ max
� 02Dout¹ 9º

� 




 b� 9

C� 1� 3¹ 9! � 0º � b� 9
C� 3¹ 9! 8º








2

�

� 1•2
!

•

(6.38)

For any �xed8, 9, � , � 0, the following holds true:

(6.38)= ^ �=3•2�
� 



 b� 9

C� 1� 3¹ 9! � º � b� 9
C� 3¹ 9! 8º








�
¸






 b� 9

C� 1� 3¹ 9! � 0º � b� 9
C� 3¹ 9! 8º








�

�

= ^ �=3•2�
Õ

< 2M ¹ 9º






 \ <

C� 1� 3¹ 9! � º� 3¹< ! 9º � \ <
C� 3¹ 9! 8º� 3¹< ! 9º








�

¸
Õ

< 2M ¹ 9º






 \ <

C� 1� 3¹ 9! � 0º� 3¹< ! 9º � \ <
C� 3¹ 9! 8º� 3¹< ! 9º








�

� ^ �=3•2�
Õ

< 2M ¹ 9º

©
­
«

min¹C1–C2º¸ XÇ 1Õ

?=min¹C1–C2º






 \ <

C� ?¸ 1 � \ <
C� ?








�
¸

min¹C0
1–C2º¸ X0

Ç 1Õ

?=min¹C0
1–C2º






 \ <

C� ?¸ 1 � \ <
C� ?








�

ª
®
¬

–

(6.39)

where we de�neC1 = 1 ¸ 3 ¹ 9! � º ¸ 3 ¹< ! 9º, C01 = 1 ¸ 3 ¹ 9! � 0º ¸ 3 ¹< ! 9º,

C2 = 1 ¸ 3 ¹ 9! 8º ¸ 3 ¹< ! 9º, and XC= j3 ¹ 9! 8º � 3 ¹ 9! � º � 1j, XC0 =

j3 ¹ 9! 8º � 3 ¹ 9! � 0º � 1j. We stop at(6.39)for the moment for our bound for

(6.35a)and change course to bound the other term(6.35b)in (6.35). We start with

cauchy-schwarz for (6.35b).

(6.35b)� max
82»# ¼

Õ

92D in ¹8º






 08

C� 08
C� 3¹ 9! 8º� 3¹8! 9º








2






 q9–G

C� 3¹ 9! 8º»: � 1¼







2
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¸





 18

C� 18
C� 3¹ 9! 8º� 3¹8! 9º








2






 q9–D

C� 3¹ 9! 8º»: � 1¼







2

� �d : � 1 �= � max
82»# ¼

max
92D in ¹8º






 08

C� 08
C� 3¹ 9! 8º� 3¹8! 9º








2
¸






 18

C� 18
C� 3¹ 9! 8º� 3¹8! 9º








2

= �d : � 1 �= � max
82»# ¼

max
92D in ¹8º






 \ 8

C� \ 8
C� 3¹ 9! 8º� 3¹8! 9º








2
• (6.40)

Here we have used the decay property of the �nite-impulse-response closed-loop

responses to bound the decay rate of the sub-controllers. The last equality holds by

recalling that we have de�ned08
Cand18

Cto be the8th row of the� Cand� Crespectively,

which is constructed from the global consistent parameter� C= [ #
8=1\ 8

C. Therefore,

by de�nition, »08
C– 18C¼= \ 8

C.

We now return to bound
Í 1

C=0
Í �

: =1




 � C� G

C� 1»: � 1¼ ¸� C� D
C� 1»: � 1¼ � � G

C»: ¼





1 . In

particular, we have so far showed that

1Õ

C=0

�Õ

: =1




 � C� G

C� 1»: � 1¼ ¸� C� D
C� 1»: � 1¼ � � G

C»: ¼





1 �
1Õ

C=0

�Õ

: =1

(6.39)¸ (6.40)•

(6.41)

Therefore, our goal is to bound each component of the right hand side. Speci�cally,

1Õ

C=0

�Õ

: =1

(6.39)

�
1Õ

C=0

�Õ

: =1

^ �=3•2�
Õ

< 2M ¹ 9º

©
­
«

min¹C1–C2º¸ XÇ 1Õ

?=min¹C1–C2º






 \ <

C� ?¸ 1 � \ <
C� ?








�
¸

min¹C0
1–C2º¸ X0

Ç 1Õ

?=min¹C0
1–C2º






 \ <

C� ?¸ 1 � \ <
C� ?








�

ª
®
¬

–

(6.42)

for a di�erent tuple of¹82 »# ¼– 92 D in ¹8º – � 2 Dout ¹ 9º – �0 2 Dout ¹ 9ºº at eachC.

However, for any¹8– 9– �– �0º, the following holds:

1Õ

C=0

�Õ

: =1

(6.39)

� ^ �=3•2�
�Õ

: =1

Õ

< 2M ¹ 9º

©
­
«

min¹C1–C2º¸ XÇ 1Õ

?=min¹C1–C2º

1Õ

C=0






 \ <

C� ?¸ 1 � \ <
C� ?








�
¸

min¹C0
1–C2º¸ X0

Ç 1Õ

?=min¹C0
1–C2º

1Õ

C=0






 \ <

C� ?¸ 1 � \ <
C� ?








�

ª
®
¬

� 2^ �=9•2� � diam¹P0º
�

max
82»# ¼– 92D in ¹8º– �2Dout¹ 9º

¹1 ¸ 1 ¸ j 3 ¹ 9! 8ºº � 3 ¹ 9! � º � 1j
�

(6.43a)

� 2^ �=9•2� � diam¹P0º¹ �3 ¸ 3º• (6.43b)
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Here we have used in the competitiveness of each local Steiner point selector via

(6.3) in (6.43a)with competitive ratio of�=•2. Furthermore, by de�nition ofD in ¹8º

andD out ¹ 9º, we know that the largest delay for3 ¹ 9! 8º and3 ¹ 9! � º for any

choice of8– 9– �is less than�3.

Finally, we investigate the second component of the right hand side of (6.41).

1Õ

C=0

�Õ

: =1

(6.40)=
1Õ

C=0

�Õ

: =1

�d : � 1 �= � max
82»# ¼

max
92D in ¹8º






 \ 8

C� \ 8
C� 3¹ 9! 8º� 3¹8! 9º








2
(6.44a)

�
�Õ

: =1

�d : � 1 �= max
82»# ¼

max
92D in ¹8º

3¹ 9! 8º¸ 3¹8! 9º¸ 1Õ

?=0

1Õ

C=0






 \ 8

C� ?¸ 1 � \ 8
C� ?








2

(6.44b)

� � �=3diam¹P0º¹ �3 ¸ 1º•¹1 � dº – (6.44c)

where we once again used the competitive ratio of the local Steiner point selector(6.3).

Moreover, by de�nition ofD in ¹8º, the largest delay3 ¹8! 9º for any 92 D in ¹8º is

less than�3.

Finally, we have the bound on the target quantity with(6.43b)and (6.44c)and

conclude

1Õ

C=1

�Õ

: =1




 � C� G

C� 1»: � 1¼ ¸� C� D
C� 1»: � 1¼ � � G

C»: ¼





1 � (6.43b)¸ (6.44c)

� 2¹ �3 ¸ 3º �=3diam¹P0º
�
^ �=

3
2 � � ¸

�
1 � d

�
•

�

Corollary 23.1 (of Theorem 26, Structured SLS sensitivity). Consider the optimal

solutionsq, q0 to (6.18)with two di�erent parameters input� , � 0 respectively. Then

we have

kq � q0k2 � � k� � � 0k2 –

with � = O ¹� � ¸ � � º where� � and� � are constants in Theorem 26.

Proof. The SLS synthesis problem that we consider in(6.18)has one additional spar-

sity constraints than general SLS synthesis presented in(6.49)to which Theorem 26

apples. Therefore, we need to de-constrain the synthesis problem(6.18)and turn it

into a problem of the form(6.49)in order to apply Theorem 26. To do so, we follow
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the procedure in Section 2.4 of Chapter 2, where a re-parameterization of� 9–D
C is

used to characterize all sparse� 9–D
C which will result in sparse� 9–G

C according to the

dynamical evolution(6.18b). First, we rewrite(6.18b)with the nonzero variables

grouped together as follows:
"
eq9–G

eq9–G
1

#

»: ¸ 1¼=

"
� ¹ 9º

== � ¹ 9º
=1

� ¹ 9º
1= � ¹ 9º

11

# "
eq9–G

eq9–G
1

#

»: ¼ ¸

"
� ¹ 9º

=

� ¹ 9º
1

#

eq9–D»: ¼– (6.45)

where eq9–Gdenotes the vector of nonzero entries in� 9–G
C and eq9–G

1 denotes the

�boundary� positions ofeq9–G. The �boundary� positions ofeq9–Gcorresponds to the

positions in the vector that would become nonzero from zero due to the dynamical

evolution(6.18b)in one time step. We refer Chapter 2 for detailed setup/derivation for

(6.45). We also partition� ,� in (6.18b)to correspond the entries that are associated

with eq9–Gandeq9–G
1 . eq9–Ddenote the reduced vector with only nonzero entries ofq8–D

C .

For completeness, we re-state a key lemma from Chapter 2.

Lemma 33. If � ¹ 9º
1 � ¹ 9ºy

1 = � , then the vectorsf E9»: ¼gcharacterize alleq9–D»: ¼via

eq9–D»: ¼= � � ¹ 9º–y
1 � ¹ 9º

1=
eq9–G»: ¼ ¸

�
� � � ¹ 9º–y

1 � ¹ 9º
1

�
E9»: ¼• (6.46)

We remark that the pseudo-inverse condition in Lemma 33 is equivalently to

Assumption 12, as observed in [236] and [254].

We can now substitute(6.46)into the synthesis problem(6.18)and obtain an SLS

synthesis problem in the same form as(6.49)with transformed dynamical evolution

in terms of the new variableseq9–G»: ¼andE9»: ¼. Consider the optimal solutionseq

andeq0 (concatenated fromeq9–GandE9 ) computed from the de-constrained problem

with two di�erent model input� and� 0. By Theorem 26, we have




 eq � eq0






2 � ¹� � ¸ � � º k� � � 0k� • (6.47)

Observe that
eq9–D=

h
� � ¹ 9º–y

1 � ¹ 9º
1=

�
� � � ¹ 9º–y

1 � ¹ 9º
1

� i
eq•

Therefore, we could bound the sensitivity of the solution to (6.18) via

kq � q0k2 �












"
� 0

� � ¹ 9º–y
1 � ¹ 9º

1=

�
� � � ¹ 9º–y

1 � ¹ 9º
1

�
#

eq �

"
� 0

� �
0¹ 9º–y
1 �

0¹ 9º
1=

�
� � �

0¹ 9º–y
1 �

0¹ 9º
1

�
#

eq0












2

�












 "
0 0

� � ¹ 9º–y
1 � ¹ 9º

1= ¸ �
0¹ 9º–y
1 �

0¹ 9º
1= � � ¹ 9º–y

1 � ¹ 9º
1 ¸ �

0¹ 9º–y
1 �

0¹ 9º
1

#!

eq












2
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¸












"
� 0

� �
0¹ 9º–y
1 �

0¹ 9º
1=

�
� � �

0¹ 9º–y
1 �

0¹ 9º
1

�
#

�
eq � eq0

�











2

�
4�^

f min¹1 � dº
¸

�
2 ¸

2^
f min

�
¹� � ¸ � � º k� � � 0k�

= O ¹� � ¸ � � º k� � � 0k� –

wheref min denotes the minimum singular value of the matrix� 1 for all � ¹\ 8º with

\ 8 2 P8
0. Note that the left pseudo-inverse has the largest singular value of1• f min

with f min the smallest singular value of the original matrix. Due to Assumption 10

and Assumption 12, we know that� 1 has to be bounded from below so that(6.18)is

feasible. We have also used the fact that the norm of an lower triangular block matrix

is upper bounded by the sum of the norm of each component block. We invoke the

exponential decay property of the closed-loop responses to bound the decay rate ofeq

by relating the nonzero component of the solution to (6.18) andeq via (6.47). �

6.D Perturbation Analysis of H2-optimal SLS Synthesis

From H 2-optimal control to Least Squares

This section presents results about general SLS synthesis. Due to notation overhead,

we will drop time indices and suppress the horizon index: 2 »� ¼in closed-loop

operators� G»: ¼, � G»: ¼and write� G
: , � D

: instead. Let� G
: 2 R=� = and� D

: 2 R< � =

and consider the following canonical SLS synthesis problem with LQR cost for

system matrices»�– � ¼and weighting matrices� 2 R=� =– � 2 R< � < :

( = min












"
� 0

0 �

# "
� G

1 � G
2 • • • � G

)

� D
1 � D

2 • • • � D
)

#










2

�

(6.48)

s.t.: � G
1 = �

� G
: ¸ 1 = � � G

: ¸ � � D
: – 8 : : 1 � : � �

� G
� ¸ 1 = 0•

The objective in(6.48) is equivalent to weightedH 2 norm on the closed-loop

operators� x and� u, as well as the LQR cost on the state and control input weighed

by � 2 and � 2. Denoteq9–G
: 2 R=, q9–D

: 2 R< as the9th column of� G
: 2 R=� =,

� D
: 2 R< � = and49 the unit vector in the9-th coordinate axis. As described in

Section 2.3, we can separate the problem by columns and can equivalently restate

(6.48) in terms of each columnq9–G
: andq9–D

: :

( 9 := min












h
� �

i
"
q9–G

1 q9–G
2 • • • q9–G

�

q9–D
1 q9–D

2 • • • q9–D
�

#










2

�

(6.49)
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s.t. q9–G
1 = 49

q9–G
: ¸ 1 = �q 9–G

: ¸ �q 9–D
: – 8 1 � : � �

q9–G
� ¸ 1 = 0•

We will now �x 9and rewrite(6.49)further and introduce new variables to avoid

tedious notation. De�neD: = q9–D
: –81 � : � � , u = »D>

1 – • • • – D>
� ¼> and the

block-lower-triangular matrixGD 2 R�= � �< , the vectorb9 2 R�= and the lifted

weight matricesC , D as

GD =

2
6
6
6
6
6
6
6
6
6
6
4

� 0 0 • • • 0

�� � 0 • • • 0

� 2� �� � • • • 0

• • • • • •

� � � 1� � � � 2� � � � 3� • • • �

3
7
7
7
7
7
7
7
7
7
7
5

b9 =

2
6
6
6
6
6
6
6
6
4

� �4 9

� � 249

• • •

� � � 49

3
7
7
7
7
7
7
7
7
5

C = � � 
 � D = � � 
 �–

(6.50)

where� : is the identity matrix forR: . Denote by%8, 1 � 8� � the8-th block-row of

GD:

%8 = »� 8� 1�– � 8� 2�– • • • – �–0– • • • –0¼• (6.51)

Observe that with these de�nitions, it holds that for any feasibleq9–D
: , q9–G

: and for all

81 � : � � :

q9–G
: ¸ 1 = � b9–:¸ %: u

due to the constraints in (6.49). Now we can rewrite the subproblem( 9 as

( 9 = min
u












"
CG D

D

#

u �

"
C b9

0

#










2

2

¸ ¹ � > � º9 9 (6.52a)

s.t.: 0 = � > 49 ¸ %� u • (6.52b)

For large systems which consist of many interconnected (sparsely) small systems, it

is often the case that the overall system is� -controllable for some suitable choice of

� � = where= is the global state dimension.

Representation as a Least-Squares problem

We now rewrite(6.52)as a least square problem. De�neu �
2 := %>

� ¹%� %>
� º� 1 � > 49,

which is the solution to the optimization problem

min
u

ku k2
2
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s.t. 0 = � � > 49 ¸ %� u •

We can interpretu �
2 as the smallest control action, measured in� 2, that drives the

system from the origin to� � > 49 in � time-steps. This relates to controllability

grammians as described in [5]. Using" y to denote the Moore-Penrose Inverse

of a matrix" , we can also writeu �
2 := %̧� � > 49 = %>

� , � 1
� � > 49, where, � = %� %>

� .

Let � denote the FIR-Horizon of the problem, then de�ne the matrices

GF ¹ � º =

2
6
6
6
6
6
6
6
6
6
6
4

� 0 0 • • • 0

� � 0 • • • 0

� 2 � � • • • 0

• • • • • •

� � � 1 � � � 2 � � � 3 • • • �

3
7
7
7
7
7
7
7
7
7
7
5

– GD¹ �– � º =

2
6
6
6
6
6
6
6
6
6
6
4

� 0 0 • • • 0

�� � 0 • • • 0

� 2� �� � • • • 0

• • • • • •

� � � 1� � � � 2� � � � 3� • • • �

3
7
7
7
7
7
7
7
7
7
7
5

(6.53)

and denote%8¹ �– � º as the8th block matrix row ofGD¹ �– � º:

%8¹ �– � º = »� 8� 1�– � 8� 2�– • • • – �–0– • • • –0¼• (6.54)

GD¹ �– � º can be written asGD¹ �– � º = GF ¹ � º ¹� � 
 � º, where� � is the identity

matrix in R� . Let / 2 R� � � be de�ned as the nilpotent matrix

/ =

"
0� � 1� 1 � � � 1

0 01� � � 1

#

– (6.55)

and notice its psuedo-inverse is/ y = / > . Using/ , it is easy to verify thatGF ¹ � º

can be expressed as

GF ¹ � º =
�
� � � / y 
 �

� � 1
• (6.56)

Ignoring the constant terms in(6.52a), we can reparametrizeu = � u �
2 ¸ u0 where

u0 2 null¹%� º and describe (6.52) as the optimization problem:

( 9 := min
u 02null¹%� ¹ �–� ºº








"
C 0

0 D

# "
GD¹ �– � º

�

#

¹u0 � u �
2¹ �– � ºº








2

2
• (6.57)

Let u � ¹ �– � º be a minimizer of the above problem for �xed�– � , we are interested

in the SLS solutions

q� 9¹ �– � º :=

"
q� 9

G ¹ �– � º

q� 9
D ¹ �– � º

#

=

"
GD¹ �– � º

�

#

¹u � ¹ �– � º � u �
2¹ �– � ºº
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and how these solutions are perturbed with changes in�– � .

For the rest of the discussion, we will drop mentioning the explicit dependence

on ¹ �– � º and the column index9 to reduce the notational burden. First, we

(over-)parametrizeu as

u = ¹� � %y
� %� º� –

to cast the above problem into an unconstrained one:

( 9 := min
�








"
C 0

0 D

# "
GD¹ �– � º

�

#

¹� � %y
� %� º

|                                        {z                                        }
F

� �

"
C 0

0 D

# "
GD¹ �– � º

�

#

u �
2¹ �– � º

|                                    {z                                    }
g








2

2
•

(6.58)

The unique min-norm solution[ � to the above problem is[ � = F yg and therefore

the optimal solutionq� takes the form

q� =

"
C � 1 0

0 D � 1

#

¹F F yg � gº =

"
C � 1 0

0 D � 1

#

¹F F y � � ºg
|          {z          }

a�

=:

"
C � 1 0

0 D � 1

#

a�

(6.59)

Local lipshitzness ofH 2-optimal closed-loop operators

Here, we perform perturbation analysis on the terma� = ¹F F y � � ºg. Throughout

the discussion, we will make frequent use of the following identities:

Lemma 34. For arbitrary matrices-– . 2 R=� < and �– � 2 R=� =, it holds that

1. � :
1 � � :

2 =
Í : � 1

9=0 � : � 1� 9
1 ¹ � 1 � � 2º � 9

2

2. - - y � .. y = ¹� � - - yº¹- � . º. y ¸
�
¹� � .. yº¹- � . º- y

� >

3. If � and � are invertible, then� � 1 � � � 1 = � � 1¹� � � º� � 1.

The following is a corollary from Theorem 4.1 in [255]:

Theorem 24. Let - and. be matrices with equal rank, letk � k2 denote the induced

2-norm andk � k� denote the Frobenius norm. The following inequalities hold:

k- y � . yk2 � i k- yk2k. yk2k- � . k2

k- y � . yk� �
p

2k- yk2k. yk2k- � . k�

wherei = 1¸
p

5
2 denotes the golden ratio constant.
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Next we present the core theorem of the perturbation analysis: Given twoarbitrary

controllable systems¹ � 1– �1º and ¹ � 2– �2º, Theorem 25 bounds the worst-case

di�erence in solutionskq�
1 � q�

2k2 in terms of the di�erences in parameters space

k� 1 � � 2k2 andk� 1 � � 2k2 between both systems. This result is the �rst perturbation

bound forH 2-optimal control with SLS (considering arbitrary pairs of� 1– �2 and

� 1– �2) .

Theorem 25. Let �– � � 0, let ¹ � 1– �1º and ¹ � 2– �2º be two controllable pairs

of system matrices with FIR horizon� and letq� 9
1 andq� 9

2 be the corresponding

SLS-solutions to the subproblem( 9. Then, it holds that

kq9�
1 � q9�

2 k2 � � � k� 1 � � 2k� ¸ � � k� 1 � � 2k� (6.60)

where the Lipshitz-constants� � –� � stand for

� � = ^� � � 0
1 ¸ ^� � � 0

2k� 1k2kGF ¹ � 1ºk2– �̂ � =
maxf f <0G¹� º– f<0G¹� ºg
minf f <8=¹� º– f<8=¹� ºg

� � = ^� � � 0
2kGF ¹ � 2ºk2

and� 0
1 and� 0

2 are de�ned as

� 0
1 = U�– 1U�– 2� ¹1 ¸




 GD–2






2ºk%y
�– 2k2

� 0
2 = U�– 1k%y

�– 1k2

�
1 ¸ i k%y

�– 2k2 ¸ i k%y
�– 2k2




 GD–2






2

�
¸ k g2k2¹kF y

1 k2 ¸ kF y
2 k2º

¸ i kg2k2¹kF y
1 k2 ¸ kF y

2 k2ºk%y
�– 1k2k%y

�– 2k2¹k%�– 1k2 ¸ k %�– 2k2º¹1 ¸ k GD–1k2º

andi = 1¸
p

5
2 is the golden ratio.

Proof. Recall the identities of Lemma 34. Writea�
1 � a�

2 wherea�
8 is from (6.59)for

¹ � 8– �8º as

a�
1 � a�

2 = ¹F1F y
1 � � º ¹g1 � g2º ¸ ¹F 1F y

1 � F 2F y
2 ºg2

ka�
1 � a�

2k2 � k g1 � g2k2 ¸ kF1F y
1 � F 2F y

2 k2kg2k2– (6.61)

where we used the fact that¹F1F y
1 � � º is a projection and thereforekF1F y

1 � � k2 = 1.

RewriteF1F y
1 � F 2F y

2 as

¹� � F 1F y
1 º¹F1 � F 2ºF y

2 ¸
h
¹� � F 2F y

2 º¹F1 � F 2ºF y
1

i >

to conclude that

kF1F y
1 � F 2F y

2 k2 � kF 1 � F 2k2¹kF y
1 k2 ¸ kF y

2 k2º• (6.62)

Substitution into (6.61) yields

ka�
1 � a�

2k2 � k g1 � g2k2 ¸ kF1 � F 2k2¹kF y
1 k2 ¸ kF y

2 k2ºkg2k2– (6.63)
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1. BoundingkF1 � F 2k2: RewriteF1 � F 2 as
"
C � 1 0

0 D � 1

#

¹F1 � F 2º

=

"
GD–1

�

#

¹� � %y
�– 1%�– 1º �

"
GD–2

�

#

¹� � %y
�– 2%�– 2º (6.64)

=

"
GD–1

�

#

¹%y
�– 2%�– 2 � %y

�– 1%�– 1º ¸

"
GD–1 � GD–2

0

#

¹� � %y
�– 2%�– 2º • (6.65)

From the above we can derive the inequality:

kF1 � F 2k2

maxfk� k2–k� k2g

�¹ 1 ¸ k GD–1k2ºk%y
�– 2 � %y

�– 1k2¹k%�– 1k2 ¸ k %�– 2k2º ¸ k GD–1 � GD–2k2 •

(6.66)

Now we will use the result Theorem 24 to boundk%y
�– 2 � %y

�– 1k2 as

k%y
�– 2 � %y

�– 1k2 � i k%y
�– 1k2k%y

�– 2k2k%�– 2 � %�– 1k2 • (6.67)

Furthermore, noticing%�– 2 � %�– 1 = »0– • • • –0–I =¼¹GD–2 � GD–1º we can

conclude

k%y
�– 2 � %y

�– 1k2 � i k%y
�– 1k2k%y

�– 2k2kGD–2 � GD–1k2• (6.68)

We combine this into (6.66) to obtain

kF1 � F 2k2

maxfk� k2–k� k2g

�
�
1 ¸ i k%y

�– 1k2k%y
�– 2k2¹1 ¸ k GD–1k2º¹k%�– 1k2 ¸ k %�– 2k2º

�
kGD–1 � GD–2k2•

(6.69)

2. Boundingkg1 � g2k2: Introduce the constantU� := max0� : � � k� : k2 and

observe thatk� �
1 � � �

2 k2 can be bounded as

k� �
1 � � �

2 k2 = k
� � 1Õ

9=0

� � � 1� 9
1 ¹ � 1 � � 2º � 9

2k � �U �– 1U�– 2k� 1 � � 2k2 •

(6.70)

We can rewriteg1 � g2 as
"
C � 1 0

0 D � 1

#

¹g1 � g2º =

"
GD–1

�

#

%y
�– 1 � �

1 49 �

"
GD–2

�

#

%y
�– 2 � �

2 49 (6.71)
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=

"
¹GD–1 � GD–2º

0

#

%y
�– 1 � �

1 49 ¸

"
GD–2

�

#

¹%y
�– 1 � %y

�– 2º � �
1 49

(6.72)

¸

"
GD–2

�

#

%y
�– 2¹ � �

1 � � �
2 º49

and obtain the bound

kg1 � g2k2

maxfk� k2–k� k2g
� U�– 1




 GD–1 � GD–2






2 k%y
�– 1k2 ¸ U�– 1¹1 ¸




 GD–2






2º





 %y

�– 1 � %y
�– 2








2

(6.73)

¸ U�– 1U�– 2� ¹1 ¸



 GD–2






2ºk%y
�– 2k2k� 1 � � 2k2

(6.74)

� U�– 1k%y
�– 1k2

�
1 ¸ i k%y

�– 2k2 ¸ i k%y
�– 2k2




 GD–2






2

� 


 GD–1 � GD–2






2

(6.75)

¸ U�– 1U�– 2� ¹1 ¸



 GD–2






2ºk%y
�– 2k2k� 1 � � 2k2 •

(6.76)

We get the bound

ka�
1 � a�

2k2

maxfk� k2–k� k2g
� � 0

1k� 1 � � 2k2 ¸ � 0
2kGD–1 � GD–2k2 (6.77)

where� 0
1 and� 0

2 are the constants

� 0
1 = U�– 1U�– 2� ¹1 ¸




 GD–2






2ºk%y
�– 2k2 (6.78)

� 0
2 = U�– 1k%y

�– 1k2

�
1 ¸ i k%y

�– 2k2 ¸ i k%y
�– 2k2




 GD–2






2

�
¸ k g2k2¹kF y

1 k2 ¸ kF y
2 k2º ¸ • • •

(6.79)

¸ i kg2k2¹kF y
1 k2 ¸ kF y

2 k2ºk%y
�– 1k2k%y

�– 2k2¹k%�– 1k2 ¸ k %�– 2k2º¹1 ¸ k GD–1k2º

Using Lemma 35, we obtain the �nal bound:

kq�
1 � q�

2k2 � ^� � ka�
1 � a�

2k2 � � � k� 1 � � 2k2 ¸ � � k� 1 � � 2k2 (6.80)

with the constants� � –� � de�ned as:

� � = ^� � � 0
1 ¸ ^� � � 0

2k� 1k2kGF ¹ � 1ºk2kGF ¹ � 2ºk2 (6.81)

� � = ^� � � 0
2kGF ¹ � 2ºk2 (6.82)

�
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Global lipshitzness ofH 2-optimal closed-loop operators over compact setsS

This section derives a global Lipshitz bound forH 2-optimal SLS solutions over a

compact set of controllable systemsS. As a starting point we consider the previous

theorem Theorem 25. Our main proof strategy is to derive global bounds on the

constants� � and � � instead of for a �xed pair of systems. We proceed with a

collection lemmas bounding individual terms in the equations(6.80)and(6.81)for

S.

Auxiliary Lemmas

Lemma 35. For any pair of system matrices¹ � 1– �1º and¹ � 2– �2º (with compatible

dimensions) holds

kGF ¹ � 1º � GF ¹ � 2ºk2 � k GF ¹ � 1ºk2kGF ¹ � 2ºk2k� 1 � � 2k2 (6.83)

kGD¹ � 1– �1º � GD¹ � 2– �2ºk2 � k � 1k2kGF ¹ � 1ºk2kGF ¹ � 2ºk2k� 1 � � 2k2 ¸ k GF ¹ � 2ºk2k� 1 � � 2k2

Proof. Using Lemma 34 we can write UsingGD¹ �– � º = GF ¹ � º ¹� � 
 � º and

Lemma 34 we can writeGD–1 � GD–2 as

GD–1 � GD–2 = GF ¹ � 1º¹� � 
 � 1º � GF ¹ � 2º¹� � 
 � 2º (6.84)

= ¹GF ¹ � 1º � GF ¹ � 2ºº ¹� � 
 � 1º ¸ GF ¹ � 2º ¹� � 
 ¹ � 1 � � 2ºº

(6.85)

It holds that

GF ¹ � 1º � GF ¹ � 2º = GF ¹ � 1º¹GF ¹ � 2º� 1 � GF ¹ � 1º� 1ºGF ¹ � 2º (6.86)

= GF ¹ � 1º¹/ y 
 ¹ � 1 � � 2ººGF ¹ � 2º (6.87)

which leads to the bound

kGF ¹ � 1º � GF ¹ � 2ºk2 � k GF ¹ � 1ºk2k� 1 � � 2k2kGF ¹ � 2ºk2 • (6.88)

�

In total, we need to global bounds on the quantitieskGDk2,kGF k2, k%y
� k2, k%� k2,

kF yk2, kgk2.
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Lemma 36. Let ¹ �– � º be pair of �xed system matrices, letGD¹ �– � º, GF ¹ � º be the

matrices de�ned in(6.53), and let, D
� =

Í � � 1
8=0 � 8�� > � 8> , , F

� =
Í � � 1

8=0 � 8� 8> be the

� th controllability grammian w.r.t to the inputDand the distrubanceF, respectively.

Then it holds:

kGD¹ �– � ºk2 �
q

�f <0G¹, D
� ¹ �– � ºº kGF ¹ � ºk2 �

q
�f <0G¹, F

� ¹ � ºº (6.89)

Proof. kGDk2 is de�ned askGDk2
2 := max

kDk2=1
kGDu k2

2, by decomposingu = »D>
0 – • • • – D>

� � 1¼>

we can rewrite this as

kGDk2
2 = max

kDk2=1
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= max
kDk2=1

�Õ

: =1

k%: u k2
2 (6.90)

�
�Õ

: =1

max
kDk2=1

k%: u k2
2 =

�Õ

: =1

k%: k2
2 � � k%� k2

2 � � k, D
� k2 • (6.91)

where we used the fact thatk%: k2
2 increases in: and thatk%: k2

2 is equal to the induced

2-norm of the corresponding controllabillity grammian, D
: =

Í : � 1
8=0 � 8�� > � 8> . Thus,

we obtain the bound

kGD¹ �– � ºk2 �
q

�f <0G¹, D
� ¹ �– � ºº–

and the bound onkGF ¹ � ºk2 follows in the same way. �

Lemma 37. Let ¹ �– � º be pair of� -controllable �xed system matrices, let%� ¹ �– � º

be the matrix de�ned in(6.54), and let, D
� =

Í � � 1
8=0 � 8�� > � 8> be the� th controlla-

bility grammian w.r.t to the inputD. Then, the induced2 norm of%� ¹ �– � º and its

Moore-Penrose Inverse%y
� ¹ �– � º can be written as:

k%� ¹ �– � ºk2 =
�
f <0G¹, D

� ¹ �– � ºº
� 1

2 k%y
� ¹ �– � ºk2 =

�
f <8=¹, D

� ¹ �– � ºº
� � 1

2

(6.92)

Proof. Because we assume a su�cient degree of controllability,%� ¹ �– � º is full

row-rank. This implies that

k%� ¹ �– � ºk2 =
q

_<0G¹%� ¹ �– � º%>
� ¹ �– � ºº =

q
f <0G¹, D

� ¹ �– � ºº (6.93)
�
k%y

� ¹ �– � ºk2

� � 1
=

q
_<8=¹%� ¹ �– � º%>

� ¹ �– � ºº =
q

f <8=¹, D
� ¹ �– � ºº (6.94)

�
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Lemma 38. Let ¹ �– � º be a �xed pair of� -controllable system matrices, and let

F ¹ �– � º denote the matrix

F ¹ �– � º =

"
C 0

0 D

# "
GD¹ �– � º

�

#

¹� � %y
� ¹ �– � º%� ¹ �– � ºº• (6.95)

Then,kF y¹ �– � ºk2 � f � 1
<8=¹� º.

Proof. For an arbitrary matrix" , ¹k" yk2º� 1 is equal to the smallestnon-zero

singular eigenvalue of" (we will denote this quantity asf � 1¹" º). Thus, in order

to boundk" yk2 from above, we have to boundf � 1¹" º from below. DenoteL as

the matrix

L :=

"
C 0

0 D

# "
GD¹ �– � º

�

#

and notice that it is full column rank and has rank of� � =D. The projection

� N ¹ %� º := ¹� � %y
� ¹ �– � º%� ¹ �– � ºº has rank� � =D� =Gdue to the assumption of� -

controllability. Hence,F = L � N ¹ %� º is full column rank with rankAF := � � =D� =G

and has a null spaceN ¹F º of dimension=G. From these observations, we can

equivalently say thatf � 1¹F º is theAF th largest (or equivalently=G¸ 1 smallest)

singular eigenvalue ofF . Using the Minimax principle, we can therefore write

f � 1¹F º = max
proj•� –s.t.: rank¹� º=AF

min
Gs.t.: k� Gk=1

G> � F > F � G (6.96)

= max
proj•� –s.t.: rank¹� º=AF

min
Gs.t.: k� Gk=1

G> �� N ¹ %� ºL
> L � N ¹ %� º� G • (6.97)

Now recall that� N ¹ %� º is of rankAF , hence it is a feasible choice for the variable�

of the outer optimization problem. This leads to the bound

f � 1¹F º � min
Gs.t.: k� N¹ %� ºGk=1

G> � N ¹ %� ºL
> L � N ¹ %� ºG (6.98)

� min
I s.t.: kI k=1

I > L > L I = f <8=¹L º • (6.99)

We obtain a simple, but possibly conservative, lower bound onf <8=¹L º as follows:

f 2
<8=¹L º = min

I s.t.: kI k=1
kL I k2

2 = min
I s.t.: kI k=1

kCG D¹ �– � ºI k2
2 ¸ k D I k2

2 � f 2
<8=¹CG D¹ �– � ºº ¸ f 2

<8=¹D º

=) f <8=¹L º � f <8=¹D º •

Finally, this provides us with the �nal result:kF y¹ �– � ºk2 = f � 1
� 1 ¹F º � f � 1

<8=¹L º �

f � 1
<8=¹D º . �
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We obtain an upper bound forkgk2, as a corollary of the previous three Lemmas:

Lemma 39. Let ¹ �– � º be a �xed pair of � -controllable system matrices. Let

g = Lu �
2, whereL andu �

2 are de�ned as:

L :=

"
C 0

0 D

# "
GD¹ �– � º

�

#

u �
2 := %̧� � � 49 = %>

� , � 1
� � � 49• (6.100)

Then, it holds:

kgk2 �
�
k� k2

p
�f

1
2
<0G¹, D

� º ¸ k � k2

�
f

� 1
2

<8=¹,
D
� ºU� –

whereU� := max0� : � � k� : k2.

The �nal bound

With the results of the last section, we can now bound the constants� � and� � used

in Theorem 25. Rather than writing the explicit form of the constants we shall only

analyze how they scale with system parameters. Recall� � , � � are de�ned as

� � = ^� � � 0
1 ¸ ^� � � 0

2k� 1k2kGF ¹ � 1ºk2kGF ¹ � 2ºk2

� � = ^� � � 0
2kGF ¹ � 2ºk2–

where� 0
1, � 0

2 are dominated by the terms

� 0
1 � O

�
U�– 1U�– 2�




 GD–2






2 k%y
�– 2k2

�

� 0
2 � O

�
kg2k2¹kF y

1 k2 ¸ kF y
2 k2ºk%y

�– 1k2k%y
�– 2k2¹k%�– 1k2 ¸ k %�– 2k2º¹1 ¸ k GD–1k2º

�
•

Let us �rst revisit the collection of bounds we have derived:

1. kGD¹ �– � ºk2 �
p

�f <0G¹, D
� ¹ �– � ºº, kGF ¹ � ºk2 �

p
�f <0G¹, F

� ¹ � ºº

2. k%� ¹ �– � ºk2 =
�
f <0G¹, D

� ¹ �– � ºº
� 1

2 – k%y
� ¹ �– � ºk2 =

�
f <8=¹, D

� ¹ �– � ºº
� � 1

2

3. kF y¹ �– � ºk2 � f � 1
<8=¹� º

4. kgk2 �
�
k� k2

p
�f

1
2
<0G¹, D

� º ¸ k � k2

�
f

� 1
2

<8=¹,
D
� ºU�

5. U� := max0� : � � k� : k2

6. ^� � = maxf f <0G ¹� º–f<0G ¹� ºg
minf f <8= ¹� º–f<8= ¹� ºg
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Before we state the �nal bound, we require the following standard controllability

result [5].

Lemma 40. Let S be a compact set of matrices where each element¹ � 2 R=� =– � 2

R=� < º 2 S represents a controllable linear dynamical system with equations

G¹Ç 1º = �G¹Cº ¸ �D ¹Cº ¸ F ¹Cº, stateG¹Cº 2 R=, inputD¹Cº 2 R< and disturbance

F ¹Cº 2 R=. Then, there exists an FIR Horizon� � =, and positive scalar constants

f F , f F , f D, f D such that the following statements hold:

ˆ For any¹ �– � º 2 S and any initial state,Z0, there exists an inputD¹0º– • • • – D¹� � 1º,

such that the system trajectoryG¹Ç 1º = �G¹Cº ¸ �D ¹Cº–8C� � � 1– G¹0º = Z0

satis�esG¹� º = 0 at time� .

ˆ For any ¹ �– � º 2 S, the matrix%� = »� � � 1�– � � � 2�– • • • – �¼ 2R=� �< is

full column rank.

ˆ For any ¹ �– � º 2 S, the following FIR-SLS-constraint is feasible:

There exist� G»1¼– • • • –� G»� ¼ 2R=� = and � D»0¼– • • • –� D»� � 1¼ 2R< � =

such that:

� G»0¼= �– 8: = 0– •••– �� 1 : � G»: ¸ 1¼= � � G»: ¼ ¸� � D»: ¼–and� G»� ¼= 0

ˆ For any ¹ �– � º 2 S, the corresponding grammians, D
� ¹ �– � º and, F

� ¹ � º are

positive-de�nite and their singularvalues satisfy the inequalities:

f D � f <8=¹, D
� ¹ �– � ºº– f<0G¹, D

� ¹ �– � ºº � f D

f F � f <8=¹, F
� ¹ � ºº– f<0G¹, F

� ¹ � ºº � f F •

We can not usef D–f D, f F , f F in Lemma 40 in conjuncture of the bounds derived

above to obtain

� 0
2 = O

 

U� ^� � �
�
f D

f D

� 3
2
!

� 0
1 = O

 

U2
� �

3
2

�
f D

f D

� 1
2
!

(6.101)

and �nally

� � = O

 

U2
� ^2

� � k� 1k2 � 2
�
f D

f D

� 3
2

f F

!

� � = O

 

U� ^2
� � �

3
2

�
f D

f D

� 3
2

f
1
2
F

!

•

(6.102)
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Theorem 26. Let �– � � 0, and letS be a compact set of controllable systems

with known FIR horizon� and constantsf D–f D, f F , f F as de�ned in Lemma 40.

Then there are �xed constants� � –� � , such that for any two pairs of system matrices

¹ � 1– �1º–¹ � 2– �2º 2 S the correspondingH 2 optimal SLS-solutions of problem( 9

(9arbitrary), denotedq� 9
1 andq� 9

2 , satisfy the following inquality:

kq9�
1 � q9�

2 k2 � � � k� 1 � � 2k� ¸ � � k� 1 � � 2k� • (6.103)

Furthermore,� � and� � satisfy

� � = O

 

U2
� ^2

� � V � 2
�
f D

f D

� 3
2

f F

!

� � = O

 

U� ^2
� � �

3
2

�
f D

f D

� 3
2

f
1
2
F

!

– (6.104)

whereV := max
¹ �–� º2S

k� k2 and^� � stands for

^� � =
maxf f <0G¹� º– f<0G¹� ºg
minf f <8=¹� º– f<8=¹� ºg

•

6.E Extensions to Non-Convex Parameter Set Setting

Representing model uncertainty as convex compact parameter sets is not always

practical, sometimes potentially even impossible. Our approach can be readily

extended to compact non-convex parameter setsS, if those can be written as a

�nite union of convex sets
Ð #

8=1 P8. This class of non-convex sets covers a large

range of practical scenarios and the presented approach can be extended without

losing stability guarantees. We can ensure by wrapping the proposed algorithm in

a high-level routine SETSELECT, which runs the algorithm on the smaller convex

setsP8until they become entirely inconsistent:

1. At C= 0, we select an arbitrary convex setP: 0 and perform consistent model

chasing with CONSIST as before.

2. If at some pointP: 0 becomes entirely inconsistent, we select an arbitrary set

P: 1 from the remaining collectionfP 1– • • • –P# g n P: 0 and restart CONSIST

with that setP: 1. If P: 1 is also entirely inconsistent, repeat that selection

process.

Per de�nition, the above algorithm never violates consistency. Because there are

�nitely many convex setsP: 8, the cost accrued due to restarting CONSIST scales up

the total movement cost of the convex counterpart by a �xed constant. Overall, the

stability proof is not impacted.
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C h a p t e r 7

SAFE CONTROL FOR VOLTAGE REGULATION WITH AN
UNKNOWN GRID TOPOLOGY

So far, we have focused on analyzing the theoretical underpinning of the uncertainty

set-based learning and control framework. From the convergence and performance

guarantees in stochastic settings to the stability guarantees in adversarial settings,

the framework provides �exible and principled integration of data-driven learning

methods and model-based controllers.

In this chapter, we will explore how these algorithmic ideas can be applied to

sustainable energy systems. In particular, we will study the voltage control problem

in the distribution network. Voltage control generally requires accurate information

about the grid's topology in order to guarantee network stability. However, accurate

topology identi�cation is a challenging problem for existing methods, especially

as the grid is subject to increasingly frequent recon�guration due to the adoption

of renewable energy. Further, running existing control mechanisms with incorrect

network information may lead to unstable control. To address this challenge, we

instantiate the framework presented in Part II and combine nested convex body

chasing algorithms with a robust predictive controller to achieve provably �nite-time

convergence to safe voltage limits where there is uncertainty in both the network

topology as well as load and generation variations. Even though we develop the

theoretical results under the assumption of linear system dynamics, our experiments

show that the algorithm continues to stabilize the voltage in realistic nonlinear

simulations with real-world data from the Southern California Edison utility under

the partial observation and partial control settings. This chapter is mainly based on

the following papers:

[1] C. Yeh, J. Yu, Y. Shi, and A. Wierman, �Robust online voltage control with an
unknown grid topology,�Proceedings of the Thirteenth ACM international
conference on future energy systems (e-Energy), pp. 240�250, 2022.doi:
10.1145/3538637.3538853.

[1] C. Yeh, J. Yu, Y. Shi, and A. Wierman, �Online learning for robust voltage
control under uncertain grid topology,�IEEE Transactions on Smart Grid,
2024.doi: 10.1109/TSG.2024.3383804.
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7.1 Introduction

Operators of electricity distribution grids must maintain voltages at each bus within

certain operating limits, as deviations from such limits may damage electrical

equipment and cause power outages [63], [64]. This �voltage control� or �voltage

regulation� problem has been well-studied,e.g., [256]�[258] and the references

therein. Voltage control devices and algorithms aim to guarantee grid stability and

minimize the costs associated with control inputs. While classic voltage regulation

devices such as tap-changing transformers are e�ective in dealing withslowvoltage

variations [259], [260], increasing penetration of renewables leads to faster variations,

and a growing body of literature has focused on inverter-based controllers that can

respond quickly by adjusting their active and reactive power set-points. Most of

these works cast voltage control as an optimization problem and then propose

di�erent centralized or decentralized algorithms depending on the communication

infrastructure.

Typically, voltage control algorithms assumeexact knowledgeof the underlying

grid topology. This includes centralized controllers such as algorithms based on

model predictive control (MPC) which optimize control decisions for a short-term

horizon. [261] uses MPC to manage distributed generation and energy storage

systems, whereas [262] proposes a robust MPC controller that is robust to uncertainty

in the forecasts of future loads and solar generation.

However, the exact grid topology and line parameters are often not known, and

using existing voltage control algorithms with incorrect grid information may lead to

problems with grid stability [263], [264]. For example, parts of the grid may undergo

recon�guration due to load balancing or unplanned maintenance, as frequently

as every hour of the day [66], [265]�[267]. This problem is exacerbated by the

increasing integration of distributed energy resources (DERs), such as photovoltaic

(PV) and storage devices. Especially in distribution grids, where DERs are not

owned or operated by the electricity utility, the grid operator may lack up-to-date

information about the grid topology [65]. While a grid operator can install sensors to

help identify the current network topology, unless such sensors are densely deployed

(at great cost), uncertainty about the topology remains. Thus, distribution grid

operators cannot expect to operate with perfect topology information and the design

of voltage control algorithms robust to unknown grid topology is crucial.

There are several families of existing algorithms that do not require knowing the

network topology: decentralized controllers, model-free controllers, and controllers
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that �rst try to infer the network topology. While decentralized voltage control

algorithms are generally e�cient to implement, such controllers lack voltage stability

guarantees when the load is time-varying [257], [268]�[271]. Likewise, model-

free controllers based on deep reinforcement learning do not require knowing

the network topology, but they generally have no performance or voltage stability

guarantees and are therefore not suitable for safety-critical infrastructure [272]�[276].

Some recent works [277]�[279] have proposed methods for introducing stability

guarantees for model-free deep reinforcement learning approaches. Their main tool

is Lyapunov stability theory, from which a structural constraint for stable controllers

is derived, and policy optimization with the constraint is performed. However, their

stability guarantees are only valid over an in�nite time horizon, and achieving good

performance with deep reinforcement learning generally requires large amounts of

historical training data. In contrast, our proposed framework jointly learns the system

model (consistent with data) and stable controller in an online fashion, achieving a

�nite-mistake guarantee and good performance without relying on historical data.

Another standard approach for handling uncertainty about network topology is to

�rst estimate the topology and line parameters using a form of system identi�cation

with data and then apply a standard voltage control algorithm using the identi�ed

network topology. There is a growing literature of such data-driven methods,e.g.,

[65], [263], [264], [280]�[288]. A common approach is to leverage least squares for

system model estimation. The estimation and therefore control guarantees depend on

statistical modeling of measurement noise (e.g., Gaussian). In contrast, we leverage

online learning in order to be robust against any bounded disturbances, such as

modeling errors and adversarial noise. While least squares-based algorithms focus

on asymptoticestimation convergence,e.g. [289], [290], we present a�nite mistake

guarantee that is crucial for safetransientsystem behavior.

Another prominent approach is to use graphical models for topology reconstruc-

tion [291], via maximum likelihood methods while enforcing other structural

restrictions like low-rank and sparsity. However, these methods that �rst perform

some form of system identi�cation have drawbacks. First, the estimated topology

and/or system dynamics may be imperfect [292], and applying standard voltage

control algorithms using these imperfect estimates may still lead to system instability.

Second, these methods either assume access to historical data or require acquiring

data online over hundreds of time steps, during which the stability of the system is

ignored [65], [291]. In contrast, our proposed approach does not perform system



190

identi�cation separately from control; the joint operation of our robust controller

with the system dynamics estimation gives rise to our stability guarantee.

Contributions

We propose a new approach for voltage control over anuncertain grid topology

with uncertain maximum variability of load and generationentities in the grid that

does not perform system identi�cation and voltage control separately. Instead, our

approach robustly learns to stabilize voltage within the desired limits directly,without

any prior knowledge of the topology and without needing to precisely learn the

topology.

Our approach takes ideas from online nested convex body chasing (CBC) [240] and

robust predictive control and combines them using an uncertainty set-based learning

and control framework [13], [99], [111], [293] to apply them to voltage control

for the �rst time. Intuitively, we use a nested CBC algorithm in order to track the

set of topologies that are consistent with the observed voltage measurements�as

more measurements are taken the set of consistent topologies shrinks (and so the

sets are nested). As these measurements are taken, a form of robust predictive

control is used for voltage control, where the robustness guarantee is used to ensure

the uncertainty about the topology can be handled. Our main result (Theorem 27)

provides a �nite error stability bound for the overall controller, which is summarized

in Algorithm 6. This represents the �rst voltage control algorithm that is provably

robust to uncertainty about network topology.

In addition to providing theoretical guarantees, we demonstrate the e�ectiveness

of our proposed approach using a case study of a 56-bus distribution grid from the

Southern California Edison (SCE) utility [294]. In this setting, we give the controller

no prior information about the topology of the grid, yet the controller quickly narrows

down the set of topologies and line parameters that are consistent with its observations

and adjusts reactive power generation to keep voltages within desired safety limits

when faced with disturbance. In fact, our controller's performance nearly matches

that of controllers which assume perfect knowledge of the topology, even when given

only partial observations of bus voltages.

Beyond the linear model, we test the performance of the proposed algorithm with a

more realistic nonlinear power �ow model with partial control and partial observation.

Even though the design of our method is based on a linear approximation to the

power �ow model, our method still performs well for the nonlinear system. We also
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demonstrate how to incorporate existing partial knowledge of the grid topology and

network line parameters into the algorithm. We show that incorporating such prior

knowledge can improve the performance of our algorithm.

7.2 Model

We study voltage control on an unknown grid topology. We consider a radial (tree-

structured) power distribution network represented as a connected directed graph

� = ¹N –Eº, whereN = f 0–1–2– • • • – =g is the set of buses (nodes) andE � N � N

is the set of lines (directed edges). Let the network be rooted at bus 0 (the substation

or slack bus), and let other buses be branch buses. LetC � N denote the subset

of buses with controllable reactive power injection. Because the network is radial

and rooted at bus 0, there is a unique pathP8 from bus 0 to any other bus8. For

branch buses, letE 2 R= be their squared voltage magnitudes and? ¸ i@be their

complex power injection, where? 2 R= (unitsW) is the net active power injection,

and@2 R= (unitsVar) is the net reactive power injection. The DistFlow branch

equations [295] for a distribution grid are as follows, for all92 N and¹8– 9º 2 E:

� ?9 = %8 9� A8 9;8 9�
Õ

: :¹ 9–:º2E

%9 : (7.1a)

� @9 = &8 9� G8 9;8 9�
Õ

: :¹ 9–:º2E

& 9 : (7.1b)

E9 = E8 � 2¹A8 9%8 9̧ G8 9&8 9º ¸ ¹ A2
8 9̧ G2

8 9º;8 9 (7.1c)

;8 9=
%2

8 9̧ &2
8 9

E8
(7.1d)

where %8 9and &8 9 represent the active power and reactive power �ow on line

¹8– 9º, andA8 9– G8 9¡ 0 are the real-valued line resistance and reactance (units
 ).

Equations (7.1a) and (7.1b) represent the real and reactive power conservation at bus

9, and (7.1c) represents the voltage drop from bus8to bus9.

Assuming the branch power losses (A8 9;8 9, G8 9;8 9) are negligible yields the simpli�ed

DistFlow equations [296], which can be rearranged into

E= ' ¢ ? ¸ - ¢@̧ E01= (7.2)

whereE0 2 R= is the known, constant squared voltage magnitude at the substation,

and' ¢– -¢ 2 S= are computed from the network topology and line parameters

' ¢
8 9:= 2

Õ

¹�–: º2P8\P 9

A�: – -¢
8 9:= 2

Õ

¹�–: º2P8\P 9

G�: – 8– 92 »=¼ (7.3)
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with »=¼:= f 1– • • • – =g [269]. (S= is the set of symmetric= � = matrices.)' ¢– -¢

are positive de�nite with nonnegative entries [297], and the largest entry of each row

of these matrices is along the diagonal, since

- ¢
8 9= 2

Õ

¹�–: º2P8\P 9

G�: � 2
Õ

¹�–: º2P8

G�: = - ¢
88 (7.4)

and likewise for' ¢
8 9� ' ¢

88.

We assume that the active power injection? is exogenous but that reactive power at

each bus can be decomposed as@= @2¸ @4, where@2 is the �controllable� component

and@4 is the �exogenous� (i.e., uncontrollable) component. Following [269], we

de�ne Epar = ' ¢ ? ¸ - ¢@4 ¸ E01= 2 R= (�par� stands for �partial�) representing the

exogenous e�ects on voltage. Then,E = - ¢@2 ¸ Epar, which can be modeled as a

discrete-time linear system

E¹Ç 1º = - ¢@2¹Cº ¸ Epar¹Cº• (7.5)

SubstitutingD¹Cº = @2¹Cº � @2¹C� 1º (change in controllable reactive power injection)

and F ¹Cº = Epar¹Cº � Epar¹C� 1º (change in exogenous noise) yields the linear

dynamical system

E¹Ç 1º = E¹Cº ¸ - ¢D¹Cº ¸ F ¹Cº• (7.6)

The voltage control problem [294] is to drive the squared voltage magnitudes of

each bus from an initial stateE¹1º 2 R= into a given multi-dimensional interval

»E–E¼ � R=; it is possible thatE¹1º does not start within the interval due to some large

initial disturbance. For allC� 2, the voltage control algorithm aims to maintainE¹Cº

within »E–E¼, ideally as close as possible to a �nominal� valueEnom 2 »E–E¼, typically

Enom = ¹E¸ Eº•2. The cost for deviating fromEnom is measured bykE¹Cº � Enomk2
%E

for some positive semide�nite matrix%E, wherekGk2
� := G> �G.

At each time step, buses may change their reactive power injection@2¹Cº in order to

regulate the voltage close toEnom. The reactive power injection (including@2¹0º) is

limited within a given bound»@–@¼ � R=. Buses not inC do not have any ability to

control the reactive power injection:888 C• @
8
= @8 = 0. We do not place any hard

�ramp constraints� onD¹Cº. However, we impose a quadratic ramping costkD¹Cºk2
%D

where%D is a positive semide�nite matrix.

In summary, the voltage control problem is to determine an online sequence of reactive

power injections@2¹1º– @2¹2º– • • •to drive voltagesE¹Cº to a desired interval»E–E¼

while minimizing voltage violation and control costskE¹Cº � Enomk2
%E

¸ kD¹Cºk2
%D

. In

this work, we solve the voltage control problem in the setting where- ¢ is unknown.
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Figure 7.1: Online robust voltage control

7.3 Robust Online Voltage Control

In this section we introduce our robust online voltage control algorithm (Algorithm 6)

and its performance bound (Theorem 27), which is the main result of this chapter.

Algorithm

As shown in Figure 7.1, the algorithm has two main components: a consistent

model chasing algorithmSEL(Algorithm 6, step 1) and a robust control oracle�

(Algorithm 6, step 2).SELand� are combined by adapting ideas from [13].

The model chasing algorithmSELselects a consistent model for the robust control

oracle� out of all plausible models that are consistent with the online observations

and prior knowledge of the grid, where the model uncertainty set is constructed with

set membership estimation [115], [293]. The selection may use any competitive

NCBC algorithm, which is the online problem of choosing a sequence of points

within sequentially nested convex sets, with the aim of minimizing the sum of

distances between the chosen points [240]. In our experiments, we use a simple

projection-based NCBC algorithm, detailed in Section 7.5.

The robust control oracle� is a novel robust predictive controller (Theorem 29). The

robustness guarantee of� is necessary for the analysis which integratesSELwith �

to provide the �nite mistake guarantee of the overall algorithm. We remark that other

choices for either component are possible, as long as they provide the guarantees

needed in the analysis in Section 7.4.

Intuitively, SELand� are combined in a way such thatSELalways reduces the

uncertainty about the unknown model whenever� outputs an action that causes a

voltage limit violation. This means that� cannot take too many �bad� actions before

the system uncertainty is small.
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Algorithm 6: Online Robust Voltage Controller
Input:

ˆ desired nominal squared voltage magnitude:Enom 2 R=

ˆ limits on the squared voltage magnitude:»E–E¼ � R=

ˆ limits on the reactive power injection:»@–@¼ � R=

ˆ initial state:E¹1º– @2¹0º 2 R=

ˆ state and action cost matrices:%E– %D 2 S=
¸

ˆ compact convex uncertainty set for the model parameter:X � S=
¸ \ R=� =

¸
ˆ compact convex uncertainty set for exogenous voltage quantities:V par � R=

ˆ upper bound for noise:[ ¡ 0
ˆ robustness padding:n ¡ 0
ˆ weight for slack variable:V ¡ 0
ˆ weight for noise accuracy:X ¡ 0

Initialize: Initialize an empty trajectory� 0 = » ¼. SetC= 1
Procedure:
(1) If C= 1, initialize estimate of model parametersb- 1 2 X.

Otherwise, query the model chasing algorithm for a new consistent parameter
estimate:¹ b- C–b[ Cº  SEL»� C¼.

SEL»� C¼:= NCBC¹%C–b- C� 1–b[ C� 1º (7.7a)

%C:=

8>>>>>><

>>>>>>
:

¹ b-– b[ º

�
�
�
�
�
�
�
�
�
�

b- 2 X–b[ 2 »0–[ ¼

8¹E8– E8̧ 1– D8– @28º 2 � C:

kE8̧ 1 � E8 � b- CD8k1 � b[

E8̧ 1 � b-@2
8 2 V par

9>>>>>>=

>>>>>>
;

(7.7b)

(2) Query the robust control oracle for the next control action:D¹Cº  � b- C–b[ C
¹E¹Cºº.

� b- C–b[ C
: min

D–b
kbE0 � Enomk2

%E
¸ kDk2

%D
¸ Vb2 (7.8a)

s.t.D2 R=– b2 R¸ (7.8b)

@� @2¹C� 1º ¸ D� @ (7.8c)

bE0 = E¹Cº ¸ b- CD (7.8d)

: = b[ C¸ d
�
1
X

¸ kDk2

�
(7.8e)

E¸ ¹ : � bº1 � bE0 � E� ¹ : � bº1 (7.8f)

whered = Xn•¹ 1 ¸ Xk@� @k2º.
(3) Apply the control actionD¹Cº. Observe the system transition to

E¹Ç 1º = E¹Cº ¸ - ¢D¹Cº ¸ F ¹Cº and@2¹Cº = @2¹C� 1º ¸ D¹Cº.
(4) Append¹E¹Cº– E¹Ç 1º– D¹Cº– @2¹Cºº to the trajectory:

� C= »¹E¹8º– E¹8¸ 1º– D¹8º– @2¹8ºº¼C
8=1 •

(5) IncrementC Ç 1. Repeat from Step (1).
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Assumptions

Before presenting the main results, we introduce three assumptions that underlie our

analysis and discuss why they are both needed and practical.

Assumption 13. The change in noise is bounded as

8C: kF ¹Cºk1 � [ ¢–

whereF ¹Cº = Epar¹Cº � Epar¹C� 1º. [ ¢ 2 »0–[ ¼is a constant (possibly unknown),

while [ is a known upper-bound.

This �rst assumption is standard and bounds the noise in the dynamics. It represents

realistic behavior in power systems where the active and exogenous reactive power

injections do not vary dramatically between time steps, as can be seen by expanding

F ¹Cº:

F ¹Cº = Epar¹Cº � Epar¹C� 1º

= ' ¢ ¹?¹Cº � ?¹C� 1ºº ¸ - ¢ ¹@4¹Cº � @4¹C� 1ºº•

For example, if the net active and exogenous reactive power injection is the same at

time stepsCandC� 1, thenF ¹Cº = 0.

An unknown[ ¢ indicates uncertainty in the maximum variability of the exogenous

power injections. Our inclusion of both an unknown[ ¢ and a known upper-bound

[ allows more �exibility in the algorithmic design and the incorporation of prior

knowledge.

Assumption 14. The true model- ¢ lies within a known compact, convex uncertainty

setX � S=
¸ \ R=� =

¸ . (S=
¸ is the set of= � = positive semide�nite matrices, andR=� =

¸ is

the set of= � = matrices with nonnegative entries.)

Our second assumption bounds the uncertainty about the network topology and

line parameters. It ensures that the unknown true model parameters- ¢ belong to

a compact, convex setX, which is a minimal assumption necessary for proving

an analytic guarantee.%1 = X � » 0–[ ¼forms the initial �consistent set� (see

De�nition 7.4.1) for our consistent model chasing algorithmSEL.

This assumption is realistic, as a grid operator should have at least some prior

knowledge about the distribution grid topology and the range of possible line

parameters, even if they do not have the exact values. In cases where the grid has
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multiple possible topologies due to switches,X could be set to the convex hull of the

corresponding- matrices.

De�nition 7.3.1 (k�k4 and k�k4–X). For any matrix- 2 S= and scalars[– X � 0,

de�ne

k- k4 := kvech¹- ºk2 =

vut =Õ

8=1

=Õ

9=8

- 2
8 9

k¹-– [ ºk4–X:=

vut
X2[ 2 ¸

=Õ

8=1

=Õ

9=8

- 2
8 9=

q
X2[ 2 ¸ k- k2

4 •

For any setsX � S= and � � R, we de�ne diametersdiam¹Xº anddiam¹X � � º

with respect to the normsk�k4 andk�k4–X, respectively.

These norms isometrically map our parameter space to Euclidean space, enabling us

to take advantage of known results on NCBC within Euclidean space. For the norm

k�k4–X, the hyperparameterXtrades o� the weight between- and[ in the norm. The

choice ofXis discussed in Section 7.5.

In practice, we consider uncertainty sets of the form

XU =

(

- 2 S=
¸ \ R=� =

¸

�
�
�
�
�

k- � - ¢ k4 � U



 - ¢






4 –

88– 92 »=¼: - 8 9� - 88

)

with diam¹XUº = 2U



 - ¢






4 . A larger U yields a larger uncertainty set. From

Section 7.2 (e.g., (7.4)), we know that- ¢ 2 XU.

Furthermore, we can incorporate partial knowledge we may have of the network

topology and/or line parameters by adding constraints to the description ofX.

For example, if we know that the lowest common ancestor between buses8– 9in

the network is bus: , then we can add the following constraint on- , which is a

consequence of (7.3):

- 8 9=

8>><

>>
:

0– : = 0

- : : – otherwise•
(7.9)

If we additionally know the values for some line parametersG8 9, we may be able to

further constrain some entries of- , again by applying (7.3).

Assumption 15. There exists a compact, convex setV par � R= such that8C� 0 :

Epar¹Cº 2 V par. Furthermore, for some knownn ¡ 0,

8Epar 2 V par– - 2 X•
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9@2 2 »@–@¼s.t. -@2 ¸ Epar 2 »E¸ ¹ [ ¸ nº1–E� ¹ [ ¸ nº1¼•

Our �nal assumption is about the existence of feasible control actions for the robust

control oracle. This assumption can be interpreted as either a bound on the noise, or a

requirement that the controllable reactive power injection be �exible enough to satisfy

the demand of any admissible noise. It represents the reasonable assumption that

a grid operator should have installed enough controllable reactive power injection

capability to perform voltage control. Intuitively, the[ padding is required for

robustness to the noiseF ¹Cº, while then padding is required for robustness to model

uncertainty (i.e., uncertainty about- ¢).

Main result

We now state our main result, which is a �nite-error bound for Algorithm 6.

Theorem 27(Main Result). Under Assumptions 13 to 15, Algorithm 6 ensures

that the voltage limits will be violated at most2W¹< º
d diam¹X � » 0–[ ¼º ¸1 times,

whered = Xn
1¸ Xk@� @k2

andW¹< º is the competitive ratio of the NCBC algorithm in

< -dimensional Euclidean space, where< = 1 ¸ =¹=¸ 1º
2 .

Furthermore, if [ ¢ is known, then the voltage limits will be violated at most
2W¹< º

d diam¹Xº ¸ 1 times, whered = n
k@� @k2

and< = =¹=¸ 1º
2 .

To the best of our knowledge, this result is the �rst provable stability bound for

voltage control in a setting where the network topology is unknown. It highlights

that Algorithm 6 can ensure stability even afterunknownchanges to the network

topology,e.g., due to maintenance, failures, etc., without the need to perform system

identi�cation while remaining robust to any bounded and potentially adversarial

perturbations satisfying Assumptions 13 and 15.

Intuitively, this result guarantees that the model chasing algorithmSELwill learn

a �good enough� model for voltage regulation quickly. When the robust controller

� makes a mistake, the model chasing algorithm will learn from that mistake and

signi�cantly reduce the set of consistent models. Because the initial set of consistent

models is bounded, and this set shrinks a signi�cant amount after each mistake, the

total number of mistakes is bounded. Note that this �nite mistake bound implies

�nite-time convergence to safe voltage limits without an explicit �nite-time bound.

To interpret the error bounds in Theorem 27, we notice that they are proportional to

the diameter of the parameter space and the competitive ratioW¹< º of the NCBC
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algorithm, and inversely proportional to the oracle robustness margind. Because of

computational tractability concerns, our experiments implementSELwith a greedy

projection-based NCBC algorithm withWproj¹< º = c¹< � 1º< < •2 [240], rather than

the state-of-the-art Steiner point method which can achieveWSteiner¹< º = < •2 [191].

As our case studies show, in practice the projection-based NCBC algorithm performs

much better than the worst-case bound. We note that any other NCBC algorithm

with a �nite competitive ratio can be used in(7.7a)in Algorithm 6. Investigating

whether widely-used estimation methods, like least squares, have a �nite competitive

ratio would be an interesting avenue for future research.

Note that for Theorem 27 to hold, the optimization problem for the robust control

oracle� should �rst be solved without the slack variableb in Algorithm 6. This

ensures that if¹ b- C–b[ Cº is su�ciently close enough to the true model, then the

algorithm will not make a mistake. In the case that� is infeasible initially (e.g., when

the initial model estimate is far from the true model), it should be solved again with a

slack variable, which ensures feasibility. However, solving� twice is unnecessary in

practice, and so we have written Algorithm 6 to re�ect its practical implementation.

We outline a proof of Theorem 27 in the next section. We want to highlight one

piece of that proof that is of independent interest. In particular, a major step in the

proof is to provide a feasibility guarantee for the robust control oracle component�

of the algorithm, which is done in Theorem 29.

7.4 Proofs

We now prove our main result Theorem 27. Our proof builds on and adapts

the approach of [13], which outlines a general framework for integrating model

chasing and robust control via uncertainty sets constructed from set membership

estimation. To explain the general framework, we �rst consider a discrete-time

nonlinear dynamical system

GÇ 1 = 5� ¹GC– DCº ¸ FC– G0 given– ¹ 5� –wº 2 F –

whereG 2 S � R= is the system state andD 2 U � R< is the control input.

The unknown function5� and disturbance sequencew 2 � 1 ¹Z¸ ; R=º belong to an

uncertainty setF , and the disturbance is bounded askwk1 � [ . Assume thatF

has acompact parametrization¹T–K– 3º, whereT : K ! ¨ ¹F º is a mapping from a

parameter spaceK to a set of functions and disturbances such thatF �
Ð

\ 2K T»\ ¼.

¨ ¹F º denotes the powerset ofF . Let 3 denote a metric onK, so¹K– 3º is a compact

metric space.
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The control objective is speci�ed as a sequence of indicator �goal" functions

G = ¹G0–G1– • • •º. EachGC: X � U ! f 0–1gencodes a desired condition per time

stepC:

GC¹GC– DCº = 1»GC, DCviolate desired condition at timeC¼•

The main result of [13] speci�es a set of su�cient conditions for a �nite-mistake

guarantee� i.e.,
Í 1

C=0 GC¹GC– DCº Ÿ 1 . These conditions decouple online robust

control into separate online learning and robust control components. The online

learning component requires a consistent model chasing algorithmSEL, which

takes as input the current observed trajectory� C= »¹G8– G8̧ 1– D8º¼C
8=1 and outputs an

estimated parameter\ C2 K which must beconsistentwith � C.

De�nition 7.4.1 (Consistent Parameter). We say\ 2 K is consistent with� Cif there

exists¹ 5 –wº 2 T»\ ¼such that

8¹GC– GÇ 1– DCº 2 � C: GÇ 1 = 5¹GC– DCº ¸ FC•

Let %Cdenote the set of all parameters consistent with� C; %Cis called theconsistent

set. We saySELis W-competitive if
Í 1

C=1 3¹\ C– \C� 1º � Wmax\ 2K 3¹%1 – \º holds for

a �xed constantW ¡ 0, which we call thecompetitive ratio.

The robust control component requires a control oracle� , which given the current

stateGCand a parameter\ C, outputs a control actionDC= � \ C¹GCº that is robust for all

systems that are close to\ C. In particular, we call a control oracled-robustfor control

objectiveG, if all trajectories in( � »d; \ ¼achieveG after �nitely many mistakes.

( � »d; \ ¼is de�ned as the set of all possible trajectories generated by� b\ for all b\

such that3¹\–b\ º � d:

( � »d; \ ¼=

8>>>><

>>>>
:

� 1 = »¹GC– GÇ 1– DCº¼1
C=1 :

DC= � b\ ¹GCº

GÇ 1 = 5¹GC– DCº ¸ FC

�
�
�
�
�
�
�
�

¹ 5 –wº 2 T»\ ¼–

3¹b\– \º � d

9>>>>=

>>>>
;

Due to the page limit, we refer readers to [13] for a more detailed discussion of

consistent model chasing algorithms andd-robust control oracles. As a summary,

if SELchases consistent models and� is a robust oracle forG, then the resulting

� � ¹SELº algorithm achieves a �nite mistake guarantee, which is stated in the

following.

Theorem 28. [13, Theorem 2.5] Assume thatSELchases consistent models and�

is a robust oracle for objectiveG. Then for any starting pointG0 and trajectory
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»¹GC– DCº¼1
C=0 generated byA � ¹SELº (illustrated in Figure 7.1), the following mistake

guarantees hold: (i) If� is robust, then
Í 1

C=0 GC¹GC– DCº Ÿ 1 ; (ii) If � is uniformly

d-robust andSELis W-competitive, then

1Õ

C=0

GC¹GC– DCº Ÿ max
�
1– " �

d
	

�
2W
d

diam¹Kº ¸ 1
�

where" �
d denotes the worst case total mistakes of thed-robust control oracle� .

To apply Theorem 28 to prove Theorem 27, we need to prove that (i) the proposed

algorithm (7.7) chases consistent models and has a bounded competitive ratio,

and (ii) the proposed robust algorithm in(7.11) is a d-robust control oracle, for

bounded disturbance in the system topology. In particular, the correspondence of the

de�nitions is as follows. We have\ = ¹-– [ º, and

K = X � » 0–[ ¼– E¹1º– @2¹0º given

3¹¹-– [ º–¹- 0– [0ºº = k¹-– [ º � ¹ - 0– [0ºk4–X

T»¹-– [ º¼=

8>>>>>>><

>>>>>>>
:

¹ 5 –wº

�
�
�
�
�
�
�
�
�
�
�

5¹E– Dº = E¸ -D– kwk1 � [–

8C� 0 : dEpar
0 ¸

CÕ

g=1

F ¹gº 2 V par

wheredEpar
0 := E¹1º � -@2¹0º

9>>>>>>>=

>>>>>>>
;

F =
Ø

¹-–[ º2X�» 0–[ ¼

) »¹-– [ º¼

GC¹E¹Cºº = 1»E¹Cº 2 »E–E¼¼•

We begin by proving that the set%Cde�ned in (7.7b)in Algorithm 6 is consistent

with the trajectory� C.

Lemma 41(SELis consistent). Suppose� ) is a trajectory of voltage measurements

and control actions taken up to time) :

� ) = »¹E¹Cº– E¹Ç 1º– D¹Cº– @2¹Cºº¼)
C=1 •

The set

%) :=

8>>>>>>><

>>>>>>>
:

¹ b-– b[ º

�
�
�
�
�
�
�
�
�
�
�

b- 2 X–b[ 2 »0–[ ¼–

8¹E¹Cº– E¹Ç 1º– D¹Cº– @2¹Cºº 2 � ) :

kE¹Ç 1º � E¹Cº � b-D ¹Cºk1 � b[

E¹Ç 1º � b-@2¹Cº 2 V par

9>>>>>>>=

>>>>>>>
;

(7.10)
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is a consistent set for� ) , i.e., ¹ b-– b[ º is consistent (De�nition 7.4.1) if and only if

¹ b-– b[ º 2 %) .

Proof. Consider any¹ b-– b[ º 2 %) . ForC2 ») ¼, de�ne

b5¹E– Dº := E¸ b-D– bF ¹Cº := E¹Ç 1º � E¹Cº � b-D ¹Cº

so kbF ¹Cºk � b[ andE¹Ç 1º = b5¹E¹Cº– D¹Cºº ¸ bF ¹Cº. De�ne dEpar
0 := E¹1º � b-@2¹0º,

so for allC� 0,

dEpar
0 ¸

CÕ

g=1

F ¹gº = E¹Ç 1º � b-@2¹Cº 2 V par•

Thus,¹ b5 –bFº 2 T»¹b-– b[ º¼, so¹ b-– b[ º is consistent with� ) .

Conversely, suppose¹ b-– b[ º is consistent with� ) , which implies the existence of
b5¹E– Dº := Ȩ b-D andbw satisfying




 bw






1 � b[ such thatE¹Ç 1º = b5¹E¹Cº– D¹Cºº ¸ bF ¹Cº.

Rearranging yieldsbF ¹Cº = E¹Ç 1º � E¹Cº � b-D ¹Cº, so ¹ b-– b[ º satis�es the norm

constraint in (7.10). Now de�ne

8C� 0 : dEpar¹Cº := E¹Ç 1º � b-@2¹Cº = dEpar
0 ¸

CÕ

g=1

bF ¹Cº

sodEpar¹Cº 2 V par satis�es the remaining constraint in (7.10). �

Observe that each%C is a closed, bounded, and convex set. Furthermore,%C is

non-empty, since¹- ¢– [¢º 2 %C. Intuitively, %C is the smallest set containing all

parameters that could generate the observed trajectory� Calong with a corresponding

admissible sequence of noise compatible with Assumptions 13 to 15.

The consistent sets are nested%C � %C� 1, and we use our particular choice of

norm k�k4–Xto establish a linear b¼ection between¹S= � R–k�k4–Xº and Euclidean

space¹R< –k�k2º. This allows us to take advantage of anyW¹< º-competitive NCBC

algorithm in Euclidean space [191], [240], where< is the dimension of the space, to

prove thatSELis W¹< º-competitive. This is formalized in the following lemma.

Lemma 42(SELis competitive). If the NCBC algorithm used inSELhas competitive

ratio W¹< º, thenSELis W¹< º-competitive.

Proof. There exists a norm-preserving linear b¼ection between¹S= � R–k�k4–Xº and

Euclidean space¹R< –k�k2º. In particular, the mapping between the two spaces is the
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vectorization of the upper-triangle of the symmetric matrix, concatenated with an

additional dimension corresponding to learningb[ . Therefore, any NCBC algorithms

with a W¹< º competitive ratio will result inW¹< º competitive ratio forSEL. �

Finally, we show that our controller� is d-robust. In particular, we prove that� b-

makes no mistakes (" �
d = 0) given consistent parameters¹ b-– b[ º 2 %C.

Theorem 29(� is d-robust). Under Assumptions 13 to 15, suppose¹ b-– b[ º 2 %C,

where%Cis given in(7.10) for C� 1. De�ne d = Xn
1¸ Xk@� @k2

. Then, the following

optimization problem is feasible:

min
D2R=

kbE0 � Enomk2
%E

¸ kDk2
%D

(7.11a)

s.t. @� @2¹C� 1º ¸ D� @ (7.11b)

bE0 = E¹Cº ¸ b-D (7.11c)

: = b[ ¸ d
�
1
X

¸ kDk2

�
(7.11d)

E¸ : 1 � bE0 � E� : 1• (7.11e)

Further, the solution of(7.11), D¹Cº, guarantees voltage stability for all¹-– [ º 2

X � » 0–[ ¼such thatk¹-– [ º � ¹ b-– b[ ºk4–X� d. That is,E¹Cº ¸ -D ¹Cº ¸ F ¹Cº 2 »E–E¼

for all F ¹Cº such thatkF ¹Cºk1 � [ .

Observe that(7.11)corresponds to(7.8) in Algorithm 6 with the slack variable set

to zero. We note that the robustness margind decreases as»@–@¼increase. The

intuitive reason is that the voltage is more sensitive to changes inb- when the range

of possibleD's expands. Therefore, a �xed voltage bu�er ofn in constraints(7.8e)

and (7.11d) a�ords less robustness to changes inb- as»@–@¼gets larger.

Proof of Theorem 29.First, we will show that the following two conditions are

su�cient for feasibility of the optimization problem andd-robustness for the

solution.

ˆ Feasibility: : � [ ¸ n

ˆ Robustness:: � b[ ¸ d
q

1
X2 ¸ kDk2

2

Then, we will show that our choices of: andd satisfy these su�cient conditions.

To derive the su�cient condition for feasibility, de�ne

dEpar¹C� 1º := E¹Cº � b-@2¹C� 1º
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as the conjectured noise when we assume the underlying parameter isb- . Since
b- 2 %Cand%C� %C� 1, we havedEpar¹C� 1º 2 V par. Then, by Assumption 15, there

exists@2 2 »@–@¼such that

E¸ ¹ [ ¸ nº1 � b-@2 ¸ dEpar¹C� 1º � E� ¹ [ ¸ nº1•

SetD= @2 � @2¹C� 1º (which satis�es (7.11b)) and de�ne

bE0¹Dº := E¹Cº ¸ b-D = E¹Cº ¸ b- »@2 � @2¹C� 1º¼

= b-@2 ¸ dEpar¹C� 1º•

Recalling(7.6), we can interpretbE0¹Dº as the one-step voltage prediction (without

disturbance) under the modelb- given control actionDand the current voltageE¹Cº.

We thus have

E¸ ¹ [ ¸ nº1 � bE0¹Dº � E� ¹ [ ¸ nº1•

Therefore, as long as: � [ ¸ n, Dwill satisfy constraint (7.11e).

Next, we derive the su�cient condition for robustness. LetDbe a solution of(7.11),

so it satis�es(7.11e). Let ¹-– [ º 2 X � » 0–[ ¼be arbitrary parameters satisfying

k¹-– [ º � ¹ b-– b[ ºk4–X� d. De�ne d- := k- � b- k4 . By Lemma 43,

� d- kDk2 1 � ¹ - � b- ºD � d- kDk2 1• (7.12)

Furthermore, suppose

� [ 1 � F ¹Cº � [ 1• (7.13)

Adding together the 3 inequalities (7.11e), (7.12), (7.13) yields

E¸ ¹ : � d- kDk2 � [ º1 � E¹Cº ¸ -D ¸ F ¹Cº

� E� ¹ : � d- kDk2 � [ º1•

Clearly, if : � d- kDk2 � [ � 0, then the desired robustness condition is satis�ed.

Since

k¹-– [ º � ¹ b-– b[ ºk2
4–X= d2

- ¸ X2 j[ � b[ j2 � d2–

we havej[ � b[ j � 1
X

q
d2 � d2

- . This implies[ � b[ ¸ 1
X

q
d2 � d2

- . Therefore, we can

express the robustness condition in terms ofb[ :

: � b[ ¸
1
X

q
d2 � d2

- ¸ d- kDk2 =: 5¹d- º•
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For d ¡ 0, 5¹d- º is strictly concave and twice-di�erentiable and therefore achieves

its maximum when50¹d- º = 0. This maximum value isb[ ¸ d
q

1
X2 ¸ kDk2

2. Thus, if

: is at least this value, then we achieve robustness.

Finally, we show that our choices of: andd satisfy the su�cient conditions. Since

0 ¸ 1 �
p

02 ¸ 12 for all 0– 1� 0, our choice of: satis�es the robustness condition:

: = b[ ¸ d
�
1
X

¸ kDk2

�
� b[ ¸ d

r
1
X2

¸ kDk2
2•

Note that while setting: = b[ ¸ d
q

1
X2 ¸ kDk2

2 would also satisfy the robustness

condition, this expression would make (7.11) a non-convex optimization problem.

The remaining step is to satisfy the feasibility condition. We must choosed such that

b[ ¸ d
�

1
X ¸ kDk2

�
� [ ¸ n. Sinceb[ � [ , it su�ces to �nd d such thatd

�
1
X ¸ kDk2

�
� n.

As kDk2 � k @� @k2, settingd = Xn

1¸ X





 @� @








2

satis�es the inequality. �

In the case where[ ¢ is known, a similar proof shows that: = [ ¢ ¸ d kDk2 and

d = n
k@� @k2

satisfy feasibility and robustness. (This can be seen as theX ! 1

limiting case of Theorem 29 such that consistent model chasing only updatesb- and

keepsb[ = [ ¢ �xed.)

Lemma 43. For all � 2 S=, 1 2 R=, andU 2 R¸ ,

k� k4 � U implies � Uk1k2 1 � �1 � Uk1k2 1•

Proof. Let � 8denote the8th row of � . By symmetry of� ,

k� 8k2
2 =

=Õ

9=1

� 2
8– 9=

8� 1Õ

: =1

� 2
:–8¸

=Õ

9=8

� 2
8– 9

�
=Õ

: =1

=Õ

9=:

� 2
:– 9= k� k2

4 � U2–

sok� 8k2 � U. Then

� Uk1k2 � � k� 8k2 k1k2 � ¹ �1 º8 � k� 8k2 k1k2 � Uk1k2 •

This holds for all82 f1– • • • – =g, which yields the desired result. �

Finally, combining Theorem 29 with Lemma 42 and applying Theorem 28 completes

the proof of Theorem 27.
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Figure 7.2: Schematic diagram of SCE 56 bus distribution system.

(a) (b)

Figure 7.3: Voltage pro�le of 7 buses without control, simulated with(a) linear
dynamics (7.2) and(b) nonlinear balanced AC dynamics (7.1).

7.5 Case Study

We demonstrate the e�ectiveness of Algorithm 6 using a case study based on a single-

phase 56-bus network (= = 55) from the Southern California Edison (SCE) utility

(Figure 7.2), with line parametersA8 9– G8 9from [294, Table 1]. In our experiments,

we use both the linear power model in Equation (7.5) to solve for voltages as well as

the more realistic nonlinear DistFlow model(7.1). Even though our algorithm only

has guarantees for the linear power �ow model(7.2), we show that our algorithm

works well on both the linear and nonlinear model.

Experimental Setup

Following [271], we adapt real-world load and PV data from [298] for the 56-

bus network by adding power injection (scaled by the PV generation) at buses

C = f 2–4–7–8–9–10–11–12–13–14–15–16–19–20–23–25–26–32g. Exogenous active

and reactive power injection measurements are taken at each bus at 6-second intervals

over a 24-hour period. Figure 7.3 plots these values for several buses to illustrate the

setting considered. We assume that controllers with reactive power injection capacity

are available at every node. The network parameters used in our experiments are:
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ˆ nominal squared voltage magnitude at the substation

E0 = Enom = ¹12kVº2

ˆ squared voltage magnitude limits

»E–E¼= »0•95–1•05¼pu = »11•42–12•62¼kV2

ˆ reactive power injection limits

»@–@¼= »� 0•24–0•24¼MVar

ˆ state and input cost matrices%E = 0•1� , %D = 10�

ˆ initial stateE¹1º = ' ¢ ?¹0º ¸ - ¢@4¹0º ¸ E01, @2¹0º = 0

In comparison to previous work in the voltage control literature, our reactive power

injection limits»@–@¼are slightly more generous than� 0•2 MVar used in,e.g., [271].

We choose� 0•24 MVar because even a controller with perfect knowledge of the

future would need reactive power injection capabilities of at least� 0•238MVar in

order to maintainE¹Cº 2 »E–E¼(if @= � @) under linear dynamics (7.2).

We set[ = 10, which upper-bounds the maximum change in exogenous noise

observed in our data, which is� 8•6:

[ ¢ = max
C




 ' ¢ ¹?¹Cº � ?¹C� 1ºº ¸ - ¢ ¹@4¹Cº � @4¹C� 1ºº






1 •

We �x n = 0•1. In order to satisfy the requirement in Assumption 15 thatE¹Cº 2

»E¸ ¹ [ ¸ nº–E� ¹ [ ¸ nº¼, the reactive power injection capabilities must exceed� 0•528

MVar. As we show in experiments with only� 0•24MVar range of control, though,

Assumption 15 does not need to be fully satis�ed in order for our method to still

provide strong empirical results.

For the robust controller� , we set slack variable weightV = 100 and V par =

»Epar–Epar¼to be a rectangle around the true noise. Under linearized system dynamics,

Epar¹Cº is calculated as described in Section 7.2, and then we set

882 »=¼: Epar
8 = min

C
Epar

8 ¹Cº– Epar
8 = max

C
Epar

8 ¹Cº•

Under nonlinear system dynamics, we approximateEpar¹Cº as the nodal squared

voltage magnitudes when@2¹Cº = 0 (as shown in Figure 7.3), and we add0•5kV2

padding which empirically su�ces as a convex outer approximation ofV par:

Epar
8 = min

C
Epar

8 ¹Cº � 0•5– Epar
8 = max

C
Epar

8 ¹Cº ¸ 0•5•

As mentioned previously, we use a greedy projection-based NCBC algorithm [240]

in SELthat minimizes the movement distancek¹b- C–b[ Cº � ¹ b- C� 1–b[ C� 1ºk4–Xbetween
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nested convex sets%C� %C� 1:

NCBCproj¹%C–b- C� 1–b[ C� 1º := arg min
¹-–[ º2%C

k¹-– [ º � ¹ b- C� 1–b[ C� 1ºk4–X• (7.14)

This achieves competitive ratioWproj¹< º = c¹< � 1º< < •2.

To keep the optimization problem(7.7)computationally tractable for consistent model

chasing, our implementation does not use the full trajectory� as in the constraints

of the consistent set(7.10). Instead, we include the 20 latest observations and 80

more observations sampled uniformly at random¹E¹Cº– E¹Ç 1º– D¹Cº– @2¹Cºº � � .

This provides a computationally tractable approximation of the uncertainty set. In

our experiments on linear system dynamics, we found thatb- Cselected using this

approximation was always in the consistent set de�ned by the full trajectory� , when

allowing for small numerical inaccuracies introduced by the CVXPY solver.

Unless otherwise stated, we initializeb[ 1 = 0. We initialize b- 1 by adding noise

to the true- ¢ in two ways. First, we scale each line impedanceG8 9by a random

factorf 8 9
iid� Uniform»0–2¼. Second, we randomly permute the bus ordering, sob- 1

corresponds to a permuted grid topology. Finally, we projectb- 1 into the uncertainty

setXU, with U = 1.

Except for the experiments in Figure 7.8, we �xX= 20which empirically strikes a

balance between minimizing the modeling errorkb- C� - ¢ k4 and over�tting noise.

Table 7.1: Performance of our method simulated under linear system dynamics (top)
and nonlinear system dynamics (bottom). See Section 7.5.

Info provided # mistakes avg. violation max violation

Unknown 662.2� 435.1 0.43� 0.16 4.40� 2.59
Topo-14 917.0� 155.2 0.34� 0.12 4.93� 2.19
Lines-14 1085.8� 186.6 0.57� 0.29 2.55� 1.09
Known 88.0 0.07 0.12

Unknown 16.0� 15.8 0.68� 0.56 2.74� 2.39
Topo-14 0.5� 0.6 2.21� 2.56 2.90� 3.38
Lines-14 0.5� 0.6 1.01� 1.20 1.45� 1.73
Known 0.0 0.00 0.00

Experimental Results

Our experimental results demonstrate the ability of Algorithm 6 to stabilize the

system without knowledge of the network topology, providing good voltage control

performance even though it still has signi�cant uncertainty about the topology at
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(a) unknown (b) topo-14 (c) lines-14 (d) known

Figure 7.4: (a)-(d) Voltage pro�les of 7 di�erent buses simulated under linear
system dynamics(7.2). Dotted black lines indicate voltage limits»E–E¼. (a) � +SEL
initialized with randomb- 2 XU. (b) like (a) but the topology for buses 1-14 is known.
(c) like (a) but the topology and line parameters for buses 1-14 are known.(d) like
(a) but b- = - ¢ is �xed and known so onlyb[ is learned.

(a) unknown (b) topo-14 (c) lines-14 (d) known

Figure 7.5: Parallels Figure 7.4. Voltage pro�les of 7 di�erent buses simulated under
balanced nonlinear AC power �ow (7.1).

the end of the experiments. We test our algorithm under both the linearized system

dynamics(7.5)as well as the more realistic nonlinear balanced AC power �ow setting

(7.1)simulated using Pandapower [299]. The convex optimization problems forSEL

and� are solved with CVXPY [300] using the MOSEK solver [301]. Code for our

simulations are available on GitHub.1

Linearized power �ow with full control Our �rst set of experiments, shown in

Figure 7.4 and Table 7.1 (top), tests our algorithm's performance on the SCE-56

bus network under linearized system dynamics(7.5). Di�erent amounts of network

information are provided to the consistent model chasing algorithmSELvia the

initial consistent setXU, ranging from no information (�unknown,� Figure 7.4(a)),

information about the edges among the �rst 14 buses but not the line impedances

(�topo-14,� Figure 7.4(b)), information about the edgesandline impedances among

the �rst 14 buses (�lines-14,� Figure 7.4(c)), and complete information about the

network (�known,� Figure 7.4(d)). Because the buses in the SCE 56-bus network
1https://github.com/chrisyeh96/voltctrl
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