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(iii) The symmetric flow configuration in (ii) is unstable to infinitesimal disturbance
and eventually breaks down, causing the flow to go into an asymmetric shedding
mode, as shown in Fig. (2.5.1c). The experimental “flow-vis” pictures of the
flow in this mode may be found in Fage and Johansen (1927).

2.5.1.1 Time Law for Circulation Flux at Early Time

The problem of a starting-flow behind an infinite wedge of angle 73, 0 < g < 1,
has been studied by Pullin (1978). In the inviscid limit, the separated flow forms a
growing vortex sheet, and well-known similarity solutions may be used to transform
the unsteady problem into an integro-differential equation. Pullin showed that for
an attached flow with the complex velocity potential,

W(z,t) = Ust™F(2) | (2.5.1)

where F(z) satisfies the appropriate boundary conditions, the circulation of the
sheet is given by

I(t) = C"Uo(f‘%;)tz(}f%
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(2.5.2)

where n = 1/2 — 8 and J is a constant. Eqn. (2.5.2) is the similarity solution
discovered by Rott (1956) and for different values of m, Pullin computed J through
a numerical solution.

This problem is also studied by Cortelezzi and Leonard (1990). They map
the flow domain in the semi-infinite plate problem into the upper half plane and
studied the motion of a single vortex of variable circulation as a system of two
coupled differential equations. The Kutta condition at the edge of the plate is
enforced. They found the same time law for the circulation but with a slightly
different constant J.
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We computed the impulsively started finite normal flat plate, corresponding to
m = 0 and B = 0, and a comparison of dI'/dt to those predicted by Pullin (1978)
and Cortelezzi and Leonard (1990) is given in Fig. (2.5.2a). At very small time,
t ~ 0(107?), which is due to discretization in the calculations, the singularity at the
edge of the plate is not well represented and a smaller dT'/dt is obtained. At slightly
larger time around ¢t ~ O(107?!), the computed flux approaches the analytical results
and the agreement is fairly good. Later, the calculations deviate from the analytical
results as the size of the vortex becomes comparable to the half-length of the finite
plate, and the solution could no longer be approximated by that given by the theory
for flow past a semi-infinite plate.

As a second example, we computed the ramp-started, normal flat plate, corre-
sponding to m = 1 and 8 = 0. Six different discretizations with N = 50, 75, 100,
125, 150 and 200 are used. Fig. (2.5.2b) shows the comparison of dI'/dt to the
analytical results. Again, the calculations underestimate dI'/dt at very small times.
However, the agreement is improved as the resolution is refined. This is because
with a finer resolution, the singularity at the edge is better approximated. Later
on, at about t ~ 0.1, the computed dI'/dt approaches the analytical curves. Note
that there is slight disagreement between the analytical results of Pullin (1978) and
those of Cortelezzi and Leonard (1990) with the current calculations between the
two. Because of the ramp start in this example, the vortex does not grow as fast
as in the previous example. Therefore, at t ~ O(1), the dimension of the vortex
remains insignificant compared to the length of the plate, with better agreement
between calculations and theory.

2.5.1.2 Short-time Drag History

In this section, we compare the drag history of the normal flat plate in a flow
started from rest at three different accelerations: (i) a = oo, i.e., an impulsive start;
(i1) @ = 0.5 and (iii) @ = 0.1. The flow is accelerated from rest to U, = 1.0, after
which the acceleration is turned off. Fig. (2.5.3) shows the drag history of the plate
for the three cases. For the case of an impulsive start, the drag at ¢ = 0 has two
infinite components:

(i) Apparent mass effect — during the infinitesimally small acceleration time 6t,
the drag that is due to apparent mass effect is infinite because of the infinite
acceleration. However, as soon as the acceleration is reduced to zero, so too is
this component, which is given by Cy, , ~ (t), where é(t) is the Dirac delta
function, and has no significance for ¢ > 0.
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(i1) Infinite circulation flux — for an impulsively started normal plate, the circula-
tion flux, given by dI'/dt ~ t=2/3 for small time (Rott 1956), is infinite at ¢ = 0.
Correspondingly, the drag, given in terms of the circulation flux by the Blasius
formula, is also infinite.

In the calculations, the infinite drag that is due to (i) cannot be represented, and
its effect is eliminated by setting the flow speed to Uy, at t = 0. This is equivalent
to having the impulsive start at ¢ = 0 and reducing the acceleration, and therefore
the apparent mass effect, to zero at t = 0. For the drag component that is due
to (ii), the singularity at ¢ = 0%t is manifested in the pressure singularities at the
edges of the plate. Fig. (2.5.4) shows the pressure distributions on the two sides
of the plate at very small time, ¢t = 0.008, and the singularities at the edges, which
give the large drag, could be observed.

For finite acceleration, the drag force that is due to apparent mass effect can
be computed. For a flat plate, the apparent mass is given by the mass of fluid in
a circle inscribing the plate, which is 7L2p/4. This gives a drag coefficient that is
due to apparent mass effect of

srLl%a
dapp: irr2
§Uoo

(2.5.3)

For a = 0.5 and a = 0.1, with L = 1, U, = 1, Eqn. (2.5.3) gives Cg,_, of 0.7854
and 0.1571, respectively, while vortex calculations give Cy,_, of 0.7885 and 0.1577.
As the flow is accelerated from rest, the drag is observed to increase steadily until
the acceleration is shut off, at which point it starts to decrease (Fig. 2.5.3). Because
the acceleration is reduced to zero instantaneously, there is a discontinuity in the
drag signal. At ¢t = 20, C; for all three cases decreases to approximately the same
value of 0.88, which is the Cy predicted by the freestreamline theory. Figs (2.5.5a),
(2.5.5b) and (2.5.5¢) show “flow-vis” pictures of the flow at ¢t = 20 from the three
cases. The features of the flow in the three different cases are surprisingly similar
despite differing start-up processes and probably account for the fact that the drag
curves are at about the same level.

Fig. (2.5.6) shows comparison of computed results to experimental measure-
ments of Lisoski and Roshko (1989) for the two cases of @ = 0.5 and 0.1. The
experiments are conducted in a water tank at Re = 5 x 10®, and the flat plate is
accelerated from rest at the same acceleration. During the accelerating phase, and

t At t = 0, the flow is potential and there is zero drag.
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for a short time after, the agreement between calculations and experiments is very
good. However, after the acceleration is turned off, the computed drag begins to
deviate from the experimental measurements.

Similar reasonable agreement with experiments in terms of drag is also observed
by Mostafa (1987), Munz (1987), Mostafa et al. (1989) and Sarpkaya et al. (1990) in
their calculations of decelerating flow about cambered plates. They used a different
vortex method and computed a flow that is impulsively started and subsequently
decelerated to rest. The agreement of computed results with experiments in an
accelerating or decelerating flow where the laboratory flow is expected to be more
two-dimensional because of the imposed external forcing, indicates that the observed
discrepancy at later stages of the unforced (non-accelerating) flow may be due to
three-dimensionality in the experiments.

2.5.1.3 Growth of a Recirculating Bubble

The problem of the spatial growth of a recirculating bubble behind an impul-
sively started normal flat plate has been studied experimentally by Taneda and
Honji (1971). They found that regardless of the Reynolds number, a symmetric re-
circulating bubble, similar to that shown in Fig. (2.5.1b), is always formed behind
the plate at early times. The growth of the bubble is found to obey the following
similarity law,

2
an_z} , (2.5.4)

L,

T = 0.89[ 7
where, L, is the length of the bubble, L is the length of the plate, U, is the
freestream velocity and ¢ is time.

From streamline plots similar to Fig. (2.5.1b), the length of the vortex pair
is estimated by measuring the streamwise distance from the plate to the farthest
point on the zero-streamline, i.e. the streamline separating off the edges of the
plate. The length is plotted, in dimensionless form, together with the experimental
data of Taneda and Honjit in Fig. (2.5.7). For 0.5 < t < 5.0, when the bubble is

t The experimental measurements of Taneda and Honji were made at different Reynolds number
in the range 101 — 103, They reported that the bubble become asymmetric at an earlier time
with increasing Reynolds number and presented data up to the time when asymmetry sets in.
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fully developed, the computed bubble length agrees very well with the experimental
measurements and its growth obeys the #2/% law. For ¢t > 5, the calculation begins
to deviate from the experimental data. This is because the recirculating bubble
in the calculation has become asymmetrict. Fig. (2.5.8) shows a streamline plot
of the flow at ¢ ~ 10. The asymmetry of the flow is clear. Fig. (2.5.9a) shows
the time histories of the circulation fluxes at the edges of the plate. At very early
time, the fluxes at the two edges of the plate are smooth and exactly equal to one
another. At t ~ 3, slight oscillations of the fluxes are observed as perturbations
of the flow set in. These perturbations grow as time progresses and at t ~ 7,
they become quite significant, as indicated by the violent oscillations of the fluxes.
Integrating the fluxes gives the net circulation of each of the two vortices and they
are plotted in Fig. (2.5.9b). From the figures, it is observed that as the fluxes
become unsmooth, due to internal perturbations, the circulation of one of the two
vortices become higher, by some random selection process, compared to the other
vortex. The stronger vortex grows at a faster rate, resulting in the asymmetry of
the flow and the subsequent deviation of the bubble growth from the 2/ law.

2.5.1.4 Onset of Asymmetric Shedding

After the onset of asymmetry of the attached vortex-pair, as described in the
last section, the difference in the circulations of the two vortices increases with time
(Fig. 2.5.9b). A positive feed-back system is created because the stronger vortex
(lower) induces a higher shedding velocity, and a corresponding higher circulation
flux, at its edge which feeds its shear layer, increasing its strength further. Also, as it
grows, it displaces the weaker vortex (upper) away from the plate, thus reducing the
shedding velocity and circulation flux at its edge. Fig. (2.5.10a) shows a streamline
plot of the flow at ¢ = 25.0. The displacement and compression of the upper vortex
by the lower vortex is clear. Also, the zero-streamline separating the two vortices,
which is at the symmetry plane when the flow is symmetric (Fig. 2.5.1b), has
moved considerably upward. Slightly later at ¢t = 25.4 (Fig. 2.5.10c), the zero-
streamline emanating from the upper edge has moved downward, very close to the
zero-streamline which separates the two vortices. A close-up plot of streamlines in
this region (Fig. 2.5.11), with the values of the streamfunction multiplied by 10,
shows that the two zero-streamlines have actually ‘pinched-off” and reconnected to
form a small recirculating bubble near the upper edge and a saddle point between
the bubble and the detached upper vortex. The fluid in the neighborhood of the

t For the experimental data, the bubble remains symmetric even for t > 5, presumably because
of the low Reynolds number.
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saddle point is such that the shear layer is pulled downward, eventually rolling up
into a vortex structure at ¢t = 25.6 (Fig. 2.5.10d). The rolled-up vortex structure
induces large shedding velocities at the upper edge and sharp increases in the upper
circulation flux (Fig. 2.5.9a), the upper net circulation (Fig. 2.5.9b) and the drag
coefficient (Fig. 2.5.9¢) are observed. This is because large circulation flux has to be
created at the wall to cancel the high slip velocity and according to Eqn. (2.2.48),
this results in a higher pressure force. As the upper rolled-up structure grows to
form a tight vortex behind the upper edge (Fig. 2.5.10g), the flow state is changed,
irreversibly, to an asymmetric shedding mode.

2.5.1.5 Long-time Behavior of Flow

In the asymmetric shedding mode, a vortical structure is being shed at alternat-
ing edges every half Strouhal cycle. Figs. (2.5.12a), (2.5.12b) and (2.5.12¢) show
the time histories of drag coeflicient Cy, lower circulation flux dI'/dt|jower and upper
circulation flux dI'/dt|ypper, respectively. The periodicity of a half Strouhal cycle is
observed in the drag signal. However, superimposed on the Strouhal variation is a
longer-time constant fluctuation, which decays out to near-steady-state at ¢ ~ 80.
Figs. (2.5.13a) and (2.5.13b) show the shedding period Ty, and the peak circulation
flux |dI'/dt|max at the edges. The fluctuations of the quantities at early stages of the
asymmetric shedding flow, especially for ¢t < 60, are apparent. From Fig. (2.5.13a),
we estimate the steady state Ty, by averaging over the period for ¢ > 60. A mean
value of Ty, = 9.4 is obtained. This gives St ~ 0.11.

2.5.1.6 Asymmetric Shedding Mechanism

In this section, the mechanism behind the asymmetric shedding mode of the
flow is studied. Fig. (2.5.14) shows a sequence of streamline plots of the flow
over half a Strouhal cycle. At ¢t = 54 (Fig. 2.5.14a), there is a vortical structure,
in the early stage of its growth, close to the lower edge and a smooth shear layer
extends from the upper edge. As the flow evolves, the lower vortex grows in size and
displaces the upper vortex away from the plate. The stagnation point on the back
of plate is observed to move upward toward the upper edge (Fig. 2.5.14b). Both the
streamwise displacement of the upper vortex and the growth of the lower vortex
result in the reduction of shedding velocities, especially that on the downstream
side, at the upper separation point and this can be observed from the time history
of the velocities at the outer edges of the boundary-layers at the upper separation
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point, given in Fig. (2.5.15a). The zero-streamline emanating from the lower edge,
which ends at a stagnation point on the back of the plate at ¢ = 55, no longer does
so at t = 56, but joins with the zero-streamline which forms the outer edge of the
upper vortex. The remaining portion of the upper zero-streamline which emanates
from the upper edge is observed to turn sharply downward, suggesting that the
flow behind the upper edge has reversed direction which Fig. (2.5.15a) confirmst.
The large upper vortex is now completely detached from the plate (i.e. the zero-
streamline which forms its outer edge no longer connects to the upper edge) and
a saddle point is formed between the small bubble at the upper edge of the plate
and the large vortex. The flow in the neighborhood of the saddle point is such that
the shear layer leaving the upper edge is pulled inward. This perturbs the shear
layer, causing it to subsequently roll up (¢ = 57) and starts off another half Strouhal
cycle. As the vortex rolls up tightly behind the upper edge, it induces large shedding
velocity and circulation flux; this creates a feed-back system where the increased
circulation flux fuels and strengthens the rolled-up vortex which further increases
the flux, leading to the observed sharp increase (Fig. 2.5.15b). According to Eqn.
(2.2.48), the pressure forces and drag also increase (Fig. 2.5.15¢).

To understand the process that occurs during the critical time 56 < t < 57,
close-up plots of the streamlines during this time are studied. They are given in
Fig. (2.5.16). For purpose of illustration, the values of the streamfunction, which
are very close to zero, have been multiplied by 100. At ¢t = 55.75 (Fig. 2.5.16a), the
zero-streamline emanating from the upper edge of the plate, at coordinates of (0,
0.5), is close to the zero-streamline which forms the outer edge of the lower vortex.
The singularity in the streamline deflection (slope) is associated with viscous and
nonlinear effects (Crighton 1985) and is observed by Daniels (1978) in his studies
of local-interaction theory. In Daniels’ work, the flow configuration involves a uni-
form stream above a splitter plate and stagnant fluid below. The zero-streamline is
observed to deflect into the moving stream with a “full-Kutta-condition” enforced
on an outer flow solution. In the present case, the zero-streamline deflects into a
region which is almost stagnant presumably because of a freestream flow which is
in that direction. Slightly after this at ¢ = 55.8 (Fig. 2.5.16b), the two streamlines
“pinch-off” and reconnect in a fashion similar to that described in Sec. (2.5.1.4) for
the breaking of the attached vortex-pair, with some observable differences: Here,
the “pinching” occurs in a small neighborhood of the edge of the plate, i.e. the
stagnation point moves all the way to the edge of the plate, at which point, the
lower zero-streamline joins with the upper zero-streamline, thus separating the up-
per vortex from the plate in the sense that the upper vortex is completely enclosed

t A direct implication of this is that it is incorrect, at least for a short time, to estimate the
circulation flux using Eqn. (2.1.1), as is done in some previous investigations.
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by a zero-streamline in the fluid. Note that it is necessary for the stagnation point
to move pass the edge for the shedding velocity there to be zero and subsequently
negative, as observed in Fig. (2.5.15a). Recall that in the previous case in Sec.
(2.5.1.4), the stagnation point remains slightly away from the edge at all time. The
difference can be attributed to the shape of the vortical structures: In the asym-
metric shedding flow, the vortical structures are elongated in the lateral direction.
In contrast, the structures of the attached asymmetric vortex-pair, as described in
Sec. (2.5.1.4), are elongated in the streamwise direction and the lateral extent of
each vortical structure is much less. Also, the sizes and strengths of the attached
vortex-pair are more comparable, and this is presumably why the stagnation point
is not “pushed” all the way to the edge.

After the “pinching” and reconnection process, the zero-streamline emanating
from the upper edge turns around sharply very close to the platef. At t = 56.0 (Fig.
2.5.16¢), due to the induction of the rolled-up shear layer, a closed recirculating
region forms slightly behind the plate. This region is completely detached from the
plate, as indicated by the closed zero-streamline. As the rolled-up vortex structure
grows, the size of the recirculating region increases, eventually joining up with the
plate as the zero-streamline which forms the outer edge of the recirculation region
comes into contact, and subsequently connects, with the edge of the plate (Fig.

2.5.16d).

2.5.1.7 Comparison to Experiments and Other Calculations

Fig. (2.5.17) shows the streamlines of the time-averaged flow. The time-averaged
wake width L,, is estimated by measuring the maximum separation between the two
streamlines that emanate from the edges of the plate. The normalized width, L,,/L,
estimated at 2.6, is about 50% wider than that measured by Roshko (1954), and
we expect that the computed drag would be correspondingly higher.

In Fig. (2.5.18), we compare the streamline pattern of the current high Reynolds
number calculation (Re ~ 10,000) to that of the Navier-Stokes calculations (Re =
200) of Rogers and Kwak (1988) at the same phase in the shedding cycle. In
the current calculations, Re is computed based on an estimate of the momentum
thickness © on the front side of the separation point. Here, © is approximated

t+ It should be noted that the absolute-zero-streamline may not be well-resolved at this fine
scale. A well-resolved calculation would require resolving scales much smaller than the core
size of the boundary-layer vortex elements. Also, the grid of 20 x 20, with grid size of 0.01,
used in computing the streamfunction-contours may be too coarse.
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using the Blasius shape factor of ©/6p =~ 1/8. The time-averaged C, distribution
is then used to compute ©%/v by integrating Thwaites’ equation (see White 1974).
Eliminating © from the two expressions gives v, which is used to compute the
Reynolds number. Despite the difference in Re, the shed vortex at the upper edge
of both calculations compares very well in terms of dimension and location. This is
because in bluff-body flow, the momentum thickness © at separation is very thin and
depends only weakly on v through ©® ~ /v. For the downstream vortical structures,
the streamwise locations of the structures, which depend on the inviscid dynamics
of the flow, compare very well. However, the vortical structures in the current
calculation are stronger and displaced farther in the lateral direction compared to
the Navier-Stokes solution. This must be due to the strong viscous effect in the
low Reynolds number Navier-Stokes calculations, which tends to diffuse out the
vorticity in the eddies, resulting in a weaker induced velocity field upstream, and
a narrower wake. A similar comparison to experiments is also attempted where
the streamwise locations of the eddies in Fig. (2.5.18a) are compared to Fig. 1 of
Fage and Johansen (1927). It is found that except for the first vortex at the upper
edge, the streamwise locations of all downstream vortices compared very well. In
the current calculations, the vortex near an edge seems to roll up closer to the plate
than in the experiments. Such discrepancy in the observed roll-up of the vortex
near a sharp edge is not restricted to the current calculation but is quite common
in two-dimensional separated flow calculations, including vortex calculations by
Basuki and Graham (1987) as well as Navier-Stokes calculations by Osswald et al.
(1985) and Rogers and Kwak (1988). The most likely explanation is that in the
laboratory flow, vortex shedding is not well correlated in the spanwise direction,
resulting in a weaker spanwise component of shed vorticity and a corresponding
weaker roll-up. Such imperfect spanwise correlation of vorticity is well known to
investigators of flow-induced vibration (Toebes 1969). The close vortex roll-up near
the edge leads to a large suction peak in the pressure distribution on the back
face very close to the edge, and the drag is expected to be overestimated. Fig.
(2.5.19) shows the computed time-averaged C, distribution on the plate, together
with the measurements of Fage and Johansen (1927). On the front face of the
plate, the two distributions compare very well. However, on the back face, they
are very different. The experimental distribution is very flat with Cp, .. = —1.3.
The computed distribution, however, has strong suction dips near the two edges, as
expected from the strong roll-up. Such low pressure dip near a sharp edge is also
observed in the vortex calculations of Basuki and Graham (1987) and the Navier-
Stokes calculations of Rogers and Kwak (1988).

From Fig. (2.5.12a), Cy is estimated to be 3.6. In the literature, the experimen-
tal C4 ranges between 1.8 and 2.2; i.e., Fage and Johansen (1927) reported C4 of
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1.96, Roshko (1954) quoted Cy4 of 1.8, Sarpkaya and Kline (1982) gave a value of
2.2. and more recently, Lisoski and Roshko (1989) measured Cj to be 2.0 (Table
2.1). Such large discrepancy in Cjy is expected from the previous analysis of the
wake width, the close roll-up at the sharp edge and the high suction peak, and are
observed in other vortex calculations; i.e., Kuwahara (1973), Spalart et al. (1983)
and Dutta (1988) all reported C of about twice the experimental value. Chein and
Chung (1988) and Park (1989) quoted discrepancies of about 50%, while Kiya and
Arie (1977) reported a maximum discrepancy of 70%. Recently, Raghavan et al.
(1990) quoted Cy of 2.8 from their Navier-Stokes calculations at Re = 200. From
his high Reynolds number Navier-Stokes calculations, Kuwahara (1989) noted that
C, tends to increase with the refinement of grids but did not offer any quantitative
information. The computed St of 0.11, however, compares more favorably with the
experimental value which ranges between 0.13 and 0.15 (Table 2.1).

2.5.2 Plunging Normal Flat Plate at “Natural Frequency”

In the last section, we computed the problem of low past normal flat plate and
found that for an accelerating flow, the computed drag agreed very well with ex-
periments. However, for the non-accelerating flow at large time with asymmetric
shedding, we found that the calculations overestimated the experimental drag by
about 100%. Comparison to other calculations showed a similar trend. This in-
dicates that the laboratory flow may be very three-dimensional with a lower drag
than that of the two-dimensional calculation. To determine if three-dimensionality
in the experiments is indeed the major contributor to the observed discrepancies,
we computed the same normal flat plate problem with forcing. It was hoped that
with external forcing, the flow in the experiments would be more two-dimensional,
and a comparison of a two-dimensional calculation to such experiments would be
more reasonable in determining the correctness of the model used in the calcula-
tions. Also, both the calculations and experiments are likely to be less sensitive
to small-scale random perturbations, and comparison of temporal distribution of
various quantities of interest is more meaningful.

In this section, we present calculations of the problem of separated flow past
a periodically plunging normal flat plate. The plate is moved sinusoidally in the
cross flow direction along its length. Since this involves translational motion only,
a change of the frame of reference does not affect the forces and we can work in the
body frame where the plate is stationary, and the velocity of the oncoming stream
is given by
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w(t) = Us (2.5.53)
o(t) = Vi sin(?%f) , (2.5.5b)

where Vi and T} are the amplitude and period of forcing imposed on the plate. Here,
forcing at approximately the “natural frequency” of Tt = 9 with low amplitude of
Vi = 0.2U, is used. With such forcing, the resulting flow is expected to remain
fairly close to that of the unforced case, and a study of this controlled flow could
reveal useful information about the natural flow.

2.5.2.1 Early Development of Flow

Fig. (2.5.20) shows a sequence of the forced flow in the early stages of the
recirculating bubble regime, and Cy, |dT'/dt|, Ueiower and Ueypper for this flow are
given in Figs. (2.5.21a), (2.5.21b), (2.5.21c) and (2.5.21d). Ue is the outer edge
boundary-layer velocity, in the frame of the plate, computed at the edges. As a
result of the lateral oscillation of the plate, the two vortices that are formed at
the edges are no longer symmetric at early times. For 0 < ¢t < 4.5, during the
downstroke of the plate, the upper vortex is pulled outward with the shear layer
extending at a large radius of curvature from the edge, the flow there is smooth and
the circulation flux is low, compared to that at the lower edge, where the shear layer
is pushed inward behind the plate, with reduced radius of curvature. The difference
in the curvature of the shear layers at the edges is most notable at the quarter
period (t = 2.25), when the downward speed of the plate is maximum and the fluid
that leaves the front boundary layer at the lower edge has to make a sharp turn as
it enters into the shear layer. The circulation flux there is correspondingly higher.
This can be observed from Fig. (2.5.21b){. Because of the large |dI'/dt| at the
lower edge, the lower vortex is much stronger, and as it moves upward, it flattens
out the weaker upper vortex. At t = 4.5, the plate has completed its downstroke
motion, and its lateral speed has decreased to zero. Here, the curvature of both
shear layers at the edges is almost symmetrical, giving a similar velocity field at
both edges. With this flow configuration, the circulation fluxes at both edges are the
same, as shown in Fig. (2.5.21b), indicating a one-to-one correspondence between
curvature and circulation flux. During the upstroke of the plate (4.5 < t < 9.0),
the situation is reversed, with a tighter shear layer curvature, higher flow speed and
higher circulation flux at the upper edge. The upper vortex is now the dominant
one and as it moves downward, it compresses the weaker lower vortex.

t Note that the discontinuous slope in the signals at t = 2 is due to the instantaneous shutoff of
the acceleration in the ramp start.
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With the lateral forcing, the recirculating bubble behind the plate is no longer
symmetric and is expected to become unstable at an earlier time compared to the
symmetric bubble in the unforced case. From Fig. (2.5.21d), the boundary-layer
velocity on the back face of the plate is observed to lag slightly behind the plate
velocity, and during the downstroke of the plate starting at ¢ > 9, the boundary-
layer velocity changes direction at ¢t ~ 10. This is because of the strong downward
velocity induced by the lower vortex. Following such velocity reversal, the flow
on the front side has to speed up to negotiate the sharp turn, resulting in a large
circulation flux created at the wall and a corresponding high Cj, as shown in Fig.
(2.5.21a)t.

Fig. (2.5.22) shows a comparison of C,; to the experiments of Lisoski and Roshko
(1989); the agreement between calculations and experiments is very good up to
t ~ 4, and the agreement for t > 18 is significantly improved over the unforced
case (Fig. 2.5.28). Thus, we expect that three-dimensional effects in the laboratory
flow have been reduced by the forcing. For t > 4, the experimental drag remains
fairly flat before increasing very slightly at ¢ ~ 10. In the calculations, the drag
continues to decrease until the vortex roll-up at ¢t >~ 10 where it increases sharply.
Fig. (2.5.23a) shows a comparison of the flow at ¢ = 5. In terms of the size and
configuration of the recirculating region, qualitative agreement between the two is
good, with the upper vortex being flattened to the same extent. The lower vortex,
however, is somewhat more distorted in the experiments.

2.5.2.2 Long-time Behavior of Flow

Once the recirculating bubble becomes unstable and a vortex is formed at the
upper edge, the asymmetric shedding mode of the flow sets in. Here, a vortex
is shed at alternating edges similar to that observed in the unforced flow. Figs.
(2.5.24a), (2.5.24b) and (2.5.24c) show the long-time history of Cj, dI'/dt|iower
and dI'/dt|upper, respectively. Definite periodicity corresponding to the asymmetric
shedding, with superimposed long-wave fluctuation, is observed. Compared to the
unforced case, the long-wave fluctuation is more significant in this case. In Figs.
(2.5.25a), (2.5.25b) and (2.5.25¢), we plot the period of shedding Tsp, the peak cir-
culation flux |dI'/dt|max, and the phase of shedding 61,5. 6,4 is defined to be the
relative temporal location of the peak flux within each stroke. For the lower edge,

t Note that although such velocity reversal also occur at ¢ = 3, the reversal is smooth {due to
the plate motion) and no sharp increase in Cy occur. This is because the flow is at an early
stage and the attached vortex is not strong enough (have not accumulated enough vorticity)
to cause a breaking of the shear layer at the other edge.
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it is relative to the beginning of the upstroke of the plate, while for the upper edge,
it is relative to the beginning of the downstroke. At large time (¢ ~ 100), all three
quantities approach steady-state values with Tip|t—oo = 9 and Blaglt—oco =~ 40%.
This implies that even though we are not forcing the flow at its “natural” shedding
period of 9.4, as estimated previously, and the shedding at the beginning of the
asymmetric mode was out of phase with the forcing (recall that velocity reversal on
the back boundary-layer, which signifies the beginning of vortex roll-up, lags behind
the downstroke motion of the plate), as t — oo, the flow locks in with the phase
and frequency of the forcing. Comparing Ty, and |dl'/dt|nax of Figs. (2.5.25a) and
(2.5.25b) to that of the unforced case in Figs. (2.5.12a) and (2.5.12b) shows that
at steady state, the fluctuations of Ty, and |dI'/dt|max in the forced case is much
reduced, as expected.

2.5.2.3 Asymmetric Shedding Mechanism

Figs. (2.5.26a), (2.5.26b), (2.5.26¢) and (2.5.26d) show Cy, |dT'/dt| at the lower
and upper edges, and U, at the upper edge, over one forcing cycle at large time.
A corresponding sequence of plots of the vortex elements is given in Fig. (2.5.27).
Because of the external forcing, the flow is more regular, and the signals are less
noisy compared to those of Fig. (2.5.15) for the unforced case. From Fig. (2.5.26d),
it is observed that the peak of the reversed velocity on the backside of the plate
coincides with the maximum speed of the downstroke of the plate, indicating that
the flow is in-phase with the forcing at that point. Following the velocity reversal
on the back boundary-layer and the sharp rise in |d['/dt| at ¢t ~ 7, a tight vortex
roll-up is observed with a sharp rise in drag force.
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2.5.2.4 Comparison to Experiments

Fig. (2.5.28) shows a comparison of the computed drag for 0 < ¢ < 60 to that
measured by Lisoski and Roshko (1989). The qualitative agreement in terms of
transient behavior is very good although the first sharp rise in drag at ¢t ~ 10 is not
observed in the experiments. For large time of 40 < t < 60, C, in the calculation
is estimated at 2.9, while that in the experiments is estimated at 2.2. This gives a
discrepancy of only 30%, which is an improvement from the discrepancy of 100%
in the unforced case. A qualitative comparison of the flow at ¢ = 19 shows good
agreement in terms of the phases of the motions (see Fig. 2.5.23b). Again, in
the calculations, the vortex seems to roll up more tightly and closer to the plate
than was observed in the experiments. This is probably why the computed drag is
slightly higher than the experimental value. Also, as a result of the tighter roll-up
of the lower vortex, the upper vortex is pushed farther upward, compared to that
observed in the experiments.

2.5.3 Plunging Normal Flat Plate at ‘Off-natural Frequency’

In this test case, the flow is forced with the same forcing function as the last
case with Tt = 11 and V§ = 0.2U. Fig. (2.5.29a), (2.5.29b) and (2.5.29¢) show Cy,
dTl'/dt|iower and dI'/dt|ypper. After the sharp increase in drag at ¢ ~ 10, indicating
the breakup of the recirculating region, definite periodicity with superimposed long-
wave fluctuations similar to those of Fig. (2.5.24), can be observed. However, in this
case, the amplitude of the long fluctuation remained significant even at t = 100.
To understand this, the time histories of Ty, |d'/dt|max and 8l.g, given in Figs.
(2.5.30a), (2.5.30b) and (2.5.30c), respectively, are examined. For t > 20, Ty
varied between 8.3 and 9.7 with a mean of about 9.3, indicating that the flow is
shedding at the “natural” frequency, despite the external forcing at Ty = 11. This is
probably because of the low amplitude of the forcing. From Fig. (2.5.30b), a definite
trend with a period of about 60 could be observed in the variation of |dT'/dt|max,
indicating that the circulation shed at the “natural” frequency is modulated by
the long-wave variation. Examining Fig. (2.5.30c) shows that this variation comes
about because the shedding is out of phase with the forcing, and it takes about 60
time units for the shedding cycle to get back to its initial lag state, i.e., the same
61ag- This behavior is a strong indication that the long-wave oscillations will persist.
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2.5.4 Pitching Normal Flat Plate

In this section, we study the flow behind a flat plate pivoted at mid-chord and
pitched sinusoidally about the normal position, i.e., 90° angle of attack. Here, the
angle of attack is given, as a function of time, by the following,

t
a(t) = a, + afsin(g%) . (2.5.6)

The parameters used are a, = 90°, oy = 36.5° and Ty = L/Us. This is a large
amplitude forcing with maximum speed of 2U, of the tip of the plate.

Fig. (2.5.31) shows a complete cycle of the flow at steady state. At ¢t = 15.0,
the plate is going through its clockwise rotation at a maximum rotation rate, and a
positive sign vortex is being deposited into the flow from each of the edges. At the
upper edge, because of the angular velocity of the plate, the shed vortex is forming
upstream. The shear layer connecting the vortex to the negative vortex shed in
the previously half cycle is still intact, although vortices along the shear layer have
rolled up into small eddies because of Kelvin-Helmholtz instability. At the lower
edge, the negative vortex shed in the last half cycle has merged with the positive
vortex shed in the last cycle, and the shear layer that connects it to the newer
vortex is no longer visible, probably because of the high stretching. At ¢ = 15.25,
the upper positive vortex has collided with the negative vortex shed in the earlier
half cycle. Note that the shear layer that connects the new vortex to the plate,
being between the two vortices, is compressed into an almost straight line. This
feature is also observed by Freymuth (1988) in his flow visualization experiments of
a pitching airfoil with a, = 5° and ay = 20. Later, at ¢t = 15.5, the two vortices are
observed to merge and move downstream. At this point, the flow has completed
half a cycle and in the next half cycle, because of the top-bottom antisymmetry
of the problem, that which had been observed for the top half portion of the flow
would be repeated at the lower half portion and vice-versa.

Figs. (2.5.32a), (2.5.32b), (2.5.32¢) and (2.5.32d) show the time histories of
Cq, Ci, dT'/dt|iower and dI'/dt|ypper. Because of the strong forcing, steady state is
achieved very rapidly, after only about 7L/Ux (Fig. 2.5.32a), whereas in the previ-
ous case with weak forcing, the flow took a very long time to settle down to steady
state. At steady state, Cy is estimated to be 2.3, although the instantaneous Cy
could be as high as 4. This is because the pitching motion of the plate results in
opposite sign vortex structures being shed from the same edge over one complete
cycle. These pairs of opposite sign vortices self-propel away from the plate (Fig.
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2.5.31), and the formation of a large vortical region with low pressure behind the
plate such as that observed in the unforced normal plate flow is avoided with cor-
responding lower drag. Also, the circulation of each vortex structure shed could
be high, but the net circulation of the pair of opposite sign vortices is low. This
can be observed in the variation of dI'/dt|iower and dI'/dt|ypper (Figs. 2.5.32b and
2.5.32c), where the circulation flux changes sign every half cycle, resulting in low
net circulation shed per cycle.
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CHAPTER 3

Three-dimensional Vortex-tube Interactions

This chapter presents the results of a study of three-dimensional high Reynolds
number flows using vortex methods. The objective of this study is to develop
a robust vortex stick method that is capable of handling complex interactions of
vortex tubes. In Sec. (3.1), a survey of related work in the literature is presented.
The mathematical foundations are presented in Sec. (3.2) and in Sec. (3.3), a
modified vortex method is developed. Applications of the method to problems
involving the interactions of vortex tubes are presented in Sec. (3.4).

3.1 Previous Work

Recently, there have been numerous applications of vortex methods, includ-
ing both vortex filament methods and vortex stick methods, to three-dimensional
unsteady flow problems, and comprehensive reviews of these works are given by
Leonard (1980a, 1985) and Sarpkaya (1989). In contrast to its two-dimensional
counterpart, which is used extensively in calculations of unsteady separated flows,
three-dimensional vortex methods are still in an early stage of development in the
sense that most applications are limited to calculations of flows in an infinite do-
main with no solid boundaries. Examples of these calculations include vortex-tube
interactions (Leonard 1975, Shirayama and Kuwahara 1984, Mosher 1985, Ander-
son and Greengard 1984, Ashurst and Meiron 1987, Winckelmans and Leonard
1988a, Winckelmans 1989), growth of turbulent spot in a laminar boundary layer
(Leonard 1980b), bifurcating jet (Parekh et al. 1983), a temporally growing shear
layer (Ashurst and Meiburg 1985), spatially growing shear layer (Inoue 1989), etc.

The study of interacting vortex tubes is particularly interesting and has been
undertaken by many researchers. One example is the collision of two ring vortices,
studied experimentally by Kambe and Takao (1971), Fohl and Turner (1975), Os-
hima and Asaka (1977), Izutsu et al. (1987) and Schatzle (1987). In this problem,
cancellation, because of viscous effects, of opposite sign vorticity at the collision
region is observed with subsequent cross-linking of the two collided rings into one
single vortex loop. Because of self-induced motion, the contorted loop latter fis-
sions into two ring vortices travelling in a plane orthogonal to the initial motions.
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In spite of its simplicity in problem definition, this class of problems contains some
of the fundamental ingredients of complex turbulent flows such as vortex stretch-
ing, vortex reconnection, vortex breakdown, complex evolution of the space curve
of the vortex tube and the development of internal structure and axial flow within
the vortex core. Because of the complexity of these processes, in particular the
vortex reconnection process present in many such flows, this problem also repre-
sents a challenging test case for vortex method researchers. Comparison to flow
visualization experiments is frequently used as validation.

One of the earliest calculations of collision problem for vortex rings is that
by Leonard (1975). Using an inviscid vortex filament method, he computed the
problem up to the time of collision, at which point the geometry of the vortex
filaments in the collision region is redefined to mimic viscous effects there. Such
redefinition process is necessary because in the inviscid vortex filament method,
each filament is constrained to be in a close loop, and reconnection with other
filaments is not allowed. A similar procedure is used in the calculations of Yamashita
and Oshima (1988). In the calculations of Ashurst and Meiron (1987), the vortex
filament method is also used to compute the collision problem up to the collision
time. At that time, a grid is placed in the collision region and the Navier-Stokes
equations is solved with fixed boundary conditions obtained from the outer vortex
filament solution. They were able to observe cancellation of vorticity within the
region and reported that the process occurred at the convective time scale, 03 /T'g,
which is much faster compared to the viscous time scale, o3 /v, where og and I'g are
the core thickness and circulation, respectively, of the vortex tube. Similar behavior
is observed in the analytical work of Takaki and Hussain (1986). These results
(Ashurst and Meiron 1987, Takaki and Hussain 1986) are used as a foundation for
developing a vorticity cancellation model in Sec. (3.3.2).

Calculations using the more versatile vortex stick methods have been attempted
by several investigators. Mosher (1985) computed the collision problem without any
modeling of viscous effects and encountered a numerical blowup of the solution after
the two rings have collided, presumably because in the absence of viscosity, intense
stretching of vorticity occurs. Shirayama and Kuwahara (1984) includes viscous ef-
fects using the core expansion scheme suggested by Leonard (1980a) and were able
to observe reasonable reconnection process of the rings. Anderson and Greengard
(1984) applied the random walk scheme of Chorin (1973) to the problem but were
unable to reproduce the reconnection phenomena. In their calculations, the vor-
tex vectors have been misaligned because of the random process used to represent
viscous effects. Using the circulation exchange scheme of Degond and Mas-Gallic
(1988) for viscous effects, Winckelmans and Leonard (1988a) and Winckelmans
(1989) computed the collision problem at low Reynolds number, and the reconnec-



58

tion process (fussion), as well as the subsequent splitting of the single reconnected
vortex loop into two vortex rings (fission), are well represented in their calculations.
More recently, Zawadzki and Aref (1989) used the method of vortex-in-cell to com-
pute the same problem, and in their calculations both the processes of fusion and
fission of vortex rings are observed.

3.2 Mathematical Formulation

The vorticity equation for an incompressible viscous fluid in three dimensions is
given by

-a-%—l—y_'Vw:_cg-Vg—%—l/Vzg , (3.2.1)

where v is the viscosity and w is the vorticity vector field, defined as the curl of the
velocity field,

w=VXu. (3.2.2)

Thus, w satisfies the divergence-free condition,

Vow=0. (3.2.3)

Some differences between the above set of equations and the corresponding two-
dimensional equations discussed in Chapter 2 are to be noted :

(1) Eqn. (3.2.1) is the same as the two-dimensional vorticity equation, Eqn. (2.2.4),
except for the vorticity stretching term w - Vu, which is not present in two-
dimensional flows because the vortex lines are orthogonal to the flow gradients
in two-dimensional flows.

(i1) In two-dimensional flows, Eqn. (3.2.3) is automatically satisfied by vortex meth-
ods and need no longer be considered. This is not the case in three-dimensional
flows and Eqn. (3.2.3) must be enforced, for example, when specifying initial
conditions or enforcing boundary conditions on a solid wall using vortex ele-
ments.
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For an inviscid fluid, Eqn. (3.2.1) reduces to

%—uj—i—y_-ng__w_'Vy_. (3.2.4)
This can also be written as
D ,
__‘—:_- =w- Vu . (3.2.5)

Eqn. (3.2.5) gives the inviscid motion of vorticity in three-dimensional flow, and
together with the Kelvin and Helmholtz Theorems, forms the foundation for the
three-dimensional vortex stick methods. To express the velocity field in terms of
the vorticity field, we take the curl of Eqn. (3.2.2) and apply the incompressibility
condition,

V.ou=0 (3.2.6)

to obtain a Poisson’s equation for u
¥

Viy=-Vxuw . (3.2.7)

The solution to Eqn. (3.2.7) for an infinite domain is given by the Biot-Savart
formula,

t)_.«——/<$ ')x“’ dz' + V¢ . (3.2.8)

z—z |3

This completes the vorticity formulation in three-dimensional flows.
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3.3 Vortex Particle Method

In the three-dimensional vortex particle method, the vorticity field is represented
by a collection of discrete vortex vector particles, commonly referred to as vortex
sticks or vortons, as follows:

N,
wz,t)=> am(lz—-z®)]) . (3.3.1)

i=1

Each vector particle is defined by a location z; and a vector strength ¢,. The
vector strength g, has units of circulation times length (vorticity times volume) and
is smeared out over a volume according to the spherically symmetric distribution
function +;, defined by

Py | (3.3.2)

where o, is the core size of the particle and gives a measure of the spread of vorticity
within each particle. Substituting Eqn. (3.3.1) in Eqn. (3.2.8) results in the
following discretized Biot-Savart formula,

1 (z—2z;) X a
wz,t) =~ > mgi(l z—-z), (3.3.3)
=1 =T
where
g(r) =4r /OT P(r')yr"?dr' . (3.3.4)

In accordance with the inviscid vorticity equation, Eqn. (3.2.5), and the Kelvin and
Helmholtz Theorems, we used the approximation that each particle moves at the
local velocity,

71? = u(g;) , (3:3.5)
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and that the inviscid rotation and amplification of the vector particle is computed
by

—% = ;- Vu(g;) . (3.3.6)

Convergence of the above scheme to the inviscid vorticity equation in the limit
N, = 00, h = 0, ¢ — 0 but 0/h — oo has been shown by Beale and Majda
(1982a, 1982b), Cottet (1982, 1988), Anderson and Greengard (1985), Beale (1986a,
1986b) and Choquin and Cottet (1988). However, Saffman and Meiron (1986) have
shown that the formulation given by Eqns. (3.3.5) and (3.3.6) does not constitute
a weak solution of the three-dimensional vorticity equation. Although Eqn. (3.3.6)
seems a natural representation of Eqn. (3.2.5), as discussed by Rehbach (1978),
Choquin and Cottet (1988), Winckelmans and Leonard (1988a and 1988b) and
Winckelmans (1989), the vorticity equation, Eqn. (3.2.5), could be rewritten as

Qy—'h@-Vy.—‘—‘:.@.-VTu : (3.3.7)
ot
or
8&_&_ _ 1 T

The corresponding evolution equations for a; are

dg.i _ T
7 =ga; - Viuz;) , (3.3.9)

or

de _ . B(v + vT)] ulz;) (3.3.10)

both of which lead to schemes that converge to the vorticity equation, Eqn. (3.2.5).
In addition, Eqn. (3.3.9) conserves total vorticity (Choquin and Cottet 1988) and
leads to a weak solution of the vorticity equation (Winckelmans and Leonard 1988b).
In the current work, only Eqn. (3.3.6) is used.
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For conservation of volume of vorticity, the change in core radius, or, of a
continuous vortex tube subjected to inviscid stretching is computed according to

dod o 1dw
—r =R (3.3.11)
which satisfies the conservation equation
dvr
— =0 3.3.12
dt ? ( )

where vg is the volume of vorticity, given by moj! and [ is the length of the tube.
Since the discretized vortex tube is represented by a collection of vortex vector
particles along its length, Eqn. (3.3.11) is approximated by the following:

1 da;
hatk TP Siatntd
o o} ol (3.3.13)

where a; is the modulus of the vector strength a;.

3.3.1 Viscosity Model

As discussed in Sec. (3.1), calculations of vortex-tube interactions using inviscid
vortex methods usually lead to a blowup of the numerical solutions that mimics
the intense vortex stretching and possible singularity present in the exact inviscid
solution. Several methods have been developed to incorporate viscous effects into
vortex methods. They are random walk (Chorin 1973), core spreading (Leonard
1980a) and circulation redistribution (Degond and Mas-Gallic 1988). In the present
work, the core spreading scheme of Leonard is modified to include subgrid-scale
viscous effects of high Reynolds number flows.

In full Navier-Stokes simulations, the smallest viscous or Kolmogorov scale that
can be resolved is determined by the grid spacing, and this limits the Reynolds
numbers that can be treated to relatively low value, of the order of several hundred.
To treat high Reynolds number flows, large eddy simulation, where the effect of the
subgrid scales on the larger scales are modeled, is usually used. One example of
such modeling for finite difference calculations is the use of Smagorinsky’s (1963)
eddy viscosity model given by,
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L1
Q—H—@> : (3.3.14)

_ 2
Ve = CA <5$k 63:,'

where v, is the turbulent eddy viscosity, A is the grid size, (9u;/0z)(Jux/0z;)
is the squared deformation tensor computed on the large eddy grid, and C is a
constant of order unity. For further discussions of the model and its applications,
the interested reader is referred to Smagorinsky (1963), Smagorinsky et al. (1965)
and Lilly (1962, 1966).

In vortex methods, a deterministic treatment of the viscous term in the Navier-
Stokes equation also limits the Reynolds number to a relatively low value, usually
of the order of several hundred (Winckelmans and Leonard 1988, Winckelmans
1989). For calculations of high Reynolds number flows, a non-linear core expansion
scheme with an eddy viscosity analogous to Smagorinsky’s model is proposed. In
the present model, the core size of each vector particle evolves according to the
following equation,

do? 51 dw
89 by — 22 3.1
7 4v oi—— (3.3.15)

where the first term on the right-hand side is the viscous term similar to that used
by Leonard (1980a) and the second term is the inviscid stretching of Eqn. (3.3.13).
The eddy viscosity v, in the viscous term is used for subgrid modeling and depends
on the local vorticity stretching rate,

1 dw
— (2
ve =C r (3.3.16)

where C' is a constant of order unity. To prevent antidiffusion, the viscosity term
is turned off when the local stretching is negative, i.e., during compression.
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3.3.2 Vorticity Cancellation Model : Vortex Dipole

In the calculations of a collision of two vortex rings, Ashurst and Meiron (1987)
solved the Navier-Stokes equations in the region of the collision. Cancellation of
opposite sign vorticity because of viscous effects was observed. In vortex methods,
with circulation exchange used to represent viscous effects (Degond and Mas-Gallic
1988), cancellation of vorticity is explicit, and such process can be accurately de-
scribed (Winckelmans and Leonard 1988, Winckelmans 1989). However, with other
viscous schemes such as random walk or core spreading, there is no actual cancel-
lation of vorticity, and such process cannot be properly accounted for.

According to the works of Takaki and Hussain (1986) and Ashurst and Meiron
(1987), vorticity cancellation occurs at the inviscid convective time scale, and the
effect of viscosity is necessary only for the cancellation to take place. Following these
guidelines, a new computational element will be used to represent the cancellation
process. In particular, pairs of opposite sign vortex vectors with equal strength «
and separation distance ¢ less than a prescribed value en,, are replaced by high-order
vortex dipoles. For a pair of vortex vectors a; and a;, at g, and g, respectively,
which satisfies the conditions ¢ < ey, and g; - a; < 0, but with g; # —a;, the two
unit vectors ésum = (@; +2;)/|a; +a;| and éair = (@ —g;)/la; — ;| are computed.
Each vortex vector is then resolved into two components, a - €gur, and « - ég;5. The
vectors g, - éqig and a i éaire are merged to form a dipole at (z; + gj) /2, while the
vectors g, - ésym and o ;- ésum are placed at their original locations at z, and z i
respectively. The resultant dipole is defined by two vectors a and ¢, where g is the
vorticity vector of one of the vortex particles and g is the separation vector between
the particles. The effective strength u is given by the product ae, (see Fig. 3.3.1).
Being derivatives of vortex particles, the dipoles also move at the local velocity,

dz?
-vhe u(z?) | (3.3.17)

where g:_i is the position of the k*! vortex dipole. The rotation and amplification
(or decay) of each dipole is computed by following the time evolution of the two
vectors a, and g;, which are vorticity and material vector elements, respectively,
and obey the inviscid vorticity equation, Eqn. (3.2.5),

da
:..’i:_a-k.v

t — (3.3.18)
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—=k =g, Vu . (3.3.19)

The induced velocity that is due to a dipole ux at z;, formed from the merging
of the vortex pair a; and g; at z; and g;, respectively, is derived as expansions of

the induced velocities, u; and u;, of a; and a;, respectively, about the point zy,

-7

u(:z: t) - uz(—-nt) +u'(xj7t)
11 Ou; 11 ,0%; 11 363

= w20 T 115%,. Y53 o2 T332 o T (3.3.20)
11 0u; 11 262__] 11,0,
ui(zg,t) — -1-,;)-8—6——» 215¢ 53: - 3i5¢ .ézg._}. :

where z, = (z; +z;)/2, € = z; — z;, ¢ = |¢| and §/0z, denotes gradient in the
direction of . Because the vortex pair have equal and opposite strength, all terms
with even power of € cancel out, and the leading term in the induced velocity is

O(e),

wz,t) = e L o) | (3.3.21)

--e

and decay according to the inviscid equation, Eqn. (3.3.19). Effectively, this repre-
sents cancellation of vorticity at the inviscid time scale. The above is non-zero at
z;, and the dipole has self-induced velocity.
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3.3.3 Remeshing of Vortex Particles

In specifying the initial conditions of a vortex calculation, each vortex filament is
discretized into a collection of vortex particles placed along its length. The strength
a of each particle is given by I'6l, where I is the circulation and é! is the segment
of the filament assigned to the particle. With such a discretization, the condition
Eqgn. (3.2.3) is not satisfied but approximated. Because of the stretching term w-Vu
in Eqn. (3.2.5), a vortex filament may become highly stretched and neighboring
particles representing the filament may move away from each other. This results
in non-smooth vorticity and velocity fields with the condition Eqn. (3.2.3) badly
approximated. Numerical instability may then occur. To avoid such problems, a
remeshing scheme is proposed. In this scheme, if a vortex particle is stretched such
that its length segment |6| is too large compared to its initial length, it is split
into two or more particles with the appropriate length (i.e. if it is split into two
particles, then half the previous length is used). The circulation and the core size
of the particles are kept constant and the new particles are equally spaced along
the direction of the vorticity vector (see Fig. 3.3.2).

3.4 Numerical Results

In this section, the proposed vortex method is tested on two problems involving
the interaction of two vortex tubes: (i) The collision problem for ring vortices and
(ii) The vortex knot problem. The problem definition of (i) and (ii) is shown in
Figs. (3.4.1a) and (3.4.1b), respectively. In both test cases, each vortex ring has a
circulation of I'g = 1, a core thickness of og = 0.2 and a radius of rg = 1. Unless
otherwise specified, each ring is discretized into 5 filaments per cross section and
54 particles along the length of each filament, giving a total of 270 particles per
vortex ring. Each vortex particle has a core size of ¢ = 0.117 and a circulation of
I' = T'r /5. Merging of vortex pairs into dipoles takes place when the separation
distance £ of the pair is less than 0.05, and splitting of a vortex vector into two
shorter vectors takes place when the length is twice the original length. A fourth-
order Runge-Kutta time-integration scheme is used.
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3.4.1 Case (i) : Collision of Two Ring Vortices

In this test case, two vortex rings with the same clockwise circulation are sep-
arated by a distance of s = 3 and tilted at a slight angle of §; = 7.5° toward each
other (see Fig 3.4.1a). In this initial configuration, the neighboring sections of the
vortices lag behind, producing an induced flow toward each other. This leads to
the collision of the rings at a later time. During the collision, the rings reconnect to
form one single contorted ring. In the early stages of the calculation (t < 6, where ¢
has units of r3 /T"), when the two rings are still relatively far apart, large time steps
of At = 0.1 are used. For t > 6, At is reduced to 0.01.

3.4.1.1 Viscosity Modeling

In the following, several different core size evolution models are tested and com-
pared.

(i) Linear viscosity modeling

In this case, the linear core spreading model of Leonard (1980a) is tested. Con-
servation of the volume of vorticity according to Eqn. (3.3.13) is imposed,

do? 1 dw
A PSP Sl (3.4.1)

Fig. (3.4.2) shows the front view of the time sequence of vortex rings collision
computed, using ¥ = 4.5 x 107%. At t ~ 6, the two rings collide and start a
complex vorticity cancellation process in the region of collision. The cancellation is
completed by t o~ 7.25, as shown by the disappearance of the y-vorticity, and the
two rings have joined to form a single contorted ring. In the region of reconnection,
one observes the sharp turning and large stretching of the vortex tubes with steep
gradients. These lead eventually to numerical blowup at ¢ = 11.75.
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Variation of linear viscosity - In this section, calculations at four values of v (v =
4.5x 1074, 5.0 x 107, 6.25 x 10~* and 12.5 x 10™*) are carried out. Figs. (3.4.3a),
(3.4.3b), (3.4.3¢) and (3.4.3d) show the vortex ring at ¢ = 8.0 for the four cases.
In terms of large-scale features, there is very little difference between the cases.
However, slight differences in small scales could be observed in the reconnection
region, indicating the importance of small-scale effects, presumably because of the
intense deformations (Ju;/0z )(0ui/Oz;) in this region. Figs. (3.4.4a), (3.4.4b),
(3.4.4¢) and (3.4.4d) show the computed ring at the time step just before numerical
divergence. Perhaps contrary to intuition, note that the solution computed using a
larger v becomes unstable earlier. It is suspected that the cause is due to the larger
discretization error because of the larger core size o.

Variation of grid size - Figs. (3.4.5a) and (3.4.5b) show the contorted vortex
ring at ¢ = 11.75, computed using two different grids with 5 and 9 filaments per
cross section, respectively. v = 4.5 x 10™* is used. With the finer grid, the solution
is slightly better behaved and numerical blowup is delayed, but not prevented, and
occurs at ¢ = 12.50.

Variation of merging criteria - In selecting a parameter value for the merging
criterion €, two points must be considered: If €, is too large, then the error in
the velocity field, which is O(e?) from Eqn. (3.3.21), may be large. However, if
€m 18 too small, then the stretching of the opposite sign vortex particles may lead
to a numerical instability. In this section, the variation of the numerical results
with the merging parameter e, is studied. Two cases with £, = 0.01 and 0.05 are
computed. Figs. (3.4.6a) and (3.4.6b) show the collided vortex rings at ¢ = 10.75.
Qualitatively, there is very little difference, except in the region of reconnection,
where the case with €, = 0.01 is less regular and becomes unstable sooner. This
is because the close pairs of opposite sign vortices in the collision region, which
would be effectively cancelled in the presence of viscosity, are not merged because
of an overly stringent criterion. These highly stretched vortex vectors would become
unstable and lead to numerical blowup of the solution. Therefore, it is decided that
the slightly larger value of £, = 0.05 will be used in all future calculations.

(ii) No _change of core size with stretching

In this case, the change of core size that is due to stretching is turned off. This
violates the conservation of volume of vorticity but it is hoped that by not allow-
ing such reduction in core size, the singular behavior of very thin vortex filaments
could be avoided. Fig. (3.4.7a) shows the contorted ring at ¢t = 10.50, computed
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without any viscosity model. Slightly after this time, the calculation becomes sin-
gular. Turning on the linear viscosity to v = 4.5 x 10™* modified the configuration
slightly (Fig. 3.4.7b), but did not prevent the numerical instability. Apparently,
the numerical difficulties are not just because of the shrinking of vortex core due to
large stretching.

(iii) Non-linear viscosity modeling

In these cases, the non-linear core spreading model given by Eqns. (3.3.15) and
(3.3.16) is used. Figs. (3.4.8a) and (3.4.8b) show a sequence of front views of the
vortex rings undergoing a collision, computed using v, = 1.25 and 1.05, respec-
tively. The top and side views are given in Figs. (3.4.9) and (3.4.10), respectively.
In both cases, the collision and subsequent reconnection process proceed to comple-
tion with no numerical instability. Presumably, small-scale effects that are below
the resolution of the vortex calculation but appear to be important in the region of
reconnection are being represented by the subgrid viscosity model. Note the sim-
ilarity between the two calculations in spite of the different v, used. For the case
ve = 1.25, the calculation is carried beyond the reconnection stage (to t = 24) and
the results are discussed in the next section.

3.4.1.2 Qualitative Comparison To Experiments

Fig. (3.4.11) compares the calculations, using non-linear viscosity model, to the
experiments of Schatzle (1987) in terms of flow visualization. In the experiments,
Re ~ 1800, rgr = 1, or ~ 0.3, s = 2.7 and 6; = 13°. For the calculations, recall that
rR = 1, or = 0.2, s = 3.0 and 6; = 7.5°. Despite the difference in the parameters
defining the problem, a comparison of global features as the flow evolves is very
good. After the rings have collided and reconnected to form one single contorted
ring, the two outer arms of the ring (¢ and o' in the top view) continued to move
downward and inward, while the two reconnected portions (b and ¥’ in the side
view) moved outward. Later, the arms a and a' come together and pinch off to
form two rings moving off on a plane orthogonal to that of the initial motion. The
vortex tubes in the calculations appear to be in an ”agitated” state, especially near
the reconnected region where significant twisting of vortex filaments (helical modes)
could be observed. These disturbances propagate outward along the tubes into the
undisturbed region. These features are not observed in the experiments because
the dye gives only an indication of the spatial configuration of the fluid containing
vorticity and not the vector directions.
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3.4.1.3 Collision Process

In the following, contour plots of vorticity and out-of-plane stretching are com-
puted on three planes (P, P and Piyp in Fig. 3.4.12) intersecting the vortex tube.
Fig. (3.4.13a) shows a contour plot of wy in the £ — z symmetry plane of the col-
lision, P, at t = 6.0 (the beginning of the collision process). The deformations
of the pair of opposite sign vortex cores, that are due to the in-plane compression
and out-of-plane stretching, is clear. A contour plot of the out-of-plane stretching,
Ov /08y, in this region is given in Fig. (3.4.13b). Its intensity, when compared to the
corresponding out-of-plane stretching in the z — z plane Py (see Fig. 3.4.13c), is
relatively high. The corresponding contour plot of w, in the y — z plane Py, given
in Fig. (3.4.13d), shows the state of the component, w,, that is reconnecting. Note
the slightly lower intensity when compared with w, of Fig. (3.4.13a). Fig. (3.4.14)
shows the same set of plots at the later time, ¢ = 7.5. The intensity of w, is now
reduced significantly (Fig. 3.4.14a) compared to that at ¢ = 6.0. The corresponding
out-of-plane stretching rate is also reduced. Fig. (3.4.14d) shows the corresponding
plot of w, on the y — z plane. At this time, the core is well developed with a higher
intensity of w,. The rings have essentially reconnected in the z-direction.

3.4.1.4 Internal Core Structure and Axial Flow

After the collision process, as observed in Figs. (3.4.8), (3.4.9) and (3.4.10),
helical disturbances appear to propagate outward from the region of reconnection.
With helical twisting of vortex lines, axial low within the vortex core is expected
from kinematics. Fig. (3.4.15a) shows the front view of a portion of the contorted
ring at t = 10.5. The velocity field and vorticity field in a plane normal to the vortex
tube and centered at the vortex core near the region of reconnection were computed
using Eqns. (3.2.8) and (3.3.1), respectively. The plane is at the center of the
indicated box. Figs. (3.4.15b), (3.4.15¢), (3.4.15d) and (3.4.15¢) show contour plots
of the magnitudes of the swirling velocity, axial velocity, out-of-plane vorticity and
in-plane (helical-component) vorticity, respectively, and Fig. (3.4.15f) shows the
vector plot of the in-plane vorticity vector. Significant axial flow with a magnitude
comparable to the swirling component, and maxima coinciding with the center of
the helical component of vorticity, can be observed. The minima of the modulus
of in-plane velocity, however, does not coincide with the vortex core because of the
mean convective velocity of the vortex tube. Fig. (3.4.16) shows the corresponding
set of plots at t = 12.0. Compared to the plots at ¢ = 10.5, the magnitude of the
out-of-plane vorticity has increased, indicating continued stretching along the vortex
tube; the magnitude of axial flow has also increased, indicating an amplification of
the helical modes on the tube.
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3.4.2 Case (ii) : Vortex Knots Problem

In this case, the evolution of two vortex rings that are initially interlocked as
shown in Fig. (3.4.1b) is computed using the non-linear viscosity scheme. This
problem was first suggested to the author’s advisor Professor Leonard by Dr. Stan-
ley Corrsin in 1975 and has since been computed by several researchers. Kuwahara
(1986) computed the problem using singular vortex particles. He used a very coarse
mesh with only 32 particles per vortex ring and added particles as the vortex tubes
are stretched. Winckelmans (1989) used smooth vortex particles with the circulation
exchange scheme for treating viscous effects. Two additional features, remeshing
and relaxation of the divergence of vorticity, were used. In the latter, the strengths
of the vortex particles are adjusted periodically such that the vorticity field is al-
most divergence-free. He computed the flow problem for a relatively short time,
stopping the calculation after the rings had come together.

In the present calculation, the following set of parameters are used: I'g = 1.0,
rg = 1.0, v, = 1.25 and At = 0.05. Figs. (3.4.17a) and (3.4.17b) show two views of
the time evolution of the rings. The initial motion consists of uniform translation
by self-induction of each vortex tube (putting them on a collision course) plus non-
uniform stretching and in-plane deformations (evident by ¢t = 1) that are due to
the induced velocity of the other tube. The non-uniformity of the stretch is most
pronounced where the loops pass through the center of the other loop and the result
is a variable core thickness. As a consequence, the thinner sections rotate about
the center of the core at a higher angular velocity than that of the thicker sections.
This effect produces helical vortex lines and hence, axial flow, as is evident at ¢t = 2.
The axial flow is such that it tends to reduce the non-uniformity in thickness.

Out-of-plane deformations are quite apparent by ¢ = 3. These deformations
occur where the tubes are in close proximity, which in turn is a result of their earlier
translation. Roughly speaking, the deformations are analogous to the deformation
of a straight line lying in the plane normal to a two-dimensional line vortex. Three-
dimensional deformations of the space curves of the vortex tubes, as well as the
non-uniform axial flows, continue in time. By ¢t = 5, a significant section of each
tube has been attracted to the corresponding section of the other tube, a situation
that persists for all later times. Thus, for most practical purposes, the original pair
of vortex rings is effectively reduced to a single tube of vorticity plus an antiparallel
double-tube structure. However, as opposed to the first test case, the tubes do
not actually pinch off and reconnect, nor is there any significant cancellation of
vorticity in the double-tube structure. The double-tube structure appears to evolve
in a very complicated fashion, similar to that described in a model for vortex-tube
interactions by Siggia (1985) and Pumir and Siggia (1987). The results of these
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complicated, self-induced motions are the formation of a convoluted entanglement
of filamentary structures and twisted hairpins, similar to that observed by Kida
and Takaoka (1987) in their pseudospectral calculation of the problem of a closed,
knotted vortex tube, and to that by Melander (1987) in his spectral calculation of
two initially orthogonal vortex tubes that attract each other in a fashion similar to
that observed here.
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CHAPTER 4
Three-Dimensional Unsteady Separated Flow

In this chapter, the three-dimensional, unsteady separated flow past a square
plate is studied using a vortex method. Boundary conditions on the plate are
enforced using a scheme analogous to that used in Chapter 2 and developed in
Sec. (4.1). In Sec. (4.2), a vorticity-shedding scheme that satisfies the solenoidal
condition for vorticity is proposed. In Sec. (4.3), the modified vortex particle
method developed in Chapter 3, coupled with the boundary-condition scheme and
vorticity-shedding scheme, is used to compute the flow past a square plate. The
early stage of the flow is studied.

4.1 Wall Boundary Conditions

In this section, the two-dimensional scheme used in Chapter 2 to treat boundary
conditions on a flat plate is modified and extended for use in three dimensions. The
no-through flow boundary condition is enforced using a pair of equal-sign, finite-
area vortex sheets, while no-slip boundary conditions (v = 0, v = 0) are enforced
using a pair of opposite sign vortex sheets. Each vortex sheet is placed at a small
distance ény above/below the plate (Fig. 4.1.1) and is represented by discrete
vortex elements. The solenoidal condition for vorticity given by Eqn. (3.2.3), which
must be satisfied at least approximately, implies using closed vortex loops for such
discretizations.

In the current method, rectangular vortex loops, with each straight segment
of the loop represented by discrete vortex element, are used. To give a smooth
representation of the vorticity field, the vector strength of each vortex element,
given by g, ; = I'6l, where 1 and j are the indices of the grid location of the
element, I" is the circulation of the loop and 6] is the vector length of the segment,
is distributed over an area of 4 x 4 grid points. These grid points represent a 2D set
of Ny x N, equally spaced points on the plate of dimension L x L, with a separation
6l, = L/(Np — 1). The following pyramidal distribution function is used,

Falz, Q; |
g_gyy) = aA’] fe(@,20) fy (v, 95) (4.1.1)
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where 0%a(z,y)/0zdy is the local strength distribution at (z,y), a; ; is the net
strength of the vortex element at the grid point (7,7), A is the normalization con-

stant,

Vidz [Tigr
A= [T [ @ e on iy (412
Yi-2

Ti-2

and the functions f, and f, are given by

Y = (1+ax($—2},’)) if Ti2<T<L< Tigg;
fe(z,z) = {0’ otherwise , (4.1.3a)
N Fay(y—y) i yj—2 <y < yjez;
fy(y,yi) = {O, otherwise , (4.1.3b)
with
= { 1/(z; — z;42), otherwise , (4.1.4a)

1 (yi —yi=2), f y<uyi;
W= { 1/(y; — yi+2), otherwise . (4.1.4b)

Schematics of the pyramidal distribution given by Eqn. (4.1.1) and the correspond-
ing functions f, and f, are given in Fig. (4.1.2). For elements close to the edge
where the end points 1 + 2 or 7 & 2 may be beyond the edge, the step functions,

H(z) = { 1 ife € S(a,y); (4.1.5a)

0, otherwise,

H(y) = {1 iy €Sy (4.1.5b)

0, otherwise,

are imposed on the functions f; and f,, respectively (see Fig. 4.1.2¢). In the above,
S(z,y) indicates the plate domain.
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4.1.1 No-through Flow Boundary Condition

For the normal velocity boundary condition, the square loop as shown in Fig.
(4.1.3) is used. Each segment of the loop has a length 6/ = 261, and is represented
by a smooth vortex element with pyramidally distributed strength as described
above. To ensure that the matrix of influence coefficients is diagonally dominant, the
control point is placed at the center (z;,y;) of the loop. With such an arrangement,
the boundary condition can be enforced only at interior points but not at points
along the edges, giving a total of N, X N, control points with N2 simultaneous
equations, where N, = (N, —1)/2.

This arrangement is similar to the dipole panels used in the Boeing LEV Method
(Johnson et al. 1975, Johnson 1980) or the NLR VORSEP Method (Hoeijmakers et
al. 1982), with the difference that in the previous schemes, the plate is modeled as a
singular vortex sheet represented by dipole panels (singular vortex loops), whereas
in the current method, smooth vortex elements are placed at a small distance ény;
above/below the plate to represent the boundary layers of the plate.

Solution of a square plate normal to flow at t = Q (no wake)

In the following, the scheme is tested on a square plate of dimensions L x L
placed normal to a constant on-coming freestream of u = Uy é,. Both L and U,
are taken to be unity. Four calculations with grids of N, = 15, 19, 23 and 27,
corresponding to a total number of control points of N2 = 7x 7,9 x 9, 11 x 11
and 13 x 13, are compared. A smoothing parameter of o = 0.46{, and vortex sheets
displacement of ény = ¢ are prescribed.

Fig. (4.1.4) shows the z—distribution of the velocity component w at different
sections between —0.5 < y < 0 on the z — y plane, computed using the above-
mentioned grids (the plate domain S(z,y) is given by —0.5 < y < 0.5 and —0.5 <
z < 0.5 on the z — y plane). Velocity on sections that go through control points,
as well as sections that are halfway between control points, where velocity error
is expected to be maximum, are computed. For the potential flow problem, the
velocity becomes singular at the edges; in the discretized and smoothed problem,
this is manifested as a sharp increase in w at the edge (given by the distribution at
y = —0.5, indicated by the solid line; and at z = £0.5 for other distributions). The
magnitude of w at the edge increases with grid resolution and in the limit N, — oo
and o — 0, it should become singular (potential flow solution). Fig. (4.1.5) shows
the vector field @ on the boundary layer resulting from the flow. The high intensity
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of @ near the edges is a direct result of the singular behavior of the velocity at the
edges.

Using such potential flow calculations, the apparent mass of a square plate can be
calculated. This is done by accelerating the plate from rest at constant acceleration
and computing the time rate of change of impulse of the vortex sheets to give
the body force. At small time, the freestream velocity is small and the impulse
that is due to the shed vorticity is negligible and can be ignored. In this case,
however, the computations have been carried out with full shedding at the edges,
the shedding process of which is described in later sections, and the drag force
at t = 0% is extracted to give the apparent mass effect. This is compared to the
analytical results of Meyerhoff (1970) (see Sarpkaya and Isaacson 1981). Fig. (4.1.6)
shows a plot of the computed Cy that is due to apparent mass effect for various
grid resolutions, together with the analytical value. With increasing resolution, the
computed value is observed to approach the analytical results.

4.1.2 No-slip Boundary Conditions

Consider now the tangential velocity boundary conditions. To ensure that the
matrix of the influence coefficients is well conditioned and diagonally dominant,
a computational segment (referred hereon as the major segment M) is placed di-
rectly above/below the control point where the component of tangential velocity,
orthogonal to the vortex lines of the segment, is enforced. To satisfy the solenoidal
condition of vorticity, six segments of vortex lines, Ly, Lo, L3, Ry, Rz and Rj3, each
with half the circulation of the major segment, are added with three on each side of
M, as shown in Fig. (4.1.7). M, Ly, Ly, L3, Ry, R; and R3 form two complete vor-
tex loops, thus satisfying the solenoidal condition. Each vortex segment is replaced
by a smooth vortex element of strength @ = I'6l, where é[ is the vector length of
each individual segment. Therefore, a of M is four times that of L;, L3, R; and R3
and twice that of L, and R;. This fact, in essence, leads to a diagonally dominant
influence matrix. For major segments near the edges, odd numbered (i.e., 1 or 3) L
and R elements sitting directly on the edge are not employed. The vortex lines are
assumed to wrap around the plate and connect to the other side. This is a valid
assumption, since for every vortex loop on one side of the plate, there is a corre-
sponding opposite sign vortex loop on the other side. (Recall that a pair of opposite
sign vortex sheets are used for enforcing the tangential velocity conditions.) With
this assumption, the boundary conditions are satisfied at edge points also, giving a
total of N, x N, control points where N, = (Np + 1)/2. In enforcing the no-slip
condition for the other tangential component, pairs of vortex loops similar to those
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just described, but rotated 90°, are used. Since each loop consists of vortex ele-
ments in both z and y directions, the two tangential velocity boundary conditions
are coupled and given Ngt control points, there are 23\762t simultaneous equations.

Solution of a square plate tangential to flow at t = Q (no wake)

In the following, the scheme described above is tested on a square plate placed
tangential to the constant, on-coming freestream, u = Uy.é, (zero angle of attack).
U is taken to be unity. With the freestream velocity having only a component
that is parallel to the plate surface, the vorticity field on the plate boundary layer
is expected to be constant with only a non-zero component perpendicular to the
velocity field. However, in satisfying the solenoidal condition, non-zero vorticity in
line with the velocity may be generated as an error.

Fig. (4.1.8) shows the z—distribution of the velocity component v at various
sections between —0.5 < y < 0 in the z — y plane, computed using the above-
mentioned grids. At large |z|, the velocity magnitude approaches the freestream
value. As |z| — 0.5 (the edge), the velocity drops to zero rapidly. This behavior is
different from that observed for the normal flow problem because here the tangential
velocity field in the potential flow solution is given by a step function, which becomes
zero at the edge. This is manifested in the discretized solution as slight oscillations
near the edge. As the resolution increases, the locations of these oscillations decrease
in wavelength and approach the edge, but the magnitude remains unchanged. At
the other interior points, the velocity boundary conditions are very well satisfied.

Fig. (4.1.9) shows the vector field @ of the boundary layer resulting from the
freestream flow, computed using four grids of N, = 15, 19, 23 and 27, corresponding
to a total number of control points of N2 = 8 x 8, 10 x 10, 12 x 12 and 14 x 14.
As expected, the almost constant g field has a component in the z direction only,
with slight perturbations near the corners.
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4.2 Shedding Model

To compute flows with vortex shedding, shedding points P,y are defined at all
even numbered points along the edges (eg. ¢+ = 2,4, 6,... or j = 2,4,6,...) and a
shedding area, Ag,y = 261?,, is assigned to each shedding point (see Fig. 4.2.1a). For
the shedding point next to a corner, the area is smaller at 1.55112,, see Fig. (4.2.1b).
At each shedding point, the tangential velocity is computed and the component
orthogonal to the edge is checked to see if it points into the fluid domain. If so,
shedding is considered to have occurred and the area Aqpy is convected at the local
tangential velocity into the flow, using a first-order Euler scheme. At the end of
the step, the portion of Aghy, which has moved into the fluid domain, referred
from here on as agpy, is considered shed and the vector strength ag;, within ag,
is assigned evenly to Npa, particles (see Fig. 4.2.2). Ny, is a prescribed number
chosen such that the shed vorticity field is smooth; i.e., there is enough overlap
between shed particles. Typically, Npar > 1 is used because the core size o of the
vortex elements in the boundary layers are chosen to be less than 6/, (such that the
matrices of influence coefficients from the boundary conditions is well conditioned),
while the separation distance between neighboring shedding points is 26l,. Figs.
(4.2.3a) and (4.2.3b) show the distributions of v along a shedding edge parallel
to the x-axis, computed using Np., = 3 and 5, respectively. The flow is that of
an impulsively started normal plate at ¢t = 0.02. In both cases, ¢ = 6I,/3. For
the first case where there is insufficient overlap of the particle cores, the outward
tangential velocity has a "saw-tooth” behavior. Since vortex particles are shed at
this velocity, "numerical waves” on shed vortex lines may result. With sufficient
overlap, the outward tangential velocity distribution is smooth.

The net shed vector strength ag, is given by the contribution that is due to
the portion of the (¢,7) vortex element within the area ag,y, where (¢,7) is the grid
location of the shedding point Py, , plus all other contributions from 14 neighboring
elements. (Recall that the vector strength of each pyramidal element has its maxi-
mum at the center and drops linearly to zero over a distance of 2 grid points in both
directions. Also see Fig. 4.2.1.) Equation (3.3.6) is used to account for vorticity
stretching within the shedding step. For the shedding point next to a corner, there
are only 11 neighboring elements that contribute.

To determine the locations of the Np,; shed particles, a vector with length 261,
and direction ag;, is placed at the location z = Py, + At u,, where P is the
shedding point and u, is the tangential velocity computed at P,,. The particles
are then placed equally spaced on this vector (see Fig. 4.2.4a). This scheme,
referred from here on as shedding scheme a, works well when there is little gradient
between neighboring a,,. However, if there is a steep gradient, e.g., near a corner,
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then particles from neighboring shedding points may not be well aligned. Fig.
(4.2.5a) shows the vortex particles behind a square plate at ¢t = 0.15 (15 steps with
At = 0.01). Near the corners the vector particles are not “well connected” because
of the steep gradients in a,. To correct for this problem, shedding scheme b is
proposed. In this scheme, Np,; equally spaced points, referred from here on as Py,
are assigned along the edge of the shedding area Ashv and the tangential velocity is
computed at each of these points. Given the tangential velocity at P, which is
outwardly pointing, the corresponding tangential velocity at each Py, may or may
not be outwardly pointing. If it is found to be outwardly pointing, then the particle
associated with that point is shed at the computed tangential velocity and its new
location computed using Euler integration (see Fig. 4.2.4b). The stretching of
vorticity of each individual particle is computed using the local velocity gradient at
each Ppar. Fig. (4.2.5b) shows the results computed using shedding scheme b. With
this improved scheme, the particles are “well connected” even in the neighbourhood
of the corners where the gradient of a;, is steep.

After the shedding step, the solenoidal condition of the shed vorticity must be
enforced. To do this, attached elements are placed at grid points along the edge.
These attached elements are basically of the same type as the elements used for
enforcing boundary conditions, with the difference that they are not deleted at the
end of each time step. For the vector strength a . shed from the (7, ) shedding
point, the corresponding strength of —a,, is assigned to the attached element at
the same grid point. To complete the loop, components orthogonal to g, but with
their magnitude reduced by 6ls,, /(261,), where 8l is the outward displacement
of the shedding area Agpy, are assigned to the attached elements at (i — 1, ]) and
(14 1,5) (see Fig. 4.2.6).

At each time step, the portion of a,,, (vector strength of attached element) that
is within the area aqpy is lumped, together with those of the regular edge element,
into the shed vector strength a;,. The portion that is not shed is retained (recall
that for the regular edge element, the portion that is not shed is effectively deleted
and the new strength is computed at the next time step by enforcing the appropriate
boundary conditions). However, these attached elements are, in some sense, already
connected to particles in the wake and satisfy the solenoidal condition; therefore,
no additional negative or orthogonal vector strength need be added at the attached
element because of this portion of the shed vector strength.
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4.3 Numerical Results

In this section, the modified vortex particle method of Chapter 3, coupled with
the schemes described in Sec. (4.1) and (4.2), is used to compute the problem of
separated flow past a square plate.

The plate with dimensions L x L is placed centered at the origin and normal
to the z axis. A freestream with u = Uyé, is impulsively started at t = 0. The
parameters used are N, = 25, Npor = 5, ¢ = 0.016, én,1 = o and At = 0.01.
Time integration is computed using the second-order Adams-Bashforth integration
scheme. To reduce computational time, the symmetry of the flow is exploited and
velocity integration is carried out for 1/8 of the total number of vortices only.
Calculation is carried out to t = 0.4L/U.

Fig. (4.3.1) shows three different views of the time sequence of the shed vortex
sheet behind the plate. At an early time of ¢ = 0.1, the vortex lines remain almost
parallel to the edge, even away from the plate, with little or no apparent roll-up.
Later in time, vortex lines away from the corners are observed to roll up into tight
rollers (t = 0.2) which become stronger (thicker) as more vortex particles are shed
into the flow (¢ = 0.4). At the corner, because of the plate configuration, the
vortex line has to turn sharply, resulting in steep vorticity and velocity gradients.
This leads to strong stretching of vorticity with little or no vortex roll-up. For an
alternative visualization, streakline plots (represented by vortex particles shed from
the same shedding point) are used. Fig. (4.3.2) shows the streaklines at different
shedding points along the edge of the plate at ¢ = 0.2. In these plots, the half
length of the edge is divided into 6 sections, and the vortex particles shed from
points within each section are plotted in Figs. (4.3.4a) - (4.3.4f)}. For the section
next to the symmetry plane (Fig. 4.3.4a), roll-up of the vortex sheet is apparent
with the streaklines remaining almost parallel to the y — z plane. Thus at this time,
the flow in this region has little or no lateral component. Away from the symmetry
plane, the streaklines are observed to roll toward the symmetry plane, forming a
tilted spiral. At the corner, because of the iriterference between the two shear layers
shed from the two orthogonal edges, a streakline leaves the edge at an angle of 45°
to the vertical. Fig. (4.3.3) shows the same set of plots at ¢ = 0.4. At this later
time, the portion of shear layer near the symmetry plane has rolled up into a tight
vortex. However, slight lateral displacement of the streaklines can be observed. For
sections away from the symmetry plane, strong lateral displacement, especially in
the vortex core, can be observed, indicating strong axial flow within the core of the

+ There are 6 shedding points within each section; thus 6 streaklines are shown in each plot.
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vortex. The flow is highly three-dimensional and indicates the importance of the
corner or end effect of the plate even at a very early time.

Fig. (4.3.5) shows the in-plane velocity vector field at ¢t = 0.2, computed at six
different sections at z = 0.0, 0.1, 0.2, 0.3, 0.4 and 0.45, all of which are orthogonal
to the plate (Fig. 4.3.4). For sections near the symmetry plane (i.e., sections at z
= 0, 0.1 and 0.2), the in-plane velocity fields are almost identical, indicating that
the flow away from the corner is quite two-dimensional. The shear layer at these
sections roll up in a similar fashion to that of the two-dimensional case discussed
in Chapter 2. Away from the symmetry plane (z = 0.4, 0.45), no vortex roll-up is
apparent, but thinning of the vortex sheet, indicated by the reduced vortex particle
density, can be observed. Fig. (4.3.6) shows the corresponding plots at ¢t = 0.4. For
sections near the symmetry plane, the rolled-up vortex behind the plate has grown
larger as more vorticity is shed into the fluid. For the section at ¢ = 0.3, thickening
of the shear layer can be observed. This is because of the strong stretching effect
at the corner, which tends to pull the vortex sheet away from the corner. A major
portion of the stretched vortex sheet is deposited in a region slightly away from the
corner (i.e., ¢ = 0.3) where the stretching effect is insignificant. In Fig. (4.3.7),
the symmetry plane velocity vector plots at ¢t = 0.2 and 0.4 are compared to the
corresponding plots from a two-dimensional calculation. At both times, the 2D
vortex pair is stronger and larger, because of the higher flow speed at the edges of
the plate, in turn because of larger blockage of the two-dimensional plate.
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CHAPTER 5

Summary and Conclusions

In this thesis, the problems of unsteady and separated flows in two and three
dimensions are investigated through vortex simulations and the work presented in
previous chapters are summarized as follows:

¢ Contributions to the problem of two-dimensional separated flow past a normal
flat plate are made. Although this problem has been studied previously by many
researchers, several difficulties remain and are dealt with in the present work.
They are:

- Singularities are present at the edges of the plate.

- With only the inviscid boundary condition enforced and no boundary layers
at the plate, shedding of vorticity (separation of boundary layers) cannot be
represented correctly.

- Boundary layer separation sometimes occurs on both sides of a sharp edge
while at other times, it only occurs on the upstream side (i.e. at early stage of
potential start-up flow or beginning of each new Strouhal cycle, as described
in Sec. 2.5.1.6). The two situations cannot be differentiated with previous
methods since there are no boundary layers at the plate.

- With some previous methods, after vorticity is shed into the flow, it is difficult
to choose the location and strength of a new vortex without introducing some
form of ad-hoc assumptions. ‘

- Only one sign of vorticity is represented in the shear layer.

In the current work, a new method designed to deal specifically with the above
difficulties is developed and the following are some of the improved features:

- Both no-through flow and no-slip boundary conditions are enforced, allowing
the representation of boundary layers on both sides of the plate.
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- In the absence of a mapping and with no-slip boundary condition enforced,
singularities at the edges of the plate are eliminated and the Kutta condition
is implicitly satisfied.

- With boundary layers at the plate, representation of the shedding of vorticity
follows naturally as the convection of the boundary layer vorticity into the

fluid.

- Two separation points, one on each side of an edge, are specified and shedding
from one or both points are allowed.

- Both signs of vorticity are included in the separated shear layer.

¢ Contributions to the understanding of the process leading to the onset of the
asymmetric shedding mode of the two-dimensional flat plate flows are made. Due
to small perturbations in the flows, the attached symmetric vortex-pair, which
is formed at the early stage of the flow, become asymmetric. As the stronger
vortex of the pair grows, it displaces and compresses the weaker vortex; as the
“compression” progresses, the zero streamline which separates the two vortices
approaches that which forms the outer edge of the weaker vortex, and as the
two comes into contact, a saddle point is formed which eventually leads to the
roll-up of the shear layer and the onset of asymmetric shedding.

¢ Contributions to the understanding of the asymmetric shedding mechanism in
flow past a two-dimensional flat plate are made. In the asymmetric shedding
flow, as a vortex structure grows, it displaces the stagnation point on the back
face of the plate. As the stagnation point passes through a separation point, it
induces reversed flow and suppresses separation from the back side of the edge;
also, a saddle point is formed as the two zero streamlines come into contact and
this causes the shear layer to roll up. The rolled-up vortex sets up a feed-back
system which increases the circulation flux sharply and starts off a new Strouhal
cycle.

e Comparison of computed drag on a two-dimensional normal flat plate to exper-
iments showed significant discrepancy. Such discrepancies are not restricted to
the present study but are observed in other vortex calculations and Navier-Stokes
calculations. Imposing lateral forcing with small amplitude reduces the discrep-
ancy significantly while streamwise forcing (acceleration) eliminates it. Since
external forcing is expected to reduce three-dimensional effects in the labora-
tory flows, it is concluded that such effects played important roles in contributing
to the observed discrepancies.



84

¢ Animproved three-dimensional vortex particle method is developed. The method
is designed specifically for high Reynolds number flows with strong interactions
of vortex tubes. In this method, a non-linear viscosity model is used to account
for small scale effects and dipole elements are used to represent close pairs of
opposite-sign vortex particles. Remeshing of particles is implemented where ex-
cessive stretching of vorticity takes place. The method is tested successfully
on two flows involving the interactions of vortex rings. In these simulations,
phenomena typically observed in complex high Reynolds number flows, such as
core deformations, internal core structures, axial flows, helical twisting of vortex
filaments, complex evolution of vortex filaments, formation of hairpin structures
and vortex merging, are observed. Qualitative comparison to flow visualization
experiments is encouraging and it is concluded that the proposed method is
robust and suitable for complex high Reynolds number flow simulations.

e Extension of the two-dimensional method for enforcing boundary conditions on a
flat plate to three dimensions is made. In this method, vortex elements are placed
on both sides of the plate and all three components of velocity are set to zero at
the plate. In addition, the solenoidal condition of vorticity is satisfied through
the use of closed loop elements. For shed vortex elements, additional attached
elements are added to explicitly enforce the solenoidal condition. The method
1s tested on the start up flows of a square plate placed normal or tangential to
the flow direction and the solutions are shown to be well behaved. Applications
to the flow past a normal square plate is carried out and the early stage of the
flow is studied.

For future work, several suggestions are in order:

o In the present work, the boundary layers at the plate are represented by vortex
panels. These elements give smooth vorticity distribution but are computation-
ally intensive. For more efficient use of computational resources, it is suggested
that the inner region of boundary layer by represented by ‘cheap’ vortex blobs
while at the edge where shedding occur, stack with large number of panels could
be used to give a high resolution vorticity (and velocity) profile in this region
(i.e. fine resolution where it is needed and coarse where it is not). Also, some
form of time dependence of the boundary layer thickness can be incorporated
into the method. This can be done, for instance, by first enforcing the inviscid
boundary condition on the plate using singular vortex panels. The resulting
velocity distribution on the plate is then used as input to Thwaite’s equation,
which is integrated from a stagnation point to give the distribution of boundary
layer thickness on the plate. The boundary layers, with the computed thickness
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distribution, are then discretized into layers of smooth vortex panels and the
velocity boundary conditions enforced as described in Chapter 2.

Separated flows with external forcing are a class of flows which are particularly
interesting because they can be controlled in such a manner that certain features
of the flows can be isolated and studied. In the present study, several forced
flows have been examined but this is just ‘a tip off the iceberg’ and many other
form of forcing remain to be studied. One flow which is particularly interesting
is that which involves both lateral and streamwise forcing. At large time, this
would give an accelerating flow with asymmetric shedding, which is particularly
interesting especially as a comparison tool.

The question of how important is three-dimensionality in the wake of a two-
dimensional flat plate can be answered by doing a full three-dimensional cal-
culation of the supposedly ‘two-dimensional’ problem. This can be done by
computing the flow past a rectangular plate with periodic boundary conditions
similar to those used by Inoue (1989) in his calculations of three-dimensional,
spatially developing shear layer.

For large-time three-dimensional separated flow calculations, it is recommended
that simple vortex elements such as spherical vortex particles or smooth vortex
lines be used to represent the vortex sheets at the plate. The elements used in
the present work give smooth vorticity field but involve complicated functions
and are costly to evaluate.
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Method Reference Cd St Re
Lovonexeale | Jpresemt 360 L 104
" Kuwahara (1973) 3.04.0 N.A. N.A.

ceereeesevensssesnseseranen | I Sarpkaya (1975) 24 (2).. 0.134 NA..
) Kiya and Arie (1980) 2428 |0.14-0.16 N.A
" Spalart et. al. (1983) ") 35 NA. 10
............ Chein & Chung (1988) 2.8 0.14 N.A
............... Duua (1988) 339..1.01% NA e
IR Park (1989) J233.)..0065 | 2.5x10% -10x10°
""I_\{gxfcr-Stokcs calc. Roger and Kwak (1988) @ 1.58 N.A. _200 .......
« S Raghavan et. al. (1990) @) 2.8 01s | 200
wind tunnel expr. _Fage & Johansen (1927) 184 | 0.146 15x10°
..... . Flaschbart (1932) 1.96 0146 | 6.0x10°-6.0x10°
" Roshko (1954) 174 | 0135 | 4.0x10°~1.0x10*
Abemnathy (1962) NA | 0.150 N.A
LJmermonelexpr. | Sarpkayaand Kline (1982) | 22 | Na [ 21x107
tow tank expr. Lisoski and Roshko (1989) 2021 | 0.133 5%10°

(1) Based on estimate of boundary layer thickness at separation.
(2) Computed flat piate at ¢ =80 .
(3) Flat plate modelled as finite thickness body normal 1o flow.

Table (2.1) Comparison of calc. and expt. of an impulsively started normal flat plate.
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(b)

(a)

FIGURE (2.2.1) Schematic showing (a) the finite-thickness body S’ in a fluid F’; (b) the zero-
thickness flat plate S in a fluid F.

- ast
O/O O ® F
O ast s
© w0 00
VI
O ds”

O3 OSO u=0, v=0

@) e (b)

FIGURE (2.3.1) Schematic showing the boundary vortex elements and control points on the wall of
(a) the finite-thickness body S’ ; (b) the zero-thickness flat plate S.
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FIGURE (2.3.2) Schematic showing the arrangement of boundary vortex elements and control points
for (a) the no-through flow boundary condition; (b)the no-slip boundary condition.
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FIGURE (2.3.3) Velocity distribution on an impulsively started normal flat plate at ¢ = 10, boundary
conditions enforced using scheme a of Sec. (2.3.1.1). (a) uy; (b) uy; (¢) visualization

of vortex particles.
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FIGURE (2.3.4) Velocity distribution on a flat plate with boundary conditions enforced using scheme
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b of Sec. (2.3.1.1); data the same as Fig. (2.3.3). (a) un; (b) u;.
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FIGURE (2.3.5) Velocity distribution on a flat plate with boundary conditions enforced using scheme
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¢ of Sec. (2.3.1.1); data the same as Fig. (2.3.3). (a) un; (b) us.
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FIGURE (2.3.6) Schematic showing the arrangement of control points on a flat plate for scheme ¢ of
Sec. (2.3.1.1).
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FiGURE (2.3.7) Time histories of (a) Cy and (b) dI'/dt of an impulsively started normal flat plate.

b = 4175 x 10738 N, = 2, ¢ = 1.67 x 1073
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FIGURE (2.3.8) Time histories of (a) Cy and (b) dI'/dt of an impulsively started normal flat plate.
N, =506y =4.175x1073, 6 = 7.59x10™%; 0 6,y = 9.185x 1073, 0 = 1.67x 1073,
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FIGURE (2.3.9) Distribution of dI'/d{ on an impulsively started normal flat plate. The vorticity
layer is modeled as a single layer of vortex blobs. {a) front side; {(a) backside.
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F1GURE (2.3.10) Distribution of dT'/d( on an impulsively started normal flat plate. The vorticity
layer is modeled as 5 layers of vortex panels. (a) front side; (a) backside.
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FI1GURE (2.3.11) Time histories of (a) Cy4 and (b) dT'/dt for an impulsively started normal flat plate;
plate boundary layer represented as o a single layer of vortex blobs; e 5 layers of

vortex panels.
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FIGURE (2.3.12) Comparison of (a) u, and (b) u, on a normal flat plate computed using * Ny = 1;
+ N, =2; AN,=3;0N, =4,0N, =5.
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FIGURE (2.3.13) Plot of the rms velocity error erms versus Ny; o uq; 0 4.
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FIGURE (2.3.14) Schematic showing the vorticity shedding model.
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FIGURE (2.3.15) Comparison of Cy of an impulsively started normal flat plate, computed (a) without
and (b) with conservation of angular momentum in the vortex-merging scheme.

8.0

1 i i |

6.0 |-

ol

c, 4ol W )m /gy”ﬁ‘\‘fff‘m\j_
2.0 . J
MWM?/\/ |

0 10 20 30 40 50

FIGURE (2.3.16) Comparison of Cy of an impulsively started normal flat plate, computed using (a)
Eqn. (2.3.22) and (b) Eqn. (2.3.21).
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FIGURE (2.4.1) Schematic showing the definition of parameters.
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F1GURE (2.4.2) Comparison of velocity distribution on a normal flat plate to potential flow theory

for (a)0<(<05;(b)045<( <05 Ny=5;, — N=50 ——-—— N=T5
~~~~~ N=100; - ~++~— N=125; —-— N =150; —--— pot. flow.



112

U -1 .
-6 -

|

i

5

i

-8 i ! ! ! ;
.0 1 2 .3 4 5

(a)

.50

¢
(®)

Fiqure (2.4.3) Comparison of velocity distribution on a normal flat plate to potential flow theory
for (a) 0 < (< 0.5;(b)0.45<(<05 N=150; — N,=1;, ———— N, =2;
————— Ny=3 — === N,=4; —.— N, =5 —..— pot. flow.
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FIGURE (2.4.4) Comparison of dI'/d{ on a normal flat plate for N = 150; — N,
Nyp=2) ==~ Nyg=3 ——--—— Ny=4; —-— Np=25;

F1GURE (2.4.5) Comparison of Cy of an implusively started normal flat plate, computed using N, =
1, »-+ N=90;, ———— N=120; — N =150.
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FIGURE (2.4.6) Comparison of Cy of a ramp-started, oscillating normal flat plate, computed using
Ny=1 -+ N=90; ———-— N=120; — N =150.

0 5 10 15 20 25 30

FiGURE (2.4.7) Comparison of Cy of a ramp-started, oscillating normal flat plate, computed using
N=150; --« Ny=1, —=—== Np=2;, — N,=3.
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FI1GURE (2.5.1) Flow-vis at different stages of an impulsively started normal flat plate. (a) t = 0.3;
(b)t=173; (c) t = 50.0.
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FIGURE (2.5.2) Comparison of dI'/dt of a normal flat plate to the similarity theory. — calc;
Cortelezzi and Leonard (1990); — — —— Pullin (1978). (a) impulsive-start;

(b) ramp-start with N = 50, 75, 100, 125, 150 and 200 in calc.
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FIGURE (2.5.3) Comparison of Cy of a normal flat plate started from rest at three different acceler-
ations. — a=o00; ———— a=0.5; --- a=0.1.



F1GURE (2.5.4) Pressure distribution on an impulsively started normal flat plate
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F1GURE (2.5.6) Comparison of Cy of a ramp-started normal flat plate to the expt. of Lisoski and
Roshko (1989). — calc. with a=0.5; --- calc. with a=0.1; A expt. with
a=0.5; o expt. with a=0.1.
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F1GURE (2.5.7) Comparison of the normalized bubble length L, /L of an impulsively started normal
flat plate to expt. o calc. ; x expt. of Taneda and Honji (1971).
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FIGURE (2.5.8) Flow-vis of an impulsively started normal flat plate at ¢ ~ 10.
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FIGURE (2.5.9) Short-time histories of (a) —— dI'/dtupper, dT'/dtiower -+ ; (b)) —— Typper,
Tiower - and (¢)Cy of an impulsively started normal flat plate.
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FIGURE (2.5.10) Flow-vis of an impulsively started normal flat plate at the onset of the asymmetric
shedding mode. (a) t = 25.0; (b) t = 25.2; (c) t = 25.4; (d) t = 25.6; (e) t = 25.8;
(f) t =26.0; (g) t = 27.0.
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FIGURE (2.5.11) Zoomrin plot of the flow of Fig. (2.5.10¢), t = 25.4,% x 10.
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FIGURE (2.5.13) Time histories of (a) Tn and (b) |dT'/dt|max of an impulsively started normal flat
plate.
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FIGURE (2.5.15) Time histories of (a) Ueypper, (b) |dI'/dt]upper and (c) Cys over approx. one St cycle
of an impulsively started normal flat plate at large time.
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FIGURE (2.5.16) Zoom-in plots of the flow of Fig. (2.5.14) showing the beginning of vortex shedding,
¥ x 100. (a) t = 55.75; (b) t = 55.80; (c) t = 56.00; (d) ¢ = 57.10.
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FIGURE (2.5.17) Time-averaged streamline pattern of the flow past an impulsively started normal

flat plate.
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FIGURE (2.5.18) Comparison of the streamline pattern between (a) current calc. and (b) Navier-
Stokes calc. of Rogers and Kwak (1988).
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FI1GURE (2.5.19) Comparison of the time-averaged pressure distributions on an impulsively started
normal flat plate to expt. (a) — calc. (b) A Fage and Johansen (1927).
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FIGURE (2.5.22) Comparison of Cy at an early time of a ramp-started oscillating normal flat plate
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FiGURE (2.5.23) Comparison of flow-vis of a ramp-started oscillating normal flat plate to the expt.
of Lisoski and Roshko (1989). (a) t = 5; (b) t = 19.
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FIGURE (2.5.24) Long-time histories of (a) C4; (b) dT'/dt|iower and (c) dT'/dt|upper of a ramp-started
oscillating normal flat plate.



144

;
5

..5 - o
-10 / i
0 50 ¢ 100 150
(c)
FIGURE (2.5.24) Cont.
12 =1 T
o
10 ° e & _
R R ] _ o] R 0 O o o A
o ° 5o ° S o Yo [
8 r o E
Tsh 6 r J
4 F 4
2k A
O L L
0 50 ‘ 100 150
(a)

FIGURE (2.5.25) Time histories of (a) Tin, (b) |dl'/dt|max and (c) Oiag of a ramp-started oscillating
normal flat plate.



145

)
5 r o p
4 - 4
dr °
dt Imax 3r o ¢ s° o a i
o g "2 %08, oo,
° ono©BQo
2r s %og5,0 .
1r 4
0
Q 50 100 150
t
(b)
1.0 T T
.8 r 7
B+ b
brag(27)
4 F b
2 Fr b
0 i i )
0 50 : 100 150
t
(c)

FIGURE (2.5.25) Cont.



Cu4

%

(84

146

72

78

80

82

o

I WM{J s

N

74

t
(b)

F1Gure (2.5.26) Time histories over one forcing cycle of a ramp-started oscillating normal flat plate.
(a) Cy4; (b) dT/dtliower; (¢) dT' /dt|upper; (d) Ueupper on — front face; — — ——
back face; plate velocity.



147

3.0

2.8 +~

2.0+~

%) sk

1.0

82

80

75

72

()

A o -
SARUL RS S

=EI

82

80

78

(d)

FIGURE (2.5.26) Cont.

74

72



148

2.0

o
[
¥
i

<
.

+ 3.0

-1.0 .0 1.0 2.0

(b)

FIGURE (2.5.27) Flow-vis of a ramp-started oscillating normal flat plate at large time. (a) t = 72;
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FIGURE (2.5.29) Time histories of (a) Cq; (b) dT'/dt|iower and (c) dT'/dt|ypper of a ramp-started
oscillating normal flat plate, T, = 2, Ty = 11 and vy = 0.2U.



151

10 T T T
5 - ._
/ g W Wﬂ Wy ;
£ ot | I
L ‘
..5 . -
-10 | ! ! !
0 20 40 60 80 100
1
(b)
10 , . i :
5 | .
dr
dr 0 % }dﬂ\\}/\}y\}d l"h
t ‘ x
WA |
..5 e o
-10 ! ! |
0 20 40 60 80 100
.
()

FIGURE (2.5.29) Cont.



152

1z 7 T T

Tsh 6 b

v 20 40 60 80 100

(a)

% i
dt imax 2 L 4

0 20 40 60 80 100
" .

(b)

FIGURE (2.5.30) Time histories of (a) Tyn; (b) |dT'/dt|max; (¢) flag of a ramp-started oscillating
normal flat plate. Parameters the same as Fig. (2.5.29).
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3.3.1) Schematic showing the merging of a pair of opposite sign vortex vectors into a vortex

dipole.

FI1GURE (

FIGURE (3.3.2) Schematic showing the remeshing of a vortex vector.
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FIGURE (3.4.1) Schematic showing the problem definition of (a) vortex rings collision ; (b) vortex
knots.



(b)

FiGURE (3.4.2) Front view of a time sequence of vortex rings collision computed using the linear
viscosity model. ¥ = 4.5 x 107%, n) = 54, ny = 5, £y = 0.05. (a) t = 6.0; (b)
t=7.25; (c) t=8.50; (d)t = 9.75; (e) t = 11.0.
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FIGURE (3.4.2) Cont.
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"

FIGURE (3.4.3) Front view of a reconnected vortex ring at ¢t = 8.0. n; = 54, n, = 5, £ = 0.05. (a)
v=45x10"% (b) ¥y =5.0 x 107% (c) » = 6.25 x 107%; (d) v = 12.5 x 10~
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(d)

FIGURE (3.4.4) Front view of a reconnected vortex ring at the time of numerical blowup #,. Param-
eters the same as Fig. (3.3.6). (a) v = 4.5 x 1074, ¢, = 11.75; (b) » = 5.0 x 1074,
tp = 10.65; (¢) v = 6.25 x 1074, t, = 9.95 and (d) v = 12.5 x 1074, ¢, = 9.50.
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(2) (b)

FIGURE (3.4.5) Front view of a reconnected vortex ring at t = 11.75, v = 4.5 x 1074, n; = 54,
em = 0.05. (a) ns =5; (b) ns = 9.

(a) (b)

FIGURE (3.4.6) Front view of a reconnected vortex ring at ¢ = 10.75. v = 4.5 x 10™%, n; = 54,
ns = 5. (a) em = 0.01; (b) en, = 0.05.
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(a) (b)

FIGURE (3.4.7) Front view of a reconnected vortex rings at the time of numerical blowup. No
change in o because of inviscid stretching. m = 54, ny = 5, e, = 0.05. (a) v = 0,
ty = 10.50; (b) v = 4.5 x 1074, t, = 10.45.
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FIGURE (3.4.8) Front view of vortex-rings collision computed using the non-linear viscosity model.
m =54, ng =5, e = 0.05. (a) ve = 1.25; (b) v. = 1.05.
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FIGURE (3.4.9) Same as Fig. (3.4.8). Top view.
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FIGURE (3.4.11) Comparison of calculation to experiments of Schatzle (1987). Parameters the same
as Fig. (3.3.10a). {(a) Calc., top view; (b) expt., top view; {¢) Calc., side view; (d)
expt., side view.
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FIGURE (3.4.12) Schematic showing the cutting planes i, Py; and Fyy; where contour plots of Figs.
(3.4.13) and (3.4.14) are computed.
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FIGURE (3.4.13) Contour plots of quantity of interest at ¢ = 6.0. (a) wy in R; (b) dv/8y in B; (c)
0v/0y in Py; (d) wy in Ayg.
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FIGURE (3.4.15) (a) Front view of a contorted ring at ¢ = 10.5. Box indicates the location of the
plotting plane. Contour plots for modulus of (b) swirling velocity, (c) axial velocity,
(d) out-of-plane vorticity and (e) in-plane vorticity on a plane normal to the vortex
tube. (f) vector plot of in-plane vorticity.
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FI1GURE (3.4.17) Time sequence of vortex knots interaction. (a) Front view; (b) side view.
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Vortex
sheet

Y
f<)zc Plate

L]
FIGURE (4.1.1) Schematic showing a flat plate with vortex sheets on both sides.

¢ (b)

(a)

FIGURE (4.1.2) Schematic showing (a) pyramidal distribution given by f; x f, for representing a
vortex element; (b) triangular distribution of f, and f,; (c) distribution of f, and
fy near edge.
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FIGURE (4.1.3) Schematic showing a vortex loop for enforcing no-through flow boundary condi-
tions.
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FIGURE (4.1.4) Plots of the z-distribution of w on a plate normal to flow u = Uyé,,t =0. —
' along the edge; — —-—— section between edge and first control point; others,
inner sections. (a) N, = 15; (b) Np = 19; (c) Np = 23; (d) N, = 27.
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FIGURE (4.1.7) Schematic showing vortex loops for enforcing no-slip boundary conditions.
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others, inner sections. (a) Np = 15; (b) Np = 19; (¢) Np = 23; (d) Np = 27.
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FIGURE (4.1.9) Cont.

@ D)

FIGURE (421) Schematic showing shedding points Py and shedding area Agqhy (a) away from the
corner; (b) next to corner.
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FIGURE (4.2.2) Schematic showing the shedding process. (a) portion of Ag,y in fluid, called agy, is
considered shed; (b) replaces asn, by particles.

1.0 ,

T 1

v at z=zlyr2

1.0

F1GURE (4.2.3) Plots of v at an edge ( — ) parallel to the z-axis for an impulsively started normal
plate; t = 0.02, o = 61, /3. (a) Npar = 3; (b) Npar = 5.
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(a) (b)

FIGURE (4.2.4) Schematic showing (a) shedding scheme a; (b) shedding scheme b.
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(b)

front view oblique view

FIGURE (4.2.5) Plots of vortex particles behind a normal plate at ¢ = 0.15 computed with (a)
shedding scheme a; (b) shedding scheme b.
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FIGURE (4.2.6) Schematic showing the use of attached vortex elements in satisfying the solenoidal
condition of a shed particle.

F\‘u_—_—-__________.___..__v—':ﬁ""

(2)

front view side view oblique view

FIGURE (4.3.1) Time sequence of the flow past a normal square plate. (a) t = 0.1; (b) t = 0.2; (c)
t=03; (d)t=04.
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front view side view

FIGURE (4.3.2) Streakline plots of the flow past a normal square plate at ¢ = 0.2. (a) —0.083 < z <
0.0; (b) —0.167 < = < —0.083; (c) —0.250 < z < —0.167; (d) —0.333 < z < —0.250;

(e) —0.417 < £ < —-0.333; (f) =0.5 < z < —-0.417.
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FIGURE (4.3.2) Cont.
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FIGURE (4.3.3) Streakline plots of the flow past a normal square plate at ¢t = 0.4. (a) - (f) Same as
Fig. (4.3.2).
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FIGURE (4.3.3) Cont.
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Plate”” ~

FIGURE (4.3.4) Schematic showing the cutting plane where the velocity vector field is computed.
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FIGURE (4.3.5) Plots of the velocity vector field at ¢t = 0.2. (a) £ = 0.0; (b) z = 0.1; (¢c) z = 0.2;
(d)2=03;(e) z2=04; (f) z = 0.45.
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t=10.2; (b) t=04.
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