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well-defined, almost impulsive perturbations in the state that are not
continuous in time and are therefore readily amenable to linear perturba-
tion guidance. Other errors similar to the abovementioned discrete errors
are the errors ''discovered' by a navigation or ephemeris update, in other
words, the apparent perturbation due to a refinement of the state. It is
obvious that the perturbations due to errors continuous in time compli-
cate the guidance scheme because the system parameters are misrepresented
in this case and thus invalidate the- equations of motion and also any
prestored set of gains, Hence, reoptimization might be necessary for

perturbations due to errors continuous in time.

A perturbation as defined in this study is then, the discovery of
the spacecraft's being off of the nominal trajectory, for whatever reason,
with the spacecraft system parameters assumed constant. The perturbation
may be discovered at the initial time or at any intermediate time in the
flight. It is a goal of this study to compare the performance of the
various guidance schemes for perturbations of different sizes and in
different components of the state. Intuitively, one assumes that at some
point the perturbation.becomes so large that the linear guidance schemes
break down and diverge. In this case, reoptimization or some other,
perhaps nonlinear, guidance must be resorted to. The determination of
the range of perturbations accommodated by the linear guidance schemes
defines the practicality of those schemes.

In discussing linear guidance schemes in subsequent sections, the
problem of "running out of gains' comes up. As mentioned previously, the
final time on a perturbed trajectory, in general, will be different than

the nominal final time. If the perturbed final time is later than the
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nominal final time, the use of current time guidance could break down at
times later than the nominal final time if current time gains are required.
This predicament has led to the notion of 'indexing." Indexing is a
method of determining the appropriate nominal time from which gain infor-
mation should be used, in order to calculate the control change at the
current time., This appropriate nominal time is called the index time.
The correspondence between nominal time and current time along the entire
perturbed trajectory is only approximately one-to-one since the nominal
and perturbed trajectories are of different durations. Thus, index time
may '"'compress' or. 'expand' or omit or duplicate portions of the nominal
time interval in the application of gains to the perturbed trajectory.

4,1.2 The Various Guidance Schemes

One of the purposes of this study is to compare the various guidance
schemes to each other. The various schemes considered are Nominal Control
Guidance, Current Time Guidance, Manual Time-To-Go Guidance, Time-To-Go
Guidance, and Minimum Distance Guidance. Reoptimization is used as the
basis for all the comparisons.
4.1.2.1 Reoptimization

Strictly speaking, reoptimization is a form of guidance as defined
in this study, though it amounts to completely resolving a two-point
boundary value problem. Since reoptimization by its very nature is the
most accurate form of guidance, it is used as the reference for all other
forms of guidance. Therefore, in this study, for each perturbation evalu-
ated by the various schemes, a complete BSA (see Chapter 2) reoptimization

is made to establish the truly optimal solution. While very accurate,
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reoptimization is complex and computationally expensive; hence, one of
the purposes of this study is the assessment of the accuracy of the
simpler and less costly linear guidance schemes.
4.1.2.2 Nominal Control Guidance

The simplest form of guidance is to make no corrections to the
nominal control history. Although nominal control is not of interest as
a practical method of guidance, it does form the worst case limit of
performance for all sensible guidanceé schemes. Nominal control guidance
for this study, then, is the use of nominal control on the perturbed
trajectory (index time equals current time) until the nominal final time
or the final time on the perturbed trajectory, whichever comes first.
If the perturbed final time is later than the nominal final time then for
that portion of the perturbed trajectory later than the nominal final
time, nominal control at the nominal final time is used. Final time on
the perturbed trajectory is defined as that time when the terminal con-
straint has the minimum magnitude in a nondimensionalized summed magnitude

of vectors sense.

u (t) = ug () (4.1.1)
t t< t
fN
t; = (4.1.2)
t £> t
fN fN
(4.1.3)
3 1 1
J? [Xi(t)"XM ()] J? [Xi(t)—xM (t)]?
i=] i 1=l i
tf = t such that +
3 6
2
) % ES

i=1 "1 i=4 i
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is a minimum where

u = control on perturbed trajectory
t = time on perturbed trajectory (current time)
Uy = control on nominal trajectory
tI = index time or time on nominal trajectory
tf = final time on nominal trajectory

N
te = final time on perturbed trajectory

x(t) = spacecraft state on pertﬁrbed trajectory

Eo = initial state of nominal trajectory (Earth state)
EM(t) = Mars state

4,1.2.3 Current Time Guidance

The most straightforward type of linear perturbation guidance is
Current Time Guidance. This kind of guidance is simply the addition to
the nominal control of a variation in control based on gain information
associated with the nominal trajectory at the current time. As in the

last Sub-subsection

u(t) = u(t) + dule) (4.1.4)
t; =t (4.1.5)
Su(t) = C1 6x(t) (4.1.6)
Ci = Cilyy(e)), A, s,.(eD] (4.1.7)
Sx(t) = x(t) - x,(t) (4.1.8)
where

Cy, = gain matrix

éN nominal trajectory Lagrange multipliers
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spacecraft state on nominal trajectory

transformed sweep matrix associated with nominal trajectory

As in the Nominal Control Guidance used in this study, for cases

in which the perturbed trajectory final time[ Eq. (4.1,3)]is later than

the nominal trajectory final time, the control variation is computed

based on gain information associated with the nominal trajectory at the

nominal final time.

If t >t
fx

ox(t) = x(t) - _}_{N(tf )y - §N(th)(t—tI)

(4.1.9)

(4.1.10)

Current Time Guidance will be developed beyond this introduction

in Section 4.2.

4.1.2,4 Manual Time-To-Go Guidance

Manual Time-To~Go Guidance is a simplified version of Time-=To-Go

Guidance introduced below. Indexing of the gain information is done

through a constant input value of dt.

In spirit this input value of dt-

should be roughly equal to the "average'" value of dt along the majority

of the perturbed trajectory as determined by the Time-To-Go Guidance

scheme. In principle dt can be any input value.

subsections:
u(t) =y (t;) +du

t - dt

+
i

Q.
=
t

= 6’3(1:1) + éN(tI) dt

As in preceding sub-

(4.1.11)

(4.1.12)

(4.1.13)
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where

dt

ff

input value of current time/index time difference

it

é_ derivative of the control

If zero is input for dt, Manual Time-To-Go Guidance degenerates
into Current Time Guidance,

As in Current Time Guidance, if the perturbed trajectory final time
[Eq. (4.1.3)] is later than the nominal final time, Equations (4.1.9-10)

hold. Similarly, since t_ cannot be negative, if dt is positive,t_ is

I

set equal to 0 for that portion of the trajectory on which t - dt is

I

negative:
If t - dt < 0,
t; = 0 (4.1.14)
ox(t) = x(t) - _}gN(O) - §_N(O)(t-tl) (4.1.15)
Manual Time-To~Go Guidance is also developed beyond this introduc-

tory description in Section 4.2.

4.,1.2.5 Time-To-Go Guidance

Time-To-Go Guidance is based oh the idea21 that performance should
be much improved, as compared with current time guidance, if the gain
information is taken from the nominal trajectory at an index time such
that the time-to-go on the nominal trajeétory is the same as the time-
to-go on the perturbed trajectory. Time-to-go is the time remaining in
the flight, or the amount of time until the final time is reached. 1In
other words,

tp-t=t, -t = time-to-go (4.1.16)
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Since te is not known a priori, Equation (4.1.15) is not solved directly,
but rather a related expression to be discussed in Section 4.2 is solved

by iteration. In general, this calculated value of t and hence, dt

£
will change slightly over the course of the trajectory integration,
where

dt =t -t (4.1.17)
As in Equations (4.1.11) and (4.1.13) and as in preceding sub-subsections:

u(t) = EN(tI) + du ) (4.1.18)

du = du(tp) +u (e dt (4.1.19)

As in Manual Time-To~Go Guidance, if the computed value of tI is
negative, tI is reset to zero, However, there is no corresponding

problem at t since ideally in Time-To-Go Guidance Equation (4.1.16)

£
holds.

If the computed tI < 0,

t; = 0 (4.1.20)

sx(t) = x(8) = % (0) - 2 (0)(£=t)) (4.1.21)
Time-To-Go Guidance is fully developed in the next section.
4.1.2.6 Minimum Distance Guidance

Minimum Distance Guidance is also based on the idea22 that improved
performance should be obtained with indexing of the gain information.
In contrast to Time~To-Go Guidance, the index time is that of the state
of the nominal trajectory with the "minimum distance" to the current
state on the perturbed trajectory. 'Minimum distance' means the minimi-

zation of a component weighted metric involving the state variable

difference and time difference:
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tI is chosen to minimize

5 1
P ={izl ai [Xi(t) - XNi(tI)JZ + ao(t - ti)z (4.1.22)

where
ai(i = 0,6) = positive weighting factors

As in Equations (4.1.17-19) and as before:

u(t) = EN(t) + du (4.1.23)
du = ¢u + ug(e)) de (4.1.24)
dt = t - tI

As in Time-To-Go Guidance, if the computed value of tI is negative,

tI is reset to zero, and there is no problem at t_ because of the nature

£
of the metric in Equation (4.1.22). Equations (4.1.20-21) apply here.

Minimum Distance Guidance is developed fully in Section 4.3.
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4.2 DEVELOPMENT OF TIME-TO-GO GUIDANCE

In this section, Time-To-Go Guidaﬁce is developed in detail for the
free final time problem. The variations of Time-To-Go Guidance introduced
in the last section are also presented in detail. Enhancements of Time-
To-Go Guidance that improve accuracy are shown. Finally, the application
of Time~To-Go Guidance and its variations to the EMRP is given.

4,2.1 Time-To-Go Guidance In General

As was mentioned previously, the object of Time-To-Go Guidance is to
compute the control correction based on gain information from a point on
the nominal trajectory such that the time-to-go or time remaining on the
nominal trajectory is the same as the time-to-go on the perturbed tra-

jectory. (See Fig. 6).

T = tf -t = tf - tI = time-to-go (4.2.1)
N
Now
u(t) = EN(tI) + du (4.2.2)
x(t) = §N(t1) + dx (4.2.3)
t = tI + dt (4.2.4)
y=ytdy (4.2.5)

and to first order for any time T

dx = 6x (1) +x (1) dr (4.2.6)

du = 6u (1) + g (1) dr (4.2.7)
where

T = time-to-go

-+
i

final time on perturbed trajectory
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T'- Time-To -Go "Along The Trajectory"
X(te) I

XN(ffN) B

Terminal
Manifold

(Mars' Orbit)

X(t) p-————— T”

X(tp) F— -

3X(t.)
I
Xt F ___L_i

Perturbed Trajectory

X(t,) I Nominal Trajectory
X (to) [~ —{ dt = T
: — -
t T 3
lr T —

FIG.6 ONE STATE COMPONENT REPRESENTATION
OF TIME-TO-GO



78
t = time on perturbed trajectory (current time)

tf = final time on nominal trajectory
N

tlﬁﬂﬁ) = index time (time on nominal trajectory)

u(t) = control on perturbed trajectory at current time

EN(tI) = control on nominal trajectory at index time

du = differential of control
x(t) = state on perturbed trajectory at current time

§N(t1) = gtate on nominal trajectory at index time

dx

differential of state

it

dt differential of time
y = terminal constraint levels on perturbed trajectory

terminal constraint levels on nominal trajectory

In T
dy = differential of terminal constraint levels
§x(1) = variation of state (time held fixed)
Su(t) = variation of control (time held fixed)
éN(T) = time derivative of nominal state
éN(T) = time derivative of nominal control
By definition
8x(t) = x(1) - }_N(T) (4.2.8)
Su(t) = u(r) - EN(T) (4.2.9)

Changes in terminal time are23, from Equations (2.3.40-42):

dr, = -m, (D6x(1) - ny (Ddy (4.2.10)

where R, and Q, are partitioned as follows
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Re = [ﬁk ] (4.2.11)
.6* Dy

Qe = T (4.2.12)
E:’: OL*

and from Equation (4.2.5)

dy =y - yg=4d¥ (4.2.13)

Subtracting dr and using Equations (4.2.6) and (2.2.1), Equation (4.2.10)

become523
A, - = m, Mdx@ - [1 -0, @©FD] dr (4.2.14)
7E*T (T)dy

The index time, tI’ is chosen to be that value of 7T in Equation (4.2.14)
such that d(Tf ~ 1) = 0. This a restatement of Equation (4.2.1).

Using Equations (2.3.42) and (4.2.13), Equation (2.3.17) becomes

- _ -1 T T
Su = EE.E [(EE-E + EE. §*) 6§_+_£E Ry dy 1 (4.2.15)
Defining
o = - -1 T
c, (v) = 32”2 (HE.§,+ EE. Sy ) (4.2.16)
D(1) = -2 "lf TR (4.2.17)
Ly —u * o
Equation (4.2.15) becomes
du = Ci; Ox + Ddy (4.2.18)

Substituting Equation (4.2.18) into Equation (4.2.7) using Equations
(4.2.6) and (2.2.1) yieldé>

du = C:(t)dx + [uy(ey) ~ Ca(ep) £r(ep)] de + D(t)dy (4.2.19)

This value of du is then used in Equation (4.2.2) to obtain the control

on the perturbed trajectory.
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It can be seen from this development that the quantities x, m,

£,
n, 5 Ci, é'— Cif , and D need to be stored as functions of time during
computation of the nominal trajectory for use in Time-To-Go Guidance.
However, the need for saving my and‘g* can be obviated with the following
consideration:

Assume for the moment that Equations (2.2.1-2), (2.2.11-13), and

(2.2.16) hold and that Equation (2.2.3) is replaced by the more general

constraint

Y IxGp),tl -y =0 (4.2.20)

Then from Equation (2.2.5), the first variation of the augmented perfor-
mance index, allowing changes dy , is
T T
8J = X (TO) ox (ty) = v dy (4.2.21)

Since any time T, T, < T < T, , is an acceptable initial time, comparison

f
of Equation (4.2.21) with Equation (4.2.10), recalling that J = tes yieldsz3

m, (T) A(T) (4.2.22)

n, (1) =V = constant 4 (4.2.23)

Thus A(T) and V can be stored in lieu of m, and n, .

The Time-To-Go Guidance Algorithm (TTGGA) can be summarized as

follow53’4:

During the integration of Equations (2.1.1-6) and (2.2.25-30)

from t4 to tf

1. Guess the index time tI . A good guess is the current time, t.

2. Find dx , dt and dy from Equations (4.2.3-5) and evaluate

d(t,. - t) from Equation (4.2.14) [and Equations (4.2.22-23)], using stored

£
values of Xy (1), AN (t) » éN (1) (and My and ZN)’ linearly interpolated

to tI.
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3. 1If d(tf - t) >0 choose a smaller value for t If d(tf - t)

I

< 0 choose a larger value for t One might choose for instance, the

I
index time that coincides with the next data point. Using the new value
of nominal state and time repeat Step 2. Continue this process until
d(tf - t) changes sign or until either end of the nominal trajectory is
reached.

4, If d(tf - t) has changed sign, estimate the nominal state, con-
trol, feedback gains, and index time by linear interpolation between the
last two data points. If either endpoint has been reached, use the
values at that endpoint.

5. Evaluate dx , dt , and dy , from Equations (4.2.3-5), evaluate
du from Equation (4.2.19), then find the control on the perturbed tra-

jectory from Equation (4.2.2).

4.2.2 Variations and Enhancements of Time-To-Go Guidance

The different variations of Time-To-Go Guidance were introduced in
the last section and are more fully developed here. Enhancements made to
the algorithm that increase accuracy are presented.
4,2.2,1 Current Time Guidance

As indicated previously, Current Time Guidance is simply the addition
of nominal control and a variation in control based on gain information
from the current time, as in Equations (4.1.4-8). Time-To-Go Guidance
degenerates into Current Time Guidance when Equation (4.1.5) holds or

t, =t (4.2.24)

dt = 0 (4.2.25)

dx (t) = 8x (t) (4.2.26)
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du (t) = Su (t) (4.2.27)
and from Equation (4.2.18)
du (t) = C;{t) 6x (t) + Ddy (4.2.28)

The algorithm used then is the TTGGA except that Step 2, Step 3,

and the reference to d(tf - t) in Step 4 are eliminated and in Step 5,
since dt = 0, Equation (4.2.28) may be used instead of Equation (4.2.19).
4.2.2.2 Manual Time-To-Go Guidance

As mentioned previously, Manual Time-To-Go Guidance is a simplified
version of Time-To-Go Guidance in that a constant value of dt is manually
input into the algorithm.

= = 2
dt (dt)input constant (4.2.29)

Equation (4.1.12) holds:
tI =t - dt (4.2.30)
In this case, then, the algorithm used is the TTGGA except that

Equations (4.2.29-30) replace Step 1, and Step 2, Step 3, and the reference

to d(tf - t) in Step 4 are eliminated.
4.2.2.3 Time~To~Go Guidance

Time-To-Go Guidance is the generic guidance developed in Sub-
section 4.2.1.
4.2.2.4 High Order Indexed Gain Interpolation

Stoker3 recognized the imprecision of the linear interpolation
of EN(tI) in Step 4 of the TTGGA. He used a second order interpolation
instead. However, he evaluated the nominal control at tI + t' , where

0 <t' <H (4.2.31)
and H is the current step size. Instead of Equation (4.2.2) then, he used

u(t) = du + (tI + th) (4.2.32)

N
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While he assumes that du stays constant over the step size, H, it is

unclear why this displaced evaluation is made for u

N Also, why the

gain information inherent in du is evaluated at tI instead of at tI + t'

[corresponding to (tI + t')] is not explained. Moreover, the linear

P‘N
interpolations in Step 2 and the other interpolations in Step 4 are re-
tained.

In striving for greater accuracy, therefore, the use of higher order
interpolation for evaluafing the gaiﬁs and other quantities from the
stored nominal trajectory solution was entertained. While a high order
difference or Lagrangian interpolation is feasible for all the required
quantities, the process of determining the appropriate 5rder of inter-
polation and the suitable density of stored data points for each quantity
was deemed to be more trouble than it was worth.

Fortunately the DODE integrator used in the integration of the
nominal trajectory provides an answer. The EMRP integrated variables
and their derivatives can be reconstructed (interpolated) at any time by
the DODE interpolator if the proper DODE related quantities are saved.

As mentioned in Sub-subsection 3.1.1.3 however, the required gain

matrix, Cl(tI) , is not a set of integrated variables—~it is a function

of integrated variables x , A , S, . Moreover, S, is not a set of in-
tegrated variables for tf > tI > t; but is a function of §$ , R, and Q,
N <2 N

which are. These circumstances preclude the straightforward interpolation
of the gain matrix from the nominal trajectory and, instead, necessitate
the DODE interpolation of nominal integrated variables x , l_, and S,

(or S, R, Q) with subsequent conversion to Cl(tI) in the guidance soft-

ware.
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While the DODE interpolation adds complexity to the guidance scheme,
the accuracy obtained is essentially that of the nominal trajectory in-
tegration. Were the guidance scheme to be evaluated for simplicity, for
say an on-board application, the above-mentioned high order interpolation
should be implemented to conserve computer costs while retaining accuracy.
Since the more expedient method of DODE interpolation is available and
the primary purpose of this study is to investigate the performance
(accuracy) of the various schemes, the added computational burden is
dismissed with the aforementioned caveat.

The foregoing discussion manifests itself in modifications to the
general TTGGA. The linear interpolations in Step 2 are replaced with the

high order DODE interpolation. The linear interpolations of Xy (tI) ,

Lo (tI) » Co (tp) 5 [uy (tI) - C (tI) x (tI)] » and D(t ) in Step 4
are replaced with the following:

if 0 f.tI,i t1 ., X (tI) s EN (tI) , A.(tI) , and §* (tI) are

obtained with the DODE interpolator. Uy (tI) is determined from
Equation (2.2.16), Ci (tI) from Equation (4.2.16),_\_.1N (tI) from Equations

(2.3.111) and (2.3.113) and éN - C; (tI) gN (tI) by matrix algebra.

If t7 <t <t

1 S te s the procedure is the same except that S (tI) s

R (tI) , and Q (tI) are obtained with the DODE interpolator and S (tI)
is determined from Equations (2.3.43-45),
In principle D(tI) could be obtained in a like manner, but as will be

discussed in Subsection 4.2.3, in the cases investigated here,

dy = 0 (4.2.33)
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eliminating the need for D(tl) .
4.2.2.5 Second Order Control Variation

One ad hoc means of improving accuracy is computing the variation &x
and, hence, du to second order in dt. From Equation (4.2.6)

dz = 8x (1) + x (1) dr + [£ (1) 6x (1) (4.2.34)

+ ﬁu (t) Su (1)) dt + % X (1) dr?
Using Equation (4.2.18) [and Equation (4.2.33)] and rearranging,
Equation (4.2.34) becomes

§x (1) = (T + f dr + £ Cy dn)™* (4.2.35)

- [dx - x dt = % ¥ (d1)?]
If the inverse exists, Equation (4.2.18) is then

fu(t) = Ci(1) (T + £ (1) dr + £ (1) Cu(1) d1)™* (4.2.36)

» ldx - x(1) dr - % (1) (d1)?]
Equation (4.2.36) is then used in Equétion 4.2.7).
4.2.2.6 Terminal dv Compensation
As discussed in Secﬁion 2.4, one element of a set of conditions for

a weak minimum in the nominal problem is that S, (t) be finite for

to £ T <ty where t1 < tg However, Equation (4.2.15) requires the
N
use of §, for t, < T < te -
N
Su= -H L [(B _+£78) dx+f " R, dyl (4.2.37)
- uu ux o ou <F = mu SR e

where S, and R, are constructed through Equations (2.3.43-45). Inspec-

tion of Equations (2.3.32), (2.3.39), and (2.3.43) shows that S, (tf )
N
does not exist because Q(tf ) is singular., In other words, Equation

N
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(4.2.37) does not make sense at tf ; that is, infinite gains are
N

required at the final time. Correspondingly, the gains begin to diverge

shortly before the final time.

In the less constrained two-dimensional orbit transfer problem4_14’31’32,

this gain divergence is partially compensated for by the fact that

§x (1) - 0 as T 7~ tg (4.2.38)
o N

In the more constrained three-dimensional problem at hand, because of the
time variance of the terminal constraint, ¢x (1) does not go to zero as T

goes to t Because the gains must be reasonably accurate for use in a

oY

guidance program, the following open loop substitution is made instead of

just limiting dJu (1) as T approaches te
N

Recall Equation (2.3.17):

- -1 T
Su o= cH, TP Sx £ SD) (4.2.39)

Note in passing that from Equation (2.3.42), using Equation (4.2.20),

-4y =R, 6x + Q4 (4.2.40)

or using Equation (4.2.33)

- dv = R, ox (4.2.41)

Recall from Equation (2.3.36)

§) = S6x + Rdv (4.2.42)

Substitution of Equation (4.2.42) into Equation (4.2.39) yields

Su= -H “YH x4 £ (S 6x+ RV )] (4.2.43)
= uu Sux o= Su R =S

Collecting terms in Equation (4.2.43) yields
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. -1 T T =
fu = -H [, , + £°8) &x+f RV ] (4.2.44)

The time, tg » for which Equation (4.2.40) is evaluated and used

in Equation (4.2.44) as described above, is then introduced into the
scheme as an imput parameter. This time should be as close as possible

to tf » S0 as to not prematurely mask the proper evolution of the
N

closed loop feedback gain process with an open loop process, but not so
close so that round-off grrors,‘because(Ifgaindivergence,corrupt the com-
putation of the gains. Equation (4.2.44) is used instead of Equation

(4.2.15); thus Equation (4.2.19) in Step 5 is replaced with (for t_ > t5 )

I

du = -g_ ! _r:uT (Sd_>5+Rd§)+(_1.£+Hu

-1 T
u 4 £.78D)dt (4.2.45)

fad u i

where Equations (4.2.6) and (4.2.33) have been used and the argument tI
suppressed.
4.2.2.7 Iterative Index Time Interpolation

The index time obtained in Step 4 of the TTGGA is determined by
linear interpolation betyeen the last two data points, with tI ideally
corresponding to that time where d(tf - t) equals zero. This is the
same as requiring Equation (4.2.1) to hold. Equation (4.2.1) may be
rewritten as

g(t, tI) = d(tf -t) = (tf - t) - (th - tI) =0 (4.2.46)

where tf is fixed and tf is a function of t and tI . At a given current
N

time, t, the slope of g(t, tI) with respect to index time is

9 _ o,k (4.2.47)

ot BtI

Assuming that changes in tf due to changes in tI at a given time t are
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small, Equation (4.2.47) dindicates that d(tf -~ t) should have a slope of

about unity with respect to tI

This fact causes the linear interpolation for t_. to be fairly

I
accurate if the data points are close enough. However, since the
at
structure of TS has not been determined, the more accurate method of
1

determining tI by diteration ensures that slight errors in determining tI

will not be amplified in the calculation of du because of the nonconstancy
of the indexed quantitieé. The simpiest way of determining the zero
crossing of d(tf - t), taking into account starting and endpoint consider-
ations, is by successive linear interpolations of tI and evaluations of

d(t,. - t) until ld(tf - t)| is less than an input tolerance.

f
. d(t. - t) . .
t§1)+ ; )f (neg (i)) (tél)—tlneg)s 8(t,t§l) ) >0
d(t -t -g(t, t
et £ /neg™® I
I
. d(t. - t) . .
t§1)+ £ pos o) (til)—tI ),g(t,tf“)) <0
d(te=t) g8 (ts £77) pos

(4.2.48)

where ( )pos = last positive quantity

i

( Jneg = last negative quantity
This diterative technique replaces Step 3 and the linear interpolation

of tI in Step 4 of the TTGGA.

4,2.3 Time-To-Go Guidance as Applied to the EMRP

The Time-To-Go Guidance Algorithm used in the EMRP is the TTGGA
presented in Subsection 4.2.1, modified to incorporate the enhancements
described in Sub-subsections 4.2.2.4-7 and the variations of Time-To-Go

Guidance outlined in Sub-subsections 4.2.2.1-3. Nominal Control
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introduced in Sub-subsection 4.1.2.2, is also included in the algorithm

as an option. It should be recalled that the two variations of Time-To-
Go Guidance, Current Time Guidance and Manual Time-To-Go Guidance, and
Nominal Control Guidance are degenerate or simplified versions of Time-
To-Go Guidance. Their inclusion within the algorithm is therefore natural
and easy. This modified TTGGA used in the EMRP is designated as Time-To-
Go Guidance Algorithm~Enhanced (TTGGAE).

The EMRP has rendezvous as its bbjective. This is reflected in
Equations (2.2.17-22). This objective, of course, does not change for
the perturbed trajectory,and so the terminal constraint level y in
Equation (4.2.20) remains unchanged at zero [Egs. (2.2.17-22)].

Yy =¥ =0 (4.2.49)

dy =0 (4.2.50)

As mentioned previously, Equation (4.2.50) eliminates the need for
calculating D(tﬁ in Equation (4.2.19) using Equation (4.2.17). Since
Equation (4.2.17) is not necessary, R, need not be stored on file for

t, <t <ty Recall from Sub-subsection 4.2.2.4 that R, is calculated

as intermediate product when S, is computed for t; < t < t Equation

£ e
(4.2.50) also obviates the need for saving v [or n, , recalling Equation
(4.2.23)] on file for use in Equation (4.2.19). Equations (4.2.14) and
(4.2.19) become

d(t. - 1) = ig*T (t) dx(1) - [1 - E%T (t) £, (D] dr (4.2.51)

f

du = C1 (£)) dx + [wy(ep) = € (ep) £ (e))] de (4.2.52)

The Time-To-Go Guidance Algorithm-Enhanced (TTGGAE) used in this
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study as applied to the EMRP is summarized below.

Integrate Equations (2.1.1-6) forward from t, to te using

Equations (2.1.7-9), determining u(t) at each step in the following
manner:

1. TTGGA Step 1

2. Find dx and dt from Equations (4.2.3-4) and evaluate d(tf - t)
from Equation (4.2.51) [and Equation (4.2.22)] using stored values
of PN (t) , AN (t) , and‘ﬁN () obtagned at tI by the DODE interpolator.

3. To find tI’ use the technique, described in Sub-subsection 4.2.2.7,
of successive evaluations of Equation (4.2.51) and linear interpolationms,
until ld(tf - t)| is less than a specified tolerance.

4. Use the DODE interpolator to evaluate stored values of 2y (tI) s

EN (tI) s A_(tl) » and S, (tI) as described in Sub-subsection 4.2.2.4.

< < p . ..
If t4 tI FE , instead of evaluating §* (tI) , evaluate §(tI) s g(tl),

<vtT
. L

and Q(tI) and determine S*(tl) from Equation (2.3.43)., If t

1<)

evaluate §(tI) and R(tI);

5. The following values are calculated from the interpolated

quantities in Step 4. EN(tI) is determined by dividing Equations

(2.3.78-79) and (2.3.80-81).
arc tany (-Xi2 , V}\lz + )\22 ) (4.2.53)

arc tans (=Az , =A1) (4.2.54)

ui

u2

where (for arc tan defined between -7/2 and 7/2)

o' o
!

arc tan
arc tanp(a,b) = (4.2.55)

o'l

arc tan
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=1 . .
Calculate H (tI)’ QENE(tI), and EE (tI) with Equations (2.3.85),

(2.3.86) and (2.3.83) [and (2.3.78-80)] respectively. Cl(tI) is deter-
mined by Equation (4.2.16). éN (tl) is found from Equations (2.3.111)
and (2.3.113). If the Second Order Control Variation described in Sub-
subsection 4.2.2.5 is implemented, compute fx (tI) and g_(tl) from

Equation (2.3.82) and Equations (2.3.104-109) [and (2.1.7-9)]. 1If

t— <t,. < ts » Where tdﬁ and tv are the input lower and upper time

limits for calculating dg during at least one integration step, calcu-
late JE with Equation (4.2.41) [and (4.2.8)]. The dg calculated on the
last integration step within this time interval is the one actually used
in Step 6.

6. Evaluate dx and dt from Equations (4.2.3-4). du , from
Equations (4.2.19) and (4.2.48), is given by Equation (4.2.52).
If the Second Order Control Variation technique described in Sub-sub-
section 4.2.2.5 is used, du , from Equations (4.2.36), (4.2.7), and

(2.2.1), is given instead by

- -1
du = Cl(tl) [+ if—_}_(_(t:[)dt + _f_E(tI) Cl(tI) dt] (4.2.56)
. _ - ]/ . 2 .
ldx - £,(t) dt =% x (£)(de)"] + ug(ey) de
where ix(tl) is found from Equation (2.3.82) andig(tl) from Equation

(2.3.104~109). When t; >ty s du is determined from Equation (4.2.45).

The control on the perturbed trajectory is then given by Equation (4.2.2).
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4,3 MINIMUM DISTANCE GUIDANCE DEVELOPMENT

In this section Minimum Distance Guidance is developed in detail for
the free final time problem. The different vdriations of Minimum
Distance Guidance are mentioned. Enhancements of Minimum Distance
Guidance are identical with those of Time-To-Go Guidance, and so they
will be listed, but not discussed in depth. The application of Minimum
Distance Guidance and its variations to the EMRP are given. Since
Minimum Distance Guidance is simila¥ to Time-To-Go Guidance, this section
is somewhat abbreviated.

4,3.1 Minimum Distance Guidance in General

As mentioned in Sub-subsection 4.1.2.6, the .object of Minimum
Distance Guidance is to compute the control correction based on gain
information from a point on the nominal trajectory which in some sense
is at a "minimum distance" from the current state on the perturbed
trajectory. This 'distance' is actually a metric of weighted position

and velocity components and time given by

! ‘
p =‘/§ a, [x, () - xg (tI)]Z + g (t - tI)2 (4.3.1)
i

i=1

where the a, are positive weighting factors. The index time, trs is
that time which minimizes p (see Fig. 7).

The development of the guidance is essentially identical to that
for Time-To-Go Guidance given in Subsection 4.2.1 except that ty is
determined by minimizing p given by Equation (4.3.1) instead of by find-
ing the zero of d(tf - t) given by Equation (4.2.14), and except for the
corresponding changes to the TTGGA given below. Minimizing p in Equation

(4.3.1) requires that
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)(N(to) = ~>, dt *—1— -
| i 1 l |

FIG.7 ONE STATE COMPONENT REPRESENTATION
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Hi

2

1oy I - =g @] éN.(tI) (4.3.2)
I i i i

o
[ad
i o~

1

+ 2 a (t-t.) =0
0 I

The Minimum Distance Guidance Algorithm (MDGA) can be summarized as
follows:
During the integration of Equations (2.1.1~6) [and Eqs. (2.1.7-10)]

from tO to t,. , with ai specified:.

f
1. Same as TTGGA Step 1.
d(p*)

2, Find dx and dt from Equations (4.2.3-4) and evaluate dtI from
Equation (4.3.2)[and (2.2.1)] using stored values of §N(T) and £N(T)
linearly interpolated to ty-

3, Same as TTGGA Step 3, except replace d(tf—t) with d(oz)/dtl.

4, Same as TTGGA Step 4, except replace d(tf-t) with d(p2)/dtI.

5. Evaluate dx and dt from Equafions (4.2.3-4), evaluate du from
Equation (4.2.52), then find the control on the perturbed trajectory from
Equation (4.2.2).

Note that Equation (4.2.49) has been assumed here,.

4,3.2 Variations and Enhancements of Minimum Distance Guidance

The two basic variations of Minimum Distance Guidance considered
here are Current Time Guidance and Minimum Distance Guidance itself. As
with Time-To-Go Guidance, Current Time Guidance is the degenerate vari-
ation of Minimum Distance Guidance, when the search for an index time is
eliminated and the index time is set equal to the current time., There~

fore, the development presented in Sub-subsection 4.2.2.1 still applies,

a?)

dtI

with appropriate substitutions of and MDGA for references to
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d(t. - t) and TTGGA and use of Equation (4.2.50) to eliminate dy.

£

Minimum Distance Guidance is the generic guidance discussed in
Subsection 4.3.1, which in turn is essentially the same as Time-To-Go
Guidance developed in Subsection 4.2.1,with the mentioned difference in
techniques for index time determination. An infinite number of versions

of Minimum Distance Guidance may be postulated, if one considers the

disparate ways of specifying the 3124' A few such variations may be con-

sidered of fundamental importance, némely those given in Table 6. Note
that since a, are relative weights, all of the a; for a given variation

may be multiplied by a constant, without changing the zero crossing of

de*)

1 2
ar > ©°f t Hart , Lattimore , and Stoker3 all considered only Weight
I

T

3. This was done to allow for an explicit solution for t_ from Equation

I

(4.3.2) and first order expansions of §N(T) and<éN(T). Variation 1, on
the other hand, treats all the components and time equally and, therefore,
is the most logical choice.

The enhancements covered in Subsection 4.2.4-7 apply identically to

D)
dtI

MDGA instead of d(tf - t) and TTGGA) and will also not be repeated here.

the Minimum Distance Guidance (with appropriate. reference to and

4.3.3 Minimum Distance Guidance as Applied to the EMRP

The minimum distance guidance algorithm uséd in the EMRP is the MDGA
presented in Subsection 4.3.1, modified to incorporate the enhancements
and variations of Minimum Distance Guidance descfibed in Subsection 4.3.2.
Nominal Control is also included in the algorithm as an option. Thus,
the modified MDGA, MDCAE , is almost identical to the TTGGAE described

in Subsection 4.2.3, and will not be repeated here. The only differences,
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TABLE 6. FUNDAMENTAL MINIMUM DISTANCE GUIDANCE WEIGHTS

agp aj az as ay as as
1 t v r
c c c
2 0 1 0
3 0 0 1
4 1 0 0
5 0 v T
c c
6 0 v v kv r r kr
c c c c c c
where
tC = characteristic time
v, = characteristic velocity
rc = characteristic distance
k = constant to emphasize or de-emphasize

out-of-plane components
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2
other than names, are that éé%~> and Equation (4,3.2) should be refer-

I
enced instead of d(tf - t) and Equation (4.2.51), and that the ai must be

specified.
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5. NUMERICAL COMPARISON OF THE GUIDANCE SCHEMES

As in the nominal trajectory optimization, the results of which
were discussed in Chapter 3, only the highlights of the development of
the guidance programs and the final results will be presented. The
tedious "'trial and error"” incremental steps leading to the working
programs are, therefore, omitted.

A Fortran V computer program that incorporates the same high fidelity
integrator discussed in.Subsection 3.1.1 was written for use again on
the JPL Univac 1100/80 computer system. This program solves the Time-
To~Go Guidance problem presented in Subsection 4.2.3. This program,
with appropriate inputs, permits the use of the degenerate and simplified
variations of Time-To-Go Guidance discussed in Subsection 4.2.2, Current
Time Guidance and Manual Time-~To-Go Guidance, as well as the Nominal
Control technique presented in Sub-subsection 4.1.2.2. Double precision
is again used throughout the program. Segmenting of major portions of
the program is again used to save core space. A total of 34,600 words
are overlayed into, at most, 26,900 words of space. Some of the sub-
routines developed for the optimization program are utilized in the
Time-To~-Go Guidance program. These include subroutines for evaluating
the spacecraft state derivative and Mars' state derivative, as well as
for vector addition, matrix addition, vector multiplication, and file
assignment. Also, in addition to the integrator, JPL program library
routines used are the integrator's interpolator, the matrix inverter,
the matrix multiplier, the Kepler's equation routine, a file input/output
routine, a card-reading input routine, and other utility routines.

The cases considered are presented in the first section. Not only
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was the DODE integrator used to integrate the equations of motion in the
guidance program, but the DODE interpolator was used to interpolate the
nominal state, Lagrange multipliers, and S, (§, B, and g for

tI > t,), as discussed in Sub-subsection 4.2.2.4. This interpolation,
as well as the selection of integrator error tolerances and the time of
switchover to constant dy are discussed in the second section. Also
discussed are the intermediate plot files used té graphically display
and compare results and’the use of iimitation of control changeé fbr one
particular case. The third section contains a description of the plot
comparison program, the guidance program results, and a comparison of
the results with those of previous studies. The comparison shows that
the present results are orders of magnitude better than the previous
results.

Since Minimum Distance Guidance is identical to Time-To-Go Guidance
except for the determination of the index time, the Minimum Distance
Guidance program was created by modifying a copy of the Time-To-Go
Guidance program,reflecting this difference and renaming a few sub-
routines and variables. Therefore, the Minimum Distance Guidance
program retains the same parameters and techniques (except index time

determination) as Time~To-Go Guidance, and so the specification of these

quantities will be presented but once.
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5.1 CASES CONSIDERED
In order to compare the results of previous studies with the
results of the current study, the cases considered must be the same.
Hart1 states he examined the following cases (perturbations in one

state variable at a time):

AU , i=4, 5,6

i

Sxi(tj) =5 x 10—k : <AU/day, i=1, 2, 3)

t; =0 days

to 65 days

]

ty 165 days

where for Modified Minimum Distance 1 Guidance (MMDI)

[
I
ot

-
(3]

-
ot

1

=~
(9,
(@)}

and where for Modified Minimum Distance 2 Guidance (MMD2) and Time-To-

Go Guidance (TTG)

i=1, ..., 6 ; i=1,2 3 k =4

Hart presents the change in terminal time for all cases considered
for MMD1. However, he plots control and state deviations for only a few
of the cases. These cases with additional data are the only ones for
which meaningful comparisons can be made.

Lattimorez, who examined a closed-loop version of Hart's Minimum
Distance Guidance,considered the following cases with various loop

closure rates:
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Sx, (0) =5 x10 AU/day
8x, (65) = 5 x 10 ° AU/day
§x, (0) =5%x10° AU
Sx, (65) =5 x 10" AU

Since Hart presented in detail only a subset of the cases he exam-
ined, because the others exhibited 'the same characteristics," a similar
philosophy is adopted here in that those perturbations at times other
than t = 0 will not be examined. The remaining comparison cases of Hart
and Lattimore, the cases studied by Stoker3,and those presented in this
study are tabulated in fables 7-10. As can be seen in these tables,
many of Stoker's intermediate sized perturbations were not examined here.

These cases tend to duplicate the results of more extreme cases.

The notation used in Tables 7-10 is as follows:

Sxi(O) - perturbation of X, at t = 0

lx | =vx ?+x 2 +x
o, 01 o, o
lx J =vVx 2 +x *4x ?
-0 oy ox 06
T
C - Hart's MMD1 Guidance
T - Time~To-Go Guidance
M - Minimum Distance Guidance (Weight 3)
N -~ Minimum Distance Guidance (Weight 1)
0 - Other schemes such as Current Time or Manual

Time~To-Go Guidance
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TABLE 7. CASES STUDIED WITH INITIAL PERTURBATIONS IN x3

8x1(0) |6x1(0) | THIS
6x1(0) %o, E HART | LATTIMORE | STOKER | STUDY
v

. b=4 .002693 .002287 ™ TMN
~.3~4 ™
-.2=4 ™

. 15-4 .001 ©.0008574 | TMN

-.1-4 .0006741 .0005716 ™ TMN

.5-5 ~-.000337 .0002858 C M ™ TMN
J1-4 ™
2-4 ™
.3=4 ™
A ™

.5-4 -.00337 .002858 ¢ ™ TMN

.5-3 -.0337 .02858 CTM OMN
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TABLE 8. CASES STUDIED WITH INITIAL PERTURBATIONS IN x,
@ | 8] THIS
8%, (0) qu 150 l HART LATTIMORE STOKER STUDY
r
-.21-2 -.004039 .002136 ™ TMN
-.15-2 ™
-.9-3 ™
-.3-3 -.000577 .0003051 ™ TMN
.5-5 .0000096166 | .000005085 C M TMN
.54 .000096166 .00005085 C TMN
.3-3 .000577 .0003051 ™ TMN
.5-3 .00096166 .0005085 CT™M TMN
.9-3 ™
.15-2 ™
.21-2 ™
.27-2 ™
.33-2 .006347 .003356 ™ TMN
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TABLE 9. CASES STUDIED WITH INITIAL PERTURBATIONS IN X3

| 6x3(0) | THIS
§x5(0) = | HART | LATTIMORE STOKER |  STUDY
v
-.35-4 .002001 T ™
-.25-4 T
-.15-4 ™
.54 ™
.5-5 f ' ™
.15-4 ™
.25-4 ™
.35-4 .002001 ™ ™

TABLE 10. CASES STUDIED WITH INITIAL PERTURBATIONS IN xg

| $26 (0) | THIS
8xg(0) lgo } HART LATTIMORE STOKER STUDY
Tr
-.27-2 .002746. ™ ™
~.21-2 ™
-.15-2 ™
-.9-3 ™
-.3-3 ™
.3-3 ™
.9-3 ™
.15-2 ™
.21-2 ™
27-2 ™
.33-2 .003356 ™ ™
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5,2 TECHNIQUES AND PARAMETER VALUES USED IN THE GUIDANCE RUNS
The parameter values used in the guidance programs were specified
to correspond to those of the optimization program. Several techniques

were employed in the guidance programs to enhance accuracy.

5,2.1 The DODE Integrator

For many of the reasons given in Subsection 3.1,1, the DODE
integrator was chosen for the guidance programs.
5.2.1.1 Absolute Error Tolerances and Step Size

To correspond with the error tolerances selected for the state
équations in the optimization program, an absolute error tolerance of
10-10 was selected for all six of the equations of motion. These state
equations were the only equations integrated in the guidance programs and,
again, are in the units of the previous authors, AU/day and AU.

Step size limits were also chosen for the same reasons as in the
Sub-subsection 3.1.1.1;
5.2,1.2 Gain File Interpolation

As described in Sug—sections 3.1.1.3 and 4.2.2.4, the DODE
integrator interpolator is used in the guidance programs to obtain
gain-related and other information from the nominal trajectory. This
use of the integrator's interpolator should not be confused with the use
of the entire DODE integrator for integrating the equatidns of motion in
the guidance programs. The two functions are totally separate, and the
interpolator subroutine for the gain-related information is distinguished
from the corresponding interpolation subroutine used in the integration
of the state equations by the use of a different set of names.

The gain file occupies 42 storage tracks,which is equivalent to
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about 75,000 36-bit words. The file is written in the JPL Type-66 format,
which permits the file to be read by a standard reader.
5.2,1.3 Intermediate Plot File Output

For plotting purposes (to be discussed in Subsection 5.3,1), as in
the case of the optimization program, two cher features of the DODE
integrator were used. The integrator output interval was specified not
only for printéd output but for the output to an intermediate plot file
containing state and conérol related'data.VOutput could also be generated
at a set of épecified times to be printed and plotted.

The output from the guidance program to the intermediate plot file

consists of t, h (stepsize), tp (time of last step), t., dt, u,., Su, du,

I r
u, x, 8x, ¥, I§1v|, and ti—rl' (IQ_V{ and |g'r{ are terminal velocity
and position errors). Since the control related variables are not
integrated, they are obtainable only at the end of a step which, in
general, will not coincide with a regular output point. Thus, the Plot
Combination program, to be discussed in Subsection 5.3.1, needs t
in order to intefpolate these variables to the regular output timéi t,

in order to compare them to reoptimized values.

5.2.2 Time of Switchover to Constant d§

The choice of ts s the time for which dv 1is computed from (4.2.4c)

and used in (4.2.414) to determine du, as described in Sub-subsection.

4.2.2.6, is one of "trial and error.' This time may be expressed as a

fraction of t

ti =c,. - tg (5.2.1)

where ct lies between zero and one,
v
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The performance of Time-To~Go Guidance and Minimum Distance
Guidance, as measured by terminal error, was investigated for various

values of Cp for all of the cases. ¢, was found to exert quite an
v Vv

effect on performance for many of the cases.

Intuition might lead one to expect that the best choice of Cp
Vv

should be as close to one as possible, e.g., .98 or .99, to ensure
accurate representation of the closed loop process, but not so close to
one to allow the gains to be computed with large roundoff errors.

Accordingly, for each guidance type the value of c._ was varied, as
v

necessary, in increments of .0l to minimize the sum of the non-dimension:

alized terminal velocity error, » Plus the terminal position

m'v]ND

error, Iwr . This sum is thus given by

Iop = 1% lyp + 12 L]
v,
- + lp 1.‘! (5.2.2)

Wt + g2+ gl
=1 2 3 5 2 2
v, +/¢;4+Lp5+¢6

where the characteristic velocity may be expressed as
T (5.2.3)

and p is the gravitational parameter of the Sun introduced in Chapter 2.
R is the characteristic distance and is equal to 1 AU. The numerical
value of v, is ,01720486954 AU/day. The results of these searches are
tabulated in Tables 11-25. For the case of §x;(0) = .5 x 10 3 AU/day, see

the next subsection, These tables are filled in with respect to c only

t—
Ad
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as much as was necessary to find the minimum of ZND . As can be seen

from the tables, the values of c,_ vielding the best performance for
V

the different cases follow no readily apparent pattern.

It must be understood that for each entry shown, the final time, tf,
indicates that time at which the velocity error, val » reached a mini-
mum, since the position error, !yrl » remains relatively constant when

]E&l is near zero. These times were determined manually by inputting

several specified output times or, in some cases, automatically by the
Time~To~Go Guidance program.

The notation in the following tables is abbreviated as follows:

for tf

.abc denotes 196.abc
7.def denotes 197.def
.ghijk. . . indicates that this automatically determined time
is truncated.

.abc-m denotes .abc X IO—m

* indicates the run (value of ct_) for which ZND was minimized for
A,

this case and guidance type; only this run is made use of in sub-

. sequent sections .

N indicates the approximate minimum of lyv[ (and hence ZND) for this

value of Ct—
\%

12

indicates a crude approximation to the minimum of 'Ev! (and hence

FZND) for this value of ct_\7

TTG Time-To-Go Guidance
MD1 Minimum Distance Guidance (Weight 1)

MD3 Minimum Distance Guidance (Weight 3)
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¢ s 8%3(0)= =.4-4 AU/DAY
v .
TTG MD1 MD3
cofes 196 w1 LY les196 Ju | w_ | fes19. v | |lv
t}_) f v '\D T f V'xD T £ VD
.991.383 v, 108-51.420-51.38292 | #.999-6{.419-5{.38292 |*,988-6(.419-5
,981.38292 | ,841-6 |.420-5|.3829 .105-51.419-5]1.38292 .102-5.419-5
.961.38292 | .606-6 |.420-5(.3829 .107-51.419-51.38292 .104-51.420-5
.951.38294 | .486-6 |.420-5}.3829 .108~-51.420-5
.931.38293 | .246-6 [.420-51.3829 .110-51.420-5
.91 1{.38294 | .115-6 |.421-5
.90 1.38294 | *103-6 .421-5].3829 .113-51.420-5
.89 1.38294 | .160-6 [.421-5
.88 1.38294 |.216~-6 {.423-5
.85 1.38294 | .397-6 |.423-5
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TABLE 12. TERMINAL ERROR VS, o> 8x,(0)= -.1~-4 AU/DAY
¥

TTG MDY MD3

e, |tz 196. lu | e 196. v, v | o196 )y Y]

v |
B ND ND

:991.657399 |T481-7 | .268-6.6574 .102-6{.268-61.657398 | .113-6|.268-6
.981.6573991.492~7 | .268-6].6574 .716-71.268-6
.657399 | .602-7|.268-6
96 [.657399|.506~7 | .268-6].657399|.554~7 |.268-6}.657399 | ¥569-7|.268~6

:95 657399 |¥524-7 |.268-6].657399 | .572~7|.268-6
.94.657399 |.527-7 | .268-6|.657399|.524-7 |.268-6 .657399 | .573~7}.268~6
.93 .657399(.527-71.268-6
.92 .657399(.527-7 {.268-6
» 90 .657399(.546~7 |.268-6

TABLE 13. TERMINAL ERROR VS. Cos §x,(0)= .5-5 AU /DAY
v

TTG MDL MD3

.|tz 196 |l¥ ] ¥ | te196 (Y | l¥ | ftg196

i - - v oo e, ]

.99].796821 |.256-7 | .676-7.796821|¥141-7 |.676-7].796821 |*142-7|.676-7
.981.796821 |.254~7 .676;7 .7968211.203~7 {.676~7{.796821 |.213~7.676~7
.971,796821 |.248-7 | .676~7
.96 |.796821 |¥241-7 | .676-7].796821].261~7 |.677-7
.951.796821 {.255-7 | .676~7
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TABLE 14. TERMINAL ERROR VS. ¢, » 8x;(0)= .5~4 AU/DAY
TTG MDI MD3

e ft=190 [y | W | Jeg190 [{u | (v | |es190 | v | [lv_]

t-\z f MVND T f —-VND T f —VND T

.99

.98 7.22315}.281-4].698-5

.97 7.22315|.139-4 |.698-5

.9617.2232 |.602-5| .697-5{7.2232 |.489-5.699-5]7.2231 | .641-5!.699-5

.95 7.2232 |.340-5(.700-5}7.2231 | .319-5].700-5

.9417.22315|.546-5 | .698-5}7.22315|%288-5|.701-5]7.22314| *288-51.701-5
7.22315}.296-5|.702-517.22314 ] .300-5 |.702-5

»9217.22315(.502-5 | .700-5}7.22315/.331-5|.703-5

.90 7.22315(.433-5|.706-5

.8917.22315|.451-5 | .704-5

.85{7.2231 {.363-5| .710-5

.8117.2231 |.190-5 | .725-5

.8017.223 |.146-5| ,732-5

,7917.223  |*108-5 | .741-5

.7817.22295|.967-6 | .754-5

.7717.2229 |.197-5 | .798-5

.74 {7.2429 {V418-5 | .896-5
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TABLE 15. TERMINAL ERROR VS. Ct— R 6x4(0)= -.21-2 AU
AV)

TTG MD1 MD3
ct§ te 196, ]yleD [yrl ts 196. ]yV]ND ]yrl ts 196. IQVJND }y%;
.991,853904 .277-5 | .408-6}.853 .457-4|.395-6
.98 .852 V158-4 |.373-6
.96 .852 v487-51.393-6
.94 .852 v197-5|.434-6
.931.851947...1.209-5 |.476-6
.92 .85184 | .553-6|.499-6 |.85184 | .691-6|.491-6
.91].8519159...{.202-5 |.518-6|.85186 | ¥340-6|.532-6 |.85184 | *343-6|.541-6
.90},851869...|.196-5 |.566-6|.85186 | .412-6|.568-6 |.85184 | .405-6 |.568-6
.891.851852...(%193~5 |.592-6|.85186 | .588-6 |.605-6
.881,8519038... |.188-5 |.647-6
,851.851827...1.179-5 |.768-6
.801.851813...|.165-5 |.100-5

TABLE 16. TERMINAL ERROR VS. Cp_ s §x,(0)= -.3-3 AU

AY)

TTG MD1 MD3
e, |ts196. [V ] V| lez196. 1V | Y] fes196. [V ] |V ]
ty f —V_ND T f -7 ND r f A7 ND T
.99].76451 .382-7 | .643-81.764506 |.275-7 |.642-8].7645058] .293-7 |.641-8
.98.7645059 | .362-7 | .652-8|.7645058(%845-6 |.652-8|.764506 | ¥728-8 |.652-8
,971.7645059 | ¥353-7 | .667-8|.7645058.138-7 |.667-8].7645058| .195-7 |. 670-8
.96 |.764506 .356-7 | .689-81.7645058(.311-7 |.690-8
.94 |.764506 .354-7 | .762-8
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TABLE 17, TERMINAL ERROR VS. ¢

Y
TTG MD1 MD3
e, |t.-~196, [V ] Wl fes196. (Y | IV fez196. [V ] (V|

t}_’ £ —v ND e f —y ND -1 f -7 ND -1
.99].749969196|*565-10 |.248-10/.7499692|7576-10/. 242-10. 74996919 | “167~8 | . 418-10
.981.749969203}.580-10 |.290-10 .74996923]7405~9 |.168-10
.97 .74996926|7479-9 |,194-10
.96 1.74997 T27-8 |.27-10 .74996926|2875-10/. 212-10
.95 .74996926|3706~10{.260-10
. 94 .74996926.112-8 |,224~10

TABLE 18. TERMINAL ERROR VS. c__ , 6x4(0)= .5-4 AU
TTG MD1 MD3
c._feg196. v | v ] Jeg196. (v | v ] jes1960 (v | v ]

t\_—’ £ vl T f Vi | f Vi |
.991.7478307 |.931-9.195-91.747831 |¥165-8 .194-91}.74783073|%177-8 |.196-9
.981.74783071 |.193-8.213~9[.74783088|*107-8 |.197-9}.74783085|.415-8 |.197-9
.97 (.74783071 |*639-9.202-91.747831 |2232-8 |.200-9].74783075|.249-8 |. 208-9
.96 1.74783071 |.874-9.322-9(.747831 (¥342-8 |.205-9
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19. TERMINAL ERROR VS.

Coo > 6x,(0)= .3-3 AU

v

TTG MD1 MD3
Cti ts 196. 1yv|ND lu | |tz 196. IQVIND v | feg 196. [yV|ND o]
.991.735979 | %325-7.636-8 .73597985|.849-7|.635-8
.981.7359785 | .315-7 |.644~8{.735979 |.596-7 |.643-8
,971.7359785 | ¥257-7(.677-8}.735979 |.526-7 |.656-8 |.73597985|.535-7|.660-8
.96 1.7359785 | .279-7 |.686-8.7359785|.461-7 |.675-8 |.73597985.430-7|.678-8
.95 .735979 |.523-7 |.700-8 |.73597985|.437-7|.713-8
.94{.7359785 | .301-7|.749-8.735979 |.451-7|.731-8
.921.735979 | .312-7|.804-8|.7359789|.390-7 |.841-8
.911.735979 | .246-7|.916-8|.7359787|.385-7|.891-8 |.7359787 |.360-7.885-8
,90].735979 | .253-7(.952-8].735979 |%364-7|.923-8.7359789 |¥336~7|.950-8
.89 | .735979 |.376-7|.994-8{.735979 |.372-7|.989-8
.881.735979 | .277-7(.103-7
.87 .7359795| .385-7 |.112-7



TABLE 20. TERMINAL ERROR VS. .
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, 6x,(0)= .5-3 AU

TTG MD1 MD3

ct; tg 196, valND lyrl ts 196. [yV[ND tyri ts 196. lgV]ND IQT[
.99 1.72649596...] . 160-6 |.176-7|.726533 | .330-6|.175-7

.971.726532 .893-7 |.182-7|.726532 | .177-6|.181-7

,961.726532  |¥735-71.190-7|.726532 | .150-6 |.186-7

.951.726532 .836-7 |.195-7|.726532 | .144-6|.194~7

.94 1.726533 .103-6 |.205-7].726532 | .143-6|.200-7|.726532 | .134-6|.200-7
.93 .726532 | .123-6|.211-7}.726532 | .126-6.210-7
.92 .726532 | .123-6(.219-7].726532 | .124~6.220-7
.91 726533 | .123-6(.238-7].726532 | .112-6|.240-7
.90 .726533 | .116-6|.250-7].726532 | T110-6].250-7
.89 .726533 | .116-6|.262-7|.726532 | .118-6|.265~7
.88 .726534 | .113-6|.275-7].726534 | .109-6 |.280-7
.87 .726534 | ¥105-6.305-7|.726534 | .113-6.294-7
,86 .726534 | .109-6|.321-7{.726535 | .105-6|.330-7
.85 .726536 | .103-6|.338-7{.726535 | .105-6|.350-7
.84 .726536 | .107-6|.357-7|.726536 | .102-6|.371-7
.83 .726536 | .101-6 |.386-7

.81 .726538 | .103-6|.437-7
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TABLE 21. TERMINAL ERROR VS, C_ 8x,(0)= .33-2 AU

¥

TTG MD1 MD 3
c, ftz196. | [v | (v | |ez196.0 v | |lv. ] fes196. 1 Jv.| [lv_]
t§ f 7 ND 1 f 3 ND T f —a7 XD T
,99
,961.5978 ,582~5|.801-6
.94 .5975 V101~4|.850-6
.921].5978 .176~5|.116-5|.5975 8555 |.900-6
.91}.5978 .167~51.119-5
.901].5978 *165-5/.122-51.5977 “844~-51.929-6
.891.5978 .172-5(.122-5
.881.5978 .198-51.119-5}.5978 .818-5{.966-6
.86 .5978 .790~5].103-5
.841.59785 .310-5.117-5}.5978 .761-5.112-5
.82 .5978 .721~5|.128-5
.80 .5979 .663~5 |.159-5
.77 .5979 .590-5 [.211-5
.76 .598 v570~5|.229-5 |.598 .513-5 {.230-5
.75 .598 *532-5|.267-5 |.598 *484-5 |.259-5
.74 .598 .516-5 |.284-5 |.598 .457-5 |.289-5
.73 .5981 .492-5,312-5
,72 .5981 .475~51.333-5
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TABLE 22, TERMINAL ERROR VS. c__, x,(0) = - .35-4 AU/DAY
TTG Y MD3

cry t~196 v, o v_| t~196 | [ | v, |
.99 ,773035 %,395-6 ,371-7 .7730 .417-5 .227-7
,98 .77289 " 4046 ,425-7 .7729 ,229-5 .274-7
.97 .772835 .410-6 4847

.96 .7728 .415-6 .565-7 .7728 .106-5 .504-7
.95 .77277 4246 ,761-7

.93 ,77275 | .645-6 114-6.
.92 77274 | %.557-6 \141-6
.91 77274 | .556-6 .161-6
.90 77274 | .530-6 .182-6
.89 77274 | .473-6 ,229-6
.88 77275 | L447-6 ,255-6
.87 \77275 | 425-6 ,297-6
.86 77275 | L 414-6 .342-6
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TABLE 23, TERMINAL ERROR VS, Crs 6X3(O) = ,35-4 AU/DAY
V
TTG MD3

e £ ~196 v, v, t-196 | [y [ v _|
.99 .73971 . 462-6 .330-7 .72976 | .431-5 219-7
.98 .72949 .412-6 .357-7

.97 .72941 *.394-6 L418-7

.96 .72938 .386-6 .504-7 L7294 .110-5 L434-7
.95 .72936 .377-6 ,685-7

.93 .72935 ~.370-6 .103-6 .72934 | .660-6 .104-6
.92 .72934 | .609-6 .125-6
.91 .72934 | %.571-6 .149-6
.90 .72934 | .530-6 .169-6
.89 .72934 | ,551-6 .190-6
.88 .72935 | .513-6 .213-6
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TABLE 24. TERMINAL ERROR VS. c__, 8x,(0) = - .27-2 AU
vV
TTG MD3
Cp t;-196 [YVIND v, | tg~196 [yV]ND [yrl
99 | .75254765 | *,366-8 .199-9 | .7525476 | v.623-8 .208-9
.98 | .75254765 | =x.553-8 .789-9 | .7525477 | ,555-8 .218.9
.97 .7525477 | .134-8 .232-9
.96 7525477 | %.352-9 .241-9
.95 ,7525477 | ,152-8 .247-9
.92 .7525475 | .202-8 .129-8
TABLE 25. TERMINAL ERROR VS, c_, 6x(0) = ,33-2 AU
NV
TTG MD3
G~ tf’-196 IEv'ND Ilb-rl tf—196 I}U-VIND hp..rl
V
99 | .744663 *.822-8 .985-~9
.98 | .744663 ".889-8 .107-8 | 7446631 | .174-7 .101-8
.97 .744663 | *.654-8 .124-8
.96 .7446631 | .738-8 .133-8
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5.2.3 Control Change Limiting

Stoker3 found it necessary to place limits on the control change
for the case 8x1(0) = .5 x 107" AU/day. Accordingly, the guidance
programs have thé capability, through input command dEMAX » to limit the
magnitude of the components of du . This limiting was necessary here
only for the case 6x1(0) = .5 x 10 ° AU/day, a more demanding case than
those considered by Stoker.

Time-To-Go Guidance fails for 8x;(0) = .5 x 10 ° AU/day because at
early times there apparently is no value of ts for which Equation (4.2.14)
is equal to zero. Minimum Distance Guidance displays poor performance
for this case. These problems are probably due to nonlinearities not

included in the expression for du . Current Time guidance (dt = 0)

MAN

and Manual Time-To-Go guidance for various values of dt ,» the input

MAN

value of dt, were tried for this case. The results appear in Table 26.
Again the final time, tf, indicates the minimum value of ZND’ the sum of
the position and non-dimensionalized velocity terminal errors, IE%[

and }EQlND . All runs were made with c equal to .99 .

5
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TABLE 26. FINAL TIMES (t.) AND TERMINAL ERRORS ey, lyp » 18D

FOR SELECTED VALUES OF dtMAN AND dHMAX

USING MANUAL TIME-TO-GO GUIDANCE, Jx3(0) = .5-3 AU/DAY

dt,

.025,.05

.05,.10

duyax

.10,.20

.15,.30

.20,.40

.30,.60

4.5

4.75

5.25

5.5

186.5
~ 106-1
.717-1

180
=.104-1
.107+0

188
~419-2
.713-1

188.5
~477-2
.689-1

189
.534-2
.666-1

190
~601-2
.642-1

190
~ 640-2
.612-1

191
~.732~2
.569~1

193
~.869-2
+469~1

183.5
=.206-1
.897-1

192
~125-1
711-1

193
~121-1
.692-1

187.5
=.408-1
.740-1

196
~217-1
.788-1

190
=.656-1
.619-1

193
= 11140
.615-1



dtan

.025,.05

TABLE 26.

.05,.10
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duyax

.10,.20

(continued)

.15,.30 .

.20, .40

.30,.60

10

11

12

14

196
~.129-1
.265-1

290
~632-2
.165-1

202
*, 4,30-2
.767-2

203
~117-1
.168-1

207
~113-1
.368-1

203
C114-1
.224-1
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5.3 COMPARISON OF‘THE RESULTS OF THE VARIOUS GUIDANCE SCHEMES AMONG

THEMSELVES AND WITH PREVIOUS RESULTS

Tﬁere are three forms in which results may be presented in writing:
prose, tébles, and figures. All of these forms are used in this report.
The prose is used to make general statements or to amplify upon tables
or figures. Tables are used to convey sets of data at one time, such as
terminal errors; Figures are used to convey geometrical concepts or to
present time histories.’ ’

While the prose is necessary and the tables are adequate in a few
instances, the graphs are wvery compact, easily understood images of the
results. It is for this reason that emphasis is made on a graphical
presentation in lieu of reams of words or pages of tabular data. Thus a
detailed description of the plot combination and synthesis program is
presented before the results.

The purpose of this study is twofold: to compare the different
guidance schemes and reoPtimization to each other -- and to compare
their performanée, as determined'here; with the results obtained in
previous studies. This study shows that reoptimization is, of course,
the most accurate technique, but that, for the smaller perturbatioms,
the—other guidance scheﬁes are clearly acceptable. Moreover, contrary
té what is indicated by the earlier research, the perturbation guidance
schemes do not diverge or perform ineffectively, but work rather well.

These results call into question the validity of the earlier comparisons.

5.3.1 The Plot Combination and Synthesis Program (PCSP)

This program takes as input, for a given case, the intermediate

plot files of the nominal and reoptimized trajectories from the
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optimization program; the guided trajectory from the Time-To-Go Guidance
program, and the«guided trajectory from the Minimum Distance Guidance
program; It produ&es a final plot file of at most 18 variables. These
variables may simply be those on the intermediate plot files (described in
Subsections 3.1.1.4 and 5.2.1.3), perhaps interpolated to appropriate
time points,or they may be differences of variables or vectors of vari-
ables from varioué intermediate plot files. These variables and differ-
ences are listed in‘Tabié 27. ’

The intermediate.plot file records are typically written at one day
intervals. The PCSP can write records on the final plot file at any
common multiple of the intermediate plot file intervals. Ome day is
usually used. As mentioned in Subsection 5.2.1.3, the u-related variables
are not available at~the reguiar output points in the guidance programs
and so must be interpolated to these regular points for the final plot
file. A JPL variable order Lagrangiaﬁ interpolation ;outine is used for
this purpose. For plots_of u itself, linear interpolation provides ample
resolution ~- higher order interpolations yield plots that are indiscern-
ible from the linear interpolation plots. For plots ofldifferencesvin
values of u between the guidance schemes and reoptimization, higher order
inte;polation is crucialvto an accurate representation of the data. At.a
minimum, order 5 is needed to smooth out "interpolation noise.'" 1In
general, the final times for the various techniques are slightly different
for a given case. The variables are, therefore, linearly interpolated to
the reoptimized final time for plotting purposes.

The need to combine information from several programs into the final

plot file adds complexity to the task of comparing guidance scheme
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TABLE 27. VARTABLES OBTAINABLE FROM THE PLOT

COMBINATION AND SYNTHESIS PROGRAM

NOMINAL TRAJECTORY - t, h, uj, ui, X1, X2, X3, X4, X5, Xs, X0 Ry
XM3"XMI+’ XMS’ XMG, IPI, sz w3’ 11“*, ws, wS, lﬂi_vl, l_ll_)_rl

REOPTIMIZED TRAJECTORY - Same as nominal trajectory

TTG GUIDANCE - t, h, tp , to, dt, Su;, Suz, du;, duy,
I

uy, uz2. X1, X2, X3, Xy, X5, X6, 5X1, 8x,, 0x3, 5X4, Oxs,

I’ UNi? UN,?

(SXG, XMl’ XMZ, XMS, XMq’ st’ XMG’ 1\Pls 1])2, w39 \Pk,
Us, b, (U ls |0l

MD GUIDANCE - Same as TTG Guidance

DIFFERENCES BETWEEN TRAJECTORIES

Au.T’M ) - u.T,M -u;R

i i i
Su, : = u,B - u,N

i - i i

. R N
Asu, TN = ou, oM - [u, - u, ]

i i i
pe T o TM_ R

i 1 i
yéx. = x.R - x.N

i i

AGxiT’M GX.T’M - [xiR - x~N]
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TABLE 27. (continued)

DIFFERENCES BETWEEN TRAJECTORIES (continued)

AwiT’M - wiT,M _ ¢iR
T,M _ o, T,Myp _ R
Alyv,r I B ‘Yv,r 1 va,r‘
T,M | T,M R, 2
I(é}—{-)v,rl —Jvzr (xi - %y )

2
[, 1M =\/ PN
V,T

where
N . .
() —~ from the nominal trajectory
C )R - from the reoptimized trajectory
C )T - from the Time-To-Go trajectory
M

() -~ from the Minimum Distance trajectory
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performance. The correct variables from the right records must be read
fromAthe appro§r£ate intermediate plot files at the proper time, perhaps
interpolated and/of differenced, and then written correctly on the appro-
priate record of the final plot file. Many such final plot files can be

generated for each case.

5.3.2 Time-To-G6 Guidance vs. Minimim Distance Guidance vs. Reoptimization

Tables 28—30‘present the ferminal errors ana final times of the
cases studied for Reoptiﬁization (REb), Time-To-Go Guidance (TTG),
Minimum Distance Guidance with Weight 1 (MD1l), and Minimum Distance
Guidance with Weight 3 (MD3). Recall that; for Reoptimization; the speci-
fied accuracy required for convergence is 1 X 10"%in each normalized
component of [E(to)—Eo]’yf and . For some cases, the last iteration in
the Reoptimization program produced a much more accurate solution than
specified. It is felt that for all the cases, a specified accuracy of
at least 107 *1n each normalized component 1is readily achievable by
Reoptimization.

The tables show that Reoﬁtimization always produces the lowest final
time, i.e., it minimizes the performance the best, However, for the
smaller perturbations, the three guidance schemes differ from Reoptimiza-
tion bf less than 1 secoﬁd in final time and in no case (other than the
large perturbation case of §x%,(0) =.5x 107° (AU/DAY)) is the difference
more than 2 minutes.

The perturbation guidance schemes also exhibit very good performance,
as measured by terminal error, especially for the smaller perturbations.
Time-To-Go Guidance exhibits no clear advantage over either Minimum

Distance Guidance schemg and the two variations of Minimum Distance



TABLE 28. TFINAL TIMES AND TERMINAL ERRORS FOR THE
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DIFFERENT TECHNIQUES (REO, TTG, MD1, MD3) FOR PERTURBATIONS IN x;

8x1(0) (AU/day)

-.4=4 -.1-4 .55 .5-4 .5-3
REO
te(days) 196.381561 196.657348 196.796813 197.221634 202.077910
lgvl(AU/day) .22-13 .16-10 .24-11 .26-13 .61-11
|E&|(AU) .15-13 .91-11 | .90-12 .15-13 .23-11
TTG
t.(days) 196.38294  196.65740 196.79682  197.2230 DID
lyvl(An/day) .18-8 .83-9 .41-9 .19-7 NOT
IEQI(AU) .42-5 .27-6 .68-7 .74-5 WORK
MD1
t(days) 196.38292  196.65740 196.79682  197.22315
POOR
|E%‘(AU/day) .17-7 .90-9 .24-9 .50-7 RESULTS
v, | (aD) 42-5 .27-6 .68-7 .70-5
MD3
t(days) 196.38292  196.65740 196.79682  197.22314
POOR
|yV|(AU/day) C.17-7 .98-9 .24-9 .50-7 RESULTS
lv_| (av) .42-5 .27-6 .68-7 .70-5
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TABLE 29. FINAL TIMES AND TERMINAL ERRORS FOR THE

DIFFERENT TEGHNIQUES (REO, TTG, MDl, MD3) FOR PERTURBATIONS IN xu

6x4 (0) (AU)

-.21-2  -,3-3 .5-5 .5-4 .3-3 .5-3 .33-2
REO

t,~196(days) | .851708 .764504 .749969 .747831 .735977 .726528 .597396

|E%|(AU/day) .83-14  .21-11 .28-10 .35-12 .75-12 .33-11  .55-13

v, | (av) .35-14  .84-12  .74-11  .13-12  .25-12 .15-11 .21-13
TIG '

t~196(days) | .85185  .764506 .749969 .747831 .735979 .726532 .5978

lyvl(AU/day) .33-7 .61-9 .97-12  ,11-10  .44-9 .13-8 .28-7

v, [ (av) .59-6 .67-8 .25-10  .20-9 .68-8 .19-7 .12-5
MD1

t.~196(days) | .85186  .764506 .749969 .747831 .735979 .726534 .598

lyvl(Au/day) .58-6 .15-9 .65-12  .18-10  .63-9 .18-8 .91-7

lyr|(AU) .53-6 .65-8 .24-10  .20-9 .92-8 .31-7 .27-5
MD3

t~196(days) | .85184  .764506 .749969 .747831 .735979 .726532 .598

val(AU/day) .59-6 .13-9 .99-12  ,20-10  .58-9 .19-8 .83-7

v, | (av) .54-6  .65-8  .21-10 .20-9  .95-8 = .25-7  .26-5
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TABLE 30. A FINAL TIMES AND TERMINAL ERRORS FOR THE

DIFFERENT TECHNIQUES (REO, TTG, MD3) FOR PERTURBATIONS IN x3 AND xg

Sx3(0) (AU/day) Sxs(0)  (AD)
-.35-4 .35-4 -.27-2 .33-2
REO
t~196(days) 772654 .729269 .752546 744660
lyVI(AU/day) .32-10 .24-10 .20-14 .76-14
IQTI(AU) .27-10 .23-10 L11-14 .22-14
TTG
t.~196(days) .773035 72941 .752548 744663
lyvl(AU/day) .68-8 .68-8 .63-10 .14-9
v, | (am .37-7 42-7 .20-9 .99-9
MD3
t~196(days) 77274 .72934 .752548 744663
IyVI(AU/day) .96-8 .98-8 .61-11 .11-9
v, | (av) .14-6 .15-6 .24-9 .12-8
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Guidance are virtually identical in performance. Similarly, Minimum

Distance Guidance e#hibits no clear advantage over Time-To-Go Guidance.
Figures 8—47 are plots of the deviations in velocity, Igéz)vl,
positioﬁ l(ég)r},‘out—of—plane control angle,Au,, and in-plane control
angle, Au,, for‘Time—To—Go Guidance (TTG) and Minimum Distance Guidance
with Weight 3 (MD3). The cases shown are all of those studied (those

with a * in Tables 11-25) with initial perturbations in x ,and x,, except

1
for §x,(0) = .3 x 107" AU, which is similar to 6x,(0) = .5 x 10 AU,
and the case 6x,(0) = .5 x 10“3 AU/day,which is discussed later. The
deviations are with respect to the reoptimized solution, as defined ia
Table 27. Deviations of Time-To-Go Guidance are depicted with a solid
line and the symbol TTG. Deviations of Minimum Distance Guidance with
Weight 3 are depicted by a line composed of shbrt.dashes and the symbol
MD3. On the abscissa is the time scale, which is the same for all the
plots. Along the ordinate is the deviation, scaled to provide maximum
resolution.

Very evident upon first inspection is the similarity in behavior
of the two perturbation guidance schemes . In fact, in most cases the
two plot symbols are superposed. The cases of small perturbations
(6%, (0) = .5 x 10_5, .5 x 10;4 AU) show very small deviations from the
reoptimized trajectories; which, in fact,'almosf get lost in "'integration
noise," especially near the final time.

All of the state deviation plots, except for the two sets of devi-

' exhibit two common characteristics:

ations lost in "integration noise,'
the maximum excursion occurs after the thrust reversal, near the middle

of the flight, and the deviation at the final time is much less than the

maximum excursion. Moreover, all the plots in position and in velocity
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for perturbations in x; have the same basic shape, two large (relative
to the time-—averaged value) excursions and one large excursion respec-
tively. For perturbations in x,, there are three large excursions and two
large excursions in velocity and in position, respectively.

The deviations in. control for the various cases also exhibit
similarities. The largest excursions generally occur just after thrust

reversal, although the deviations also tend to be large mear the final

time when the feedback gains are getting very large. Likewise, for each-
angle the shape of the curves for all the perturbations in a given com-

5. .5x1d

ponent are similar. For three small perturbations (6xh(0)=;5XIO—
5% lO—SAU) it was necessary to use 7th order Lagrangian interpolation
to remove noise in the plots of the control deviations. Still, the
curves get lost in the "integration noise."

Another comparison of Minimum Distance Guidance with Weight 1 (MD1),
the weight that treats all the components of the metric equally in a non-
dimensionalized sense, and Minimum Distance Guidance with Weight 3 (MD3),
the weight usedkin the previous studies that neglects the velocity and
time components of the metric, can be made by examining Figures 48-55.
These plots show that state and control deviations for the two weights
are very similar for the two cases presented. Deviations for Minimum -
Distance Guidance with Weight 1 are depicted with a line composed of
long dashes and the symbol MDI.

Current Time Guidance (CT) performance, as measured by terminal
state error, is compared with that of TTG, MD1l, and MD3 for a selected
value of Ct-’ for cases with an initial perturbation in x1 or X, in

V
Tables 31-32, The terminal velocity errors for Current Time Guidance
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TABLE 31. COMPARISON OF CURRENT TIME GUIDANCE TERMINAL ERRORS WITH THOSE

OF TIG, MD1, AND MD3 FOR SELECTED VALUES OF Co AND PERTURBATIONS IN x3
V

§x1(0) (AU/day) Y A ~.15~4 .5-5 .5-4
c. .99 .99 .99 .96
A%
CT
IEVI(AU/day) .17-7 ~.34-8 .25-9 .10-6
lyT[(AU) .42-5 . .59-6 .68-7 .70-5
TTG
v, | (au/day) ~.19-7 ~.14-8 449 .10-6
[g&}(AU) .42-5 .59-6 .68-7 .70-5
MD1
lyvl(AU/day) .17-7 ~,25-8 .24-9 .84-7
lv_ | av) . 42-5 .59-6 .68-7 .70-5
MD3
]E%‘(Aﬂ/day) .17-7 ~,25-8 .24-9 .11-6
v, | av) 42-5 .59-6 .68-7 .70-5
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TABLE 32. COMPARISON OF CURRENT TIME GUIDANCE TERMINAL ERRORS WITH THOSE

OF TTG, MD1, AND MD3 FOR SELECTED VALUES OF Cp AND PERTURBATIONS IN xi

v
8x,, (0) (AD) -.21-2 .5-5 .3-3 .33-2
c._ .99 .99 .99 .96
v
CT
{QVI(AU/day) .77-6 ~,45-10 .15-8 .32-6
v, | cam +39-6 " .26-10 .63-8 .78-6
TTG
v, | (au/day) 48-7 .97-11 .56-9 ~.98-7
!QTI(AU) L41-6 .25-10 .64-8 .80-6
MD1
IQVI(AU/day) .79-6 x,65-12
1w, | am) .40-6 .24-10
MD3
v, | (au/day) ~.29-10 .15-8
v, | (av) .42-10 .64-8
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were found only crudely, in some cases, and the tables are incomplete and
include a case that has not been presented befofe,’@xl(O) = ~,15 X 10~h
AU/day. Nevertheless, the data show that Current Time Guidance produces
the same terminal position errors as the other schemes and approximately
the same terminal velocity errors. (Recall that ~ indicates an approxi-
mation to (within a few percent of) the minimum, and that =~ indicates a
crude approximation to (within thirty-or forty percent of) the minimum.)

The case of 6x;(0) = .5 X IO—S’AU/day.is a caée that presents dif-
ficulty to Time-To-Go Guidance. This perturbation is about 900 meters/
sec, or about 3%Z-of the initial velocity -- quite a large pertdrbation.
It is believed that this case lies outside the range of linearity.for
linear perturbation guidance. Terminal errors for this case using
Current Time Guidance and Manual Time~To~Go Guidance with limits placed
on the control change were given in Subsection 5.2.3.

5.3.3 Results of This Studyvs. Those of Hart, Lattimore, and Stoker

Tables 33-35 present the nondimensionalized terminal errors in
velocity and poéition for the current study and for the previous studies
of Hartl, Lattimorez, and StokerB. The terminal errors were derived from
Reference 1 by extracting the state deviations at the final time from
plots of the state deviations, in accordance with the author's claim
that these deviations at tf represent the terminal state errors for the
guidance schemes. The terminal errors from Reference 2 were obtained
by reading a table and transposing the apparently mislabeled columns of
position and velocity errors. The terminal errors from Reference 3
were obtained by taking the square root of the sum of the squares of the

tabulated values of the components of velocity and position errors.
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As mentioned, for presentation here, the velocity errors were then non-
dimensionalized by dividing by Earth's characteristic velocity, \ The
position errors, expressed in AU, are essentially already in non-
dimensionalized units. The notation NOT GIVEN in Table 34 indicates
that plots were made in Reference 1 only for deviations in control, not
state,

TTG means Time-To-Go Guidance, MD is Minimum Distance Guidance,
with MD1 and MD3 indicaéing Weightsrl and 3 respectively. MMD1 is Hart's
Modified Minimum Distance Guidance #1, which apparently generates no

guidance data after t = tf . MMD2 is Hart's Modified Minimum Distance
N

Guidance #2, which is identical to MMD1 until t = te After te the
N N

feedback gain matrices for MMD2 are calculated from "an extended nominal

' apparently with zero thrust, All of Hart's schemes are

trajectory,'’
open-loop, in the sense that the control changes are determined from
changes in the initial state, rather than the current state. The rest
are closed-~loop. Lattimore's scheme was intended to be the closed-loop
version of Hart‘s Minimum Distance Guidance, The values shown for
Lattimore's Minimum Distance Guidance are for a one day loop closure
rate,

The performance of the perturbation guidance schemes, as determined
in the previous studies, is clearly shown in Tables 33-35 to be inferior
to the performance as determined in the current study. Except for the
case 6x;(0) = .5 x 10“3 AU/day, the improvement in terminal state error
ranges from almost 2 orders of magnitude to 5 orders of magnitude in the

present study as compared with Hart's and Stoker's work, and up to 8

orders of magnitude compared with Lattimore's work. The exceptional case,
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TABLE 33. TERMINAL STATE ERRORS FOR THE CURRENT AND

PREVIOUS STUDIES WITH PERTURBATIONS IN x3

8x1(0) (AU/day/v_) [(AU/day)]

-.23=2 -.58-3 .29-3 .29-2 .29-1
[-.4-4] [-.1-4] [.5-5] [.5-4] [.5-3]
HART
116 K . .51-1
v, | : , .52-1
- ¥ o .20-1
¥, | .40-1
w1 v o .15-2 .93-2 .18-1
.| L15-2 13-1 .39-1
LATTIMORE
. 1%, o 442
v, .76-2
STOKER
. IQVIND .39-3 .27-3 .40-3 .26-1
TT
| .34-3 .15-3 .13-3 .20-1
—Y
o ¥l | -93-3 J4b=3 .58-3 432
| .21-3 .18-3 .17-3 .25-2
—T
THIS STUDY
. IQVIND .10-6 .48-7 247 .11-5
TT
lv_| .42-5 .27-6 .68-7 .74-5
-
o1 IQV[ND .10-5 .52-7 L14-7 .29-5
v | .42-5 .27-6 .68-7 .70-5
v,
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TABLE 33. (continued)
x1(0) (AU/day/v)) [(AU/day)]
-.23-2 -.58-3 .29-3 .29-2 .29-1
-.4=4] [-.1-4] [.5-5] [.5-4] [.5-3]
THIS STUDY
v | 99-6 57-7 14~7 29-5
MD3 =y 'ND
v, | 42-5 27-6 .68-7 70-5
v | 43-2
OTHER ¥ P
J77-2

v, |




TABLE 34.

PREVIOUS STUDIES WITH PERTURBATIONS IN xu
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TERMINAL STATE ERRORS FOR THE CURRENT AND

Oxy (0)  (AD)
-.21-2  -.3-3  .5-5  .5-4  .3-3  ,5-3  ,33-2
HART
v, | 764
TTG v 'ND
v, | .18-3
v | .38-4
wp2 VP
v, | 784
lp | NOT NOT 645
wpp v
v, | GIVEN  GIVEN .65-5
LATTIMORE
CLSD. ¥ lyp .41-2
LooP |y, | .68-2
STOKER
[V ] .24-3  .35-3 L42-3 .76-3
TTG = 'ND
.| .15-3  .16-3 .13-3 .13-3
Wl | 583 353 .41-3 .81-3
.| .24-3  .10-3 .14-3 .15-3
THIS STUDY
v | .19-5  .35-7  .57-10 .64-9  .26-7 .74-7 .17-5
TTG v 'ND
lgr| .59-6  .67-8  .25-10 .20-9  .68-8 .19-7 .12-5
v | .34-6  .85-8 =.38-10 .11-8 .36-7 .11-6 .53-5
MD1 ~v'ND
v, | .53-6  .65-8  .24-10 .20-9  .92-8 .31-7 .27-5
W lyp | -34-6 .73-8 =.58-10 .12-8 .34-7 .11-6  .48-5
MD3
v, | .54-6  .65-8 .21-10 .20-9  .95-8  .25-7  .26-5



TABLE 35.
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TERMINAL STATE ERRORS FOR THE CURRENT AND

PREVIOUS STUDIES WITH PERTURBATIONS IN x3 OR xs

6x3(0) (AU/day/v_) [(AU/day)] Sxe (0)  (AD)
-.20-2 120-2
[~.35-4] [.35-4] -.27-2 .33-2
STOKER
v | .84-3 .28-3 .36-3 . 34-3
TTG —v 'ND
Lgrl .21-3 .25-3 .15-3 .16-3
v | .53-3 .25-1 .37-3
MD —v'ND
v, | .20-3 .18-1 .15-3
THIS STUDY
v | . 40-6 .39-6 .37-8 .82-8
TTG ~v'ND
.| .37-7 L42-7 .20-9 .99-9
%l 56-6 57-6 35-9 65-8
MD3 ¢ s ’ . *
v, | 146 15-6 .24-9 \12-8
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as mentioned before, is believed to be beyond the range of linearity
of the guidance schemes, so that the improvement is not quite as dramatic
as in the other cases,

The tables also reinforce the observation that the different pertur-
bation guidance schemes are all roughly equivalent in performance, if
implemented correctly. In fact, Time-To~Go Guidance and Minimum Distance
Guidance frequently show identical terminal position errors, The
remaining slight differences are usﬁally the result of the process of
minimizing ZND’ as described in Subsection 5.2,2.

Another way of characterizing the effectiveness of a guidance scheme
is to compute the ratio of the sum of the nondimensionalized terminal

velocity and position errors to the nondimensionalized initial perturba-

tion;

z = L/ W20 | g + |y ) fex(0)] g (5.3.1)

B (”IEE-VIND

These ratios are given in Tables 36 and 37 for cases with initial per-
turbations in x; and qu The tables simply present the data from Tables
33 and 34 in an easily interpreted format, The poor showing of the
guidance schemes as found by the earlier studies can be described in
many cases as divergence, i.e.,, the state perturbations increase with
time rather than decrease. This divergence is plainly not evident in
the current study, Except for the case of the large perturbation

§x3(0) = .5 x 107° AU/day, the current study shows that the guidance
schemes reduce the perturbation to a fraction of 17 of its initial value

at the end of the flight, For the smaller perturbations the reduction



190

TABLE 36. RATIOS OF TERMINAL ERRORS TO INITIAL PERTURBATIONS IN x;

8x1(0) (AU/day/vc) [ (AU/day) ]

~.23-2  -.58-3 .29-3 .29-2 .29-1
[—4mb]  [-.1-4] [.5-5] [.5-4] [.5-3]
HART
TG 3.6
D2 2.1
M1 10. 7.6 2.0
LATTTMORE 41,
STOKER
TG .32 .72 1.8 16
MD .50 1.1 2.6 2.3
THIS STUDY
TTG .18-2 .55-3 .32-3 .29-2
MD1 .23-2 56-2 - .28-3 .34-2
D3 .23-2 .56-3 .28-3 .34-2
MANUAL TTG .38



TABLE 37. RATIOS OF TERMINAL ERRORS TO INITIAL PERTURBATIONS IN x.
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x4 (0)  (AU)
-.21-~2 -.3-3 ) .5=4 .3-3 .5-3 .33-2

HART

TTG .51

MMD2 .23

MMD1 .26-1
LATTIMORE <2245

STOKER

TTG .19 1.7 . .27

MD .39 1.5 1.8 .29
THIS STUDY

TTG .12-2 .14-3 .16-4 17-4 .11-3 .19-3 .88-3

MD1 .41-3 .50-4 %12-4 .26-4 .15-3 .28-3 $24-2

MD3 .42-3 AL 164 .28-4 .15-3 .27-3 222
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is to about .01% or less. This performance is clearly quite good.
Tables 38 and 39 compare Hart's changes in final time for the

different cases with those of the current study.
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TABLE 38. CHANGES IN FINAL TIMES (dtf) FOR THE

CURRENT STUDY AND THAT OF HART, PERTURBATIONS IN x;3

8x1(0) (AU/day)

—.4=4 -.1-4 .5=5 .5=4 .5-3
HART
REO .4666-1 472 5.334
SCHEMES L 4662-1 L4661 4.661

THIS STUDY
REO ~.368648 .928586-1  .46606-1  .471427  5.327703
TTG -.36727 .92807-1 J46613-1 L4728
MD3 ~.36729 .92807-1 J46613-1 47293
TABLE 39. CHANGES IN FINAL TIMES (dtf) FOR THE
CURRENT STUDY AND THAT OF HART, PERTURBATIONS 1IN xu
§x4 (0)  (AD)
-.21-2  -.3-3 .5-5 .5-4 .3-3 .5-3 .33-2

HART
REO -.2392-3  -.2391-2 -.2382-1
SCHEMES -.2393-3  -.2393-3 -.2393-1
THIS
STUDY
REO |.101501 .142970-1 =-.237960-3 =-.237596-2 =-.14230-1 -.236790-1 -.1524
76 |.10164  .14299-1 =-.237960-3 =-.237596-2 -.14227-1 -.236750-1 -.152
MD3 |.10163  .14299-1 -.237960-3 =-.237596-2 -.14227-1 -.236750-1 -.152
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6, THE SOLAR SAIL PROBLEM EXAMINED BY JAYARAMAN

This chapter, while not a part of the guidance study, is related to
it in that an EFarth to Mars orbit transfer using low-thrust propulsion is
optimized and in that more careful work yields better results than an
earlier study,

6.1 JAYARAMAN'S PAPER AND THE SOLAR SAIL PROBLEM

In Reference 25, Jayaraman presents the results of his optimizations
of minimum-time beliocentric transfers between Earth's orbit and Mars'
orbit wusing solar sail propulsion. This problem is the same as that of
References 4-14 discussed in Chapter 2, except that the low-thrust
propulsion system used is a solar sail instead of, e.g., a nuclear ion
engine. (For a detailed description of the problem see Ref. 25 or 26.)
This simply means that thrust magnitude is not constant, but is a
function of heliocentric distance and the sun-relative sail pointing
angle (hence, thrust direction), and that spacecraft mass is a constant.
Jayaraman mentions that his results differ from those of earlier studies

of the problem by Zhukov and Lebedev27 and Kelleyzs’s.

In particular,
his performance index, final time, is 10% larger. He says further that

by relaxing the terminal penalties he, too, can obtain a performance

index closer to those of the earlier studies.
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6.2 SOLUTION OF THE PROBLEM USING A TRANSITION MATRIX ALGORITHM

OF WOOD

In Reference 26, we present the results of our optimization of the
problem mentioned in the last section. The neighboring extremal method
used is of the transition matrix type and was developed by Wood29 based
upon algorithms in Reference 16, This method, the Neighboring Extremal
Algorithm 1-VTF, consists of the following steps:

1. Guess v, t. and §‘2) (tf). Initialize ¢ (0 < e < 1).

f
2, Determine §(l)(£f) from y = b. Determine A (tf), vg+l and.g(tf)
from the simultaneous solution of
A (t.) = cpT (6.2.1)
~ *°f §(tf) _
0= (6.2.2)
0 = Hu(tf) (6.2.3)

3, Integrate the differential equations for x(+) and A(+) backward

from t_. to t,» determining u(-) from Hu(-) = 0.

f

4. If x(t_ ) equals the specified value §%(to) to the desired
accuracy, stop. Otherwise, compare the achieved change in §(to) from the
previous iteration with the predicted change. If the discrepancy is
large, reduce e. If the discrepancy is very small, increase € (subject
to 0 < ¢ < 1). Then choose

ax (e ) = —elx(r ) - x*(t )] (6.2.4)

5. Repeat steps 2 and 3 n additional times, with one component of

E, te, OT §(2)(tf) perturbed slightly each time, the rest held constant,

Record the value of x(t ) each time.
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6. Construct the n x n matrix

ag(to)

: aEa tf 522(2) (tf)]

X

from the information obtained in Step 5.
7. Evaluate
-1
At = X Ag(to) , (6.2.6)
1@ e )

8. Replace E:with E}AE, t,. with t_+At,., and g(z)(tf) with

f A
E‘Z)(tf)+ﬁg(2)(tf), and go to Step 2.
The notation used in the above algorithm is similar to the notation

used in the other chapters and

n = number of state variables x
g+l = number of terminal constraints ¥
E}E = the first g components of y and v, reordered if
necessary, such that
dy
-
~&%—1[§*(tf*),g*(t'f*),tf*] #0 (6.2.7)
f

( )* - denotes optimal

The state vector is partitioned (and reordered) into a gxl vector

E(l) (2)

and an (n-g)xl vector x such that @1(1) is nonsingular.



197
6.3, RESULTS AND COMPARISON WITH THOSE OF JAYARAMAN

A computer program using the DODE integrator described in earlier
chapters was implemented on the Jet Propulsion Laboratory's Univac
1100/80 computer system. The results of the computer runs are contained
in Reference 26. Therein it is pointed out that the final time obtained,
7.02232 (408 days) and 5.57911 (324 days), for the characteristic
accelerations of about 1 mm/s2 and 2 mm/s2 respectiﬁely, match those of
References 27-29 and those of Sauer30 to within about 17, Moreover,
the control histories match those of’References 5 and 27 to within the
error inherent in plotting and reading graphs. iayaraman's final times,
7.66 and 6.11, thus disagree by about 10% with those just mentioned; and
since his control history also differs substantially, his results are
suspect. In Reference 26 we indicate that a possible source of error in
the formulation of Jayaraman is his omission of the '"1" in the
transversality condition

H(e) +1=0 6.3.1)
This apparent omission fqrther highlights the fact that the formulation
and implementation of algorithms for solving optimal control problems

“must be done with great care.



198

7. CONCLUSIONS AND SUGGESTIONS FOR FURTHER STUDY

With;reference to the nominal trajectory, the conclusions are:

1. The nominal trajectories determined by Hart, Lattimore, and
Stoker apparently (as determined by an integration of their given values
of initial state and multipliers; final time, and associated parameters)
achieve rendezvous with Mars to an accuracy of 690 km/day in velocity
and 75,000 km . in position. The accuracy of the solution from the cur-
rent study is 2 X 107° km/day in veiocity and .004 km in position. The
apparent inaccuracy of the previous solutions for the nominal trajectory
may be a cause of the poor performance of the guidance schemes as found
by the earlier studies,due to the resulting small inaccuracies of the
feedback gains, More importantly, the faulty computed values of &x(t),
derived in part from this inaccurate nominal trajectory, could corrupt
the computation of the control changes, causing large terminal errors.
Hart's reoptimized trajectories could also be presumed to be inaccurate,
compounding the problem‘of determining the terminal errors of his
guidance schemés.

2. The use of vector criteria in the € adjustment process was
essential to arriying at a solution of the TPBVP in a reasonable time.
Also, the automation of this process greatly facilitated the quick
determination of a solution of the TPBVP from an off-nominal initial
guess,

3. Considerable care must be taken in selecting an algorithm for
solying TPBVP's, an integrator, and the various associated parameters
to obtain an accurate solution. Use of the Backward Sweep Algorithm

(BSA), Krogh's wvariable order, variable step size, double precision



199

integrator, and relative error tolerances for integration of the S,

N
Qe
w

and Q matrix equations was demanding in implementation, but rewarding

~

in results.

With reference to the guidance schemes, the conclusions are:

1. Time-To-Go Guidance and Minimum Distance Guidance perform much
better, as measured by terminal state errors, than indicated by Hart,
Lattimore, and Stoker. In every case, except that of 0x;(0) = .5 X 10—3
AU/day, there is an improvement of roughly two to five orders of magni-
tude in performance, as determined by the present study., Possible
reasons for this improvement include more accurate guidance program
integration, use of high order feedback gain interpolation, finding
index time more accurately, the use of '"partially" open-loop control
near the end of the flight by holding iz constant, and the second order
determination of 6x. Also, conceptual and programming errors in the
earlier studies are suspected.

2. The reduction of the initial perturbation by factors of 100 to
10,000 over the flight means that the guidance schemes are acceptable
for use in real missions. They are not divergent as indicated by the
previous studies.

3. The two different weighting procedures tried, Weight 1, non-
dimensionalized equivalent weighting of all position, velocity, and time
components of the metric, and Weight 3, the equivalent weighting of
position components only, produced virtually identical performance for

the Minimum Distance Guidance technique.
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4. The performance of Time-To-Go Guidance was essentially equiva-
lent to that of Minimum Distance Guidance. The terminal error in position
was the same for both schemes in many cases, This conclusion differs
from that in Reference 24 in which a stationary problem was examined for
very large initial perturbations.

5. A limited test of Current Time Guidance (with dg fixed near the
end of the flight and using nominal final time gain information after the
nominal final time) revéaled that iés performance was almost as good as
that of Time-To-Go Guidance and Minimum Distance Guidance. This leads
to the observation that indexing the gains may not be necessary as
indicated in Reference 21. (The numerical examples of References 21
were a stationary problem and a first order problem with linear equatiomns

and a very large initial perturbation.)

6, The time at which di is held constant, ts3 has an impact on the
performance. Variation of this parameter can yieia improved performance.
7. A 3-dimensional rendezvous with Mars, assuming inclined, ellipti-
cal planetary orbits, is a much more complicated problem than a 2-
dimensional transfer to a circular orbit at the distance of Mars. Since
a degree of freedom is lost in that a rendezvous must be effected, the
guidance schemes cannot handle initial perturbations as easily as was
indicated by the simpler transfer problem. In particular, for the case
of the relatively large perturbation 8x;(0) = .5 X 107° AU/day, the
guidance schemes did not perform very well and control change limiting

was required. It is believed that this case lies outside the range of

linearity,
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8. Plots of the deviations of the state and control with respect
to a reoptimized trajectory reveal similar and interesting behavior for
the different guidance schemes. The final state deviations are much

smaller than the maximum excursions, which occur invariably after thrust

reversal. The maximum excursions in control deviations occur, naturally
enough, near thrust reversal and near the final time.

9, While cost comparisons were not a purpose of this study, it was
observed that the computing cost of Reoptimization was a few times that
of the perturbation guidance schemes. In a real, more complex problem
it is conceivable that the guidance programs could be much less expen-
sive in a relative sense, especially if a more efficient high order

feedback gain interpolation is used.

With respect to the optimization of the nominal trajectory, sug-
gestions for further study are:

1. Search for the value of t;, the time at which transformation
(2,3.43-45) is made, that provides the best accuracy of the feedback
gains. Theoretically the choice of t, should make no difference. The
accuracy depends on round-off errors.

2. Make a cost vs. accuracy tradeoff study by varying the toler-
ance level for the integration and step size limits.

3. Refine the determination of the proper relative error tolerance
for each equation.

4, TImplement an € adjustment technique that permits ''perfect

guesses' of the final state.
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With respect to the guidance schemes, suggestions for further study
are:

1. Determine whether Current Time Guidance or Manual Time-To-Go
Guidance is as good as Time-To~Go Guidance and Minimum Distance Guidance
for all values of tG'in all cases.

2. Characterize and predict the performance as a function of tj.
Theoretically, the value of ts‘should make no difference. Any impro;é~

ment in performance would be due to a reduction in round-off errors.

3, Determine the performance as a function of accuracy of the
optimization of the nominal trajectory (accuracy of the feedback gains).

4. Make a cost vs. integration accuracy tradeoff by varying inte-
gration tolerances and step size limits.

5. TFind another, more efficient technique to interpolate the feed-
back gains and determine the resulting performance.

6. Do more extensive research into the costs and benefits of not
using a second order expression for 6§_and the partially open-loop
technique of holding dg constant near the final time.

7. Study these guidance schemes as applied to other problems.

8. Consider different weights for Minimum Distance Guidance.

9. Explore the accuracy requirements for the determination of

index time.
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