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Dislocation Density Resulting from Basal Shear 
Strain of 6,J Per Cent, Specimen 16-lTJ, 99.999 
P•r Cont Purity, 1oox. 



TABLE III 
' 

Dislocation Density Changes Produced by Plastic Strain 

Purity Change in Dislocation Final Strain 
Specimen I?er cent Density, cm ... 2 in, /in. 

Basal 

16-1T2 99.999 4 :!:o. a x 10.5 3.6 x 10-4 

22-lT2 0,002.$Al 1.0 :to.2 x 106 1 x 10-2 

16-4T3 99,999 2.6 :t.o. 3 :x: 106 6.3 x io-2 

Nonbasal 

26-6Tl 99.999 3 :1 x 106 9.0 x io·4 
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Pulse Tests 

A. Basal Slip System 

Several test specimens of 99.999 per cent and zone 

refined purities were pulse loaded to determine basal 

dislocation mobility. The specimens were etched prior 

to testing to reveal the initial dislocation arrangement. 

Pulse load durations from 4.5 sec to 1 min were applied 

in the Instron static test system. The results on a 

zone refined specimen loaded to 9.9 lb/in. 2 resolved 

shear stress for l min are shown in Fig. 34. The scratch 

was made with a diamond phonograph sty1u.s under 1.2, gm 

of contact force prior to etching and testing to intro­

duce fresh dislocations. The dark spots are caused by 

bubbles in the replicas. As seen in Fig. 34. disloca­

tions appear to have moved away from the scratched 

region and from the sub-boundary. A general increase 

in background dislocation density is seen as well as a 

number of long pile-ups of dislocations parallel to 

basal slip plane traces. These pile-ups are not asso­

ciated with the deformation introduced by sQratching. 

Several pile-ups were found to extend entirely across 

the prism surface of the test specimen. Mobility data 

could not be obtained from this test as dislocations 

moved too far to establish the location of the sources. 
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Pulse tests on 99.999 per cent purity specimens were 

made at stresses o:f 7.7, 12.0, 15.4 and 20.J lb/in. 2 

-:for Li.me durations of: 4; sec. The test at 7.7 lb/in. 2 , 

which is lower than the initial :flow stress f'or 99.999 

per cent purity material, indicated some local rearrange­

ment of dislocations but no increase in dislocation 

density or formation of pile-ups. At progressively 

h:1.gl"l.er stresses, greater i.ncreases l.n dislocation den-

sity and numbers of pile-ups were observed. Mobility 

data was not obtained from the pulse tests on 99.999 

per cent purity material because dislocation sources 

could not be established and because pile-ups were 

observed to extend across the entire specimen surface 

in all tests except the test at 7,7 lb/in. 2 • In other 

words, the distance moved by an individual dislocation 

dnrine the t:tme duration of' the applied stress could 

not be determined. 

Pulse tests on specimens o~ 99.999 per cent and 

zone refined purities oriented 'for basal slip were con­

ducted in the rapid load testing system. 'nle.specimens 

wore scratched and etched bo£oro testing and re-etohod 

within about three minutes after the pulse test. Tests 

were performed at resolved shear stresses from 7 to 19 

lb/in. 2 and for times of 17, 34 or 51 x io-3 sec. 'Ihe 

same general result was ~ound in these tests as in the 
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pulse tests conducted in the Instron system. \ Dislocation 

sources within the specimen or at the surfaces where the 

load was applied appeared to operate and cause disloca-

tion pile-ups at the same stress levels that influenced 

the £resh dislocations produced by scratching or by 

thermal strain damage, This, in effect, prevented any 

one-to-one correspondence of before and after dislocation 

positions from being made. Long, extended pile-ups along 

basal slip plane traces were observed within the shear 

stress range of 7 to 19 lb/in. 2 .f Figure 3.5 shows the 

same regl.un on a z.une r(;).c'ined speci.men be:C'o1~e and a..c'ter 

a pulse test of 1.5 • .5 lb/in. 2 for 17 x io-3 seo. Pile-

ups of dislocations against dislocation substructure 

can be seen. The longest pile-up found on either prism 

face is shovm in Fig. 35 and is indicated by an arrow. 

The total length of this one pile-up was 0.78 cm with 

one end extending to the edge of the specimen oorres-

ponding to the surface of load application. By assuming 

that the dislocation source was located at the load 

surface and that the leading dislocation in the pile-

up traversed the entire distance, a maximum dislocation 

velocity of 4S.8 cm/sec was calculated for a shear stress 

of lS.5 lb/in. 2 • A minimum velocity of 22.9 cm/sec 

would be obtained by assuming that the dis1ooation souroe 

was located at the center of the pile-up. In several 
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tests, dislocation pile-ups were observed on both (lOlO) 

sur£aces of' the test specimen that appeared to be asso-

ciated with the same basal slip plane. 

The results of' a series of' tests on 99.999 per cent 

purity specimens are shown in Fig. 36. Log velocity has 

been plotted against log resolved shear stress. Points 

labelled with a caret { A ) are measurements on pile-up 

lengths that extended across the entire specimen face 

and hence are to be regarded as lower limits for the 

velocity at the corresponding stress level. The points 

in Fig. )6 without a caret represent pile-up lengths 

that extended from a load surface into the specimen. 

Each point represents the maximum velocity calculated 

for a given test and hence involves the maximum length 

of' all the observed dislocation pile-ups. 

Figure )6 shows a considerable scatter in the 

experimental data. A straight line has been drawn through 

the points representing the maximum observed velocity for 

a given stress level. Tile straight line indicates that 

the data can be represented by an emperioal relation of 

the form 

v=(~f (7) 

where 
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/' • applied shear stress 

i1 ... 5 

10 = the shear stress whi-~~~es a velocity 
of l om/sec and is 5 lb/in. • 

Several sources of error existed that may explain the 

scatter observed. One of the uncertainties was the 

location of the source o~ the dislocation pile-up and 

another was introduced in the process of' maasurine the 

pile-up lengths because the location of the end point 

of a pile-up was not always clear • 
. /.,. 

The data plotted in Fig. )6 is shown plotted as 
f ·"' 

log velocity against 7- ll in Fig. 37. A value of 

6 lb/in. 2 -was taken for re· which is the lowest stress 

at which any dislocation motion was observed. A straight 

line has been drawn through the maximum velocity points 

which represents a function of the form 

1""-7,' 

v- :::: Ce -a 
where 

C • constant 

o. 1.is.s 1b/1n. 2 • 

B. Nonbasal Slip System 

Pulse load tests were conducted in the rapid load 

testing system on several 99.999 per cent purity speci­

mens oriented for nonbasal slip to determine the 
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mob111 ty o:f nonbasal dis1oca·Uons ln the (1213'] ( 12'12) 

slip system. A uniaxial stress parallel to the c-axis 

of the test specimens ranging from 390 to 2010 lb/in. 2 

was applied for times ranging f'rom Sl .x: 10-:3 to 33 sec, 

The specimens were etched before and re-etched within 

three minutes arter testing to estab11sh any changes 

in background dislocation density as well as changes in 

regions where the specimen had been scratched to produce 

fresh dislocations. No significant generation of dis-

locations occurred near scratches in any of the tests 

conducted. Deformation bands occurred at compressive 

stresses in excess of 790 lb/in. 2 whereas none were 

found between 390 and 690 lb/in. 2 in load durations from 

6.2 to 33 sec. Figure JS is a photograph of the slip 

bands produced at a compressive stress of 970 lb/in. 2 

or 40~ lb/in.
2 

resolved in .the [1213] (1212) system. 

The load duration was 31.4 sec. The slip bands seen 

in Fig. 38 are oriented along traces of the {1212} slip 

planes on the prism sur~ace of the test specimen. No 

significant increase in background density was noted, 

other than the formation of slip bands containing high 

densities of dislocations. 

The mobility of nonbasal dislocations was calculated 

from the longest length of new slip band produced at a 

given stress by assuming that the dislocations with the 
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\ I 
Traces or {1212} 

Compression 
A.xis 

(lOlO) 

Nonbasal Slip Bands Resultine from a-A.xis 
Compressive Stress of 970 lb/in,2, Specimen 
16-41'6, 99,999 Per Cent Purity. Jl . 4 Seo Pulse 
Duration, 100X. 



maximum velocity moved one-half the total length of the 

slip band during the duration of the test. This is 

equivalent to assuming that the dislocation sources are 

located at the center of the bands. The experimental 

data is sho1 .. m in Fig. .39 plotted as log velocity against 

log stress resolved in the [1213'].(1"212) nonbasal slip 

system. The straight line dra1m through the points 

corresponds to a power law relation of' the form 

(0) 

where 

i'l. = 9.S 

Ta = the resolved shear stress which produces 
a velocity of l cm/sec and is 790 lb/in.2. 

Strain-Rate Sensitivity of the Flow Stress 

A. Basal Slip System 

./· The indirect method of' determining the mobility 

relation involves the inverse strain-rate sensitivity 

of the flow stress. Two different functional relations 

between the plastic strain rate, !' p , and the applied 

shear stress were employed in analyzing the variable 

strain-rate data. The :first relation assumes a power 

law dependence of' the form 

. 
t, = 

I c '!"" (9} 
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where C is a constant. The inverse strain-rate sensi-

tivity from Eq. 9 is given by 

n'= 
ak ip 
d .tn 'r 

. or 

;t; f?71; n I::: rt.. "' L1.,... -,,..... 
in terms of the strain-rate after the change, 

and thai; imposed prior to the change' r" 

(10) 

• 

df2 
.,d'/""i5 

the jmjp in stress accompanying the change and is much 

,..,._, 1A I less than the shear stress, / • Tiie values for ,~ 

calculated f'rom the ~xperimental data are given in 
- ,;! 

Table IV f'or speoime'i1s of' f'our different purities ranging 

from zone re:fined to 0.02 wt per cent aluminum. For 

each test, the mean value f'or n' has been listed along 

'td th the standard deViation from the mean. \ Specimen 
I 

17-2Tl sho·wed a somewhat linear increase in 1t ·w'i. th 

strain ( j1.1 = .50 to lOlJ.) but no such variation was 

found :for the other tests conducted~: No sign1t"icant 
I . 

difference ·was found bet·ween the values of '11.. calcu-

lated from increasine changes and decreasing changes 

in strain-rate and between the various purities of' zinc 

tested. 
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TABLE rv 

Summary of Variable Strain-Rate Data 

Synchro-
nous 

Speed, Final 
10-'.hn./ Strain 

?t 'j: <r m'-:!: tr S;eecimen Purit;t min ;eer cent 

Basal 

1.7-ZTl zone l 1.2 .50-10!.t-* l. 71.:t.0. 28 
Re:Cined 

16-4T2 99.999 1 1 77±..17 1.91.t0.46 

16-4T3 99.999 .5 6.3 90.:t.20 2. 04.tO• '.30 

22-lTl o.002.5Al 1 1.1 90.±,2.5 1. .56.t. 0 .10 

22-1T2 . o. 0025Al l 1 136.:t,20 l.6.5.:t,0;30 

19 ... JT2 0.02Al l 1.2 78.t20 1. 06t,.O• 23 

Nonbasal 

2.)-lTl 99.999 2 800 x 10-6 
720±,10 in. /in. 

*Linear Cunction of strain. 
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The seoond relation used in analyzing the strain-

rate sensitivity data assumes that the strain-rate is 

related to the difference between the applied stress 

and the flow stress at zero strain-rate, 1°'/ , or 
Ht./ 

01' == c cr-0.·) . 
I 

The exponent m is given as 

or 

I 1i1. ;; 

.. 
,tn.. orz./ f ,, 

J$1..' ·--· -· ------ ,,t,.._(?i.-7") 
1i - r;,· 

(11) 

( 1'2) 

where 7.t. is the stress immediately after the strain­

rate change and ?J is the stress immediately prior to 

the strain-rate change. Measurements of the load imme­

diately before the "machine on" part and after the 

"machine off" part of the strain-rate cycles were used 

to determine the values of 1;,· for a given set of 
r·~ 

strain-rate ohanges. Figure '2}0 shows schematically a 

typical load-time curve obtained experimentally. The 

load jumps resulting from increasing changes in cross-
• 

head speed, If , are shown as do , ~ and J; . The 

stress difference ratios are then given as 



y=O 
. 
Y1 

Load 

Time 

Fig. 40 Schematic Load-Time Curve. 
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12. - Tt' Jo + J', -r; -rt· Jo 
and 

The values of in 1 
calculated from the experimental data 

are given in Table IV as mean values and standard devi-

at.ions :fi~om the mean. No :si.gni£icant di:f:f'erences uorc 

I 
found in the Values of )yt calculated for four different 

purities of zinc except for the test on a specimen of' 

Zn-0. 02Al purity. / 
_J 

B. Nonbasal Slip System 

A variable strain-rate test on a c-axis specimen 

was conducted at crosshead speeds in the ratio oi' l~~/O 

and a maximum crosshead speed of'·0.002 in./min. The 

strain-rate sensitivity of' the flow stress for nonbasal 

slip was found to be considerably less than that for 
I 

basal slip. The value for Pt calculated from the 

experimenta1 da·t-a is given in Tab1e :CV. The :f'low 

stress at zero strain-rate, 7(.' , could not be determined 

because of a large uncertainty in the value of t5
0 

which 

resulted from the very small strain-rate sensitivity. 
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In:fluence of Impurity and Strain on Dislocation Sub­

structure 

In the course of etching and examining single 

crystal specimens of four different purities of zinc, 

several observations were made regarding the influence 

of alrnninum impurity on the type 0£ dislocation sub­

structure and degree of impurity segregation found in· 

single crystals. Figure 31 illustra·!;es the generai' type 

and density of substructure found in single cryst~ls 

of zone refined, 99.999 per cent and Zn-0.0025Al pur­

ities. The substructure is for the most part perpendj.­

oular to the basal plane trace on the etched prism 

surface of the specimen. Upon closer examination, the 

substructure is found to consist of closely spaced dis­

locations 1·,rhich are most likely basal dislocations 0£ 

pure edge character as sholm by Brandt, Adams and Vreeland 

(22). Such substructure would then be characterized as 

small angle tilt boundaries. The general type of sub­

structure found in specimens of Zn-0.02A1 purity differed 

:from that found for the other purities. Figure 41 shows 

an etched prism surf'ace where the substructure oan be 

seen to be oriented more or less parallel to the basal 

plane trace. 

Examples of' macroscopic impurity segregation were 

found in specimens of Zn-0.02Al and Zn-0.0025Al purities. 
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Filj: . 41 Dislocation Substructure in Zn- 0.02Al Specimens , 
Specimon 19-1, lOOX. 



The segregat;ion ::id;;ruc-ture as revl;;)a1ed on a i:ioli1Shed and 

'etched prisr.a,,ai;;d transverse faces of a 4.5° compression 
1: 7 : ,,, ~ C;>. D:J.,4J 3 

test speci:r:ien,;is shoi:m in Fig. lfa. The growth direction 

for tho specimen sho'tm in Fig. 42 was almost parallel to 

the prism surface and within about io0 to the basal plane 

trace. 'Impurities have segregated to rorm the elongated 

cellular structure 1tlth the cell axes oriented along the 

growth direction. Comparison of' Figs. 41 and 42 illus-

tra.tes the re1a·l::i.an bett-ref.ln ir_J_purity segregation and 

dislocation substructure as observed in specimens of 

Zn-0.02A1 purity. The dislocation substructure can be 

seen to correspond to the cellular boundaries formed by 

the impurity segregation. 

Figure !J-.3 shows -i:;he sagre5atio1"l substructure as 

revealed on a prism face of a Zn-0.0025Al specimen. 

A cellular structure oriented along the crystal growth 

direction was observed as in the case of Zn-0.02Al 

specimens. However, no correlation between impurity 

segregation and dislocation substructure was found in 
/(:;! 

the Zn-0.002,5Al crystal. Figure 4'.3 shows the charac-

teristic tilt boundary substructure ·with no apparent 

relation to the impurity segrega·tion substructure. 

Table 'V summarizes the observations made on impurity 

segregation and dis1ocat;:l.on substructure. 
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(a ) Prism Surface 

(b) Transverse Surf::.oe of 45° Spooioien 

Fi;:. 1~2 Impurity Soe;regation in Zn- 0 . 02Al Spooimons . 
Spooimon 19- J, zsx . 
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Dislocation 
Substructure 

Gro1rth 
Direction 

Impurity 
Scgi·ogation 
Substructure 

{10Io) 

[I2Io] 

Fig. 4J Dislocation Substructure and Impurity Secrocation 
in Zn- 0 . 002,!)A1 Spooimons. Specimen. 22- 1, 2,:)X . 
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TABLE V 

Summary of Effect of Purity on Substructure and 
Nonbasa1 Dislocation Density 

Nonbasal 
Impurity Dislocation 

Purity Substructure Segregation Density 
l2er cent Character into Ce11s cm-2 

Zone Perpendicular No 
Ret'ined to basal 

planes 

99.999 Perpendicular No - ~~ ~~~-~~ ~3. to basa1 
planes 

Zn-0.002.$Al Perpendicular Yes 89 x 103 
to basal 
planes 

Zn-0.02Al Parallel to Yes 210 x 103 
basal planes 
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Several specimens of each purity were cleaved and 

etched with Rosenbaum's Etch (20) to reveal nonbasal 

dislocation intersections with the basal plane. An 

example of the etch pit density on a Zn-0.02Al specimen 

is shown in Fig. 44. The results of nonbasal etch pit 

counts are tabulated in Table "Y,. An increase 1n nonbasal 

was observe4 to have an effect on 

the density of substructure in ~)eoimens which had been 

strained and annealed. Figure 45 illustrates the tilt 

boundary density in a specimen after 30 per cent basal 

shear strain followed by annealing at 700°F for 4 hr. ,, 
The tilt boundary density seen in Fig. ~5 is about three 

to four times that found in undeformed specimens of the 

same purity. 

Dislocation Pile-Ups 

An experiment was conducted to establish whether 

the dislocation pile-up configurations observed on 

specimens deformed in basai slip were truly represen-

tative of the deformed structure of the specimen before 

the stress was removed. A 99.999 per cent purity speci-

men was etohed and replicated prior to the application 

of a load corresponding to a resolved shear stress of 

12.1 1b/in. 2 • The load was held constant while the 
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(0001) [12To] I 

Fig. 44 Nonbasal Dislocation Donsity nevealed on the 
Basal Plano ox a Zn- 0 . 02Al Purity Specimen. 
D~nsity ~ 2.1 x io5 om- 2 , lOOX. 
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Fig, 45 Dislocation Substruoturo after JO Per Cent Shear 
Strain and Anneal, Specimen 16- J , 99,999 Per 
Cont Purity , lOOX, 
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specimen was re-etched and then the load was removed. 

Prism sur:f'aoes were replicated and aeain the specimen 
/ 1 
r• 

was re-etched and replicated. Figure ·46 shows the dis-

location distribution in identical regions of the speci-

men be:f'ore application of stress, under stress and after 

the stress was removed. A J.arge number of' pile-ups 
I 

against a tilt boundary can, be seen but :f'ew changes in 

either the number o:f' pile-ups or their length have 

occurred between the stressed and unstressed states. 



Fig. 46 
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(a) Bei'ore 

(b) Under Stress 

•.·. 1;7~ 
.tz-
~ .. ·-:·. . ·..;.· 

.· 

- . .,..-

: ... _ -. • • Jt .. . ,........ - ....... -. 

. ' 

(c) Unstressed 

(lOlO) 

[r2ro] 

Ei'i'ect of Stress Unloading on Basal D~slocation 
Pile-Ups. Shear Stross • 12 . 1 lb/in •• 
Spooimon 18- 1. 99.999 Per Cent Purity. lOOX. 
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VI. DISCUSSION OF RESULTS 

The stress-strain behavior of zinc single crystals 

has been found· to be drastically different depending on 

whether the crystal deforms in basal or nonbasal slip. 

A low critical resolved shear stress and work-hardening 

rate are characteristic of basal slip as compared to non­

basal slip which confirms the work of Stofel (23). The 

differences between basal and nonbasal slip can be under-

stood in terms o:f thA basic relat:ton given by Eq. 3 if' 

the dislocation mobility relation ·and rate of' dislocation 

multiplication with strain are known for each mode of 

deformation. Etch pit observations can be used to 

establish the most likely dislocation mechanisms res-

ponsible £or the observed v~lues 0£ £1ow stress and 

work:-hardening rate. 

Basal Slip System 

A. Dislocation Orientations 

The dislocations observed after pulse tests on 

specimens oriented for basal slip are most likely close 

to the edge orientation. The specimen orientation is 

such that dislocations with a Burgers vector in the 

[1210] direction w'i.11 experience a force per unit length 

equal to 1'a where a is a lattice parameter and r is 

the applied shear stress. 'lllis force acts normal to 

the dislocation line. Dislocations with Burgers vectors 
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at 60° to the [1210] w1ll experience a force per unit 

length equal to I ,.,..a. • Etch pi ts were observed on the 

(lOlO) surfaces of the test specimens parallel to the 

[r2Io]. Ther~fora, edge dislocations with a [12ro] 
Burgers vector make a perpendicular intersection lrlth 

etched surfaces and screw dislocations ~~th the same 

Burgers vector lie parallel to the etched surfaces. 

The mobility of basal screw dislocations is of 

the same order of magnitude as that of basal edge 

dislocations for the same stress lave.ls at very low 

strains. This is deduced from the observation that 

in several pulse tests, pile-ups observed on one of 

the (lOlO) surfaces of the test specimen were located 

on the same slip plane as pile-ups observed on the 

other (10l0) surface with.in the limit of measurement 

accuracy. This observation suggests that dislocation 

loops expand in a slip plane with' the edge and screw 

dislocation components of the loop traveling at about 

the same rate. This result is different from that 

found for lithium fluoride (11) and silicon-iron (2~) 

where edge dislocation velocities are much greater 

than screw velocities at the same stress level. 

The results of the variable strain rate tests 

undoubtably involve both edge and screw dislocations 

'with (1210] Burgers vectors. If this is taken into 
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account, Eq. 3 should be written as 

(13) 

where ~ and Vj are the velocities of edge and screw 

dislocations respectively. 

The effect on strain-rate of di~ferent edge and 

screw velocities at relatively large strains may be 

tal~en into account by the following model. Assume that 

an infinitesimally small square dislocation loop is 

formed by some means and that in time i it expands to 

the size shown be1ow 

--r 
I 

.Po -2. 

__________ _l 
--1~ 

f = total length of edge dislocation e. 
J!.s= total length of screw dislocation. 

The lengths of edge and screw dislocation formed in 

time t are 

is :;: 4 vet 
~e = 4 vst 
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which gives the relation 

~ ~ A ve - or ::. - • 
fe vs ..Pe vs 

Equation 13 may now be written as 

ir = .J>e bve + />s b rA ve) 
2_,;:>eb ve. 

This result shows that the strain-rate can be related 

o.lono ovon if' .?s :J ~e. 
TI1.erefore the indirect method may be used to determine 

the mobility relation for edge dislocations when both 

edge and screw dislocations are contributing to the 

strain. 

B. Dislocation Multiplication and Density Changes 

The results of the pulse tests indicate that basal 

dislocations moved long distances and. in some cases, 

out of the specimen at stress levels near the macro-

scopic flow stress as determined by stress ... strain tests. 
;. :: ' if 

' . ,'' "",,;/'·~.,,, 

Each dislocation pile-up I sh'o1m to be 

on a single slip plane. These individual pile-ups 

appear to be associated with other pile-ups on the same 

slip plane. These observations imply that one very 

active dislocation source was responsible for an entire 
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slip line involving hundreds of individual dislocations. 

Dislocation multiplication of this type would be char-

acteristic of a Frank-Read source located at the surface 

or within the crystal. In almost all cases the pile-ups 

were observed to extend from a loaded surface of the 

specimen which indicates that surface sources are prob-

ably more important than volume sources. This may be 

due to stress concentrations on the surface where the 

load is applied. :In addition. sur:f'aoe sources 0£ a 

given length are abl~ to generate dislocations at half 

the stress level of volume sources of the same length. 

This is a result o'f: ffimage forces" on a dislocation 

near a free surface. 

Figure 33 gives the resu1ts 0£ severa1 determina-

tions of the change in total dislocation density acoom-
1 

panying shear strain. The relation L.'.f J' :: C Op 3 
for zinc differs from the experimentally determined 

relations Lip= 8 + C .fo3 E.? :for copper (26) and 

Ll,IJ = C lf'p for stage I deformation of silver {27), 

and lithimn :fluoride (11). The relation found for zinc 

is less dependent on shear strain than the relation 

reported for silver~ This indicates a relatively high 

probability that a glide dislocation in zinc will reach 

the surface and therefore contribute to the strain but 

not to the etch pit density. The mean travel distance 
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of glide dislocations in zinc can be of the order of 

1/4 in. as determined by the pulse load tests. This 

is in agreemen~ with a speculation made by Mott (28) 

that large numbers of basal dislocations in hexagonal 

close-packed crystals might be able to leave a specimen 

and thus would not be able to influence the flow stress 

by interaction with other dislocations. 

'Iha experimentally determined basal dislocation 
.l 

density changes given in Table III.are numerically 

equal to the total etoh pit density counts observed on 

the (10l0) pri.sm surf'a.ces of' the te.s t specimens. As 
i.f.·-·"" 

-explained in the derivati.on -0t: ~. ~ ihe number of 

dislocations per unit area is equal to the total length 

of dislocation line per unit volume if all basal dis lo-

cations are straight and perpendicular to ti+e area of 

observation. A better approximation may be tha~ that 

the basal dislocations are randomly oriented with respect 

to the observation surface. The relation between ob-

served etch pit density and total line length of basal 

dislocation per unit volume,~: is then 

.fl= o.61-A 

from equations developed by Sohoeok (29). 
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c. Thermally Activated Dislocation Motion 

Figure 37 shows the dislocation mobility data plotted 

as log velocity against T- T'j where 7;:. was taken as 

6 lb/in. 2 or the lowest stress at which dislocations 

were observed to mo~e in 99.999 per cent purity crystals. 

The slope from Fig. )~ gives B • 1.45 lb/in. 2 where B 

is defined by 
I 

(l4) 

Th.is form for the mobility relation wpuld be ex-

peoted i£ the rate determining mechanism "Was the thermal 

activation for a glide dislocation to pass some obstacle 
;u 

in the glide.plane. Seeger, Mader and Kronmuller (30) 

and Friedel (31) have considered this problem and·botb. 

believe that the flow stress for basal glide in hexagonal 

close-packed crystals is determined by the stress required 

to overcome the "long-range internal stresses" produced 

by parallel glide dislocations and by the thermal acti­

vation of jogs as basal dislocations glide past forest 

dislocations thre.ading the glide plane. The strain• 

rate resulting from thermal activation of jogs is given 

by Friedel as 



... 114-

where 

i'Jl/. energy required to produce the jog 

"',- • applied shear stress 

7/.,' • long-range internal shear stress 

cf a separation of extended basal dislocations 

~ • forest spacing 

A • area of slip plane swept over by dislocation 
after jog is formed 

J) • Debye frequency. 

The velocity of a dislocation is then given by 

where. 

. t1U 

( b)2A - 'E­V - e e 
i 

k.T 
8= m 

(i"ii) 

The forest spaoingJ. for the crystals used in this 

investigation can be estimated from the etch pit density 

observed on basal planes. and gi:ven in Table- V-. - Wi:th-.a 
/ \ 

forest d-ensity oJ:~,.ahont.(104 cm-2 )_~--£-epes-t -spaci·ng,J, 
.,, _j .;;~ 

-2 ·- .. . . 
is 10 om fo'?' ~9.-999 p.er oen-t purity material-. B is 

then equal to 2. S x io-3 lb/in. 2 if J is taken as 7 b 
( 32). This value o:f B is considerably lower than the 

directly determined value of 1.45 lb/in. 2 • This lack 

of agreement shows that a model based on the thermal 
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activation of jogs is incapable of explaining the observed 

dislocation mobility. 

One reason the above model is not correct can be 

seen by comparing the terms Lf t.J and (f':.. T1:) hdl in the 
14 

exponential term of.' Eq. ':t:;!). For an applie<:'f. shear stress 

of 16 lb/in. 2 , (~~·} bJ.f % 120eV f'or the forest 

spacing observed and a long-range internal stress of 

about 6 lb/in. 2 which is the lowest stress at which 

basal dislocations were observed to move long distances. 

IJ{J has been estimated by Friedel ()2) to be 

A l.J is then about leV for basal dislocations in zinc. 

This result means that the applied stress is more than 

sufficient to supply the jog energy required and thus 

no assistance from the thermal energy of the lattice is 

required. 
I r-

Eq ua ti on 1-6 predicts that in the limit as ('1!-7;·) be:/ f. 
approaches LJ(.j , the velocity of a dislocation will 

approach JI { f }2 A which is approximately equal to 

JI b2 • For basal dislocations in zinc single crystals 

J/ b'2.. ;:;::; '1 :x: io-4 cm/sec. This veloc1 ty is much lower 

than the velocities measured in the present work and 

indicates that all thermally activated mechanisms which 

predict dislocation velocities of a form similar to 
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Eq. 16 will not explain the present results. The ther­

mal activation of glide dislocations past impurity atoms 

(4) is one such mechanism and as such can be eliminated 

as a controlling factor in the present work. 

D. Dislocation Mobility in Other Materials 
/0 

Figure's % -and~ -39 show" that the direct mobility 

da.-ta. f"or zino may be approprlate1y represenCied as 

v-,,. (:;,) h Were 7'0 equals the stress to move a 

dislocation at 1 cm/sec. Mobility data on other 

materials has been found to fit this same form with 

different values for fl. and 7(, • A summary of T;, and 

It for zinc as well as other materials is given in Table 

VI. The large differences between the values of 'ro 
are to be expected from the differences in atomic bonding . 

. · I 

and crystal s.tructure. The materials listed in Table ·v:r 
•,,, •< ·,,.,,, 

inolude 1.ionic bonding (lithium fluoride and sodium 
' 

chloride), covalent bonding with diamond cubic structure 

(germanium) and metallic bonding with body-centered 

cubic structure (silicon-iron and tungsten). The present 

results on zinc are the f"irst diroot mobi1ity measure-

ments reported on a metal in the so-called "soft" group 

which includes face-centered cubic and ha:x:agonal close-

packed metals. 1he conspicuous difference between 

basal dislocations in zino and all the other materials 
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_'ii 

TABLE VI 

Summary of 'To and 1\. for Various Materials 

Temperature 7'"o 
:Material OK 1bLin. 2 1\-

Silicon-Iron (12) 298 30,000 '.3.5 

Tungsten (16) 298 45,000 4.8 

Lithium Fluoride (11) 298 1,400 2S 

Sodium Ch1oride (1.5) 298 210 a 
Germanium (13} 693 3 • .5 x io6 1.5 

973 24,ooo l.$ 

Zinc 

Basal 298 5 5 

Non basal 298 790 9 • .5 
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listed in Table VI is the low value of 'ro which indi­

cates a much lower la~tioe resistance to dislocation 

motion. 

E. Lattice Resistance to Dislocation Motion 

Two possible sources of lattice resistance to dis-

location motion in an otherliise perfect lattice have 

been considered theoretioa11y. Leib~ried (2) was the 

first to consider the drag on a screw dislocation moving 

at a constant velocity caused by the scattering of phonons 

or sound waves and Eshelby (3) has estimated the drag 

caused by thermoelastic effects. Lothe (3J) has recently 

reViewed and extended the calculations for both effects. 

Lothe concludes that for metals the thermoelastic effect 

is negligible and that Leibfried 1 s result for the phonon 

drag is correct and should be about the same for a edge 

as well as a screw dislocation. 'lb.e drag stress due to 

phonon scatter is given by 

where 

e = thermal energy density 

'V"' • dislocation velocity 

C • velocity of shear waves. 

Sinoe zinc at room temperature is above the Debye tem- · 

perature (250°K) 
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3/<T 
<:= -b3 

and 

'Tc1 
o.3 k.Tir 
b 3 C 

wherG 'f'or zinc 

b • 2.66 x 10-S cm 

C • 2.31 x 105 cm/sec. 

'lb.e phonon drag stress on a dislocation moving at 

25 cm/sec in zinc is calculated to be about l lb/in. 2 

which from the present mobility. results is a factor of 

10 lower than the observed stress required to move a 

dislocation at this velocity. Seeger ()4) has indicated 

that the damping constant for an edge dislocation should 

be an order of magnitude greater than that for a screw 

dis1ooation which wou1d resu1t in a drag stress o-r 

about 10 lb/in. 2 for. a;, ,disiocat.ion moving at 2.5 cm/sec. r J 

I:f this conclusion is correct·~~~he present results 

suggest that the drag stress shou1d vary as the ve1o-

I city to the ~ power rather than the first power. 

Considering the uncertainties involved in the theoreti-

cal calculations, the possibility that the entire lat-

tice resistance to moving dislocations may be due to 

phonon scattering cannot be excluded. 
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F.· Nature of Long-Range Internal Stresses 

..,-" As mentioned above, in Section C, Seeger, Mader 

and I\ronmuller {3.il) consider the flow stress for zinc 

in basal slip to be determined by the long-range internal 

stresses of parallel glide dislocations and a thermally 

dependent term due to jog :formation. The athermal or 

long-range stress term at room temperature has been 

sho-cm to account for the major portion of the :flow ,. 
, ._,,.;! 

stress ( 3.5). .A.11 obsta.o1es to dislocation motion which 

involve internal stress interactions over distances where 

thermal activation cannot assist in overcoming the 

obstacle are classed as athermal. 

The present results as shown in Fig. 29 indicate 

that ohangas in orysta1 purity oan have an appreciable 
I , J ' ·~ j• 

, }'1 C'.,/ ,, (1 .. ! r,. ! 

effect on the flow stress,w:Lth litt.lc change in.the ,, 
I 

densitf of basal dislocations. This L!e s ul.t- -al.ong w-i th 

tho correlation of dislocation density change with shear 

strain shotm in Fig. 33 and Table III f'or two different 

.p.uriti.es suggests that the long-range internal shear 

st;res.s which must be overcome :for glide to occur is 
Ir , 

not due to interaction of parallel glide dislocations~ 

A possible source of long-range internal stress 

results when glide dislocations form attractive and 

repulsive junctions with forest dislocations (31) • 
• I~· 

/ ,\ 

Saada (36) gives the conditions required for the f'ormation 
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of attractive and repulsive junctions between two dis-- -
locations with Burgers vectors b1 and b2 • 

is negative, an attractive junction is formed by the 

dislocation reaction 

If b, • b.a. is positive, the d.islooa tions repel one 

another and constitute a repulsive junction. I:f the 

scalar product is zero, the reaction is neutral from an 

energy viewpoint. These vector conditions are equi-

Valent to a statement in terms o~ energy changes which 

accompany a dislocation reaction. Namely, a reaction 

occurs only if t]J.e energy per unit length of b3 is 

less than the sum 0£ energies o~ b, and b~ or 

2 2 b2 G b3 < G b, + fJ 2 • 

Saada has calculated the stress required to overcome 

attractive and repulsive junctions as 

where 

Gb 
7= fiP, 

b • Burgers vector {assumed to be the same 
for both dislocations) 

• distance between attractive or repulsive 
junctions 
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.,,15 = 2.5 (for attractive junctions) 
10 (for repulsive junctions). 

Nora dotai1ad ca1cu1ations have been made by Gale ('37,) 

for specific dislocation reactions in FCC and BOC struc­

tures where such junction reactions are thought to have 

a ~t effect on the flow stress. 

The specific dislocation reactions in zinc which 

are most liko1y to :f'onn a:ttra.otive and repulsive juno­

tions are reactions between basal dislocations b, - a. 
and nonbasal dislocations ·with b.J. ... (O' + a) • Reactions 

between a and 0 type dislocations are neutral because 

(a • o) ... o. A\.(o + a} dislocation is likely because 

from an energy standpoint this Burgers vector is the 

next shortest nonbasal one after a o type dislocation 

and because the (O' + a)dislocation has been shown by 
f ) 

Price ()BJ to be responsib1e ~or nonbasa1 slip. 
/' ;· 

Figure 1f.i. shows the a and o directions in the 

hexagonal cell. Possible values of' a are :!: al , :!: a2 
and ±. a3 ·which together with ± 0 give a total of 12 

!- -r possible\c + a,type dislocations. 'Ihe number of pas-

sib1e reactions :tnvo1ving ";', and(o + 'a dis1ooo.tions 

is then 6 x 12 = 72. Half of these reactions form 

attractive and half form repulsive junctions. 

'lb.e effect of attractive and repulsive junctions 

in the present investigation can be estimated. 'Ihe 

density of forest dislocations, as deduced from etch 
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pit densities on basal planes, is given in Table -V for 

the various purities of zino. 'lb.e number of these dis­

locations with(c + a)type Burgers vectors is not known, 

but for the sake of a calculation, it will be assumed 

that 1/2 are dislocations with this type of Burgers 

vee~or. (Taking the forest density to be about 104 om·2 
·:'.J' ··-""'··-

for the 99.999 per cent purity material, the density of 

(-0 + a)dislooations is 5 x 103 cm-2 and the density of 
,.._,.. --\ 
i. c + ai dislocations forming attractive junctions is 

2.5 x 103 om-2 • 1'herefore, the spacing between attrao-

tive junctions as well as that between repulsive ones 

'rill be 2 x 10-2 cm. ni.e stress to overcome both 

junctions is given by the stress to overcome attractive 

junctions, which £rom Eq. 17 is 

where 

c; = s.6 x 106 lb/in. 2 

b 4 ... a h = .13 x 10 om (average of / and h,.) 
,,,t = 2 x 10-2 cm. 

This gives a value of 4.6 lb/in. 2 for the internal 

stress, ?;.· , due to attractive and repulsive junctions 

which is approximately the lowest stress at which basal 

dislocations were observed to move long distances 
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compared to the forest spacing in 99.999 per cent purity 

crystals. This calculation indicates .that the stress 

required to overcome attractive and repulsive junctions 

is the correct magnitude to explain the lowest stress 

at. whicl.f.-.~}sl~,,?7t~fw¥~~:-"e;~,~ ;\l'e~~ observed. 

The nature of< 'ri, caused by a ttraoti ve and repul-

sive junctions is such as to cause a resistance to 

dislocation motion in either direction of motion of the 

dislocation. This fact may explain why the dislocation 

pile-ups observed in the relaxation experiment were 

no!.; ob.served l;o rela..x: a:C(;er un1oading !'rom a resolved . ' . ..,,,..... ~ l ; '. ~1 ·~ ·i .... 

shear stress of 12.1 11:?/in. 2 • Assuming that each dis-
I 

location in a pile-up is held in equilibrimn under'load 

by a forward applied stress of 12.1 lb/in. 2 and a 

reverse stress of 6 lb/in. 2 due to attractive,and 
',:'- .,: " :..;~· ./' '.,~ ' .· 

repulsive junctions andr6 1b/in. 2 from/other disio-

cations in th~· p.ile-up~~~h'len the appli~d stress is 
_ _../ 

I. 

removed the stress from junctions reverses sign and . ' 

balances that due to the other surrounding dislocations.'!\. ,.; . .. 
,,_ ' ~, ·~ . ' ' ~..-~ 

Additional relaxation tests would have to be conducted· 

at different levels of applied shear stress to confirm 

this explanation. · 
("' 

Tinder ("9) has recently argued in a similar way 

to explain the closed hysteresis loops obtained in the 

microstrain ~egion for zinc single crystals. The 



closed loops require a friction stress which acts in 

both directions which would be the case for the juno-

tion model for applied stresses below the stress level 

required to break attractive and repulsive junctions. 

Tinder found a closed hysteresis loop upon stressing 

a crystal to 2.25 lb/in. 2 after it had been d~formed 

to a shear stress level of 11.4 lb/in. 2 when the 2.25 

lb/in. 2 was applied in the same direction as the pre­

load. \fiien a shear stress of 2.25 lb/in. 2 was applied 

in the reverse direction an open loop was obtained 

lnrl.ch indicates that the friction stress was overcome. 

Th~s behavior is entirely consistant ldth the picture 

envisioned to explain why pile-ups did not relax upon 

removal 0£ an ~ppliod shonr stross 0£ 12.l lb/in. 2 • 

According to the model, in the unloaded condition the 

junctions are stressed to their b.±leaking p·oints in the 

reverse stress direction so that upon application of a 

small reverse stress they can be overcome with ease. 

The long-range internal stresses provided by 

attractive and repulsive junctions does not explain 

why work-hardening occurs once the internal stress is 

exceeded because the forest density and therefore the 

junction spacing does not increase during basal slip. 
11 

Seeger, Hader, ICronmuller and Trauble (4-0) have con-

eluded from observations of slip line lengths on the 
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surface of def'ormed zinc crystals that work-hardening 

is caused by the long-range internal stresses of dis-
·~. {" 

location pile-ups. Figures 3i and J2 of the present 

results illustrate the nature of the basal dislocation 

distribution in work-hardening specimens. A conspicuous 

feature of the work-hardened state is the appearance of 

large numbers of dislocation pile-ups. It is therefore 

likely that a work-hardening model based on pile-up 

interactions is appropriate for zinc deformed in basal 

G. Strain-Rate Sensitivity of: the Flow Stress 

As originally suggested by Guard (9). the dislo-

cation mobilit~ exponent may be deduced from the strain• 

rate sensi ti vi ty of the flow stress providing the num-

her of moving dislocations does not change as a result 

of the change in strain-rate. The shear·strain-rate 

is re1ated to dis1ocation motion by 

so that 

?J.k,PM + (;£.n_ 1f , 

a rtn r a .tY\ r c1s) 

The values f'or determined £or zinc 
--·~." ,LL 

crystals of diff'erent purities are given in Table X...:V. 



I 
The average value of 71, :for,,two tests '6tt·a99.99-9 per 

!1 

·c~··purity orys:tti is 83. The mobility relation deter­

mined by the direct experiments is assumed valid, so 

that 

x.. - 5'· 

and 

for 99.999 per cent purity material. This discrepancy 

between j/L1 and )'\. is 1ar~ and clearly shows that the 

number of moving dislocations changes as a result of a 

strain-rate change. 

Similar experiments have been conducted on lithium 
.,., < 

fluoride (41), silicon-iron ,(4J.) and. tungsten ( 16) 

. n' crystals where the inverse strain-rate sensitivity 

has been found to increase with strain. When the data 

is extrapolated to zero strain, the resulting ?1- 1 
is 

very close to the mobility exponent, n.... The validity 

of the strain-rate sensitivity experiment· for determining 

mobility exponents has been argued from these results. 
,,,. I 

However, no explanation for the increase in "'· with 

strain has been proposed. I The values of~ . as given 
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in Tab1e IV were not observed to increase with strain 

except for one test on a zone refined purity specimen 

where the extrapolated value at zero strain was about 50. 

An alternative model to explain the results found 

for zinc is proposed where the density of moving dislo­

cations, .,t°M , is a function of the difference between 

the applied shear stress and the flow stress at zero 

strain-rate, 1"j or 

A ( lrp ) is some unknown runcliion 0£ the plastic sh.ear 

strain and 1/,' may be regarded as the long-range internal 

stress produced by junction reactions and dislocation 

pi1e-ups. It would therefore be a function of t"p , that 

is T,; = r,;{fp) The velocity of a moving dislooa-

tion is still regarded as a function or r-- because the 

average stress experienced by a moving dislocation is 

independent of 1i: (the internal stress 1';.• must average 

to zero along a slip plane). 

A qualitative pictura of the stress difference 1"'-i;, 

as a function of distance along a slip plane is given 

in Fig. ·4:8. Glide dislocations will be prevented from 

moving when 1""- 1-l is negative or equal to zero. 'lb.is 

oondi ti on is shown f'or several ·dislocations. A slight 

increase in the applied stress will shift the 
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Distance Along Slip Plane 

Fig. 48 Variation in Shear Stress Along a Slip Plane. 



-131-

curve upwards allowing some obstructed dislocations to 

glide. The specific number of dislocations released 

in this manner would depend on the details of the 

internal stress variation and, in particular, the distri­

bution of points where T-Ti goes negative because 

this stress difference governs whether a dislocation 

will be released when a given stress ohange is imposed. 

'Ill.a strain rate is now given as 

and 

--

or 

--
. 

J.k. ¥r ::: m..' 
The experimentally determined values of lJ kl1'"-1'.·) 

;; 1...,,.. 
are given in Table IV. The term ~ is equal J hi. { 1:- ·r,;) 
to the ratio YA/x 1 and is determined experimentally. 

There~ore 11'\. is given by 

Since 1'\. is much less than 11. 1 
, bl:::. >ft/. Table IV 
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I gives the values of It\ determined~f'or the v-arious 

purity materials. ,,,,,,. '- 2 For 99.999 per cent purity "~ -

and is a little less for the other purities. The reason 

for the low va1ue of l.l for the Zn-0.02Al purity is not 

known._..: An exponent of m = 2 would be expected if the 

number of dislocations released per unit length of 

glide plane were a linear function of the stress dif-

f erence 

'!he model proposed to explain the results for zinc 

may also apply to other metals of the soft metal group 

such as copper. Conrad (!.:i•2) has measured the strain-

rate sensitivity of copper single crystals at low 

temperature and finds that f ! ! = 100-200 at 170°11:. 

This result is clearly unreasonable for a mobility 

exponent. An alternative interpretation of the results 

in terms of the newly proposed model is suggested. 

More important, if the density of moving dislocations 

changes during a strain-rate change, many of the con-

clusions that Conrad makes regarding thermally activated 

mechanisms would be completely invalid. 

The present model would not be expected to apply 

to hard type materials such as silicon-iron and lithium 

fluoride because in these materials the variation of 

the internal stress 1'i should be much less than the 

levels of applied stress required to cause dislocation 
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motion at appreciable velocities. '!he large value of 7;. 

in these materials is responsible for this condition. 

In such oases the change in moving dislocation density 

would be small and have little effeot on the nominally 

high mobility exponents. 

H. Stress-Strain Behavior 

Numerous investigations have been made on the in~lu-

enoe of various variables on the basal stress-strain 

behaVi.or of zinc s1ng1e crystals. ni.ese investigations ..... 
' have included the effects of temperature (28), purity '~ ' ~ 

'~ 

(28t 43), substructure (44) and nonbasal forest dislo­
lu 

cation density (2·~). The present investigation has 

sho~m that the nonbasal forest dislocation density and 

the characteristics of the dislocation substructure 

are significantly influenced by the impurity level. 

TI:le eff.'e ct of cad.mi um impurity on the degree of impurity 

segregation and associated dislocation substructure in 

zinc single crystals has been sho1m by Damiano and Tint 

(45). The present observations on segregation and sub-

structure in crystals 1dth aluminum impurity are in 

essential agreement 1dth the work of Da.iniano and Tint. 

1famoly, at some i.mpuri t;y level5 and. under certain grot'lth 

conditions, impurities may segregate into a cellular 

structure and a dislocation substructure is associated 

with the impurity segregation if the degree of segregation 
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is great enough. This is probably due to impurity 

pinning of the dislocations which stabilizes the dis- · 

location substructure. In terms of the mechanical 

properties 0£ zinc single crystals, the interrelation 

between impurity changes and changes in dislocation 

substructure as well as forest densities has not 

generally been appreciated by previous investigators. 

An important point is that when the impurity changes 

are made. the effects on the mechanical properties may 

be due to resultant changes in forest densities and 

substructure as well as direct impurity effects. 'lhis 

' J* ., 
ag!f'~i!H5' 11fi'6h: Seeger ~ ... has e"S-timat.·&d that the 

primary effect of impurity changes on the stress-strain 

behavior 0£ hexagona1 close-packed crystals is through 

changes inAdislooation densities• 

Figure 29 shows the effect of impurity additions 

on the stress-strain behavior. The effect of the forest 

dislocation density on the initial flow stress can be 

estimated £rom the dis1ooation densities given in 

Table V and by the use of Eq. 17 which gives the stress 

required to overcome attractive and repulsive junctions. 

Following the assumptions given above, in Section F, 

the ~tress required to overcome junctions in Zn-0.0025Al 

and Zn-0.02Al crystals is estimated to be 14.o and 21.2 

lb/in. 2 respectl. ve1y. The initial flow stress f'or 
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crystals of these purities is 27 and 73 lb/in. 2 as shown 

in Fig. 29. Thus a large share of the increase in flow 

stress over that for 99.999 per cent purity crystals can 

be attributed to changes in the forest density produced 

by impurity additions. 

Impurity additions were noted to have an effect on 

the character of dislocation substructure as shown in 

Table V~ These changes may have an influence on the 

measured stress-strain curves because certain dislocation 

sub-boundaries can have long-range stress fields which 

must be overcome by the applied stress if dislocations 

are to glide past the boundaries. The notable differ~ 

ence between the substructure in Zn-0.02Al material as 

compared to the other purities may account for the 

large difference between the initial flow stress and 

the stress to overcome junction reactions in the Zn-0.02Al 

material. A detailed knowledge of the dislocation char• 

acter of the substructure would be required to estimate 

the specific effect of' the substructure change on the 

f'1ow stress. 

The effect of prestraining and annealing on the 
ff/ 

stress-strain behavior is shotm in Fig. 'S-P. The stress-

strain curves are shifted to higher stresses which is 

prob~bly due to an increased dislocation substructure 

density s:i.noo tho dons:i.'ty 0£ £orost dis1oco.t:i.ons 'ttt'ldoubt­

''&~ did not ohang1 Figure 4j shows the ef':f'eot ot' 
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prestraining on the substructure density. 'Ihe present 
9 

results are consistent with the results of Washburn (.44) 

on the effect of tilt boundaries on the stress-strain 

behavior of zinc single crystals. 

Nonbasal Slip System 

A. Dislocation Orientations and Dislocation Multiplication 

The initial stages of nonbasal deformation occur in 

isolated slip bands as shown in Fig. 38 which shows the 

result of a c-axis pulse test. This mode of slip defor-

mation is somewhat different than that found for basal 

slip in that the nonbasal slip bands are broad and not 
, I" , 

' t 
limited to one slip plane. ·The appearance of the;,slip 

bands is similar to those found in deformed·single crys~ 
/ 

tals of lithium fluoride {'!>?) where dis.looa ti on multi-

plication has been attributed to a multiple cross-slip 

mechanism. Multiple cross-slip occurs when a screw: 

dislocation segment in one slip plane glides onto another 

slip plane which contains the same Burgers vector. 

Cross-slip will be likely in cases where the screw dis-

location is not extended into widely spaced par.tial 

dislocations and when a resolved shear stress occurs 

on the cross-s1ip plane. 1'lhen a screw dislocation seg-

ment glides onto the cross-slip plane. it is likely to 

cross-slip once again onto another slip plane parallel 

to the original slip plane. The screw segments that 

{, ) 
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lie on the parallel slip plane can then act as a Frank-

Read source because the dislocation segments on the 

cross-slip p1ane are edge dislocations wlll.ch cannot 

glide in the same direction as the ·screw segment. 

Figure 49 shows a bowed dislocation segment on a 

,,,parallel slip plane a:fter cross-slip has occurred. 

Price (38) has used electron miorosoopy to study 

the nonbasal slip system in zinc. Nonbasal Slip was 

found to ooour by the glide of screw dislocations with 

a ( c +·a ) or 1 (1213] Burgers vector. The slip plane 
3 

was :tdentif'ied as the {112'2} or second order pyramidal 

r . 
plane. However ~~xtensi ve cross ... slip was observed 

which must have occurred on {1011} or first order pyram­

idal planes because this plane is the only other low 

index, nonbasal)plane that contains the 0 + a direction. 

Figure '~·shows the first and second order pyramidal 

planes. In addition, Price observed large dipole trails 

and jogs on screw dislocations and attributed these to 

cross-slip. 

The orientation of the load axis along the c-axis 

:i.n the present l-rork causes a. re:so1ved shear stress in 

the first order pyramidal plane equal to about 90 per 

cent of that produced on the second order pyramidal 

plane. This produces a favorable condition for cross-

slip to occur and hence the conclusion is drawn that 
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'\ 
Cross- Slip 

Plane 

Priniary Slip PJane 

Fig. 49 Cross-Slip Mechanism. 
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{1122} 

(a) Second Order Pyramidal Plane 

f1oi1} 

(b) First Order Pyramidal Plane 

Fig. SO First and Second Order Pyramid Planes. 
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multiple cross-slip is responsible ~or the nature of the 

observed slip bands. 

T'ne dislocations observed in the direct mobility 
I 

I -

experiment areAmost likely close to the ed~e orienta-

-ti on wi i{h a, ~ , (1213) Burgers vector._ Th~/~lip band 
:,/ jt' .,. ,,, ,, .- ·' .~ _. ~ 

trates on the specimen prism surfaces correspond to 

{1tl}22} pianes which make- a normal intersection with 

the observation surface. The-refore, edge dislocations 

will lie perpendicular to the observation surface and 

screw dislocations will lie parallel to it; 

B. Dislocation Mobility 

The mobility 0£ dislocations in the nortbasal slip 

system can be expressed in the form 

where I\ = 9 • .5 and 7;, = 790 lb/in. 
2 

:from Fig. 39. 

These parame-bers are i;abu1a-bed i.n Tab1e v.t where -they 

may be compared to those of other materials. Nonbasal 

dislocations are clearly less mobile than basal dislo-

cations so that the mobility limiting process must not 

involve phonon scatter. In addition, nonbasal dislo-

oa.iiion mobi1ity cannot be claislSed wlth tht' "harU. 11 gl"oup 

o:f body-centered cubic and diamond cubic crystals in 

terms o~ mobility. There:fore, the rate-limiting 

process is probably not the thermal activation of 
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dislocation kinlcs over a strong Peierls barrier which 

has been used to explain results in lithium fluoride 

(.5) and germanium(48). Models based on a Peierls 

barrier predict that the mobility should depend on the 

applied stress as 

- .A 
y oe e r 

• (19) 

£.Iobility data on silicon-iron (12), lithium fluoride 

(11) and germanium (14) have been found to satisfy this 

relation. nie data on nonbasal mobility in zinc does 

not fit Eq. 19 and thus a Peierls barrier mechanism 

can be considered unlikely, 

!-~odels based on thermally activated events such as 

jog :f'orma.tion a.nd thermally a.otiva.tod oross-slip (:'.31) 

should give a mobility relation of the form 
7'-~· 

vcx:ea 

where ?f. is the long-range internal stress. The non­

basal mobili ·cy data does not fit this form using 7;: = 0 

and a poor correlation is obtained by using values for 

?"! greater than zero. Therefore, none of the theoretical 

" mechanisms considered are appropriate to the present 

results and additional experiments over a more extended 

stress range and at different temperatures are suggested 

to bettor define the physical mechanism which limits the 

nonbasal dislocation mobility. 
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c. Strain-Rate Sensitivity of the Flow Stress 

The dislocation mobility exponent as deduced from 

the variable strain-rate test is listed in Table IV as 

720 t10. The fact that this value is signifioant1y 

above the directly measured exponent of 9.5 indicates 

that the assumption of a constant density of moving 

dislocations during a rapid change in strain-rate is 

incorrect. This conclusion must be correct even though 

the disl.ooatlon velooitleB measured directly were 0£ 

the leading dislocations in a slip band and thus repre­

sented the maximum velocities, id~ereas the variable 

strain-rate test depends on average velocities in a 

specimen covered by intersectinff slip bands like those 

seen in ~ig. 28. An analysis of the strain-rate data 

in terms of a di~ferenoe between the applied stress and 

the flow stress at zero strain-rate was not possible 

because of the very low strain-rate sensitivity. There­

fore, the model proposed to describe the change in 

density of moving dislocations for the basal data could 

not be applied to the nonbasal data. However, there 

is some lil~elihood that the same model would be appro­

priate to the nonbasa1 s1ip system and, i£ so, this wou1d 

explain the high value of the inverse strain-rate sen­

sitivity in terms of the change in density of moving 

dislocations. 



Stress-Strain Behavior as Related to Dislocation Properties 

Basal slip in zinc single crystals occurs at low 

stresses and involves tho motion of relatively small 

nurabo:rs of.' vory mob:i.lo di.slooa.tions. The :i.ni. ti al f'low 

stress appears to be determined by the stress required 

to overcome attractive and repulsive junctions between 

basal and nonbasal dis1ocations. Once the initial flow 

stress has been exceeded, work-hardening occurs at a 

very low i~ate because the density o"f: nonba.sal disloca­

tions does no~ increase and because tha mobility of 

basal dislocations is high enough to allow many of them 

to leave the crystal ~tltlch prevents them from contri­

butine to work-hardening through interactions with other 

para11e1 glide dislocations. Dislocation pile-ups occur 

and their interactions probably determine the observed 

work-hardening rates. 

As opposed to basal deformation, nonbasal slip 

involves the movement of relatively large nu..'llbers of 

slo1v·ly raoving dislocations. Dislocations appear to 

multiply by a multiple cross-slip mechanism which pro­

duces slip bands. The high work-hardening rates observed 

~or nonbasa1 s1ip are caused by dis1ocation pile-up 

interactions within individual slip bands and by the 

interaction of slip bands on the six equivalent slip 

'planes ·which results in an increase in the density of 

forest dislocations i;d th increasing strain. 
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VII. SUNJvIARY AND CONCLUSIONS 

T'ne mobility of basal dislocations in zinc single 

crystals of 99.999 per cent purity has been experimentally 

determined .Crom observations of.' dislooation pilo-up 

lengths produced by load pulse tests. The results obey 
. .'t' IL 

the relation V::. { t;,) for 'r~ 6 lb/in. 2 , where V is 

the dislocation velocity in cm/sec, 1L is the mobility 

exponent and is equal to .5, and '/0 is !) lb/in. 2 • Tne 

maximum velociti.es observed are in the range of 7 to 80 

cm/sec for shear stresses between 7 and 12 lb/inf·. The 

results are inconsistent with.the predictions using 

oretical models which involve the thermally activated 

motion of a glide dislocation past forest dislocations 

or impurity atoms. The drag stress on a. moving dislo-

cation caused by ·phonon scattering is ~ to be -the. 

m-e-&t likely velocity limiting process. The minimum 

shear stress requi·red to cause dislocation pile-ups is 

about 6 lb/in. 2 ~nd tl~is stress is sho'tm to correspond 

to the stress to break attractive junctions between 

basal and nonbasal dislocations. Tb.us plastic flow in 

the basal slip system occurs when attractive junctions 

The strain-rate sensitivity of the flow stress for 

basal slip has been determined for'Z,one- ref'ined•' 99.999 

per cent, Zn-0.002,5Al and Zn-0.02Al specimens. A large 
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difference is observed between the inverse strain-rate 

sensitivity and the directly determined mobility expo-

nent. A dislocation model is proposed which explains 

the observed di£~erencAs. ThA major part of the strain-

rate sensitivity is attributed to changes in the number 

of moving dislocations which accommodate a change in 

strain-rate, rather than to the change of dislocation 

velocity. The" mo9-e,l. ~.roposed ;for basal slip in zi.no 
~· . c ) 

may also app1y to nonbe.sa,l slip in zino a.nd to o'opper 

and aluminum crystals deformed in easy glide, in which 

large strain-rate changes may be made with very small 

changes in stress. 

The mobility of dislocations in the < lZlJ) { 12'12 J 
nonbasai slip system has been experimentally del.;ermined 

from measurements of the length of slip bands produced 

by pulse load tests. The results obey the relation 

V': {.;,,) h.. where It • 9, 5 and 1-;, • 790 lb/in, 2 , 

Velocities between 2 :x: lo-4 and 2 cm/sec were measured 

in the stress range :from 300 to 800 lb/in. 2 • The results 

are inconsistent ldth theoretical models which involve 

thermally activated events. The appearance of the non-

basa1 s1ip bands suggests that dislocation multipli-

cation takes place by a double cross-slip mechanism in 

which segments of screw dislocations with c + a Burgers 

vectors glide :from second order pyramidal planes onto 



-146-

first order pyramidal planes and then back onto another 

second order pyramidal plane. 

The addition of 0,0025 and 0,02 per cent aluminum 

'to z:i.no produoes: a s:egregat:lon substructure• and increases 

the density of nonbasal dislocations. The raise of the 

basal shear stress vs. shear strain curve, which is 

observed to accompany the addition of aluminum, is 

attributed primarily to this increase in the density of 

nonba:.sa1 dis1ocations. The increased density of.' nonbQ.SQ.l 

dislocations produces an increase in the density of 

attractive junctions between basal and nonbasal dislo-

cations. Hence, the stress required to move basal dis-

locations is increased. 

The change in basal dislocation density, Aj> , pro­

("f , obeys the relation duced by plastic shear strain, 
' /J?:: C tfp3 where C is a constant, and is independent 

of purity. This relation is different from the relations 

that have been reported for copper, silver, and lithium 

fluoride single crystals. The difference may be explained 

by the long glide distances observed for basal disloca­

tions in zinc crystals. Glide distances of the order 

0£ the specimen' size have been obsArved wh:'Loh ind:icates 

that large nmnbers of dislocations may glide out of the 

specimen and hence produce strain but do not contribute 

to etch pit densities. 



T.ae important results and conclusions of this inves­

tigation are: 

1. The mobility of dislocations in the basal and 

nonbasal slip systems has been determined 

experimentally and the results have been 

evaluated in terms of current theories. The 

drag stress caused by phonon scattering is 

shown to be the most 1ilrely velocity limiting 

process for basal dislocations. No theory 

has been found which predicts the mobility 

relation for nonbasal dislocations. 

2. The strain-rate sensi ti vi ty of' the· flow stress 

has been determined for zinc single crystals 

de£ormed in basal slip. The inverse strain-

rate sensitivity differs ·greatly from the 

mobility exponent and a dislocation model is 

proposed to explain the difference. The model 

attributes the strain-rate sensitivity to 

·changes in the number of moving dislocations. 

The importance of changes in the density of 

moving dislocations accompanying a strain-rate 

change has 1_1ot generally been recognized by 

previous investigators. 'llle model proposed 

may also apply to nonbasal slip in zinc and 
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to copper and aluminum crystals deformed in 

easy glide. 

3. The long-range internal stress which must be 

overcome for basal slip to ooour is attributed 

to attractive junctions between basal and non-· 

basal dislocations. This source of internal 

stress is shown to be consistent with the 

follo'tdng observations: {l) the stress 

rGquired to cause dislocation pile-ups; 

(2) the effect of alumintun impurity on nonbasal 

dislocation densities and on the basal stress-

strain behavior; and (3) dislocation pile-ups 

do not relax with the removal of applied stress. 

The importance 0£ attractive junctions in rola-

tion to basal slip of hexagonal close-packed 

crystals has generally not been recognized by 

previous investigators. 

4. The influence of alu~inum impurity on the basal 

stress-strain bahavior is due in large part to 

changes in the density of nonbasal dislocations 

which determine the spacing of attractive 

junctions. 

5. The change in basal dislocation density with 

sh.ear strain is given by the relation Llt:: c~f 
and is independent of' purity. This relation 
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is different from the relations that have been 

reported for copper, silver and lithium fluoride 

single crystals. The d·ifference is attributed 

to the long glide distances observed for basal 

dislocations in zinc. 
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